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Abstract  

This thesis focuses on the development and optimisation of zirconium conversion coatings 
(ZrCCs) on cold-rolled steel (CRS), zinc (Zn), and aluminium alloy AA5754 substrates 
through a multidimensional approach. 
The utilization of statistical tools, specifically response surface methodology (RSM), 

enabled the assessment of the individual and mutual effects of various parameters in the 
zirconium conversion bath (H2ZrF6 concentration, pH, and conversion time) on corrosion 
resistance responses of ZrCCs obtained by different evaluation techniques. Specifically, 
CRS and Zn favoured mid to higher concentrations (825ʞ1226 ppm), longer conversion 
times (430ʞ480 s), and mid to higher pH levels (4.0ʞ4.6), while AA5754 favoured 
significantly lower concentrations (150 ppm), shorter immersion times (230 s), and a higher 
pH (4.6). This is attributed to the preferential, thicker zirconium conversion coating 
deposition on intermetallic particles, accompanied by cracking. RSM models derived from 
Electrochemical Impedance Spectroscopy were the most effective for characterising and 
optimising ZrCCs on all substrates, suggesting it as the most universal ZrCC evaluation 
technique. 
Updating equilibrium predominance diagrams for Zr-OH and ZrʞF aqueous speciation 

implied the tetramer Zr4(OH)88+ as a fundamental building block in the solid phase of 
ZrCCs. This also suggested that the ZrCC process is of a sol-gel nature and not only an 
electrochemical one. Time-of-Flight Secondary Ion Mass Spectrometry further confirmed 
the presence of polymerized tetrameric structures in ZrCCs on CRS formed under 
conditions previously shown to be vital for adequate coating formation (pH = 4.0). 
The proposed sol-gel chemistry of ZrCCs was further examined using SiO2 and ZrO2 

colloidal pretreatments. SiO2 pretreatment significantly improved the uniformity and 
reduced the cracking of ZrCCs on AA5754, unlike ZrO2, which showed a limited impact on 
coating morphology and corrosion protection, implying the need to form a SiʞZr network 
to enhance corrosion resistance. 
Additionally, the electrochemical behaviour of Fʞ and Clʞ in NH4HCO3 buffer at 

different concentrations was examined to assess their suitability as additives in the H2ZrF6 
bath. It was revealed that Fʞ induced significant complex formation on CRS and AA5754, 
narrowing the passive region of aluminium, while Clʞ mainly led to pitting on AA5754 at 
higher concentrations. In contrast, equilibrium calculations further revealed the hat 
corrosion of zinc was mainly influenced by the overall ionic strength and further 
complexation with the buffering agent at higher pH levels and not with halide ions. 
This dissertation lays the groundwork for future research aiming to refine the 

methodologies applied and extend the findings to industrial applications. 
 





 xi  

Povzetek  

Disertacija obravnava razvoj in optimizacijo cirkonijevih konverzijskih prevlek (ZrCCs) na 
podlagah iz hladno valjanega jekla (CRS), cinka (Zn) in aluminijeve zlitine AA5754 z 
uporabo večdimenzionalnega pristopa. Uporabili smo statistična orodja, zlasti metodo 
odzivne povrşine (RSM), za oceno posameznih in skupnih učinkov različnih parametrov v 
cirkonijevi konverzijski kopeli, kot so koncentracija H2ZrF6, pH in čas konverzije na 
korozijsko upornost ZrCC. Posebej sta CRS in Zn ugodno reagirala na srednje do visoke 
koncentracije (825ʞ1226 ppm), daljşe čase konverzije (430ʞ480 s) in srednje do visoke pH 
vrednosti (4,0ʞ4,6), medtem ko se AA5754 bolje odziva na bistveno niźje koncentracije 
(150 ppm), krajşe čase potopitve (230 sekund) in vişji pH (4,6). Slednji rezultat izhaja iz 
večje elektrokemijske raznolikosti povrşine AA5754, ki pelje do preferenčne tvorbe debelejşe 
plasti cirkonijeve konverzijske prevleke na intermetalnih delcih (angl. Intermetallic 
particles, IMPs), kar vodi do razpok. 
Modeli RSM, ki smo jih izpeljali iz elektrokemijske impedančne spektroskopije (EIS), so se 
izkazali za najučinkovitejşe pri karakterizaciji in optimizaciji ZrCC na vseh podlagah. 
S posodobljanjem ravnoteźnih porazdelitvenih diagramov za ZrʞOH in vodne zvrsti 

Zr-F smo nakazali, da je tetramer Zr4(OH)8
8+ osnovni gradnik v trdni fazi ZrCC. To prav 

tako potrjuje, da je proces tvorbe ZrCC tudi sol-gel narave, ne zgolj elektrokemične. Z 
analizo sekundarne ionske masne spektrometrije z analizatorjem na čas preleta (ToF-SIMS) 
smo nadalje potrdili prisotnost tetramernih struktur v ZrCC na CRS, ustvarjenih pod 
pogoji, ključnimi za ustrezno oblikovanje prevleke in pridobivanje źelenih zaşčitnih lastnosti 
(pH 4,0). 
Predlagano sol-gel kemijo ZrCC smo dodatno preučili z uporabo predobdelav s 

koloidnim SiO2 in ZrO2. Predobdelava s SiO2 je bistveno izboljşala enakomernost in 
zmanjşala razpoke ZrCC na AA5754, za razliko od ZrO2, ki je imel omejen vpliv na 
morfologijo prevleke in zaşčito pred korozijo, kar nakazuje na potrebo po oblikovanju mreźe 
SiʞZr za izboljşanje odpornosti proti koroziji. 
Poleg tega smo preučili elektrokemijsko obnaşanje ionov Fʞ in Clʞ v pufru NH4HCO3 

pri različnih koncentracijah, da bi ocenili njihovo primernost kot dodatke v kopeli H2ZrF6. 
Rezultati kaźejo, da Fʞ inducira pomembno kompleksacijo na CRS in AA5754, kar zoźi 
pasivno območje aluminija, medtem ko Clʞ predvsem vodi do jamičaste korozije na AA5754 
pri vişjih koncentracijah. Nasprotno so ravnoteźni izračuni dodatno razkrili, da je korozija 
cinka predvsem odvisna od skupne ionske moči in dodatne kompleksacije s pufrom v 
alkalnem območju in ne s halogenidnimi ioni. 
Na ta način smo postavili temelje za prihodnje raziskave, ki ciljajo na izboljşanje 

uporabljenih metodologij in razşiritev ugotovitev na industrijske aplikacije. 
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Chapter 1 

1 Int roduction  

1.1 Corrosion  

The extent of the influence of corrosion on human activity ranges from rusted fences and 
patinated statues to rare, but more dramatic, oil spills or even aeroplane crashes. Simply 
put, corrosion is the gradual deterioration of a material, preferably metal, due to its 
interaction with the surrounding environment. Above all, one must understand that 
corrosion is driven by the redox potential difference in the microenvironment of 

the metal surface, as it is foremost an electrochemical process. Thereupon, locations with 
more positive potential are regarded as cathodic and more negative as anodic, respectively 
[1]. Active corrosion is characterised by anodic reactions resulting in an electrolyte-soluble 
product. Dissolved metal ions can form sparingly soluble deposits of oxide and hydroxide, 
a state known as passivity. However, passive layers provide a different degree of corrosion 
protection, with properties greatly dependent on the substrate [1]. As a refined metal aims 
at only one thing: to return to the thermodynamically stable state of its ore at the earliest 
opportunity, the main corrosion products are compounds naturally found in ores, 
particularly oxides and hydroxides, occasionally accompanied by chlorides, sulphates and 
carbonates [2]. With the main anodic reaction being metal oxidation, countered with the 
main cathodic reaction of oxygen and/or hydrogen reduction, and, given that the corroding 
metal acts as an electrical conductor along with the electrolyte as an ionic conductor, a 
corrosion cell can be considered equal to a short-circuited galvanic cell. Consequently, 
successful electrochemical corrosion demands the existence of anode-cathode pairs, an 

electrical conductor and an ionic conductor, as illustrated in Figure 1.1[3]. 
The aforementioned potential difference resulting in corrosion is a combination of 

metallurgical properties, such as impurities, grain boundaries, inclusions, intermetallic 
particles or second phases originating from metal processing [3], and environmental 

properties, such as pH value, temperature, pressure, viscosity, chemical composition, 
constituent concentration (i.e. different availability of electroactive species at the surface), 
electrical or thermal conductivity, to name but a few [4, 5]. Since the environment is ever-
changing with many parameters in complex interactions, potential differences will always 
somehow occur. Consequently, corrosion stands as an inevitable fate of every metal [1]. 
However, metals remain the leading manufacture and construction materials to date, owing 
to their matchless performance. Consequently, it has been practical to develop a wide range 
of corrosion protection methods tailored to address the most influential corrosion factor in 
each specific case. The establishment of proper corrosion management can significantly 
minimize the damage, the main motivation being cost savings between 15 % and 35 %, as 
corrosion expenses annually reach up to 3.4 % of global GDP [6]. 
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Figure 1.1: A schematic of the corrosion process. 

1.2 Conversion Coatings: Old vs. New Generation  

Corrosion protection methods aim to modify the metal (its metallurgical or surface 
parameters), the environment (e.g., the addition of inhibitors to electrolytes), or both [4, 
5]. For metals of industrial importance, more precisely, aluminium (and its alloys), steel, 
and galvanised steel, surface modifications have become extensively employed for resisting 
corrosion [7], owing to their cost-effectiveness and practicability [5]. One particular method 
of surface modification that has been successfully employed in the aerospace and 
automotive industry are conversion coatings (CC). In a conversion coating, as the name 
implies, a metal surface is converted into an adherent layer of improved corrosion 
protection properties through a chemical or electrochemical reaction. In general, during 
conversion, anodic areas of the metal surface matrix undergo oxidation, accompanied by 
hydrogen and oxygen reduction at cathodic areas (such as intermetallic particles (IMPs) 
and grain boundaries), leading to alkalisation and precipitation of various inorganic phases 
from the conversion bath [8, 9]. These phases, whether amorphous or crystalline, act as 
barriers against corrosive agents from the electrolyte, providing only limited protection to 
the underlying substrate. Instead, the primary function of CCs is to serve as a pretreatment 
layer that enhances the adhesion of subsequent layers in a multi-coating system. However, 
if the conversion coating fails, the top coat experiences rapid degradation. Therefore, in 
the final step before application, it is essential to study conversion coatings both 
independently and in conjunction with the top coat. 
For over a century, conversion coatings based on chromate (CCC) for aluminium/light 

metals and phosphate (PCC) for ferrous substrates have been successfully employed. 
However, The Environmental Protection Agency (EPA) has categorized Cr(VI) as a human 
carcinogen by the inhalation route of exposure [10]. As such, some Cr(VI) compounds are 
currently under authorisation as substances of very high concern (Annex XIV to REACH) 
[11] while others have further been restricted (Annex XVII to REACH) [12] under 
Registration, Evaluation, Authorisation and Restriction of Chemicals (REACH) [13] 
regulation in the European Union (EU) and the European Economic Area (EEA). 
Regarding Cr(III), a current alternative for Cr(VI), EPA has also raised concerns about 
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possible reoxidation to Cr(VI), along with potential carcinogenicity of Cr(III) itself [14, 
15], which will lead to a complete ban of all Cr-based compounds soon. Nevertheless, the 
limit of Cr resources is nearing [16], which is the final justification for finding viable 
alternatives soon. Similarly, REACH restrictions have been posed on PCCs as well [17], 
leading to a growing interest in finding alternatives that will match or exceed their 
performance. Whether for price, availability, environmental or health impact, possible 
alternatives for existing technologies are often shortlisted to only a few. In the light of new 
conversion coatings, the search has stalled on Cr close neighbours in the periodic table of 
elements, more precisely, Zr and Ti [18]. 

1.2.1  Zirconium conversion coatings  

Owing to Zr commercial availability and lower cost, ZrCCs have predominantly matured 
to commercial applications. In general, ZrCCs offer cost reductions of up to 30 % due to 
faster conversion times, operating at room temperature, fewer process stages (no 
conditioning stage needed), smaller tanks, and virtually no sludge generated, which makes 
maintenance easier due to decreased need for tank (immersion application) and spray 
nozzle (spray application) cleaning as well as heat exchanger blocking. Also, ZrCCs work 
well with most substrates, including steel, galvanized steel, aluminium, and its alloys. 
ZrCCs can be integrated into existing equipment, making facility switches straightforward 
[19, 20, 21, 22]. At the moment, ZrCCs have met the performance of standard PCCs only 
on aluminium surfaces, the performance on steel and galvanized steel surfaces is yet to be 
reached [23]. On the other hand, Cr has reached substitution in the automotive industry 
but remains the top choice in the aerospace industry [15], owing to more stringent 
requirements that CCCs can meet due to their higher corrosion resistance with added self-
healing ability, as CCCs always contain some amount of the soluble Cr(VI) originating 
from the process that can migrate to the defect and undergo reduction to the insoluble 
Cr(III), thus sealing the defect. With constant improvements experienced through 
generations beyond, there are reviews summarizing numerous studies on conversion 
coatings belonging to each generation [5, 8, 9]. It is thus clear that understanding the 
chemistries of all conversion agents is crucial for a successful replacement [24]. 
The ZrCC process typically involves five steps: cleaning, rinsing, coating, rinsing, and 

drying, with the possibility of modifications. Before cleaning, surface grinding and polishing 
can be performed [9]. Each step has a distinct impact on the final coating performance. 
Like their predecessors, ZrCCs obey the above-described mechanism of surface alkalisation, 
i.e., pH-driven precipitation, most commonly from baths containing hexafluorozirconic acid 
(H2ZrF6) as the Zr-bearing component. Besides, current commercial baths include film-
forming agent salts, activators, accelerators, pH adjusters, and other additives for 
performance enhancement. However, the influence of each additive in the conversion bath 
and their interactions on the subsequent performance are still not fully understood [25, 26]. 
While the mechanism of Zr/TiCC deposition may seem substrate-independent, its 

performance is generally inferior to CCC. The unique chemistry of Cr contributes to the 
ability of CCCs to provide both barrier and active corrosion protection. This is achieved 
through the self-healing ability provided by redox reactions involving Cr(VI) species, which 
allows for forming a protective layer after mechanical or chemical damage in a wide range 
of environmental conditions [27]. This property has not been replicated in alternative 
options due to the aforementioned lack of active corrosion protection. 
Nevertheless, although not the least soluble type of film, ZrCCs offer a passivation 

range across a significantly wider pH range (Figure 1.2)  compared to previous technologies, 
making them a promising candidate for the gradual replacement of CCCs and PPCs. 
Solubility calculations were conducted in Spana software using its default database at 25°C. 
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This involved using aqueous and solid species as input parameters and setting their log 
activity to 0. The main CC solid species selected were: Zr(OH)4 (am) as a representative 
of ZrCCs, Cr(OH)3 (am) as a representative of CrCCs, and Zn3(PO4)2×4H2O (cr) for PPC, 
along with native (hydro)oxides of steel (Fe(OH)3 (am)), aluminium (AlOOH (s)), and zinc 
(ZnO (cr)). The decision to employ amorphous or crystalline phases was based on available 
literature data on species formed during conversion, as it significantly affects solubility, 
with the former being much more soluble than the latter. More details on performing 
thermodynamic equilibrium calculations will be provided in Chapters 3 and 4. 

 

Figure 1.2: Comparison of solubilities of different CCCs components and native 
(hydro)oxides. 

1.2.2  Problems associated with zirconium conversion coatings  

The scientific literature presents significant variations in the results obtained from the 
same substrates and under similar conditions, ranging from poor performance to surpassing 
their predecessors [9]. Furthermore, it seems like the comprehensive knowledge of ZrCCs 
is exclusively documented in industrial reports and patents, which, despite database 
availability, can be hindered by paywalls and complex language and often lack essential 
information required for a fundamental understanding of its mechanism, thus impeding the 
finding of pathways for improvement. Additionally, most scientific papers in the field of 
ZrCCs primarily focus on evaluating and reporting the performance of ZrCCs compared to 
previous literature findings. Moreover, most of them use commercial ZrCCs having 
undisclosed compositions while paying little to no attention to the chemistry of Zr or other 
ZrCC bath additives. Therefore, to mitigate potential issues arising from undisclosed ZrCC 
bath compositions, this PhD thesis conducted studies using H2ZrF6 acid only as the source 
of Zr with the current emphasis on corrosion protection rather than adhesion promotion. 
The research focused on three widely used substrates in the automotive industry: cold-
rolled steel (CRS), pure zinc (to represent galvanised surfaces), and aluminium alloys (AAs) 
[28], from which AA5754 was arbitrarily chosen in this thesis [29]. 
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While the problems associated with ZrCCs are evident in many literature studies, only 
a few have addressed these issues [26, 30, 31, 32, 33, 34]. Based on an extensive review of 
the literature, including both the available patents as well as scientific papers, we have 
identified several significant issues related to ZrCC, including the following: 

1. Commercial recommendations offer a broad range of operating conditions, which 

must be tested and refined to determine the optimal conditions for ZrCC baths. 
The ultimate goal would be to find optimal conditions on various substrates and 
enable the development of a multi-metal coating. 

2. Enhanced cathodic activity at IMPs on aluminium alloys causes the preferential 
deposition of ZrCCs thereat. This non-uniform deposition leads to inconsistent 
ZrCC thickness. Generally, the thickness of ZrCCs on all substrates typically 
falls within the range of 10 to 80 nm, which is considerably lower compared to 
previous technologies and could present a disadvantage [9]. This also limits the 
range of techniques that can be effectively employed to measure such thin 
coatings. 

3. The high irreproducibility of formed ZrCCs can be attributed to strong 
propensity of Zr for hydrolysis, sensitivity to solution composition, and high 
affinity for coordination and geometry exchange. These characteristics make it 
challenging to produce Zr compounds with consistent properties [35]. 

4. The combination of the second and third problems raises a new problem: 
identifying an appropriate evaluation technique for assessing the performance of 
such thin and inhomogeneous coatings, particularly in electrochemical 
applications. 

5. There is a lack of knowledge regarding the in-situ formation of Zr coatings and 
the localised effects during the process. Understanding these aspects is crucial 
for advancing the understanding and control of ZrCC properties. 

In a rapidly evolving technological landscape [19], the key towards top-notch products 
lies in understanding how to manipulate various process parameters. Therefore, to achieve 
comparable or even better performance than CCCs, it is imperative to broaden the scope 
of ZrCC studies equally across different substrates (not only on Al and its alloys) and by 
employing diverse bath conditions. The latter includes considering factors such as bath 
composition, pH, immersion time, temperature, stirring, etc. Design of Experiment (DoE), 
a family of statistical methodologies used to systematically plan, conduct, analyse, and 
interpret experiments, otherwise widely adopted in the industry, could be of immense help 
[36]. Inside DoE, one of the most popular statistical tools used is response surface 
methodology (RSM), which offers several advantages, the main being the efficient 
exploration of a wide range of parameter combinations through a relatively small number 
of experiments. By focusing on building mathematical models that describe the relationship 
between the response variable and the input factors, RSM enables the identification of 
optimal process conditions that yield the desired response [37]. 
The existing literature primarily emphasized the electrochemical properties of the 

substrate/coating system when studying the precipitation of Zr oxide in ZrCCs. This 
process involves hydroxylation triggered by cathodic reactions, leading to a pH increase 
[9]. Therefore, research on conversion coating processes should address the electrochemical 
aspects, particularly those that enable the control of pH increase during conversion. 
Electrochemistry is a powerful tool for obtaining important information about the substrate 
in a selected electrolyte. In corrosion studies, selecting a solution with the appropriate level 
of corrosiveness is crucial. If the solution is excessively aggressive, such as the commonly 
used 3.5 wt.% NaCl specified by well-established corrosion standards like ASTM G31ʞ72 
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[38], it can result in excessive corrosion across all samples, with a particular impact on thin 
films like ZrCCs. On the other hand, if the solution lacks sufficient aggressiveness, it may 
fail to differentiate between samples with varying levels of corrosion susceptibility. 
Additionally, when dealing with thin films, electrochemical results often show a similar 
magnitude, resulting in statistically unreliable data. Thus, by selecting the proper solution, 
a wider range of electrochemical techniques can be applied, which, when combined with a 
proper testing technique, allows for a more comprehensive and accurate analysis. 
Another issue not sufficiently approached in the literature are both pre- and 

posttreatments concerning conversion coatings. Within this context, the sealing process, a 
customary industrial procedure, encompasses the application of a sealant layer, often 
composed of a polymer or an alternative conversion coating, onto the surface previously 
subjected to conversion. Notably, certain literature studies have demonstrated that the 
posttreatment of a Ti-based conversion coating with NiSO4 significantly enhances the 
corrosion resistance of coated CRS [39]. Nonetheless, other sealing methods, such as sodium 
silicate (Na2SiO3) solution posttreatment [40], simple boiling water sealing or air-drying, 
also prove effective [41]. Parallelly, our research group's investigations highlighted the 
substantial impact of air drying or sodium chloride immersion on the electrochemical 
behaviour of ZrCCs, underscoring the necessity of studying posttreatments for ZrCC [42, 
43]. On the other hand, the literature has paid even less attention to pretreatments. 
Assuming the sol-gel characteristic inherent in the ZrCC process leads to the introduction 
of a pretreatment surface conditioning using nanoparticulate oxide. Nanoparticulate oxide 
resolves challenges stemming from prolonged Jernstedt's salts use [44], offering an extended 
pH stability range and improved temperature resistance. Candidates for these oxides 
encompass ZrO2 and SiO2. These anionically charged particles disperse, impartially 
adhering to metal surfaces, forming nuclei that function as subsequent microcathodes, 
ensuring uniform deposition of the conversion coating [45]. 
Besides conversion coatings, Zr has many uses, including nuclear reactors (Zircaloy 1), 

artificial gemstones, ceramics, and cosmetics, to name a few [46]. Thus, understanding the 
aqueous chemistry of Zr is not only of fundamental but also practical importance. Despite 
the extensive research on the chemistries of CCCs and PCCs over the past century [5, 8], 
the aqueous chemistry of Zr has not received sufficient attention. The coexistence of diverse 
Zr mononuclear and polynuclear species in the solution, resulting from the gradual and 
slow attainment of an equilibrium state during spontaneous hydrolysis and condensation, 
has contributed to a lack of consensus among literature sources regarding the Zr-species 
and their corresponding stability constants [47, 48, 49]. While literature reports on the 
structure of ZrCCs commonly rely on XPS (X-ray photoelectron spectroscopy), indicating 
a mixture of amorphous zirconia (ZrO2) along with smaller quantities of ZrF4, 
oxyhydroxides, and/or oxyfluorides [42, 50], the lack of knowledge regarding the proper 
forms of Zr in the solution as well as the solid form renders the exact structure of ZrCCs 
remains not fully elucidated. Another technique which enables to study the building species 
of thin films is time-of-flight secondary ions mass spectrometry (ToF-SIMS) utilised in our 
previous studies as well [34, 42]. Further, it has not been considered in the conversion 
coating community that the formation and thickening of the coating are fundamentally 
based on sol-gel chemistry [51]. 
Using in-situ techniques that enable real-time tracking of conversion coating formation 

would be helpful. Although they were more frequently employed on conversion coatings in 
general [52, 53, 54, 55, 56, 57, 58, 59, 60], they were very scarce in the field of ZrCCs [31, 
32, 61, 62]. Among the potential techniques, scanning micro-probe techniques [63, 64] would 
be particularly useful for ZrCC studies. scanning micro-probe techniques offer unique 
capabilities for investigating localised corrosion phenomena. Corrosion processes often 
occur heterogeneously, with variations in pH and dissolved oxygen concentration at 
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different locations on the surface of a material [65]. By scanning a microelectrode across 
the sample surface and monitoring local electrochemical activity, scanning micro-probe 
techniques can map variations such as pH and dissolved oxygen concentration, providing 
spatially resolved information about corrosion activity. This information can aid in 
understanding the mechanisms of corrosion initiation and propagation. Regarding ZrCCs, 
scanning micro-probe techniques can assist in unravelling the exact ZrCC mechanism by 
being sensitive to localised changes on different substrates, which may not be detectable 
using macro methods. 
All of the problems above captured our attention and have been investigated to varying 

extents in this dissertation. Given the lack of comprehensive understanding of ZrCC 
behaviour, particularly at a fundamental level, these investigations constitute a significant 
novelty in the field. 

1.3 Purpose of the Dissertation  

The dissertation aims to tackle various issues concerning zirconium conversion coatings 
and enhance our understanding of their deposition and protection mechanisms. This aim 
was accomplished by expanding the range of ZrCC studies to encompass different 
substrates and bath conditions while also delving into the intricacies of the coating 
formation process through both empirical and theoretical methods. The systematic 
characterisation and evaluation of ZrCCs, including their aqueous chemistry, structural 
composition, corrosion resistance, electrochemical behaviour, thickness evaluation, and 
local conversion mechanism, contribute to the development of enhanced ZrCC formulations 
and provide insights into the fundamental understanding of their formation and 
performance on different substrates. The ultimate aim is to improve the performance and 
expand the applications of ZrCCs as an environmentally friendly alternative. 

1.4 Goals of the Dissertation  

Utilise RSM to:  

- Explore the design space to identify optimal operating ranges and evaluate 
factor interactions in the H2ZrF6-based ZrCC bath on CRS, Zn, and 
aluminium alloy AA5754 substrates. 

- Compare non-electrochemical methods (drop test) and electrochemical 
techniques (potentiodynamic polarisation curves (PPC) and 
electrochemical impedance spectroscopy (EIS)) to assess the suitability of 
specific techniques for deriving corrosion resistance parameters for ZrCC 
evaluation. 

- Conduct measurements in less aggressive media (dilute Harrison's solution, 
simulated acid rain) to enhance the accuracy of evaluating corrosion parameters 
and understanding the corrosion behaviour. 

- Revisit the aqueous chemistry of Zr, specifically focusing on its hydrolysis behaviour 
in ZrʞOH and ZrʞF systems. 

- Demonstrate the proposed structure of ZrCCs using ToF-SIMS and confirm the 
presence of zirconium oxide in a tetrameric form, particularly Zr4(OH)88+.  

- Compare the influence of Fʞ and Clʞ on corrosion resistance of different substrates 
(CRS, Zn, and AA5754) using electrochemical methods of open circuit potential 
(OCP) and PPCs. 
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- Conduct and evaluate a colloidal pretreatment before ZrCC application to enhance 
corrosion resistance. 

Employ local electrochemical measurements of pH and dissolved oxygen concentration to 

gain insights into the localized conditions at interface metal/electrolyte during ZrCC 

formation.  

1.5 Hypotheses  

- Utilising RSM explores ZrCC design space on CRS, Zn, and AA5754, identifying 
optimal condition ranges and factor interactions to enhance corrosion resistance. 

- Conducting electrochemical measurements in less aggressive media (e.g., dilute 
Harrison's solution and simulated acid rain) yields precise corrosion parameter 
evaluations and a deeper understanding of the ZrCC corrosion behaviour. 

- Aqueous chemistry in ZrʞOH and ZrʞF systems illuminates the importance of 
considering sol-gel chemistry in ZrCC formation beyond electrochemical aspects. 

- Zirconia in ZrCCs exhibits a tetrameric form, confirmable with ToF-SIMS. 

- The influence of Fʞ and Clʞ is different on CRS, Zn and AA5754, which is 
reflected in the ZrCC process. 

- Non-preferential adsorption of colloidal particles on the metal surface ensures 
their uniform distribution, acting as nucleation sites for ZrCC precipitation, 
resulting in a uniform ZrCC coating on AA5754. Thus, applying colloidal SiO2 
or ZrO2 pretreatment enhances the corrosion resistance of the formed ZrCCs. 

- Local pH and dissolved oxygen concentration measurements using scanning 
micro-probe techniques assist in deciphering the complete ZrCC mechanism on 
various substrates, based on the premise that different substrates yield different 
results even under similar ZrCC conversion bath parameters. 

1.6 Methodology  

The methodology encompasses a diverse set of methods and instruments, categorised as 
follows: 

- Statistical tools for experimental design: response surface methodology (RSM). 

- Surface characterisation methods: attenuated total reflectance Fourier transform 
infrared spectroscopy (ATR-FTIR), scanning electron microscopy combined with 
energy-dispersive X-ray spectroscopy (SEM-EDS), focused ion beam scanning 
electron microscopy (FIB-SEM), ellipsometry and time-of-flight secondary mass 
spectrometry (ToF-SIMS). 

- Conventional electrochemical methods used to evaluate corrosion performance: 
open circuit potential (OCP), electrochemical impedance spectroscopy (EIS), and 
potentiodynamic polarisation curves (PPC). 

- Non-electrochemical test of coating porosity: drop test. 

- In-situ local electrochemical scanning micro-probe techniques, employing pH 
sensitive potentiometric and O2 sensitive amperometric micro-probes 
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Chapter 2 

2 Deposition Mechanisms of ZrCCs and 

Corrosion Protection of AA5754, CRS 

and Zn  

"All models are wrong, but some are useful." 

George Box, 1976 [66]. 

2.1 Literature Review  

As mentioned in Chapter 1, investigating CCs for corrosion resistance, both alone and with 
subsequent coatings, is critical as their corrosion failure can rapidly compromise the entire multi-
coating system. The scientific literature displays considerable variability in results for similar 
conditions. However, comprehensive knowledge of ZrCCs is predominantly found in industrial 
reports and patents. While the former is less accessible, the latter often presents information in 
a complex and specialized manner, limiting their practical implementation for improvement. 
Additionally, most scientific particles on ZrCCs concentrate solely on performance assessment, 
neglecting vital chemistry details and utilizing undisclosed commercial compositions [9]. 
Thus, broadening the scope of ZrCC studies across diverse substrates is imperative, moving 

beyond the current focus on aluminium and its alloys. Understanding the influence and possible 
interactions between ZrCCs and various bath conditions is crucial for achieving comparable or 
even superior performance to conventional conversion coatings. Consequently, this Chapter 
emphasizes a comprehensive investigation into the three widely used substrates in the 
automotive industry: CRS, Zn and AA5754. While Zn and CRS are expected to demonstrate 
comparable corrosion behaviour in ZrCCs, aluminium alloys introduce an added complexity by 
containing various intermetallic particles often acting as cathodic sites [9]. This contributes to 
the development of notably thicker ZrCCs on these particles, yielding an inhomogeneous coating 
further susceptible to electrolyte leaching. Most studies on ZrCC were conducted on AAs of 
series 2xxx and 6xxx, while comparative studies on series 5xxx are relatively scarce [9, 34]. Our 
previous study showed that ZrCC deposited in the conversion bath of 200 ppm H2ZrF6 for 10 
min provided good corrosion protection for AA5754 in 0.5 M NaCl with impedance values at the 
frequency of 3 mHz in the range of MW cm2 after 3 days of immersion. The corrosion protection 
is favored on AA3005 over AA5754, although both alloys contain the same IMPs: (MnFe)Al6 or 
ɻ-(MnFe)3SiAl12; however, AA5754 contains mainly (MnFe)Al6 with a much higher ratio of 
Fe/Mn = 7.8 than AA3005 which has a Fe/Mn ratio of 0.8. Both of these IMPs are noble relative 
to the alloy matrix and act as local cathodes [34]. Consequently, it is expected that AA5754 will 
be even more sensitive to changes in conversion bath parameters than CRS and Zn due to 
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different deposition mechanisms, with coatings being much thicker above IMPs than on the alloy 
matrix [9, 33, 34, 43]. 
When several factors influence a particular process characteristic, the Design of Experiment 

(DoE), a family of statistical methodologies, could be beneficial [37]. Using DoE, one can learn 
about the investigated process, differentiate between significant and insignificant factors, 
determine interactions between factors, construct predictive mathematical models, and optimise 
the response(s) [37]. Despite being widely adopted in industrial research after its inception over 
a century ago, the application of DoE in scientific research remains relatively limited. One of 
the primary merits of DoE lies in its ability to efficiently explore the combined effects of several 
input factors in a smaller number of experiments. This starkly contrasts the traditional One 
Factor at a Time (OFAT) approach, which examines only one factor while keeping others 
constant, risking the exploration of only a partial experimental space and overlooking potential 
interactions between factors [36, 67]. 
In DoE, when dealing with various influencing factors, the usual approach is to use a 

screening design to identify the most influential ones. However, one can also perform this initial 
screening based on experience and a thorough review of scientific literature and patents. We 
focused on investigating the conversion step using H2ZrF6 as a Zr-bearing component without 
incorporating common additives found in commercial ZrCC baths [68]. However, commercial 
cleaners, as per the manufacturer's recommendations, were utilized to comply with industrial 
applications. 
Our assessment of pure H2ZrF6 conversion revealed that pH, concentration, and conversion 

time are the three most influential factors in the ZrCC process. Moreover, our experience suggests 
that the three factors contribute to the response independently and interact at specific levels 
[33, 34, 42, 43]. From the industrial point of view, continued and replenished bath lines are 
desired, which could be achieved with lower concentrations and lower immersion times that will 
not leave the bath depleted, both of which are successfully resolved in ZrCC baths [32, 69]. 
Following numerous commercial ZrCC bath recommendations, ZrCC baths typically operate at 
room temperature with a pH range of 3ɰ5. This aspect was further elaborated upon in our 
previous publication [51], featured in Chapter 3, on the aqueous chemistry of Zr species, focusing 
on the distribution of Zr species with respect to pH. The conversion time varies based on the 
application method (spraying with shorter immersion, immersion with longer times) and goal 
(adhesion improvement with short immersion, corrosion resistance with extended times/higher 
concentrations). Thicker coatings inherently provide enhanced corrosion protection; however, 
excessive thickness can accelerate the delamination of the topcoat [70, 71]. However, both 
scientific and industrial literature lacks a consensus regarding the specific levels at which these 
factors should be used. Having three known influential factors with a wide range of values 
naturally leads to employing RSM as a DoE method. RSM models relationships between multiple 
factors and the response of interest, identifying factor interactions and determining if the 
relationship is linear, quadratic, or more complex. What sets RSM apart from other experimental 
designs is its particular advantage of modelling quadratic effects, which is reflected as a curvature 
(non-linearity) in the relationship between input factors and the response [37, 67]. To the best 
of our knowledge, very few studies have applied DoE in conversion coatings [72, 73, 74, 75, 76, 
77, 78], and even fewer have utilised RSM [76, 77, 78]. Only one study has specifically applied 
RSM to investigate ZrCC. However, this study primarily focused on optimising ZrCC on a 
magnesium alloy before electrocoating [76]. 
The importance of selecting an appropriate response for any experiment cannot be overstated. 

In this case, it is the corrosion protection of ZrCCs. However, the thin nature of ZrCCs poses 
challenges when determining the optimal drying state for ZrCC, subsequent to which an 
evaluation is conducted. Typically, air drying stands out as the most straightforward 
posttreatment method for water-based coatings. Choosing the most appropriate corrosion 
protection assessment technique and selecting an electrolyte for electrochemically based studies 
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also add complexity to the process. Taking these factors into account is essential for a thorough 
and precise analysis, a consideration that was central to this study. 
The use of an excessively aggressive solution, like the commonly employed 3.5 wt.% NaCl 

specified in well-established corrosion standards, such as ASTM G31ʞ72 [38], can lead to 
excessive corrosion across all samples, particularly noticeable in thin films. Conversely, if the 
solution lacks sufficient aggressiveness, it may not effectively distinguish between samples with 
different corrosion susceptibilities [42, 79, 80, 81]. In our opinion, using a dilute Harrison's 
solution (DHS) can be more convenient for assessing the aggressiveness of typical corrosion test 
electrolytes while still allowing for observing corrosion behaviour changes in thin coatings. DHS 
is a modification of the original Harrison's solution, presumably made by Timminis [82]. Using 
(NH4)2SO4 together with a reduced amount of NaCl compared to a common 3.5 wt.% solution 
has demonstrated more reliable results in predicting atmospheric corrosion. It has become a 
common choice for prohesion testing of primers (the first, adhesion promotion layers in direct 
contact with the metal surface) [83, 84, 85] and has also been occasionally utilized, albeit rarely, 
in electrochemical testing of primers [86].  
Despite its infrequent implementation in the existing literature, electrochemical techniques 

are complementary, and more should be employed simultaneously [87]. References such as [88, 
89] comprehensively tackled this problem. Among these techniques, destructive ones, such as 
PPCs, directly examine the coating integrity. However, they can alter or destroy the sample 
during testing, thus limiting sample variability and obscuring significant influences. On the other 
hand, non-destructive techniques, such as EIS, maintain the sample integrity and offer higher 
sensitivity, enabling the detection of subtle variations and small differences between samples, 
thus exhibiting decreased reproducibility [90]. It would be highly advantageous to compare the 
credibility of these techniques in ranking the relative corrosion protection of different ZrCCs. 
Additionally, for comparison, an independent method for corrosion assessment should be 
employed, and one such simple and convenient option is a so-called ɶdrop test.ɷ Combining 
destructive and non-destructive techniques can provide a more comprehensive understanding of 
the ZrCC behaviour, performance, and potential degradation mechanisms [84, 91, 92, 93]. 
In fact, we addressed all the problems as mentioned above after encountering them in our 

initial RSM study. By expanding the experimental scope through RSM to address data reliability 
issues in thin film analysis, to enhance result credibility, we believe we can offer valuable insights 
into ZrCC. This sets the groundwork for future research on various substrates and additives. 

2.2 Experimental  

2.2.1  2.1.1 Materials  

Low-carbon CRS was used as a 1 mm thick panel (ACT Test Panels LLC, Hillsdale, Michigan, 
USA) with the chemical composition obtained by X-ray fluorescence spectroscopy: C 0.04 wt.%, 
Mn 0.2 wt.%, S 0.01 wt.%, Fe remainder. Zinc was supplied as a 1 mm thick foil (Goodfellow 
Cambridge Ltd., UK) with a manufacturer-specified chemical composition: 98.8 % Zn. 
Aluminium alloy EN AW-5754 (denoted as AA5754) in the form of a 1.5 mm thick panel was 
supplied by Impol 2000 d.d., Slovenska Bistrica, Slovenia. The following chemical composition 
was specified by the manufacturer: Mg 2.6ɰ3.6 wt.%, Mn 0ɰ0.5 wt.%, Si 0ɰ0.4 wt.%, Fe 0ɰ0.4 
wt.%, Cr 0ɰ0.3 wt.%, Zn 0ɰ0.2 wt.%, Ti 0ɰ0.15 wt.%, Cu 0ɰ0.1 wt.%, Al reminder. Original 
panels were cut into smaller 2.5 cm × 3.5 cm square sheet specimens with 3 mm diameter holes 
punched for easier immersion into H2ZrF6 conversion baths. For SEM, samples were cut out to 
dimensions of up to 1 cm2. 
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2.2.2  Chemicals  

Solutions used in this work were prepared from as-received analytical reagent grade chemicals: 
absolute ethanol (EtOH, Merck KGaA, Darmstadt, Germany), acetone (Carlo Erba, Val de 
Reuil Cedex, France), NaCl (Fisher Scientific, Leicestershire, UK), (NH4)2SO4 (Acros Organics 
Geel, Belgium), NH4HCO3 (Sigma-Aldrich, Steinheim, Germany), H2ZrF6 (50 wt. % in water, 
Sigma-Aldrich, Saint Louis, USA), CuSO4×5H2O (Sigma-Aldrich, Saint Louis, USA), HCl (37 
%, VWR International S.A.S, Fontenay-sous-Bois, France) Pb(CH3COO)2 × 3H2O (Sigma-
Aldrich, Saint Louis, USA). For chemical pretreatments, chemical products from SurTec® 
(SurTec International GmbH, Bensheim, Germany), supplied by SurTec Adria, d.o.o. (Ljubljana, 
Slovenia) were used: SurTec® 089, SurTec® 132, SurTec® 141 and SurTec® 496. SurTec® 089 is a 
detergent booster concentrated liquid product containing non-ionic surfactant alcohols in 
ethoxylated forms of amines, alkyls and fatty alcohols. SurTec® 132 is a slightly alkaline builder, 
free of silicates and surfactants, containing tetrapotassium pyrophosphate. SurTec® 141 is an 
alkaline builder, free of surfactants, containing phosphates, sodium tetraborate and silicates. 
SurTec® 496 is a high-end desmutting concentrated liquid product containing sulfuric acid, 
iron(III) salts, nitric acid and hydrofluoric acid. 
Solutions were made using Milli-Q Direct water (Millipore, Billerica, Massachusetts, USA) 

with a resistivity of 18.2 Mǧ cm at 25 °C and the total organic carbon (TOC) value below 5 
ppb was used for rinsing samples and solution preparation. 

2.2.3  Sample and solution preparation  

2.2.3.1  Grinding  

The first step in sample preparation was manual wet-grinding with SiC papers up to P4000 grit 
on a LaboPol-5 grinding/polishing machine at 300 rpm (Struers, Ballerup, Denmark). Grinding 
to a P4000 grit was considered sufficient to ensure appropriate roughness (Ra å 20ʞ30 nm) for 
applying nanometric ZrCC coatings, as the created roughness is known to be in the nanometric 
range. After grinding, samples were cleaned by 5-minute ultrasonication in absolute ethanol 
using a 37 kHz, 100 % power Elmasonic P ultrasonic bath. Finally, samples were rinsed with 
absolute ethanol and Milli-Q water and dried with compressed N2. 

2.2.3.2  Chemical pretreatment  

Glass beakers (V=500 ml) were used for rinsing baths. Chemical pretreatment before conversion 
was performed via alkaline cleaning and an additional step of desmutting for AA5754 by 
immersion in respected SurTec® solutions on a C-MAG HS 7 magnetic hotplate stirrer (IKA®-
Werke GmbH & Co. KG, Staufen, Germany) under stirring rate of 150 rpm and temperature of 
60°C (except for the desmutting step, which was performed at room temperature), according to 
lab-modified recommendations from SurTec for each substrate: 

- For CRS: a 5 min alkaline cleaning in 5 vol.% (50 mL/L) SurTec® 132 + 0.6 vol.% (6 

mL/L) SurTec® 089, pH=7.3 

- For Zn: a 5 min alkaline cleaning in a mixture of 2 vol.% (20 mL/L) SurTec® 141 + 0.5 
vol.% (5 mL/L) SurTec® 089, pH=12.8 

- For AA5754: a 10 min alkaline cleaning in 3 vol.% (30 mL/L) SurTec® 132 + 0.5 vol.% 
(5 mL/L) SurTec® 089, pH=7.4, followed by a 3 min acid desmutting in 20 vol.% (200 
mL/L) SurTec® 496, pH=0.3 

Each alkaline cleaning/desmutting step was followed by a double rinse with Milli-Q Direct 
water: (i) ca. 30 s rigorous circular rinse with a wash bottle on both sample sides, and (ii) a 1-
minute dip in a clean Milli-Q Direct water bath. Since ZrCCs are extremely sensitive to alkaline 
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contamination, at least two rinses are required between the cleaner and coating stages [94]. The 
aim of the chemical pretreatment step was, besides impurity removal, to ensure a hydrophilic 
surface for successful zirconium conversion [26]. A simple ɶwater-break testɷ, when rinse water 
evenly coated the entire sample surface after cleaning, was used as an indicator for efficient 
surface cleaning [71, 95]. 

2.2.3.3  Conversion treatment  

Immediately after the chemical pretreatment, samples (with the entire surface still wet) were 
immersed in H2ZrF6 conversion baths with different combinations of factor settings 
predetermined by the employed RSM design, as described in the following section. Since zirconia 
precipitation from H2ZrF6 occurs at a rather low pH (3-5) [9, 51], H2ZrF6 solutions were prepared 
by diluting 50 wt.% H2ZrF6 solution firstly in a small volume of water and filled up to the final 
volume, while the pH was set under vigorous stirring using a diluted (15 wt.%) NH4HCO3 
solution that also serves as a buffer, prolonging the lifetime of prepared baths [71]. pH was 
measured using a pH meter 827 pH-lab connected to a Solitrode HF combined pH electrode 
suitable for measurements in HF and Fʞ containing solutions (Metrohm AG, Herisau, 
Switzerland). Teflon beakers (V = 250 ml) were used for conversion baths. Samples were 
immersed in conversion baths and hung onto a plastic stick. Prepared H2ZrF6 solutions were 
stored in polyethylene bottles due to HF release with pH increase [51]. 
The conversion bath was not stirred, as it was preliminarily observed that stirring with our 

set-up leads to less uniform coating formation. Consequently, samples were occasionally lightly 
moved back and forth through the conversion bath to allow fresh solution access to the surface, 
a practice occasionally observed in industrial settings with manual immersion. 
After conversion, samples were dried with the stream of compressed N2 in the bottom-up 

direction and dried for 10 min on a C-MAG HP 4 (IKA®-Werke GmbH & Co. KG, Staufen, 
Germany) hotplate at 80 °C, according to common industrial practice. One series of samples for 
drop tests and electrochemical measurements on AA5754 and Zn were performed after leaving 
them to air-dry to assess the influence of drying. 

2.2.1  Response surface methodology  

After an extensive review of the available literature, we explored a range of H2ZrF6 concentrations 
from 150 to 1500 ppm, pH levels from 3 to 5, and conversion times from 60 to 900 s. 
Investigating such a range using a central composite design (CCD) of RSM (Figure A.3) 

resulted in the variation of all factors at 5 levels: concentration was varied at 150, 424, 825, 1226 
and 1500 ppm, pH was varied at 3.0, 3.4, 4.0, 4.6 and 5.0 and conversion time was varied at 60, 
230, 480, 730 and 900 s, as presented in Table 2.1. These factor-setting combinations are 
somewhat counterintuitive from the traditional point of view of planning the experiments, yet 
these make design models with high predictive power, enabling process insights from fewer 
measurements. It must be noted that such a wide parameter range, spanning an order of 
magnitude, is commonly employed in screening experiments. This approach is initially used to 
identify the most influential factors, followed by a more detailed design for a better 
understanding and optimisation of the process. However, it is important to consider that if the 
model successfully explains variability within the chosen parameter range, validated through 
statistical analysis, regression models, and assessments of goodness of fit, it confirms the 
suitability of the selected range. Hence, only the centre point (825 ppm/480 s/pH 4.0) was 
sextuplicated, according to the postulation of RSM. 
In contrast to CRS and Zn, where such a broad range model resulted in the assessment of 

optimal range, in the case of AA5754, the design required two augmentations with additional 
runs (Table 2.2) in the part of the experimental space indicating optimal performance, namely, 
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concentration variations at 150, 656 and 825 ppm, pH at 3.4, 4.0 and 4.3 and conversion time 
at 355, 418 and 480 s thus resulting in a D-optimal design. 

Table 2.1: Summary of the initial central composite design applied on CRS, Zn and AA5754. 
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Table 2.2: Summary of the central composite design after the second augmentation for AA5754. 
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Thus, the main text of this thesis includes only the RSM plots after the last augmentation 
focused on the concentration region 150-825 ppm, pH 4.0-4.6 and conversion time between 
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230-480 s. Tabular RSM results, along with all additional information necessary for 
understanding the execution of RSM in this work, including augmentations for AA5754, ANOVA 
(analysis of variance) test results, and model adjustments for each RSM response are provided 
in Appendix A, A.4. A concise theoretical background on DoE and RSM is provided in Appendix 
A, A.3. 
RSM was performed via Design-Expert software version 13 (Stat-ease, Inc., Minneapolis, 

MN, USA). Corrosion resistances obtained by different non-electrochemical and electrochemical 
methods were chosen as RSM responses for 3 different metal substrates to compare their 
sensitivity and feasibility for observing the effects of conversion bath factors. For an easier follow-
through, the sample preparation, measurements and important factors considered are given in 
the form of a flowchart in Figure A.1. 

2.2.2  Measurements of corrosion resistance  

2.2.2.1  Non -electrochemical measurements  

First, a straightforward and non-electrochemical approach known as the drop test was used. The 
method is based on measuring the time in s needed for the coating to fully dissolve, indicated 
by a change in colour signifying that the reagent cations reached the bare metal surface, enabling 
their reduction (Cu or Pb herein). For CRS and AA5754, ɶAkimov's reagentɷ [93] was used (82 
g/L CuSO4×5H2O, 33 g/L NaCl, and 13 mL/L of 0.1 N HCl, pH=3.6), while Pb(CH3COO)2 (50 
g/L, pH=5.6) was used for Zn. It was preliminarily shown, the use of Akimovɴs reagent was too 
aggressive, leading to the instant dissolution of ZrCC-Zn samples, presumably due to an 
excessively acidic pH for Zn (vide infra). The response obtained from this method is referred to 
as the ɶprotective abilityɷ (PA). PA measurements were conducted following a 10-minute 
conversion and drying period at 80 °C for all substrates. Additionally, for AA5754 and Zn, 
measurements were taken after 24 h of air drying. 

2.2.2.2  Electrochemical measurements  

Electrochemical experiments were carried out with a Multi Autolab/M204 (Metrohm Autolab, 
Utrecht, Netherlands) potentiostat/galvanostat controlled by NOVA 2.1. software. 
Measurements were conducted in homemade modified ɶclamp-onɷ electrochemical cells (250 
mL), which are suitable for flat, thin-coated samples and less susceptible to crevice corrosion 
[79]. Respective cell parts were custom-made and assembled by bonding with a strong 1-
component solvent adhesive ACRIFIX® 1S 0116 (Evonik Performance Materials GmbH, 
Darmstadt, Germany). Electrochemical measurements were performed in a three-compartment 
set-up: the sample as a working electrode (WE) was attached to the bottom by pressing it 
against an o-ring, which allowed for the easier escape of gas bubbles formed by cathodic reactions, 
presumably reducing the risk of crevice corrosion. A carbon rod was used as the counter electrode 
(CE), and a saturated Ag/AgCl (3 M) electrode was used as the reference electrode (RE); 
E=0.297 V vs. standard hydrogen electrode, set near the WE, to minimize the uncompensated 
iR drop. All potentials herein are referred to the Ag/AgCl (3 M) scale. The area of the working 
electrode was 0.785 cm2. All measurements were performed at ambient conditions. 
Before electrochemical measurements, samples were allowed to rest at the OCP and 

monitored for a conditional time until reaching a quasi-stable state. The rest period was followed 
by electrochemical impedance and potentiodynamic measurements. This decision was made 
because there was no risk of electrode alteration due to an excessively high chosen amplitude 
used in EIS in this particular case. The additional experimental improvement would include 
separate measurements of cathodic and anodic polarisation curves due to possible changes during 
the cathodic scan. Due to many experiments, however, PPCs were not measured separately. 
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To lower the effect of electrolyte aggressiveness inducing corrosion already at the rest 
potential, the time for OCP measurement was modified for each substrate: for AA5754, samples 
were left to stabilize for 1 h, while samples of CRS, as they started to corrode already at OCP, 
were left to approach Kelly's recommendation of quasi-stationary state approximation when 5 
mV does not change over a 10 min period, which was in most cases established in 20ʞ30 min 
[104]. Zn samples, the only ones indicating metastable pitting during OCP, were arbitrarily left 
to stabilize for 300 s. 
Electrochemical impedance spectra (EIS) were recorded at the OCP with a perturbation 

potential amplitude of ± 10 mV (root mean square). A range of 51 logarithmically spaced 
frequencies were applied across 7 decades, from 100 kHz to 10 mHz. The EIS data was fitted 
using the NOVA 2.1 software, which employs a nonlinear least-squares regression approach to 
fit the experimental data to the equivalent circuit model using the Levenberg-Marquardt 
optimisation algorithm. The iR drop compensation was not considered, as all samples exhibited 
an iR drop of less than 1 mV at low frequencies. 
Potentiodynamic polarisation curve (PPC) measurements were conducted in the potential 

region starting from ʞ150 mV vs. OCP to 1 V vs. reference electrode in the anodic direction 
until the current reached 1 mA or 1 V. The scan rate was 1 mV sʞ1. Tafel extrapolation method 
to extract corrosion factors (corrosion potential, Ecorr, and corrosion current density, jcorr) from 
PPCs was performed using NOVA 2.1 software, from which polarisation resistance, Rp was 
calculated according to the standard ASTM G59ɰ97 [97]. 
The electrolyte in the study was a dilute Harrison's solution (3.5 g/L (NH4)2SO4 and 0.5 g/L 

NaCl, pH=5.2) usually used for the simulation of atmospheric conditions and a trade-off between 
corrosivity of the solution and ability to rank corrosion properties between different ZrCCs. 
Different electrochemical responses were used in RSM: For CRS, Rp was determined only 

from EIS. In the case of AA5754, Rp was evaluated using both EIS and PPC. In the case of Zn, 
the impedance modulus (|Z|) measured with EIS at a frequency of 0.25119 Hz was used along 
with Rp from PPC (vide infra). In addition, for both AA5754 and Zn, the jcorr was derived from 
PPCs. The criteria for selecting optimal preparation conditions were based on maximal Rp or |Z| 
and minimal jcorr. 

2.2.2.2.1  EIS experimental details  
Making an unambiguous assignment of certain time constants is facilitated by performing EIS 
measurements under various conditions. These conditions exert different influences on specific 
time constants, for example, by altering the electrolyte properties (pH, concentration) [98], 
utilizing time-resolved measurements, modifying the perturbation potential, or repeating 
measurements at specific perturbation potentials [99, 100]. Additionally, advanced surface 
analysis techniques are desired to study the exact layer structure. Rather than that, in this work, 
the power of analysing EIS spectra obtained from a larger set of samples is leveraged to unravel 
the different time constants. In addition, the selection of EECs was based on prior knowledge of 
both the substrate and ZrCC behaviour in NaCl-containing solutions, comparing the 
presence/absence of specific time constants compared to the bare substrates. 
After EIS measurements, samples were checked to comply with EIS conditions for stability, 

causality and linearity by analysing raw AC potential and current data, either through the 
Kramer-Kroning's test, Lissajous and AC/potential resolution plot [100]. Raw EIS data analysis 
tools are readily available and, as such, were used in NOVA 2.1. software. 
Following Occam's razor principle [100], the proposed equivalent electrical circuits (EECs) 

for fitting EIS spectra consist of the minimum number of elements required for the physical 
interpretation of the data. Emphasis was given to obtaining the best predicting and not fitting 
model that captures major electrochemical processes. Therefore, the proposed models are only 
tentative but have proved helpful in interpreting the effects of conversion bath factors. The 
number of time constants relied solely on visual inspection of Nyquist and Bode plots, i.e., 
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symmetry in phase angle peaks and capacitive arcs and the analysis of fit residual errors. 
Periodicity in residual error analysis indicates that not all time constants have been considered 
[101]. In particular, in the case of AA5754, while the symmetry of phase angle in Bode plots for 
ZrCC-free samples and the analysis of residual errors suggest the inclusion of additional time 
constants, likely corresponding to aluminium oxide and charge transfer at the electrolyte/metal 
interface, we employed a single time constant to fit all EIS spectra of AA5574 incorporated into 
a simple Randles circuit ([R(RCPE)]). This choice still maintained the significantly improved 
polarisation resistance values in ZrCC-free samples. Connections of Voigt elements incorporating 
CPE were used to describe different electrochemical phenomena. CPE instead of C was employed 
to compensate for the distribution of relaxation times caused by surface inhomogeneities [102]. 
In all cases involving multiple time constants, a "ladder" RʞCPE circuit [102] was utilized 

([R([R(RCPE)]CPE)] further justified by the porous nature of the obtained ZrCC and substrate 
oxides, where both the substrate and coating are exposed to the electrolyte. In the case of a 
ladder circuit, a resistance is connected in series to a parallel combination of another RCPE 
couple. A ladder circuit instead of a serial connection of Voigt elements also resulted in lower fit 
residual errors. 
Unfortunately, as a reference shunt has not been used herein [103, 104], the high-frequency 

inductance (above 105 Hz) was affected by the RE impedance, making it difficult to determine 
small capacitive loop impedances at high frequencies accurately. However, this influence was 
limited to the high-frequency region and did not affect the mid- and low-frequency regions, which 
are of greater interest for coating evaluation. 
If diffusion or induction effects were observed at low frequencies but within a very narrow 

range, they were disregarded since they did not dominate corrosion behaviour. Instead, the effects 
that exhibited a more capacitive behaviour, as determined by the fitted value of n, were used 
for coating evaluation. 

2.2.3  Surface analysis  

After grinding up to 4000 grit, samples for SEM imaging were further polished using a 1 µM 
diamond suspension Dia-Duo 2 on an MD-Nap polishing cloth (Struers, Ballerup, Denmark). 
Cleaning and conversion steps were performed in Petri dishes in non-stirred solutions due to the 
smaller sample size than those used for non-electrochemical and electrochemical measurements. 
Zn and AA5754 samples for SEM were allowed to air-dry for 24 h. 
SEM analyses were performed using a field emission SEM JSM 7600 F, JEOL, Japan, 

equipped with energy dispersive X-ray spectroscopy (Inca Oxford 350 EDS SDD). SEM images 
were recorded in secondary electron (SE) and back-scattered modes using a concentric 
backscatter (CBS) detector. Beam voltages of 5 kV and 15 kV were used, the latter owing to its 
higher penetration depth for AA5754, only to enable detection of intermetallic particles (vide 
infra). Before analysis, samples were coated with a thin carbon layer to reduce the charging 
effect. 

2.3 Results and Discussion  

2.3.1  Electrochemical results  

The main thesis text contains only discussion-relevant electrochemical results for ZrCC-
substrates prepared based on the parameters set by RSM. All the other results are given in 
Appendix A, A.2. 
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2.3.1.1  Potentiodynamic polarisation curves  

PPCs on CRS on one of the best- (825 ppm/480 s/pH 4.0) and one of the least-performing ZrCC-
coated samples (424 ppm/230 s/pH 3.4) along with ZrCC-free samples are presented in Figure 
2.1a and Table A.1. PPC curves for ZrCC-free samples (bare and alkaline-cleaned) are similar, 
with a slight improvement in the latter. Among the ZrCC-coated samples, which show only 
slightly decreased jcorr values compared to ZrCC-free ones, another distinction lies in a slight 
anodic shift and inconclusive current density values; intriguingly, the sample with poorer 
performance displays almost the same and slightly improved current density values compared to 
the supposedly better one. Assuming porosity formation in CRS-ZrCC during electrolyte 
exposure, these pores might serve as anodic sites, potentially leading to ZrCCs displaying worse 
PPC results than ZrCC-free samples, as shown in [105]. Essentially, the tiniest defect within 
such a thin coating suffices to trigger corrosion during the anodic potentiodynamic scan. This is 
further demonstrated as no significant difference was observed between the two represented 
ZrCC samples in PPC curves, justifying the decision to forego further PPC analysis on CRS 
samples. 
Concerning Zn (Figure 2.1bʞd) and Table A.2, PPCs reveal no consistent alterations in 

corrosion potential or passivation region. However, there is a marginal reduction in corrosion 
current densities compared to ZrCC-free samples, although within a similar order of magnitude. 
As a result, further confirmation through ANOVA is necessary to ascertain statistically 
significant differences (Appendix A, A.4.2), as will be explained below. 
The decision to restrict PPC response in RSM methodology (vide infra) solely to Zn 

substrates while excluding CRS samples was based on observations of a general improvement of 
ZrCC treatment on the former (Table A.2), as opposed to an anodic shift in Ecorr values and 
significant corrosion resulting from the destructive nature of PPC on CRS (Table A.1). 
A consistent cathodic shift is generally observed across all AA5754-ZrCC-treated samples 

(Figure 2.2a-c and Table A.3), except for the sample ZrCC deposited at 480 ppm/60 s/pH 4.0. 
This shift is accompanied by an extension of the passive region within the ZrCCs, especially for 
samples 150 ppm/230 s/pH 4.6 and 150 ppm/480 s/pH 4.6, the latter showing a slightly more 
extended prolongation as compared to ZrCC-free samples. Conversely, for the alkaline-cleaned 
and alkaline-cleaned and desmutted samples, an anodic shift is noticeable, alongside a reduction 
in jcorr. However, for the alkaline-cleaned and desmutted sample, a pitting onset occurred at a 

significantly more negative potential compared to the alkaline-cleaned sample. The jcorr of ZrCC-
treated samples exhibit minimal divergence. Nevertheless, it is worth noting that the samples 
825 ppm/480 s/pH 3.0 and 825 ppm/480 s/pH 4.0 stand out, suggesting a potential adverse 
impact of lower pH and higher concentrations, for the latter, particularly within the middle to 
higher pH range. Thus, these findings permit the implementation of electrochemical parameters 
deduced for PPCs as responses for RSM. However, it is necessary to employ ANOVA in RSM 
to identify significant differences (Appendix A, A.4.3). Based on F-values, which indicate the 
significance of model terms, obtained after the second augmentation (Appendix A, A.3)), we 
discerned that the two most significant factors for jcorr and Rp from Tafel extrapolation are 
concentration and the interaction between conversion time and concentration. Notably, higher 
F-values indicate stronger influences of model terms on the response. Moreover, it is observed 
that concentration positively impacts jcorr, while the interaction between conversion time and 

concentration has a negative effect on Rp from Tafel extrapolation. 
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Figure 2.1: Potentiodynamic polarisation curves in dilute Harrison's solution recorded for: (a) 
CRS, (b-d) Zn; (b) chosen Zn results for discussion, (c) Zn results of central point repetitions, 
d) results obtained under the remaining conditions. dE/dt = 1 mVsʞ1. Rest periods at OCP were 
(a) 20ʞ30 min, and (b-d) 300 s. 
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Figure 2.2: Potentiodynamic polarisation curves in dilute Harrison's solution recorded for 
AA5574: (a) chosen results for discussion, (b) results of central point repetitions, and (c) results 
obtained under the remaining conditions. dE/dt = 1 mVsʞ1. Rest periods at OCP were 1 h. 

2.3.1.2  Electrochemical impedance spectroscopy data  

CRS samples (Figure 2.3a-c) exhibited either one (Figure 2.3d) or three time constants, which 
directly correlate with the amount of ZrCC coating present and the formation of iron corrosion 
products (vide infra). By theory, the first time constant is ascribed to the coating, while the 
second to the corrosion process [99]. However, the porous nature of ZrCC and iron corrosion 
products implies that EIS spectra can show features related to both geometric and kinetic 
phenomena [106]. 
The first unresolved high-frequency time constant (Figure 2.3a-c) with a small capacitive 

loop (up to 100 ǧ, which was not fitted as its value is negligible and due to high-frequency effects 
induced by reference electrode) can be ascribed either to electrolyte resistance inside pores at 
the passive film/electrolyte interface, with an interfacial capacitance of the pore wall or to the 
dielectric properties of the barrier surface film [102]. Thus, for cases displaying three time 
constants, the EEC, including only two time constants, was used (Figure 2.3e). This is another 
confirmation of the inadequacy of using PPC for ZrCCs corrosion evaluation on CRS. Most 
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probably, interconnected pores developed in the coating during exposure to electrolyte result in 
the shape of the obtained PPC being similar to the bare substrate [107]. 

 

Figure 2.3: EIS results for CRS in dilute Harrison's solution with insets at high frequencies: (a) 
chosen results for discussion, (b) results of central point repetitions, (c) results obtained under 
the remaining conditions. EECs used for EIS fitting: (d) Bare CRS, CRS-ZrCC treated at pH < 
4.0, with conversion time > 60 s, (e) CRS-ZrCC samples treated at pH Ó 4.0 and conversion 
time Ó 230 s. Rest periods at OCP were 20 min. 

The second, middle-frequency time constant (R2ʞCPE1) can be ascribed to the charge 
transfer resistance of faradaic reactions inside defects and CPE 1 to a double layer capacitance, 
i.e., the capacitance at which those reactions occur [108]. On the other hand, the third time 
constant in the low-frequency range (R3ʞCPE2), although not fully resolved due to limited low-
frequency measurements, can be linked, based on n values, to capacitive behaviour associated 
with the capacitive response of corrosion products. The R3 value can be attributed to the 
relaxation of the corrosion products on the electrode surface [108, 109, 110, 111, 112, 113]. 
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Further confirmation was provided after a 24-h exposure to dilute Harrison's solution, which 
resulted in a change in only the third time constant. This change was observed as an increase in 
capacitance and a decrease in R3, attributable to rust layer growth. Notably, no alterations were 
observed in the other time constants, indicating that the ZrCC remained intact and that the 
developed rust layer was non-protective, not affecting the charge transfer resistance, as shown 
in Figure A.2 and Table A.4 in Appendix A, A.2. 
FTIR analysis also revealed the formation of lepidocrocite (ɾʞFeOOH) during exposure to 

dilute Harrisonɴs solution, as indicated in Figure A.9 in Appendix A, A.6.2, aligned with previous 
reports of lepidocrocite formation in low-aggressive corrosion environments [114]. Pilling-
Bedworth ratio indicates the development of non-protective oxides for iron (and its alloys) due 
to the larger volume of the oxide compared to its metal elementary cell, leading to rupture and 
enabling further corrosion through the rust layer [115]. Taking into account all these results and 
the fact that lepidocrocite exhibits high porosity, a layer of rust can be assumed to grow on top 
of ZrCC [109, 114]. 
Nevertheless, all CRS-ZrCC samples that exhibited three time constants show improvement 

in Rct values, owing to ZrCC (Table A.4). On the other hand, the sample prepared at 825 ppm, 
60 s and pH 4.0 and samples prepared at pH < 4.0, except for those prepared at longer conversion 
time (730 s), all show only one time constant, comparable to ZrCC-free samples, as a result of a 
merge of other time constants into a single R-value, probably dominated by Rct, as no ZrCC has 
formed. In addition, all samples treated at pH Ó 4.0 and 730 s exhibited smaller values of R3, 
likely due to increased porosity caused by greater thickness (Table A.4). Nevertheless, due to 
the overlap of time constants and the thin nature of formed films, for the overall evaluation of 
the CRS-ZrCC system with RSM, the polarisation resistance, Rp, expressed as the sum of the 
main two resistances obtained by EIS was used [116] (Table A.4). Although sharing the same 
order of magnitude, Rct can be approximated by Rp measurements from DC methods [116] such 
as LPR (linear polarisation resistance) [117] or PPC, however, due to the inherent capability of 
EIS to capture multiple processes and non-destructiveness, the latter is preferred (vide infra). 
Zn samples exhibited a very small unresolved high-frequency time constant that can be 

attributed either to a barrier layer of ZnO (arising from alkaline cleaning or etching with H2ZrF6) 
(Figure 2.4a-c and Table A.5), or porosity effects, the latter being more probable, as most 
samples exhibited a more or less prominent, distorted, high-frequency tail typical for porous 
electrodes [126], [127]. However, all Zn samples exhibited significant diffusional effects, as shown 
by a large second time constant in low concentrations and short conversion times, and distorted 
semicircles in the rest of the cases with n values between 0.1-0.3. This is similar to cases in [128], 
[129], [130]. Diffusion effects probably arise from the diffusion of species from the bulk or 
formation of corrosion products. Thus, the width of capacitive arcs in Nyquist spectra can be 
referred to as diffusion resistance. In the latter case, Lissajous plots and Kramers-Kronig tests 
indicated that these fluctuations signify instability during measurements. This instability is likely 
due to inconsistent conversion layer formation, resulting in the accumulation of corrosion 
products and their related diffusion [122]. Therefore, fitting was not conducted. Instead, an 
absolute impedance value at a chosen frequency of 0.25119 Hz was employed as a corrosion 
resistance response (Table A.5). This decision was based on the most significant deviation 
between high and low diffusion resistances observed at that frequency. Moreover, this frequency 
aligns with the conclusion of the middle time constant when visual distinction is feasible ɰ likely 
indicating charge transfer resistance. Afterwards, it was observed that this very frequency also 
confers more weight to well-performing samples in drop tests and less weight to poorly 
performing ones. Hence, it can serve as a convenient corrosion evaluation parameter for ZrCCs 
on Zn, effectively accommodating RSM results and providing a more comprehensive grasp of 
ZrCC process behaviour. 
However, it is important to note that the samples displaying high diffusion resistance during 

EIS measurements also displayed stability during measurement and passed Lissajous and 
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Kramers-Kronig test analysis. These samples were indeed eligible for fitting (EEC from Figure 
2.3e), indicating a finite length transmissive boundary case modelled by an O-element (open 
boundary finite length diffusion) [102]. In this case, a fixed diffusion layer with a fixed thickness 
can be considered as being contained in the solid film, both ZrCC and corrosion products. 
However, it has been observed that the O-element cannot efficiently model that behaviour, 

as n values of CPE are very close but not exactly 0.5 when employing a Voigt element to fit the 
diffusion constant, suggesting deviation from typical diffusion behaviour. 

 

Figure 2.4: EIS results for Zn in dilute Harrison's solution: (a) chosen results for discussion, (b) 
results of central point repetitions, (c) results obtained under the remaining conditions. Rest 
periods at OCP were 300 s. 

Using an RCPE element to represent diffusional effects is justified because putting a resistor 
in parallel to capacitance always describes a process involving energy dissipation (resistor) co-
occurring with energy storage (capacitor) [100, 102]. As a matter of fact, it has been shown that 
using RCPE can be more accurate in describing an O-element [123, 124, 125, 126] and has 
already been employed in conversion coating studies [108, 127]. In that case, R accounts for 
diffusion resistance, i.e., growth of the diffusion layer, while accompanying admittance of CPE 
represents diffusion of charge carriers. The increase in diffusion resistance can be attributed to 
the thickening of the diffusion path, possibly due to forming a more compact corrosion product 
layer. On the other hand, the increase in admittance values is associated with forming a less 
dense film, whether it is the ZrCC or Zn corrosion products layer, similar to the EIS investigation 
on CCCs on Alclad 2024ʞT3 by Campestrini et al. [108]. This would also explain that the 
corrosion process has reached a steady state due to reduced corrosion resistance on samples with 
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lower ZrCC thickness. Finally, in the case of the bare Zn sample (Figure 2.4a), a very high 
diffusion resistance value is observed, reaching infinity and resembling the behaviour of a pure 
W-element [100, 102], which is most likely a result of the growth of a thick and porous Zn 
corrosion products layer (vide infra). 
It is noteworthy that any deviation from perfect, semi-infinite linear behaviour should result 

in disturbance of the diffusion process, most likely by more influences at the same time. "Perfect" 
semi-infinite linear diffusion, i.e., diffusion occurring in one dimension bound by the planar 
electrode side, can be described by a Warburg element only when the phase angle is 45° in the 
low-frequency region. In other cases, when a low-frequency tail shows deviation from a 45° angle, 
a CPE with n different but close to 0.5 is usually employed [102]. 
The overall EIS data indicate that the corrosion behaviour of Zn-ZrCC is predominantly 

influenced by diffusion rather than charge transfer. The inherent instability of Zn, observed by 
fluctuations already during OCP measurements followed by low-frequency fluctuations during 
EIS measurements, introduces further errors in subsequent PPC measurements, compounded by 
their destructive nature. Thus, as summarised later in Table 2.3, Zn-ZrCC behaviour, influenced 
by mass-transport control, is more accurately delineated through EIS than PPC, as Tafel 
extrapolation is inherently apt for describing activation processes [65]. Additionally, the absence 
of diffusion control in ORR regions of subsequent PPCs of Zn could imply the diffusion of 
corrosion products, rather than oxygen or hydrogen, from the bulk electrolyte. 
Transmission electron microscopy (TEM) analysis of Şekularac et al. [33], confronted with 

the barrier layer theory of MacDonald [128], showed a tri-layer (the bottom and middle that 
cannot be easily distinguished and a distinguished top layer) structure of ZrCC on an AA3003 
alloy which preserved overall thickness during a 5-day immersion in 0.5 M NaCl. However, the 
bottom layer thickened due to the incorporation of substrate and substrate alloying element 
corrosion products. The top (outer) layer preserved the Zr content by exchanging Fʞ with Clʞ 
ions from the solution. However, the middle layer, consisting mainly of ZrO2, experienced the 
least alteration. This contrasts CCCs, which contain chromate corrosion products and a porous 
CCC layer separated from the substrate by a dense barrier layer [128]. Zr in ZrCC does not 
change its valency state, unlike Cr, meaning that the corrosion products formed only pertain to 
the underlying substrate. 
One time constant is observed in all Nyquist plots for AA5754-ZrCC (Figure 2.5 and Table 

A.6). However, in all cases, significantly smaller capacitive arcs in the Nyquist plot obtained for 
ZrCC-coated samples than ZrCC-free samples do not favour the higher corrosion protection 
offered by ZrCCs, as would be concluded based on PPC results (Figure 2.2 and Table A.3). The 
reason for this will be explained in the section below on SEM micrographs (Figures 2.14-2.15), 
which show cracking of remarkably thicker ZrCCs on AlʞFe intermetallic particles (IMPs). 
According to the results, the best-performing samples are at low concentration (150 ppm), low 
to middle conversion time (230-480 s) and higher pH (4.6) that approached the corrosion 
resistance of the bare sample. In addition, corrosion resistivity among ZrCC-free samples follows 
the sequence alkaline-cleaned + desmutted > alkaline-cleaned > bare. 
Owing to the same low-frequency limit applied in measurements (0.01 Hz), the EEC 

employed herein is similar to one used by Buchheit et al. [129] with only one time constant 
(R2ʞCPE1), i.e., inserted EEC from Figure 2.5. It should be noted that the inductive behaviour 
at low frequencies observed in the Nyquist spectra (Figure 2.5a-c) was without any discernible 
pattern. Moreover, this inductive behaviour was not associated with pitting, as confirmed by 
visual analysis. Instead, it appears to be caused by surface roughness, adsorption effects, or ion 
exchange from the solution [120, 130] (potentially involving Clʞ and Fʞ, as shown by the XPS 
study by Şekularac et al. [43]). In this case, R presents a response of defects formed during 
exposure and CPE interfacial capacitance on which those reactions occur. Presumably, possible 
contributions of pore impedance and charge transfer resistance are all summed up in the 
polarisation resistance Rp. 
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Figure 2.5: EIS results (Nyquist plots) in dilute Harrison's solution for AA5574: (a) chosen results 
for discussion with inserted EEC used for EIS fitting of all samples (upper left), (b) results of 
central point repetitions, (c) results obtained under the remaining conditions. Rest periods at 
OCP were 1 h. 

2.3.2  RSM results  

Results obtained for thin films are often within the same order of magnitude, i.e., a comparable 
range of mean values, leading to statistically unreliable data. In such cases, a larger sample size 
becomes necessary when the effect size is insufficient to achieve statistical significance. By 
employing a larger sample size, such as in RSM, the power of the statistical test can be increased, 
making it easier to detect statistically significant differences [36, 37, 67, 131], effectively employed 
for this specific purpose in this study. Above-design points refer to measured values that exceed 
the predicted surface, whereas below-design points indicate values falling beneath them, 
representing a disparity between predicted and actual observations. The extent of results is 
represented on colour scales above the graphs. 
Respected ZrCC results are compared to bare and chemically pretreated samples, both 

referred to as ɶZrCC-freeɷ samples. 
To reiterate, the PA of all substrates was assessed after exposure to 80°C and, additionally, 

after 24 h of air-drying at room temperature on Zn and AA5754. Rp obtained from EIS was used 
for CRS as the only electrochemical response. In contrast, |Z| at 0. 25119 Hz for Zn and Rp for 
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AA5754 from EIS, along with jcorr and Rp obtained from Tafel extrapolation, were used as 
responses for Zn and AA5754 after 24 h of air drying (see Table 2.3). 

2.3.2.1  RSM for the protective ability  

Based on RSM plots in Figure 2.6a,b and Table A.7 for CRS, the optimal performance of ZrCC 
based on drop test is in the middle to higher concentrations (825-1226 ppm) as well as middle 
to higher pH values (4.0-4.6), suggesting that the optimum has already been reached in the 
central point (825 ppm, pH 4.0 and 480 s). A threshold for a good PA value for each substrate 
was estimated to be higher than the last applied ZrCC pretreatment (vide infra). 

 

Figure 2.6: RSM plots for CRS for different responses: (a-c) PA after 10 min and (d-f) Rp EIS 
for concentrations g(H2ZrF6) of 424, 825 and 1226 ppm. 

Comparing all CRS-ZrCC samples to the ZrCC-free ones, it is evident that the bare sample 
demonstrates the highest protective ability value (19 s) (Table A.7). In contrast, the alkaline-
cleaned sample exhibits a comparable value of 11 s. However, the noteworthy resistance of the 
bare sample can be attributed to its hydrophobic nature (deduced only visually by the water 
droplet shape), which is significantly diminished following alkaline cleaning, subsequently 
facilitating the deposition of ZrCC (Table A.7). Furthermore, the alkaline-cleaned sample shows 
values comparable to those of ZrCC-treated samples due to higher hydrophilicity in both cases, 
which is presumably undesirable for corrosion resistance. However, this property is 
counterbalanced in ZrCCs to enhance the adhesion of subsequent organic coatings (vide infra, 
Chapter 5). In contrast to other samples (vide infra) the observed colour variations in the formed 
coatings on CRS (ranging from gold to purple with an increase in conversion time, indicating 
increased thickness) and the resulting hue of red during copper reduction additionally hint at 
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the existence of certain corrosion protection benefits offered by ZrCC-treated samples. This 
becomes especially apparent when considering cases where the hue of the drop colour appeared 
more pink than red on well-performing ZrCC samples, in contrast to the reddish hue observed 
in poorly performing and ZrCC-free samples. However, both the ZrCC colour and the drop colour 
were not chosen as RSM responses because they involve categorical factors necessitating a higher 
number of descriptors, which, unfortunately, remains unaddressed here, given the limited range 
of possibilities (pink or red, purple or gold). Due to the nature of this method, the exact 
determination of the point at which the colour changes may be relatively subjective and would, 
among other requirements, necessitate the test to be run by several persons independently. 

 

Figure 2.7: RSM plots for Zn for different responses: (a-c) PA after 10 min, (d) PA after 24 h 
and (e-g) jcorr from PPCs. 

The RSM plots for Zn, with optimal conditions for PA after 10 min of curing at 80 ºC, show an 
intriguing trend (Figure 2.7a-c and Table A.8). Optimum moves from lower concentrations and 
lower conversion times toward higher concentrations and higher conversion times with a slight 
curvature at the middle pH value (4.0). However, this response plot resolves after 24 h (Figure 

a) b) c)

d)

e) f) g)
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2.7d), although guiding the experimental space only to higher pH values for the concentration 
of 825 ppm. This is a direct result of a considerable decrease in PA for samples with pH < 4.0, 
in contrast to the improvement seen in samples with a pH 4.0, most probably due to the 
formation of ZnO filling in the pores. 
Furthermore, the growth of native (hydro)oxide within presumed pores developed in ZrCCs 

during electrolyte exposure could enhance the overall corrosion resistance of ZrCCs. This 
approach is supported by the long-established Pilling-Bedworth ratio [115], which indicates the 
development of protective oxides for zinc but not for iron. In fact, leaving ZrCCs on CRS in the 
air leads to rusting [132], while a significant improvement of ZrCCs has been observed before on 
aluminium alloy substrates and Zn, either by allowing for native (hydro)oxides development on 
air or by leaving in the electrolyte for 24 h [33, 34, 133, 134]. 
In other words, some samples that initially seemed to exhibit better corrosion protection 

failed after 24 h (compare Table A.8 and Figure 2.7a-c with Figure 2.7d), emphasising the 
importance of assessing the conversion coating as a mixture of ZrCC and native (hydro)oxide 
and another confirmation of the hypothesis of taking into account the Pilling-Bedworth ratio 
when considering native (hydro)oxide growth inside thin films on different substrates. While 
appearing essential to boost the corrosion resistance of the primer, it is noteworthy that the 
resulting oxide film might exhibit distinct adhesion properties from the primer [143]. As drop 
test results of ZrCC-free samples for Zn did not show any protective ability, as indicated by 0 s 
in Table A.8 after 10 min (vide infra). 

 

Figure 2.8: RSM plots for AA5754 (after the second augmentation) for different responses: (a,c) 
PA after 10 min, (b,d) PA after 24 h and (e-f) jcorr from PPCs. 
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From Figure 2.8aʞd and Table A.9, it can be observed that PA values for AA5754 are higher 
at lower concentrations of 150 ppm than at 825 ppm. Moreover, there is a marked enhancement 
after 24 h (Figure 2.8b,d) for all samples, although with reduced predictive variability at higher 
concentrations compared to the 10-minute timeframe (Figure 2.8a,c). This phenomenon is likely 
due to the development of a more densely packed film formed upon exposure to air, potentially 
involving the growth of a native alumina film within the pores. Drop test results of ZrCC-free 
samples also follow that trend, with alkaline-cleaned + desmutted sample showing the highest 
PA value (52 s), as shown in Table A.9. 
However, pH does not emerge as an influential factor in determining PA within both 

timeframes, evidenced by a lack of curvature. Moreover, while the RSM plots do not attain an 
optimal point, they serve as valuable guides for narrowing the experimental space down to lower 
concentrations and shorter conversion times. 
In summary, for CRS, optimal PA values are near the central point of middle to higher 

concentrations, conversion time and pH. AA5754 shows better results with prolonged drying at 
lower concentrations and shorter conversion times, with pH not a significant influencing factor. 
For Zn, PA after 24 h only serves as a more consistent factor for exploring the experimental 
space toward higher pH values, at the very least. 

 

Figure 2.9: RSM plots for Zn for different responses: (a-c) Rp Tafel and (d-f) |Z| at 0.25119 Hz 
for concentrations g(H2ZrF6) of 424, 825 and 1226 ppm. 

2.3.2.2  RSM for corrosion current density  

From Figure 2.7eʞg and Table A.8, the lowest value for Zn is obtained at lower concentrations 
(424 ppm), middle conversion times, and higher pH levels (4.6). However, this minimum value 
increases as the concentration rises towards lower pH values, resulting in a somewhat 
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inconclusive trend. A higher variability between the experimental and predicted values also 
accompanies this observation. 
These results imply that jcorr might not be the most appropriate parameter for evaluating Zn-

ZrCC performance, even though it accurately presents the obtained data. 
The RSM plots for AA5754 (Figure 2.8e,f and Table A.9) indicate that the minimum jcorr 
corresponds to lower concentrations (150 ppm), middle to higher conversion times, and elevated 
pH levels (4.6). However, this minimum shifts towards shorter conversion times and a middle 
pH range at higher concentrations (825 ppm), accompanied by a significant discrepancy between 
predicted and measured data. These results imply that jcorr might not be the most appropriate 
parameter for evaluating ZrCC performance, even though it accurately presents the obtained 
data. 

2.3.2.3  RSM for polarisation resistance from Tafel extrapolation  

In RSM plots for Zn (Figure 2.9eʞg and Table A.8), the predicted optimum for Rp is at lower 
concentrations (424 ppm) coupled with higher pH (4.6) and shorter conversion times (230 s). 
There is a noticeable decline in the response with an increase in concentration (825 ppm), yet 
the trend concerning pH and conversion time is maintained, distinguishing it slightly from the 
results obtained for jcorr. 
In Figure 2.10a,b and Table A.9, the optimum for Rp obtained through Tafel extrapolation 

of PPCs on AA5754 is predicted at higher pH levels (4.3-4.6), with a low concentration (150 
ppm) and a conversion time (480 s). This starkly contrasts with higher concentrations (825 
ppm), where a marginal increase in Rp is observed at shorter conversion times (230 s) and lower 
pH values (4.0). 

 

Figure 2.10: RSM plots for AA5754 (after the second augmentation) for different responses: (a-
b) Rp Tafel and (c-d) Rp EIS for concentrations g(H2ZrF6) of 150 and 825 ppm. 
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2.3.2.4  RSM for EIS results  

RSM plots for Rp on CRS (Figure 2.6dʞf and Table A.7) suggest a trend towards lower 
concentrations and higher pH levels, even though the measured values in that range were not as 
high as at the central point, i.e., 825 ppm/480 s/pH 4.0 (Table A.7). However, it can be inferred 
that the optimum has already been reached at the central point after accounting for the impact 
of its variability estimated from ANOVA and shown by the contrast between predicted and 
repeated measured central points. EIS seems to exhibit a higher sensitivity to the concentration 
effect than the drop test and, in fact, to all other factors and their interactions. This is evidenced 
by the accompanying F-values for specific model terms in Appendix A, A.4.1. 
In the context of Zn (Figure 2.9dʞf and Table A.8), the derived RSM surface expressed as 

|Z| at 0.25119 Hz diverges from its previously discussed responses, indicating an optimum at 
higher concentrations (1226 ppm), longer conversion times (730 s), pH (4.6), suggesting its 
sensitivity to reflect ZrCC resistance as increased thickness due to the effect of longer conversion 
time. 
The obtained RSM surface for Rp from EIS (Figure 2.10c,d and Table A.9) for AA5754 closely 

resembles the Rp from Tafel extrapolation (Figure 2.10a,b), indicating a strong correlation. 
Specifically, the optimum conditions are once again projected at higher pH levels (4.3-4.6), 
accompanied by a low concentration (150 ppm) and a medium conversion time (480 s). 

2.3.2.5  Comments on the overall feasibility of RSM models  

The statistical analysis of RSM models, as detailed in Appendix A, A.4, suggests that all models 
are capable of navigating the experimental space for characterisation, evidenced by the adequate 
precision values that measure the signal-to-noise ratio. This indicates that the obtained 3D plots 
can indeed highlight paths toward optimal regions, as described in previous sections. However, 
not all models are equally suited for both characterisation and optimisation (Table 2.3), the 
latter being marked by satisfying the difference between the predicted and adjusted R2 values 
(refer to Appendix A, A.3 for more RSM terminological explanations). This explains why 
different optimal regions are obtained for different corrosion resistance responses on the same 
substrate (Table 2.4). Specifically, for CRS, the PA after 10 min model seems suitable for 
characterisation, whereas the Rp from the EIS model is effective for both characterisation and 
optimisation. In the case of Zn, considering both adequate precision and the difference between 
the adjusted and predicted R2, the PA after 10 min and Rp from Tafel extrapolation models are 
the least suitable for characterisation and entirely unsuitable for optimisation. In contrast, the 
jcorr model is more apt for characterisation. 
However, the PA after 24 h and |Z| at 0.25119 Hz models are effective for both 

characterisation and optimisation, making the optimal regions thus identified more convenient 
than those of Tafel extrapolation responses. Nonetheless, Rp from EIS is superior in identifying 
more significant factors, thereby making it the best overall response for evaluation. Lastly, for 
AA5754, the PA after 10 min can be used for both optimisation and characterisation; however, 
it makes less physical sense compared to using the PA after 24 h, which is more convenient for 
characterisation. The jcorr model is the least suitable, while the Rp from Tafel extrapolation is 
better for characterisation. Once again, Rp from EIS is the most suitable for both characterisation 
and potential optimisation, as it shows the lowest discrepancy in criteria for the difference 
between predicted and adjusted R² compared to other electrochemical responses. The fact that 
the feasibility of certain responses varies with the substrate complicates the optimisation. 
Nevertheless, EIS arises as a mutual evaluation technique suitable for both characterisation and 
optimisation of all substrates and care must be taken in choosing the type of resistance as a 
response, as it differs between the substrates. 
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Table 2.3: Comparison of the feasibility of each technique and its responses for evaluating ZrCCs 
based on RSM model analysis. 

Technique Protective ability 
Potentiodynamic 

polarisation curves 

Electrochemical 

impedance 

spectroscopy 

C
R
S 

Response 
PA after drying 

at 80 °C 

PA after air-

drying for 24 h 

not considered 

Rp 

Applicability characterisation not considered 
characterisation, 

optimisation 

Z
n 

Response 
PA after drying 

at 80 °C 

PA after air-

drying for 24 h 
jcorr Rp |Z| at 0.25119 Hz 

Applicability / 
characterisation, 

optimisation 
/ 

characterisati-

on 

characterisation, 

optimisation 

A
A
5
7
5
4

 

Response 
PA after drying 

at 80 °C 

PA after air-

drying for 24 h 
jcorr Rp |Z| at 0.25119 Hz 

Applicability 
characterisation 

and optimisation 

characterisation 

(and optimisation) 
/ characterisation 

characterisation, 

optimisation 

2.3.3  Surface analysis by SEM/EDS  

After building an empirical model from RSM and estimating the main and possible interaction 
effects of particular factors, the most research-compelling samples were subjected to SEM 
analysis to argue particular RSM response results. 
For discussional purposes, only Zr, O, and Fe contents obtained by EDS were found relevant. 

The atomic percentages of these elements are provided alongside the locations where EDS spectra 
were acquired on SEM micrographs in Figure 2.11-2.15. Complete EDS analyses can be found in 
Appendix A, A.5 (Figure A.6-A. 8). The coating density has a large impact on electron 
penetration depth. In a practical setting, the density may be notably reduced, leading to a faster 
arrival of the beam at the substrate, which impedes quantitative determination of light-weight 
elements, such as O. Our Monte Carlo simulations reveal that on the AA5754 matrix, Zn and 
CRS, the penetration depth is 60 nm at 3 kV, 230 nm at 5 kV, and 1560 nm at 15 kV, assuming 
a model thickness of 20 nm. Additionally, for AA5754 IMPs, the penetration depth is 70 nm at 
3 kV, 130 nm at 5 kV, and 950 nm at 15 kV, using a model thickness of 1000 nm. 
Given that the penetration depth presumably exceeds the coating thickness (typically ranging 

from 10 to 70 nm on all substrates, excluding IMPs [9]) for AA5754 IMPs, 15 kV is sufficient to 
detect the IMP. However, it is likely inadequate to grasp its thickness fully under various ZrCC 
factor settings. Furthermore, considering peak overlapping, especially that of F and Fe [135], 
assessing the quantitative impact of concentration and conversion time on ZrCC thickness is 
unreliable [136, 137]. Nevertheless, both thickness and coating density can be indirectly inferred. 
To achieve an accurate evaluation of F content, advanced techniques such as wavelength 
dispersive X-ray analysis (WDX) with superior energy resolution are necessary to prevent 
common peak overlap errors encountered in EDS analysis. Consequently, the enclosed EDS 
micrographs are only semi-quantitative [136, 137]. 

2.3.3.1  Cold -rolled steel  

From Figure 2.11, it follows that a clean bare surface exhibits a nanometric-sized fine structure 
[32], which is presumably just grinding residues, as indicated by the same Fe and O content 
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throughout the whole surface. Alkaline cleaning (pH=7.4) changes the surface morphology in 
the form of nanometric lamellar and nodular structures, also composed of the substrate (Fe). 
However, FeO formation may occur [138] during alkaline cleaning based on the increased O 
content. Commenting on O content is uncertain for the reasons mentioned above. However, it 
can be used for comparative purposes in cases where the difference exceeds an order of magnitude 
(vide infra). 
Figure 2.11 also shows that all ZrCCs on CRS uniformly follow the topography of the 

underlying substrate, exhibiting nodular morphology [148]. Uniform coating formation can be 
ascribed to uniform corrosion [136], where the location of anodic and cathodic sites changes 
continuously due to small changes in surface reactivity as the corrosion process proceeds. 
The sample prepared at the shortest conversion time, 825 ppm/60 s/pH 4.0, shows low Zr 

content and morphology similar to the underlying morphology caused by alkaline cleaning. 
However, extending the conversion time from 60 to 480 s leads to an increase in Zr content along 
with a Fe content decrease, indicating an increase in coating thickness. 
On the other hand, the effect of pH is stricter. The sample subjected to the lowest pH (3.0) 

exhibits almost no Zr (at least not detectable by EDS) and significantly decreased O content at 
the bulk of the coating (site #1) with only rarely distributed zirconia particles (site #2) over 
the surface and surface morphology similar to the underlying substrate, i.e., alkaline-cleaned 
sample. However, moving pH to slightly less acidic (3.4) and a slightly higher concentration 
(1226 ppm) (and accordingly shorter conversion time of 230 s) reveals at least some coating 
formation over the whole surface, although with a very low Zr content and the overall 
morphology similar to the alkaline-cleaned surface (Figure A.6). 
This can be explained by a much higher corrosion rate of iron and steel at pH < 4.0 caused 

by a greater effect of hydrogen evolution reaction (HER) accompanying oxygen reduction 
reaction (ORR), as well as the fact that ferrous oxide, FeO (that should otherwise form and 
remain stable during alkaline cleaning), is soluble at pH < 4.0. 
The above-described observations of insufficient coating formation are confirmed through 

EIS spectra, as only one time constant is observed with the shape and width of the capacitive 
loop, similar to ZrCC-free samples (Figure 2.3a). However, with such a concentration setting, an 
HF loop appears in EIS spectra only at extended conversion times (730 s), indicating the 
thickening of the ZrCC layer. From this, it can be inferred that pH < 4.0 generally leads to an 
insufficient coating formation, which can only be compensated with a combination of higher 
concentration (1226 ppm) and longer conversion time (730 s). On the other hand, samples 
prepared at pH Ó 4.0 exhibit sufficient coating formation, as indicated by three time constants 
(vide supra). Hence, the high-frequency time constant can indeed function as an indicator of 
adequate ZrCC formation. 
The beam depth does not allow for differentiation between Zr content when performing 

conversion at different H2ZrF6 concentrations at the same pH and time setting (pH > 4.0). 
Still, the samples 150 ppm/480 s/pH 4.0 and 825 ppm/480 s/pH 4.0 exhibit similar Zr 

contents, but the obtained topography for the former is similar to the underlying substrate, 
whereas a thicker layer is formed for the latter, i.e., at higher concentrations. Similarly, although 
not reflected in higher Zr content, the sample prepared at the highest concentration, 1500 ppm, 
shows higher Zr nodule density, suggesting higher thickness/compactness. Based on RSM plots 
(Figure 2.6), however, it seems that after immersion into the electrolyte, thicker ZrCC coatings 
are more prone to delamination, giving the optimal value at the centre of chosen experimental 
space, i.e., 825 ppm/480 s/pH 4.0 towards higher concentrations (1226 ppm) and pH (4.6). 
Overall, this supports the previous study on CRS, where the coating formations were promoted 
at pH 4.0 due to establishing a dynamic equilibrium between dissolution and precipitation [140]. 
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Figure 2.11: SEM micrographs of bare and alkaline-cleaned CRS samples and CRS samples 
subjected to various ZrCC treatments. The sites of EDS analyses are noted by blue rectangles, 
and the results for Fe, O and Zr are given in tables. All EDS results are given in Appendix A, 
A.5, Figure A.6. 

Bare Alkaline cleaned 

150 ppm 480 s pH 4.0 825 ppm 480 s pH 3.0 

825 ppm 60 s pH 4.0 825 ppm 480 s pH 4.0 

1226 ppm 230 s pH 3.4 1500 ppm 480 s pH 4.0 

#1

Ін 

#2

Ім

Ін 

Ім 

Fe 94.1 94.2

O 5.9 5.8

Zr 0 0

Ім 

Ін

Fe 72.7 75.2

O 16.1 16.4

Zr 7.8 7.6

Ім 

Ін

Ім 
Ін 

Ін 

Ім

Fe 71.6 72.2

O 17.2 15.5

Zr 7.5 7.1

Fe 82.8 83.2

O 13.1 11.4

Zr 3.4 3.1

Fe 97.887.9

O 2.2 6.3

Zr 0 5.8

Fe 86.787.8

O 11.610.6

Zr 1.7 1.6

Fe 82.868.5

O 13.118.9

Zr 3.4 7.0

Fe 99.0

O 1.0

Zr 0
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2.3.3.2  Zinc  

The bare Zn surface also shows a few grinding residues, confirmed through EDS analysis, having 
almost the same Zn content throughout the surface (Figure 2.12. After alkaline cleaning, the 
surface is covered with nodular ZnO. This is confirmed by higher concentrations of Zn and O at 
the nodular locations, as well as the presence of darker circles observed when using the CBS 
detector mode, all of which align with the expected results for the given pH (12.5), Figure A.7. 
All Zn-ZrCC samples underwent morphological changes resembling chipping to varying 

extents due to acid etching. These changes are otherwise highly dependent on the solution 
composition and are particularly noteworthy in the design of Zn anodes [141]. 
Like CRS, ZrCCs on Zn exhibit nodular morphology, with the population of nodules, in 

general, increasing with an increase in either conversion time and H2ZrF6 concentration. In the 
case of Zn, the effect of low pH was the most prominent, where pH < 4.0 leads to excessive 
etching of the surface (Figure 2.13), revealing bare Zn regions and highly nodular ZnO regions. 
This is due to cathodic control of HER leading to significantly higher corrosion rates on Zn at 
pH < 4.0. In mildly acidic solutions, which accounts for pH 4.0, due to lower concentration of 
H+, the influence of otherwise a large overpotential of HER on Zn prevails and shifts cathodic 
control to ORR, which, due to a fixed oxygen concentration, leads to almost constant corrosion 
throughout a wide subsequent pH range [142]. However, it should be noted that the conversion 
process appears to be influenced not only by pH but also by the conversion agent; for instance, 
molybdate conversion coatings exhibit faster deposition at pH 3.0 [143]. Interestingly, while the 
sample 825 ppm/480 s/pH 3.0 was only etched without any detectable ZrCC formation, the 
sample 1226 ppm/230 s/pH 3.4, although extensively etched, still did form a thin ZrCC layer, 
as indicated by low Zr content (Figure 2.13). This is probably a compromise of slightly lower 
corrosion rates at a slightly less acidic pH of 3.4, compared to 3.0, enabling ZrCC deposition to 
occur, although in a very small amount. Only conversion at pH Ó 4.0 led to uniformly coated 
surfaces (Figure 2.13). 
Furthermore, based on RSM results for PA (Figure 2.7 and Table A.8), Zn samples treated 

at pH < 4.0 showed PA within 10 minutes, which decreased after 24 hours, while ZrCC-free Zn 
samples showed PA only after 24 hours. Combining with EIS and SEM results, this may suggest 
that an etched surface rich in ZnO with higher geometry and possible hydrophobicity, along 
with some ZrCC formation, leads to PA in ZrCC-treated samples. However, this effect resolves 
after 24 hours as acidic environment within pores from the ZrCC process deteriorate the surface, 
leading to lower PA values compared to ZrCC-free Zn samples. 
A higher pH and higher concentrations generally led to a thicker coating, as evidenced by 

higher Zr content. In addition, higher concentrations led to more ZrCC nodules on the surface 
(Figure 2.13). However, the shape of low-frequency arcs ascribed to diffusional processes in the 
case of Zn shows consistent trends that can be useful for Zn-ZrCC evaluation when exposed to 
a dilute Harrison's solution. 
Bare Zn and samples having thinner ZrCCs had very large low-frequency arcs and 

consequently, large diffusion resistances, Rd, as a result of longer diffusion paths (Figure 2.4a-c). 
On the other hand, alkaline-cleaned and samples having higher ZrCC thickness, along with 
etched samples treated at pH < 4.0, exhibited lower low-frequency arcs due to shorter diffusion 
paths. This points to the fact that thicker ZrCC coatings resulted in the formation of fewer Zn 
corrosion products and vice versa. In addition, Zn corrosion products on bare Zn are denser and 
thicker than the alkaline-cleaned sample that already had a thin and homogeneous layer of ZnO 
on it (compare Figure 2.12 and Figure 2.13). In contrast, samples deposited at pH < 4.0 had a 
highly accessible surface roughened by highly porous, inhomogeneously distributed nodular ZnO. 
This also enabled faster diffusion, reflected in lower Rd and Rct values than Zn-ZrCC samples at 
pH Ó 4.0. 
It can be inferred that, in general, Zn-ZrCCs at pH Ó 4.0, at both conversion times Ó 230 s 

and concentrations Ó 825 ppm, have higher coating thickness compared to those treated at lower 
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settings of those factors. Thus, the width of the low-frequency arc associated with diffusion can 
indicate the degree of formation of Zn corrosion products, which is inversely proportional to 
ZrCC thickness. This implies a greater long-term predictive capacity for EIS, recognizing the 
influence of prolonged conversion time on thickness increase, resulting in improved corrosion 
resistance. This is in contrast to Rp derived from Tafel extrapolation (Figure 2.9), which places 
more emphasis on lower concentrations and shorter conversion times (vide supra) and was indeed 
found unsuitable according to RSM models (Appendix A, A.4.2). However, it is noteworthy that 
all samples treated at pH 4.0 and concentration exhibit similar values in |Z|, supporting the 
effect of ZrCC thickness on its corrosion resistance. However, it remains unresolved why the 
sample at 1124 ppm/230 s/pH 4.6 seemingly exhibits the least diffusion control, suggesting the 
most resistive ZrCC film, which may not necessarily be related to thickness but possibly to 
compactness (vide infra). 

 

Figure 2.12: SEM micrographs of bare and alkaline-cleaned Zn ZrCC-free samples. Blue 
rectangles note the sites of EDS analyses, and the results for Zn, O and Zr are given in tables. 
Micrographs on the right side were captured using the CBS detector mode to further confirm 
the presence of oxide. All EDS results are given in Appendix A, A.5, Figure A.7. 

Bare Bare ICE (left) CBS (right) 

Alkaline cleaned Alkaline cleaned ICE (left) CBS (right) 

Zn 97.996.9

O 2.1 3.1

Zr 0 0

Zn 93.689.6

O 6.410.4

Zr 0 0
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Figure 2.13: SEM micrographs of Zn ZrCC-free samples prepared under different conditions with 
locations of EDS spectra obtained and EDS results for Al, O and Zr. All EDS results are given 
in Appendix A, A.5, Figure A.7. 

2.3.3.3  AA5754  

For the purpose of discussion, only the Zr, O, and Al contents obtained through EDS were 
deemed relevant. The atomic percentages of these elements, along with the locations where EDS 
spectra were acquired on SEM micrographs, are presented in Figures 2.14-2.15. Comprehensive 
EDS analyses can be found in Appendix A, A.5, Figure A.8. The coating density significantly 
impacts the depth of electron penetration. In practical scenarios, the density may be noticeably 
reduced, leading to a faster beam arrival at the substrate.  
AA5754 alloy contains (MnFe)Al6, ɻ-(MnFe)3SiAl12, [144] AlFe3, Mg2Si and, sporadically, 

Al6CuMg4 IMPs [145]. High Fe:Mn ratios observed from EDS spectra on bare and chemically 
pretreated samples (Figure 2.14) are common for AA5754, where a significant portion of Mn is 
substituted by Fe. The semi-quantitative nature of EDS and the strong influence of matrix signal 
at 15 kV [136] do not allow for identification of the exact type of IMPs except that the main 

424 ppm 230 s pH 4.6 825 ppm 480 s pH 3.0 

825 ppm 60 s pH 4.0 825 ppm 480 s pH 4.0 

1226 ppm 230 s pH 3.4 1226 ppm 230 s pH 4.6 

Zn 72.6

O 20.6

Zr 5.4

Zn 92.389.2

O 7.710.8

Zr 0.0 0

Zn 84.382.6

O 12.614.3

Zr 3.1 3.1

Zn 62.970.3

O 26.220.8

Zr 8.4 6.7

Zn 76.2

O 18.9

Zr 4.9

Zn 82.978.2

O 14.418.4

Zr 2.7 3.5
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ones found to be important for conversion are Fe-containing and are referred to as AlʞFe IMPs. 
However, understanding the behaviour of Al-IMPs at different pH is still under research and can 
differ greatly for the same IMPs in different aluminium alloys in the same series [122, 146, 147, 
148]. Nevertheless, Fe exhibited cathodic behaviour in all Fe-containing IMPs, which is needed 
for further discussion [149, 150]. Therefore, the general knowledge of Fe's behaviour can be 
applied to AlʞFe IMPs to explain ZrCC formation on AA5754. 

 

Figure 2.14: SEM micrographs of bare, alkaline-cleaned and alkaline-cleaned and desmutted 
AA5754 ZrCC-free samples. Blue and yellow rectangles note the locations of EDS analyses, and 
the results for Al, O, and Zr are given in tables. Blue sites refer to the matrix, and yellow sites 
to IMPs. All EDS results are given in Appendix A, A.5, Figure A.8. 

In contrast to bare, chemically pretreated samples have significantly increased Fe content on 
AlʞFe IMPs, pointing to a possible enrichment due to the selective dissolution of Mg [151]. In 
addition, after desmutting, AlʞFe IMPs exhibited a rather porous structure (Figure 2.15). The 
current study employed a commercial desmutting step that contained H2SO4, HNO3, and HF. 
The latter two components were previously studied by Campestrini et al. as an additional 
pickling step, and their results confirmed that using HF in the desmutting process leads to a 
severe attack on the Al-matrix, resulting in the better removal of second-phase particles and, 
possibly, SiC grounding residuals through a drop out [152]. Therefore, lower concentrations of 
local cathodes on the surface should lead to more uniform alumina formation during the alkaline 
cleaning and desmutting steps, as well as subsequent more uniform conversion coating 
deposition. This could explain the superior EIS capacitive loop observed for the desmutted 
sample as well as improved values of PA compared to bare and alkaline-treated samples both 
after 10 min and 24 h, respectively. However, although the porosity of structures formed out of 
IMPs presumably improves their cathodic efficiency, it also makes them more susceptible to 
pitting corrosion than ZrCC-treated samples, as observed in PPC results (Figure 2.2a). 

Bare Alkaline cleaned 

Alkaline cleaned + desmutted 

Al 95.2 91.5

O 1.6 1.9

Zr 0 0

Al 94.782.2

O 2.1 2.2

Zr 0 0.0

Al 94.477.6

O 2.4 7.4

Zr 0 0
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The ultimate confirmation of ZrCC-samples inferior performance in EIS, when compared to 
ZrCC-free samples, becomes evident in SEM micrographs due to crack formation (Figure 2.5). 
This leads to the EIS response being exclusively governed by charge transfer through substantial 
defects at the OCP, which are, in fact, larger than the coating thickness (generally around 10-80 
nm [9]). In contrast, extended passivation regions in AA5754-ZrCC samples can arise as a direct 
consequence of pores being cathodic to the substrate, thereby enabling them to contribute to 
passivation during the anodic scan in PPCs (Figure 2.2) 
The effects of increasing concentration and conversion time at the same pH setting result in 

thicker coatings on AA5754, just as observed for Zn and CRS, indicated by a higher Zr content 
on both matrix and IMPs and lower Fe content on IMPs (compare 150 ppm/pH 4.0 at 480 s 
and 730 s as well as 825 ppm/pH 4.0 at 60 and 480 s). Moreover, the sample 825 ppm/60 s/pH 
4.0 confirms that the conversion begins at cathodic sites (AlʞFe IMPs) as indicated by Zr 
detection only at the IMPs and none at the matrix. Interestingly, in contrast to PA results, 
electrochemical test results show that 825 ppm/60 s/pH 4.0 offers the same level of corrosion 
protection as ZrCC-free samples and even a slightly prolonged passivation range. When the 
coating blocks merely a fraction of the surface, the corrosion rate may stay the same on the 
remaining bare areas, as the increase in Rct occurs due to a decrease in surface active area. This 
is already seen in (Figure 2.2), as this sample is the only one having more negative Ecorr compared 
to other ZrCC samples, which is almost the same as the bare sample [140], indicating that more 
electrochemically active regions are present on the surface [107], and not that the coating 
provides sufficient protection. 
Further increase of conversion time enables ZrCC growth in the lateral direction, aligned 

with a decreased difference in Volta potential between cathodic IMPs and anodic Al matrix [9]. 
The cathodic reactivity of the IMPs is suppressed after zirconia deposition, lowering the extent 
of microgalvanic coupling with the matrix, i.e., driving force for ZrCC deposition and allowing 
for cathodic reactions to continue at Al matrix, along with Al dissolution, similarly to CCCs 
[153]. 
In addition, the cathodic action of IMPs is also seen through a higher Zr content obtained at 

larger IMPs (825 ppm/480 s/pH 4.0). Concentrations of Zr on IMPs and matrix differ even by 
order of magnitude, leading to cracking of the coating around the IMPs and enabling ingress of 
corrosive agents to the substrate. This difference in Zr content is approximately 20 × for samples 

at 825 ppm and approximately 3-10 × for samples at 150 ppm, except for the sample with pH 
= 3.4, where the difference reaches 20 ×, as will be further discussed below. 
There is also a significant difference in the morphology of ZrCC at IMPs and matrix, similar 

to that in CCCs. Compared to smallʞnodular on the Al-matrix, more compact, thicker and 
denser zirconia films are formed on the surfaces of IMPs. ZrCCs are cracked around IMPs, owing 
to a significantly higher deposition rate of ZrCC on IMPs. This behaviour has been shown for 
ZrCCs throughout the AA series [34]. The fact that the coatings continue to grow on both IMPs 
and the matrix after a long conversion time results from the permeability of the formed gel and 
solution access through the cracked IMPs, allowing cathodic reactions to continue [154, 155]. 
Nevertheless, the previously formed particles can also serve as nucleation sites for subsequent 
precipitation, as proposed in [156]. 
By comparing Zr contents obtained at low and intermediate concentration settings (150 and 

825 ppm), it can be seen that lower concentration leads to a more uniform coating, reflected in 
a smaller difference between Zr content on the matrix and IMPs. Prolonging the conversion time 
at lower concentrations still results in lower Zr content on Fe IMP than shorter conversion times 
at higher concentrations (compare 150 ppm/730 s/pH 4.0 and 825 ppm/480 s/pH 4.0 and 825 
ppm/60 s/pH 4.0 and 150 ppm/480 s/pH 4.0). This proves that the kinetics of the subsequent 
conversion film growth is diffusion-controlled, as lower concentrations lead to lower 
concentration gradients and greater depletion of H2ZrF6 at the surface. It can be inferred that 
further growth occurs until the exhaustion of the conversion agent (Zr-bearing component, in 
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this case, H2ZrF6) and local cathodes near the metal surface, making the process self-limiting. 
However, conversion times and concentrations used in this work do not lead to a self-limiting 
effect. This is in contrast to the observations made by Campestrini et al. [153] on CCC on Alclad 
2024ʞT3, where nucleation starts on IMPs and growth proceeds on the Al-matrix, enabling CCC 
to reach a greater thickness on the Al-matrix than on the IMPs after a longer conversion time. 
The probable reason for this is the different hydrolysis and redox behaviour of Zr compared to 
Cr. The formation of CCC is controlled by pH and the concentration of reduced Cr(VI) and 
exhibits more predictable hydrolysis behaviour. 
In contrast, the uncontrolled hydrolysis and condensation of Zr lead to overlapping nucleation 

and growth processes that occur on both the Al-matrix and IMPs with a longer conversion time, 
with reduction currents not dependent on Zr concentration as much as on only pH. 
However, the main influential factor for the conversion process on AA5754 is most certainly 

pH, as shown in the RSM plots (Figure 2.8 and Figure 2.10), as it governs the reactivity of 
AlʞFe IMPs. Performing the conversion process at low pH and higher concentration, more 
precisely, 825 ppm/480 s/pH 3.0, leads to lower Zr content on both the matrix and AlʞFe IMPs, 
as well as more pronounced cracking compared to other samples at 825 ppm. On the other hand, 
a combination of low pH and concentration (150 ppm/480 s/pH 3.4) results in a high Zr content 
on both the AlʞFe IMP and the matrix, compared to other samples at 150 ppm. These samples 
exhibit a more uneven coating morphology with agglomerated zirconia nodules across the surface. 
This can be explained by starting the conversion process at a lower pH, which increases the 
cathodic reactivity of Fe-containing IMPs and the anodic activity of the subsequent aluminium 
matrix. A rapid accompanying formation of hydroxyls leads to localised alkalisation necessary 
for ZrCC deposition, albeit unevenly, leaving less time for uniform deposition of zirconia and 
even leading to extensive agglomeration. Although 825 ppm/480 s/ pH 3.0 conditions on AA5754 
did result in coating formation, unlike CRS and Zn, it can be concluded that, in general, the 
prevalence of anodic activity in the form of substrate dissolution during most of the conversion 
time outweighs the cathodic activity enabling ZrCC deposition. In other words, a longer time is 
required to achieve an equilibrium between substrate dissolution and ZrCC deposition at a pH 
< 4. Nevertheless, as such, samples performed at pH < 4.0 are not interesting from a corrosion 
standpoint and were not further studied herein. 
The first augmented sample, 825 ppm/230 s/pH 4.3, exhibits approximately half the amount 

of Zr compared to the central point, 825 ppm/480 s/pH 4.0, which can be attributed to a halved 
conversion time. Additionally, zirconia nodules are more concentrated at the edges of the IMPs, 
likely due to their proximity to the underlying cracks that facilitate cathodic reactions. Longer 
conversion times (Ó 480 s) lead to the creation of spherical particles by agglomerated ZrO2 
nodules (Figure 2.15). pH of the 825 ppm/480 s/pH 4.3 sample is one coded unit (Appendix A, 
A.3) away from the best-performing pH of 4.6 and one coded unit away from the central point 
at pH 4.0. This suggests that the cathodic action of the IMPs does not undergo significant 
changes within this pH range. However, given the lower depletion rate of H2ZrF6 at higher 
concentrations and the fact that the ZrCC deposition always first starts at cathodic IMPs on 
aluminium alloys, with Zr deposition being greater at higher concentrations, it can be altogether 
inferred that the route for more accessible and better control of homogeneous ZrCC deposition 
on aluminium alloys is using low concentrations and pH values near zirconia precipitation. 
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Figure 2.15: SEM micrographs of AA5754 samples subjected to various ZrCC treatments. Blue 
and yellow rectangles note the locations of EDS analyses, and the results for Al, O, and Zr are 
given in tables. Blue sites refer to the matrix, and yellow sites to IMPs. All EDS results are 
given in Appendix A, A.5, Figure A.8. 

150 ppm 480 s pH 3.4 150 ppm 480 s pH 4.0 

150 ppm 230 s pH 4.6 150 ppm 730 s pH 4.0 

825 ppm 480 s pH 3.0 825 ppm 60 s pH 4.0 

825 ppm 230 s pH 4.3 825 ppm 480 s pH 4.0 

Al 92.4 79.1

O 3.5 12.5

Zr 0.6 2.3

Al 92.986.223.3

O 2.1 4.828.3

Zr 2.7 5.539.8

Al 89.452.8

O 5.930.4

Zr 0.8 2.9

Al 89.339.7

O 5.737.2

Zr 1.212.1

Al 91.516.7

O 3.952.2

Zr 0.719.1

Al 95.050.5

O 2.230.1

Zr 0 4.2

Al 90.720.2

O 4.648.8

Zr 0.818.4

Al 91.0 24.543.8

O 2.8 22.515.9

Zr 2.8 45.533.3
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Finally, the second augmented sample (Figure 2.15), carried out at a low concentration, 
shorter conversion time, and higher pH setting (150 ppm/230 s/pH 4.6), as guided by the first 
RSM augmentation (Figure A.5), yields the best performance in the drop test response (Table 
A.9). This is further shown in SEM/EDS results (Figure 2.15) as the smallest difference in Zr 
content between the IMPs and matrix. Although some cracking is still present, which is likely a 
result of drying in SEM vacuum conditions or the fact that the coating is still too thick on the 
IMPs, the observed morphology corresponds to the best PPC behaviour (Figure 2.2a). On the 
other hand, the obtained EIS data in the region of low concentration and higher pH imply that 
samples with medium conversion times (480 s) exhibit improved performance (Figure 2.5). 
However, after observing the onset of cracking at IMPs already on the sample treated at 230 s, 
it can be noted that prolonged conversion times also lead to further cracking as ZrCC growth 
persists at IMPs. Thus, despite not achieving the best EIS performance (but near it) but the 
best drop test performance, the best-performing sample is, in our opinion, 150 ppm 230 s pH 
4.6. The need for augmentations, i.e., narrowing of the design space, confirms the anticipated 
higher sensitivity of AA5754 to changes in ZrCC bath parameters compared to CRS and Zn. 
It should be noted that the present study confronted RSM principles, emphasising rapid and 

cost-effective result acquisition. Nonetheless, this approach carries the potential risk that the 
genuine effectiveness of ZrCCs might be compromised within a one-day timeframe. As 
demonstrated by Şekularac et al. [33, 34, 43], longer immersion times in a corrosive electrolyte 
generally yield an increased impedance, sometimes surpassing ZrCC-free samples and reduced 
deviation in obtained impedances on a particular sample due to crack densification caused by 
corrosion products. This effect could be even more pronounced and favourable in the case of 
thicker coatings. 
Therefore, in the context of AA5754, EIS measurements conducted within one day and near 

the optimal region may exhibit heightened sensitivity for predicting future corrosion resistance 
compared to the drop test, as thicker coatings offer improved corrosion resistance under both 
short and extended immersion times. This highlights the need for further research on surface 
pretreatments before conversion. Additionally, to achieve better refinement in pH and conversion 
time at lower concentrations, implementing in-situ local electrochemical methods would be 
beneficial, which will be addressed in our future research. Nevertheless, in this case, RSM 
demonstrated particular benefits in determining the factor settings necessary for achieving the 
least-cracked coating, which had not been explicitly shown before. 

2.4 General Discussion  

The pH is the most critical factor for the conversion process on all substrates since it governs 
the cathodic control of corrosion reactions. Indeed, it has been shown earlier that the interfacial 
pH of electrochemical processes is significantly influenced by the underlying substrate [157]. 
Overall, for CRS and Zn, where ZrCC deposition is guided by uniform corrosion, optimal 
performance is achieved at moderate (825 ppm) to high concentrations (1226 ppm) and pH levels 
of 4.0-4.6. In contrast, for AA5754, where cathodic reaction kinetics are entirely influenced by 
IMPs achieving better control of deposition kinetics, lower concentrations (150 ppm), shorter to 
moderate conversion times (230-480 s), and elevated pH (4.0-4.6) are needed to acquire uniform 
coating deposition (Table 2.4). Additionally, medium immersion times at lower concentrations 
could have enhanced corrosion resistance at extended exposures to corrosive environments. While 
the coating formation on Zn and CRS is uniform, resulting from a continuous change of local 
anodic and cathodic sites, sustained spatial separation of these sites in AA5754 leads to 
substantial cracking after long conversion times, causing continuous cathodic action within the 
cracks. 
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Table 2.4: Summary of governing mechanisms and optimal factor ranges for ZrCCs deposition 
on different substrates. 

Substrate Mechanism Optimum factor range 

Conversion time Concentration pH 

CRS Governed by uniform corrosion 480 s 825ʞ1226 ppm 4.0ʞ4.6 

Zn 480ʞ730 s 825ʞ1226 ppm 4.0ʞ4.6 

AA5754 Governed by cathodic action of 

IMPs 

230ʞ480 s 150 ppm 4.0ʞ4.6 

It should be noted that the formation of nodular oxide structures, due to their porosity and 
catalytic activity, may promote further film growth through the enhancement of ORR [158] 
either on the oxide surface or substrate, as predicted by the porous oxide corrosion model [159]. 
Interestingly, it has been found that ZrCC nodules do not form on pure aluminium, which, along 
with the fact that in the case of aluminium alloys, nodular forms are present on IMPs more than 
matrix, points to electrocatalytic effects of ZrCC precipitation posed by IMPs, as shown by 
Chidambaram et al. [26]. Namely, if the growth rate of the film is significantly higher than the 
nucleation rate, nodular growth can be favoured when the deposition conditions or material itself 
leads to rapid film growth [160]. This is likely to be the case in ZrCC, given the aqueous 
behaviour of Zr [51]. 
The results imply that the Zr conversion process is primarily of a chemical rather than 

electrochemical nature, as demonstrated in previous studies on Cr-coatings by Zhang et al. [156]  
and further elaborated by Campestrini et al. [152, 153]. Removing microgalvanic coupling 
between the IMPs and aluminium matrix would favour the sol-gel nature of the process and lead 
to more homogeneous coatings. This can be established, for example, by the control of density 
and electroactivity of IMPs [108, 161] by application of electro-assisted deposition [162]). 
Nonetheless, all these findings emphasize the need for further investigations into the effect of 
conversion bath pH on different substrate materials. When the gelation phase of conversion 
coatings, like ZrCCs, is separate from drying (as in immersion application), initial products 
transform into stable forms through processes like Ostwald ripening (vide infra, Chapter 3). 
Prolonged exposure to air or baking dehydrates hydroxides into oxides, potentially impacting 
both ZrCC and the underlying substrate oxides. Unlike CCCs, which lose their self-healing ability 
at high temperatures due to inability of Cr to migrate through the gel coating, Zr-based (as well 
as Ce-based) coatings require and can withstand higher drying temperatures [163, 164]. However, 
the literature lacks a consensus on the specific drying conditions for ZrCCs, as the conditions 
appear arbitrary. Thus, further research is needed to establish standardized guidelines for ZrCC 
drying. 
For CRS, both RSM responses indicate a slight shift in the response surface towards higher 

pH and concentrations with an increase in conversion time. In essence, optimal PA values can 
also be achieved at lower pH levels, such as 3.4, with a sufficiently extended conversion time. 
This is further supported by EIS results from samples under the same conditions but with 
extended conversion time (1226 ppm, 730 s, pH 3.4), which display a high-frequency loop, 
reaffirming the presence of a satisfactory coating. 
This trend suggests a potential balance between the overall acidity of the solution, 

diminishing with higher pH and/or lower concentration and the time needed to achieve 
equilibrium between dissolution and precipitation. Importantly, achieving this equilibrium takes 
longer at lower pH values. This is further emphasized by the increased Zr availability near the 
surface at higher concentrations, leading to shorter yet effective conversion times, which improve 
corrosion protection. 
The drop test was more sensitive for CRS and Zn at pH < 4.0 and for AA5754 at pH Ó 4.0. 

Additionally, for Zn, the drop test conducted after air-drying for 24 h could only highlight the 
influence of pH, suggesting that a satisfactory coating forms at a higher pH (4.6), which is not 
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necessarily related to its thickness. It must be noted that PA results on Zn should be treated 
separately due to the use of a different reagent compared to the other two substrates. 
Nevertheless, combining PA trends from all subtrates point to the fact that the drop test is 

predominantly influenced by the underlying substrate solubility, compactness, and Zr content 
rather than defects. Hence, samples treated at pH < 4.0 on AA5754 also performed relatively 
well in the drop test due to a high Zr content. However, the coating on these samples is the 
most non-uniform, as revealed by EIS and confirmed by SEM observations. In contrast, although 
EIS results are affected by charge transfer in large defects on AA5754, they also detect ZrCC 
thickness when the film is more uniform, especially at a lower concentration (150 ppm) and 
higher pH values (4.0; 4,6). Conversely, for Zn at pH Ó 4.0, EIS effectively indicates the ZrCC 
thickness through the diffusion time constant. However, at pH < 4.0, EIS reflects the behaviour 
of the porous ZnO formed during conversion (Table 2.5). In particular, Zn-ZrCCs at pH Ó 4.0 
and both conversion times Ó 230 s and concentrations Ó 825 ppm have higher coating thickness. 
This implies a greater long-term predictive capacity for EIS, recognizing the influence of 
prolonged conversion time on thickness increase, resulting in improved corrosion resistance akin 
to AA5754. This is in contrast to Rp from Tafel extrapolation, which placed more emphasis on 
lower concentrations and shorter conversion times and nevertheless, deemed unsuitable from 
RSM models. 
In the case of AA5754, however, Rp from Tafel extrapolation produced RSM plots similar to 

EIS for AA5754 within a restricted experimental range of lower concentrations, conversion time, 
and higher pH. This suggests that Rp might be a more suitable evaluation metric than jcorr for 
PPC measurements, likely attributed to Rp encompassing both thermodynamic and kinetic 
factors, enhancing its capacity to robustly discern differences. However, its feasibility for RSM 
models on all substrates was still shown to be poor, thereby making it an unfeasible metric for 
evaluating ZrCC corrosion resistance. 
Nevertheless, to determine if the model-suggested optimal points, like 1224 ppm/230 s/pH 

4.6 on CRS and Zn, indeed outperform the central point in terms of drop test or EIS 
compatibility and to discern which method best characterises ZrCCs for each substrate requires 
further investigation with more sensitive techniques like local electrochemistry, as will be 
described in Chapter 5. 

Table 2.5: Feasibility of individual techniques for evaluation of corrosion protection ability of 
ZrCCs on different substrates. 

Technique Benefits and drawbacks 

Drop test 

screening 

¶ More sensitive for CRS and Zn at pH < 4.0 

¶ More sensitive for AA5754 at pH ² 4.0 

EIS ¶ Dependent on the corrosion mechanism of the substrate 

¶ High-frequency loop indicates sufficient ZrCC formation on CRS 

¶ Highly dependent on the size of defects on AA5754 

¶ Sensitive to ZrCC thickness on Zn at pH ² 4.0 and ZnO at pH 

< 4.0 

PPC ¶ Not suitable for thin films 

¶ Feasibility of PPC dependent on the nature of pores, i.e., if 

ZrCC is anodic or cathodic to the substrate 
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2.5 Conclusions  

This study employed RSM to comprehensively explore the experimental space, identify optimal 
conditions by properly navigating the design space, and evaluate factor interactions on CRS, Zn, 
and AA5754 substrates under diverse ZrCC bath conditions. This approach also allowed for 
assessing the suitability of specific techniques and derived factors. The findings revealed that the 
drop test, immediately after conversion for CRS and 24 h air-drying for AA5754 and Zn, can be 
an effective screening method for the ZrCC behaviour when combined with EIS due to its 
sensitivity and non-destructive nature. In contrast, when using PPC, polarisation resistance is a 
more convenient evaluation factor compared to corrosion current density. While PA measuring 
is inherently more subjective than electrochemical measurements, the drop test method is 
advisable for a quick initial assessment of ZrCC performance. In particular, the drop test gives 
a generally accurate picture of ZrCC corrosion resistance on CRS and Zn substrates, for the 
latter after 24 h and at pH Ó 4.0 on AA5754 substrates. 
Regarding electrochemical measurements, EIS proved to be the most sensitive method for 

assessing interactions between conversion bath factors across various combinations. From EIS 
results, it can be inferred that the ZrCC corrosion behaviour of AA5754 and CRS is exclusively 
controlled by charge transfer resistance on the former and mostly on the latter, whereas diffusion 
control prevails on Zn. However, it does not always reflect the corrosion resistance behaviour of 
the ZrCC. In particular, on AA5754, EIS effectively characterises ZrCC only when complete 
coating formation is achieved (conversion time Ó 230 s). On CRS, however, besides indicating 
higher corrosion protection, a high-frequency time constant in EIS spectra indicates satisfactory 
ZrCC formation. Lastly, on Zn at pH Ó 4.0, EIS can effectively describe ZrCC thickness through 
diffusion time constant, while at pH < 4.0, EIS captures the behaviour of the porous ZnO formed 
during conversion. Nevertheless, EIS displays the potential for effectively predicting prolonged 
corrosion performance depending on ZrCC thickness on A5754 substrates at lower 
concentrations. 
While Zn and CRS possess a preference towards mid to higher concentrations (825ʞ1226), 

mid to longer conversion times (480ʞ430 s) and mid to higher pH (4.0ʞ4.6), AA5754 is stricter, 
requiring exclusively lower concentrations (150 ppm), shorter immersion times (230 s) and higher 
pH (4.6). From this, it becomes clear that applying a one-size-fits-all optimisation strategy across 
different substrates is impractical, as different techniques yield inconsistent results, heavily 
dependent on the substrate; however, future optimisations could be adjusted towards AA5754 
more at the expense of Zn and CRS. However, it seems that only EIS has the potential to be 
used on both substrates for both characterisation and prediction/optimisation. In any case, RSM 
remains valuable for identifying optimal regions and elucidating complex relationships between 
input factors and responses, ultimately contributing to assessing the extent of viability of each 
evaluation technique. 
Nevertheless, in terms of the statistical applicability of the obtained RSM models, those 

derived from EIS can function as a universal approach for both characterisation and, to a lesser 
extent, optimisation of all three substrates, provided that the selection of the appropriate type 
of resistance from EIS as a response is carefully considered. Further investigation using more 
sensitive techniques like local electrochemistry is needed to confirm model-suggested optimal 
points and determine the best method for characterising ZrCCs on all substrates. 
This study also advocates the importance of selecting appropriate electrochemical 

measurements and electrolytes tailored to the specific system under investigation. Additionally, 
it highlights the necessity of assessing the corrosion performance as a combination of ZrCC and 
the underlying native (hydro)oxide, especially in cases where the formed oxide does not crack. 
This knowledge can be extended further to formulate individual baths with even more additives 
to obtain the desired performance, as well as the development of multi-metal coatings. Rather 
than delving deeply into the statistics of DoE and RSM, we intended to promote the more 
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frequent application of DoE in corrosion research, enhancing the robustness of corrosion studies 
in general. Nevertheless, it must be remembered that in industrial applications, interpreting 
results requires considering both statistical and practical significance. While larger sample sizes 
always increase the likelihood of detecting statistical significance, this does not necessarily 
translate to practical significance if the effect size is small. The latter often arises when values 
are of comparable magnitudes, leading to minor differences between observed samples that, 
despite being statistically significant, could lack practical importance. However, in this case, 
assessing statistical significance proved valuable in unveiling process behaviour, at least from a 
fundamental level. 
What began with the goal of identifying optimal ZrCC conditions on various substrates has, 

due to observed problems, evolved into a study focusing on the feasibility of different evaluation 
techniques. Consequently, our study stayed in the characterisation/exploration phase, focusing 
on identifying the main effects and interactions without advancing to model-based prediction of 
optimal conditions, which would require further validation, representing the ultimate application 
of RSM. Yet, this methodological approach was able to enhance the reliability of findings and 
facilitate a seamless comparison of ZrCC performance across various substrates and its 
evaluation techniques, ultimately improving overall research credibility and laying the 
groundwork for future studies. 
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Chapter 3 

3 Thermodynamic Consideration of  

Aqueous Chemistry of Zirconium and 

Experimental Verification  

ɶWater and metals are ever present. Water has the power to erode any 

material that might contain the metals, thereby releasing them into the 

water. The liberated metals can hydrolyse the water, releasing protons, the 

hydroxide binding to the metal. All metals can undergo this process. Nature 

has conspired to make many of these processes essential for life itself, 

utilising the unique features of some metal ions within essential mechanisms 

in plants and animals. Conversely, nature also conspires to make just as 

many of these processes able to destroy life. Moreover, the processes are 

important in many other scientific and industrial fields. Consequently, 

knowledge of hydrolytic reactions and their magnitude is seen as being 

essential.ɷ 

Paul L. Brown, Christian Ekberg, Hydrolysis of Metal Ions, 2016 [49]. 

3.1 The Aqueous Chemistry of Zirconium  

3.1.1  General properties and geometry of Zr compounds  

Zirconium (electronic configuration [Kr] 4d2 5s2) is the 40th element belonging to Group 4 of the 
periodic table, with properties closely resembling titanium and hafnium. It is a lustrous silver-
grey metal, exceptionally ductile, malleable, and strong, yet lighter than steel (density 6.51 g 
cmʞ3). Both Zr and its most common important derivative, crystalline ZrO2 (zirconia), are 
resistant to most alkalis and acids (except HCl and H2SO4, and especially in the presence of F) 
as well as heat (melting point 1850 °C for Zr and 2710 °C for ZrO2). In addition, the exceptional 
fracture toughness and chemical and heat resistance of ZrO2 make it a perfect ceramic material, 
a thermal barrier coating, and a common diamond substitute. 
Elemental Zr has a hexagonally close-packed crystal structure. In contrast, ZrO2 has a 

monoclinic stable phase at room temperature, which changes to tetragonal above 1100 °C and 
cubic, fluorite-type above 2300 °C. Like other transition metals, Zr forms a wide range of 
inorganic compounds and coordination complexes, the most important being ZrSiO4, ZrN, ZrC, 
ZrF4, ZrCl4, ZrBr4 and ZrI4 [46, 165, 166, 167]. 
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Verification  

Owing to its high charge-to-radius ratio as well as 4d25s2 valence shell electron configuration, 
Zr is predominantly found in a tetravalent state in aqueous solutions. As is the case for all ions 
with charge Ԅ͌ 4. Zr aqueous chemistry is characterised by spontaneous and slow hydrolysis, 
yielding a highly acidic solution [168]. The degree of metal ion hydrolysis is affected by metal 
ion concentration, pH, and solution content, such as chelating agents and counterions [164]. 
Furthermore, having no partially filled shells leads to a lack of preferential geometry in Zr 

compounds. This, together with the low energy required for exchange from one geometry and 
coordination number to another, results in a variety of Zr species in both solid and liquid phases. 
In effect, Zr geometry is highly dependent on the nature of the current donor atoms 
(stoichiometry, size, and chelating ability) as well as vapour pressure, temperature, pH of the 
solution, etc. [165, 169]. 

3.1.2  The aqueous chemistry of zirconium: Insights into ZrʞOH and ZrʞF 

equilibria for conversion coatings  

As mentioned at the very beginning in Chapter 1, ZrCCs are formed by pH-driven precipitation, 
most commonly from baths containing H2ZrF6. ZrCC formation can be generally expressed with 
Equation 3.1 [9]: 

ZrF 
˻(aq)+4OH˻ ʜZrO Ð2HO (s)+6F˻  3.1 

While the chemistries of CCCs and PCCs have been studied in more detail using a variety 
of techniques throughout their use in the last century, [5, 8] research on the aqueous chemistry 
of Zr was not sufficiently addressed, as evidenced by a limited number of studies [47, 48, 170]. 
In particular, spontaneous hydrolysis and condensation (vide infra) of Zr slowly reaches an 
equilibrium state and leads to the co-existence of various mononuclear and polynuclear species 
in the solution. This resulted in a relatively poor agreement between literature data regarding 
Zr-species and their stability constants [47, 48, 170]. 
Brown et al. [47] gave a thorough thermochemical review of Zr and its compounds, including 

fluoride complexes. In an attempt to explain contradictory literature findings on Zr-OH 
hydrolysis by establishing a single Zr-hydrolysis model, the authors included various monomeric 
and polymeric species, some of which had not been experimentally confirmed, namely Zr3(OH)93+, 
Zr4(OH)15+ and Zr4(OH)16(aq). This resulted in hydrolysis and solubility constants of high 
uncertainty. Rai et al. [48] have recently developed a more comprehensive thermodynamic model 
by revising the available hydrolysis data for Zr and recalculating constants to be consistent with 
the more reliable data for its congener, Hf. As a matter of fact, producing pure Zr is challenging 
because its chemistry is nearly identical to Hf, which naturally occurs as an impurity in zirconium 
ores. The intervening lanthanide contraction leads to nearly equal atomic and ionic radii for Zr 
and Hf (1.45 and 0.86 Å for Zr and Zr4+; 1.44 and 0.85 Å for Hf and Hf4+), making Hf a perfect 
chemical analogue to Zr [165]. Therefore, it is reasonable to expect hydrolysis constants for both 
elements to be similar in magnitude [48]. 
For a complete elaboration of selection criteria in the Zr-OH system, readers are referred to 

Rai et al. [48]. For Zr-F, values reported by Brown et al. are retained, with a full elaboration of 
selection criteria already given therein [47]. 
For the reasons stated above, we intended to review and present the state-of-the-art aqueous 

equilibria of Zr, with a specific focus on its hydrolysis behaviour in Zr-OH and Zr-F systems. 
By compiling all the information, which is, in our opinion, needed to clarify conflicting study 
outcomes and establish a foundation for future research. Through this effort, we seek to support 
researchers in the field of conversion coatings, facilitating a deeper understanding of current 
limitations and focusing more on the solution chemistry behind Zr conversion bath constituents 
as it affects the final coatings' properties. The results of this Chapter were published in [51]. 
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3.1.3  Experimental  

3.1.3.1  Equilibria diagrams and specific ion interaction theory  

All Zr chemical equilibria diagrams in this work were constructed using Spana, a HALTAFALL-
based software [171]. Spana is a Java version of the former Medusa/Hydra tool, available under 
the GPLv3 license for free download [172, 173]. Although designed primarily for educational 
purposes, Spana offers a highly customisable database and an intuitive interface for generating 
equilibrium diagrams. Spana database contains equilibrium constants extrapolated to zero ionic 
strength (I=0). This enables equilibria calculations at different pH and ionic strength values as 
well as ionic strength corrections arising from pH change and hydrolysis. For ionic strength 
corrections, either Davies equation, simplified Helgeson-Kirkham-Flowers (HKF), or Specific Ion 
Interaction Theory (SIT) can be used [172, 173]. In particular, SIT accommodates both Debye-
Hückel's long-range electrostatic interactions in dilute solutions and short-range non-electrostatic 
interactions at higher concentrations by employing ʀ, typically considered constant regardless of 
ionic strength. This makes SIT ideal for high-ionic strength solutions and complex equilibria 
both of which establish during Zr hydrolysis. With a few variations of the SIT equation, the 
most common, also embedded in Spana [172], is Equation 3.2: 

log(ἢ)= Ԅ˻
Ӓ
̃
Ӛ

1+Þӓ
̃
Ӛ
+ ἤ(ӳ,ӵ) ӷ  3.2 

where ἢ is the activity coefficient of an ion ӳ, Ԅ a charge of an ion ӳ, Ӓ and ӓ are the 

temperature and pressure-dependent Debye-Hückel parameters, Þ is the ion-size parameter 

selected to give Þӓ = 1.5 (mol/kg)ʞ½ at 25°C, Ӛ is the ionic strength, ἤ(ӳ,ӵ) is a temperature 

and pressure-dependent specific ion interaction parameter between the ions ӳ and ӵ, and ӷ  is 
the molality of an ion ӵ present in the solution such that Ԅ  Ð Ԅ< 0. 
In the absence of all ion interaction parameters between cations and ClO4

ʞ in the ZrʞOH 
system, along with Spana default calculations of ionic strength iteratively by adding sodium or 
chloride ions to maintain electroneutrality, we opted for ʀ between cations and Clʞ rather than 
ClO4ʞ, despite known interference from complexation with Clʞ. Thus, ʀ for the ZrʞOH system 
was obtained from Rai et al. and calculated for the ZrʞF system by Hummel's [174] estimation 
method incorporated in Spana: ἤ (Na+, MY) = 0.05 Y and ἤ (MZ, Clʞ) = ʞ0.05 + (0.1 Z), where 
Z and Y are the cation (Z > 0) and anion (Y < 0) electric charges, respectively. 
Hence, Zr species with pertaining equilibrium constants and ἤ with Na+ and Clɰ counterions 

for I corrections in aqueous NaCl solutions were taken from Rai et al. [48] for Zr-OH calculations 
(Table 3.1) and Brown et al. [175] for Zr-F calculations (Table 3.2), respectively. Therefore, all 
equilibria here are referred to aqueous NaCl solutions as a background electrolyte. 
Nevertheless, since SIT is recommended by the Thermochemical Database (TDB) project of 

the Organisation for Economic Co-operation and Development - Nuclear Energy Agency (OECD-
NEA TDB [176]) and was also used to derive equilibrium constants by Brown et al. [47] and Rai 
et al. [48], the choice was made to exclusively employ SIT in this work as well. 
Regarding the Zr-F system, in order to replicate H2ZrF6 stoichiometry in Spana, ZrF6

2- was 
exchanged with Zr4+ as an input component, while F concentration was set to 0, assuming the 
initial resistance of ZrF6

2- to hydrolysis. 
As will be shown, using calculated and literature data using SIT, the obtained diagrams 

confronted the theoretically expected regions for ZrʞOH and ZrʞF species, respectively. More 
information on SIT, alongside other ionic strength correction models and reaction modelling in 
aqueous systems, can be found in [172, 177]. 
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Table 3.1: Selected SIT ion-interaction parameters (ἤ) for modelling ZrɰOH species at 25 °C 
[47]. 

Species ὦ (kg molʞ1) 

H+, Cl˻ 0.12 

Na+, Cl-˻ 0.03 

Na+, OH˻ 0.04 

Zr+, Cl˻ 0.33 

ZrOH+, Cl˻ 0.22 

Na+,  Zr(OH)˻ 0.03 

Na+,  Zr(OH)˻ 0.07 

Zr3(OH)
+, Cl˻ 0.33 

Zr4(OH)
+, Cl˻ 1.37 

Table 3.2: Selected and calculated SIT ion-interaction parameters (ἤ) for modelling ZrɰF species 

at 25 °C. 

Species ὦ (kg molʞ1) Reference 

H+, Cl˻ 0.12 [47] 

Na+, Cl˻ 0.03 [47] 

Na+, OH˻ 0.04 [47] 

Zr+, Cl˻ 0.33 [47] 

ZrF+, Cl˻ 0.25 [173, 174] 

ZrF+, Cl
˻ 0.15 [174, 178] 

ZrF+ , Cl˻ 0.05 [174, 178] 

Na+, ZrF
˻
 ʞ 0.05 [174, 178] 

Na+, ZrF˻ ʞ 0.1 [174, 178] 

3.1.3.2  Computational method  

Ab initio calculations in the gas phase of the Zr tetramer, Zr4(OH)88+, (vide infra) were performed 
within the framework of Density-Functional-Theory (DFT) using an MN15 energy functional 
[179] as implemented within the Gaussian16 program package [180]. Zr tetramer structure shown 
herein was obtained from the structure proposed by Rai et al. [48]. All atoms were described by 
the all-electron Def2TZVP basis set of Ahlrichs [181]. Standard geometry optimisation was 
performed to obtain a stable rearrangement of atoms and water molecules. An optimised 
structure was obtained using forces and the second derivative matrix (Hessian matrix) standard 
criteria implemented in the Gaussian program package on the atoms, optimising the molecular 
structure to the local energy minimum [181]. Molecular graphics were produced by the 
XCRYSDEN graphical package [182]. Figure 3.1 shows the Zrʞtetramer structure with 
firstʞshell water molecules treated explicitly. To this end, structural and electronic properties 
based on molecular modelling were not investigated. DFT calculations in the scope of this thesis 
were performed for illustration purposes only and are not meant to obtain nor describe any new 
phenomena. 
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Figure 3.1: The optimised geometry of Zr tetramer, [Zr4(OH)8(H2O)16]8+, calculated using the 

DFT method. (Courtesy of Matjaź Dlouhy from the Joźef Stefan Institute). 
 

3.1.4  Results and discussion  

3.1.4.1  Hydrolysis and Zr -OH speciation  

The Zr-OH predominance diagram is presented in Figure 3.2, and the related reactions are 
presented in Table 3.3. 
Note that it does not make much sense to discuss the exact predominance regions for species 

present outside 0 (or even 2) > pH > 12 due to uncertainty in activity coefficients [49]; however, 
the outer regions are kept for qualitative discussion. Measuring the exact pH values lower than 
2 and higher than 12 is complicated due to a significant change in water concentration, resulting 
in an incomplete dissociation of a strong acid/base and inconsistent activity coefficients. Thus, 
it would be more correct to represent the results in terms of acid/alkali molality on the abscissa 
[48, 177]. However, reaching these values is possible, [183, 184] and they are retained herein to 
demonstrate Zr behaviour in hyper-acidic and -alkaline conditions, respectively. Although 
irrelevant for most environmental conditions, including conversion coatings, polymeric species 
serve here as a reminder for precipitation zirconia through a condensation process. 
The constructed predominance diagram agrees with the general aqueous chemistry of Zr. 

Pure/free aqua ion Zr4+, i.e. [Zr(OH2)84+], practically does not exist except in hyperɰacidic 
solutions, resulting in quite an acidic (pH < 0.5) onset of hydrolysis and precipitation, occurring 
at pH å 2ʞ4 [47, 49, 138, 165]. ZrOH3+ stands out as the most important mononuclear species, 
followed by a less important Zr(OH)2

2+ [48], both conferring to the previously observed existence 
of monomeric species at concentrations lower than 10ɰ4 M [138]. In the literature, we have 
occasionally noticed incorrect records when conversion mechanisms were described using Zr4+ 
ion. It is clear by now that this is incorrect since Zr4+ is stable only at pH levels lower than 
usually used in conversion baths. A brief but thorough discussion on correct inorganic chemistry 
nomenclature with emphasis on records for charge and oxidation states for various types of ions 
has been given recently [185]. 
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Figure 3.2: The updated predominance diagram for Zr(IV) species (with varying ionic strength 
in NaCl) at 25 °C. 

Table 3.3: Selected cumulative stability and solubility constants (log10 K0) at I = 0 for modelling 
ZrɰOH system at 25 °C [47]. 

Reaction / species log10 K0 

Mononuclear Zr hydrolysed species: 

Zr++ 4H2O ᵶ Zr(OH)
4

(am) + 4H+ 0.182 

Zr++ H2O ᵶ ZrOH
+
 + H+ 0.32 

Zr++ 2H2O ᵶ Zr(OH)
+
 + 2H+ Ṃ ʞ 2.304 

Zr+ + 4H2O ᵶ Zr(OH)(aq) + 4H+ < ʞ 10.12 

Zr+ + 5H2O ᵶ Zr(OH)
˻+ 5H+ ʞ 19.66 

Zr++ 6H2O ᵶ Zr(OH)
˻ + 6H+ ʞ 33.29 

Polynuclear Zr hydrolysed species: 

3Zr++ 4H2O ᵶ Zr(OH)
++ 4H+ 0.40 

4Zr+ + 8H2O ᵶ Zr4(OH)
8

8++ 8H+ 6.52 

As pH increases, the formation of polynuclear species through hydrolysis and condensation 
proceeds continuously via charge compensation, where water molecules, being highly labile, are 
progressively substituted by hydroxide ligands [186]. The enclosed diagram thus contains 
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predominance areas only for Zr3(OH)48+ and Zr4(OH)88+ polymeric species, which in contrast 
agrees well with previous findings for the existence of Zrʞpolymeric species above 10-4 M [187]. 
Zr polymerization paths starting from monomers, dimers, tetramers to octamers [186], or even 
up to dodecamers have been suggested [188]. The polymerisation was found to be highly 
dependent on solution starting conditions, especially concentration, ageing, pH, and the presence 
of complexing agents [186, 188, 189]. With many possible co-existing polymeric species, the 
diagram in Figure 3.2 contains predominance areas only for Zr3(OH)48+ and Zr4(OH)88+ to present 
the existence of Zr polymeric species above 10ʞ4 M, aligned with previous findings [190]. 
Furthermore, a special focus was given as this species has indeed been found with varying 
prevalence in most Zr-solution-based studies [48, 169, 170, 186, 188, 189, 191, 192, 193, 194, 195, 
196, 197, 198, 199, 200, 201, 202] (vide infra), regardless of starting conditions. Even though Rai 
et al. demonstrated that equilibrium constants values for the trimer (Zr3(OH)48+) and tetramer 
(Zr4(OH)88+) were significantly overestimated in [47] due to highly uncertain ion-interaction 
parameter values, making them irrelevant in a very extensive H+ concentration range 
(10ʞ1ʞ10ʞ15.4 mol kgʞ1), values from [47] for the aforementioned polymers are retained in the 
light of describing further polymerisation paths, as Zr4(OH)83+ is indeed the most experimentally 
studied and structurally confirmed Zr aqueous species. It is also noteworthy that a recent Car-
Parrinello molecular dynamics (CPMD) study has shown that trimer, although present here, 
may be a transient species rather than an essential component from which the tetramer is formed 
[170, 193]. 
Finally, hydrolysis of Zr ends with the precipitation of a fresh hydroxide amorphous phase, 

often referred to as "hydrated zirconia". Fresh hydroxides are almost exclusively amorphous, 
which is additionally enhanced with increasing metal ion valency [203]. Ageing or refluxing Zr-
solutions for extended periods leads to conversion from amorphous to more stable cubic or 
monoclinic crystalline hydrous zirconias, having intrinsically much lower values of solubility 
constants, i.e., being far less soluble [189, 203]. Kobayashi et al. speculated that room 
temperature precipitation of fresh Zr(OH)4(am) occurs via nanometric primary particles 
generated from weak electrostatic stacking of several [Zr2(OH)4]4+ and [Zr4(OH)8]8+ [191]. These 
aggregated primary particles are randomly oriented and inhomogeneously dispersed. Tetramers 
have also been demonstrated to self-organize into cylindrical shapes, depending on pH and Zr 
precursor content [9]. 
Hydrated zirconia precipitates at the aforementioned pH å 2-4, with a large predominance 

region up to 10ʞ10
 M and a broad pH range from 2 to 16 [48]. In hyper-alkaline conditions, Zr 

hydroxylation yields anionic species Zr(OH)5
- and Zr(OH)6

2- with concentrations from 10-10 to 
10-5 M. Zirconate ion can be noted either as ZrO3

ʞ or Zr(OH)6
2ʞ, due to current inability to 

distinguish between the two in solution-based solubility studies [49]. The latter is preserved here, 
along with its equilibrium parameters from [48]. 
Zr, along with all highly charged tetravalent ions of d-block elements, acts as a strong acid, 

polarising both aqua and hydroxo ligands. Hence, formed amorphous hydroxide is not stable and 
undergoes spontaneous dehydration, resulting in more or less hydrated oxyhydroxide of ill-
defined composition, most correctly denoted as ZrO2ɰx(OH)2x,yH2O [168]. However, in the 
literature, the Zr amorphous hydroxide phase is usually represented as either hydrous oxide 
(ZrO2 × 2H2O (s), hydroxide (Zr(OH)4 (s)/(am) or zirconia amorphous oxide (ZrO2 (am)) [9, 
166, 204]. In this thesis, we choose to represent it as Zr(OH)4 (am). Finally, in hyper-alkaline 
conditions, Zr hydroxylation yields anionic species Zr(OH)5

- and Zr(OH)6
2- with concentrations 

from 10-10 to 10-5 M. 
Taking hydrolysis strictly as a reaction with water, a general hydrolysis model for 

mononuclear and polynuclear Zr-species can be derived from [168] as Equation 3.3: 

Zr(HO)++ӻHO ᵶ Zr(OH)(HO)˻
(˻)++ ӻH+ 3.3 
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For the sake of simplicity, aqua ligands in Zr hydroxoaqua complexes contained in the first 
hydration sphere are left out in this thesis. This gives a simplified Equation 3.4 [47]: 

ӷZr++ ӻHO ː  Zr(OH)
( ˻ )++ ӻH+ 3.4 

The second hydration sphere was not even considered, as its identification is in general, 
impeded by rapid exchange with the molecules in the bulk, expected to be especially pronounced 
in the case of Zr [168]. For more, refer to [168, 202, 205]. 
 It can be inferred that the free aqua [Zr]4+ ion spontaneously hydrolyses, forming a monomer 

[Zr(OH)]3+, which in turn condenses by olation, forming the cyclic tetramer [Zr4(OH)8]8+ and 
possibly, even higher polynuclear forms, depending on particular experimental conditions. The 
degree of Zr polymerisation through hydrolysis increases with pH, and polynuclear species begin 
to predominate only at higher Zr concentrations (> 10-4 M) [190], with the tetramer (Zr4(OH)88+) 
being of particular interest and a common denominator in all Zr-solution-based studies [48, 169, 
170, 186, 188, 189, 191, 192, 193, 194, 195, 196, 197, 198, 199, 200, 201, 202]. 

3.1.4.2  The tetramer, Zr 4(OH) 8
8+  

The tetramer, Zr4(OH)88+ (more precisely, [Zr4(OH)8(H2O)16]8+), obtains an eight-fold 
coordination, where four Zr atoms occupy corners of a distorted square linked along each edge 
by two bridging hydroxo groups (Figure 3.1), thus exhibiting antiprismatic geometry [168, 206]. 
Zr4(OH)88+ has indeed been detected in both liquid and solid states [207, 208] probably as a result 
of high kinetic stability arising from its high symmetry and cyclisation [169, 186, 202]. 
Nevertheless, ZrO8, with a highly disordered lattice, has also been proposed [205]. Short-distance 
ordering, applicable to amorphous phases, is expected to differ significantly in the case of Zr as 
a result of its variability in geometry and coordination that highly depends on the starting 
solution conditions, thus disabling the establishment of a general precipitation model [209, 210, 
211, 212, 213]. However, assuming the existence of a generic link between the aqueous species 
and the formed solid, the seemingly ubiquitous Zr4(OH)88+ could be considered the representative 
of all other polynuclear species and a fundamental building block of the solid phase (amorphous 
and crystalline). To sum up, depending on particular experimental conditions, Zr precipitates 
are formed from Zr4(OH)88+ (see Figure 3.6) either via electrostatic stacking or further change of 
its geometry [186, 191, 205]. 

3.1.4.3  Updated E-pH Pourbaix diagram for Zr  

The original E-pH diagram for Zr is presented in Figure 3.3. Zr has a very negative reduction 
potential, disabling production from aqueous solutions by electrolysis [138]. This makes the 
Pourbaix diagram of Zr just an inset from its general predominance diagrams at certain 
concentrations. If following Pourbaix's practice, those come down to 10ʞ6, 10ɰ4, and 10ɰ2 M. 
In brief, the original Pourbaix diagram contained Zr4+ cation in highly acidic solutions, 

hydrolysing to followed by a zirconyl ion, ZrO2+, representing all other aqueous species, both 
mono- and poly-nuclear [138] in the range from pH å 2ʞ4, depending on concentration. The 
stable solid compound was represented as hydrated zirconium(IV) oxide, ZrO2Ö2H2O(s), extending 
through a broad pH å 2ʞ13. At pH > 13, Zr was represented to dissolve as a zirconate ion, 
HZrO3-. 
The updated E-pH Pourbaix diagram (Figure 3.4) was constructed in Spana based on 

equilibrium data in Table 3.3. The polynuclear Zr species should be excluded from the Pourbaix 
diagram by default, given that they are not in equilibrium. However, to establish the 
aforementioned transition from mononuclear to polynuclear species at Zr concentration > 10ɰ4 
M [190], we opted to represent the former with ZrOH3+ and the latter with Zr4(OH)83+, 
respectively. In this way, the thermodynamic stability of Zr4(OH)83+ was deliberately exchanged 
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for its aforementioned kinetic stability. In concentrated solutions, according to the SIT equation, 
some values of log ἢ can become linearly dependent on the concentrations being calculated, thus 
impeding calculations at extreme values of pH or Eh, i.e. outside the stability range of H2O. In 
the latter case, unrealistically large amounts of O2 (aq) or H2 (aq) are calculated, resulting with 
˺ӷ in Equation 3.5 also becoming unrealistically large, thus creating convergence problems 
[173]. 

 

Figure 3.3: The original E-pH Pourbaix ZrɰH2O diagram at 25 °C [138]. Reprinted from the 
book ɶAtlas of Electrochemical Equilibria in Aqueous Solutionsɷ by Marcel Pourbaix, NACE, 
Cebelcor (Houston, Brussels), 1974, publisher National Association of Corrosion Engineers, with 
permission from AMPP Global Center, Inc. 

Here, it must be noted that although SIT model experienced convergence problems due to a 
large amount of H2 (aq) and O2 (aq) developed at extreme values of electrode potentials, i.e., 
outside the stability region of water, [173] taking into account ionic strength effects by applying 
this very model made it possible to create Pourbaix diagrams that conform well to the original 
one and the expected stability range of tetramer (Zr concentrations > 10ʞ4 M) [190].  
In general, an updated diagram (Figure 3.4) shares many similarities with the original one 

(Figure 3.3.) [138], mostly regarding the passive region ranging from pH 2ʞ13. However, ZrO2+ 

existence had been conclusively disproven in both the aqueous and solid states [207, 208, 214]. 
A stable solid compound in the passive region is denoted as Zr(OH)4 (am), as discussed above. 
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Zirconate ion, HZrO3
- or ZrO3

- from the original Pourbaix diagram, is denoted here as Zr(OH)6
2-, 

although it can also be noted as ZrO3
-. 

 

Figure 3.4: The updated E-pH Pourbaix ZrɰH2O diagram (with varying ionic strength in NaCl) 
at 25 °C. Callouts are added to point to the species. For easier reading, a legend is given at the 
bottom due to overlapping regions of monomeric and tetrameric species. In addition, the Roman 
numerals on top of the diagram indicate concentrations at which Zr tetramer exists. For all other 
species, the concentrations are given in Arabic numerals. 

Note that the existence of Zr aqueous compounds with a valency different than 4 that could 
theoretically occur in its oxide derivatives, especially at higher potentials, is unlikely. In addition, 
ZrH2, due to its extreme stability, should eclipse the field of Zr. However, we opted to follow 
Pourbaix's practice and show the elementary state of the metal in relation to its corrosion 
products [138]. 
Looking from ZrCCs perspective, the absence of soluble Zr species of higher valency above 

the Zr(OH)4 region excludes the possibility of self-healing for Zr, in contrast to Cr. However, Zr 
nonɰtoxicity and environmental friendliness, along with a wider passivity region (pH å 2-13), 
compared to metallic substrates on which ZrCCs are applied (steel, galvanised steel, aluminium 
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and its alloys), [215, 216, 217] and as shown in Figure 1.2 before, make it an attractive 
replacement, especially in terms of developing multi-metal coatings. 

3.1.4.4  ZrʞF speciation, hydrolysis and influence of F in the conversion bath  

Following the Hard and Soft Acids and Bases (HSAB) principle, [218] Zr-F complexes are quite 
stable fluoro-complexes, [219, 220] with complexation proceeding up to ZrF6

2, (also antiprismatic) 
[169], according to Equation 3.5 [47]: 

Zr+ +ӻF- ᵶ ZrF˻ 3.5 

It is thus not surprising that fluoride ions had been frequently added in Zr-containing 
solutions to prevent the early onset of hydrolysis, [221] and have indeed made the development 
of Zr-based conversion coatings easier. If using all other Zr salts, dissolution in concentrated 
acids would be required. In contrast, by introducing hexafluorozirconate ZrF6

2ʞ anion that keeps 
Zr solvated in the form of a fluoride complex, this matter was solved all at once [222, 223]. 
Today, ZrCC baths have hexafluorozirconate commonly added as a salt or acid, i.e., K2ZrF6 or 
H2ZrF6 [9]. Table 3.4 contains equilibrium constants for the Zr-F complexes from Brown et al. 
[47] with calculated SIT parameters (Table 3.2) based on [174] from which a Zr-F predominance 
diagram in Figure 3.5 was constructed. 

Table 3.4: Selected cumulative stability constants (log10ɼ 0) at I=0 for modelling ZrɰF system at 
25 °C [47]. 

Reaction / species log10ɼ 0 

Zr++ F˻ ᵶ ZrF3+ 10.12  

Zr++ 2F˻ ᵶ ZrF+ 18.55  

Zr++ 3F˻ ᵶ ZrF+ 24.72  

Zr++ 4F˻ ᵶ ZrF 30.11  

Zr++ 5F˻F- ᵶ ZrF
5

- 34.60  

Zr++ 6F˻ ᵶ ZrF˻ 38.11  

It can be seen that stable Zr-F complexation in H2ZrF6, occurring at concentrations > 10ɰ4 
M, raises the precipitation pH (compare Figure 3.2 and Figure 3.5), which is further increased 
with H2ZrF6 concentration. However, performing conversion with high H2ZrF6 concentrations 
would lead to insufficient pH rise, a decrease in the Zr content [50, 224] as well as an increase in 
Fɰ content. Consequently, ZrCCs have been produced most commonly in the pH range from pH 
4-4.6 [9] and concentrations recalculated to Zr ion within 10-30 wt.% [225, 226, 227, 228], 
depending on the substrate. 
The little reference that has been given to ZrF6

2ɰ solutions is summarized as follows: ZrF62ɰ 

was shown to be the only mononuclear species present in solutions containing ZrF5
ɰ and ZrF7

3ɰ 
ions, thus suggesting its high stability [229]. After adding alkali to aqueous solutions of ZrF62ɰ, 
only ZrF62ɰ and Fɰ ions were detected, with no additional hydrolysis species. A part of Zr and F 
was shown to transform into forms not observed in 19F NMR, while the remainder precipitated 
rapidly as colloidal polynuclear fluorohydroxocomplexes (PFHCs) with a Zr: F ratio of 1:3, thus 
suggesting a high lability of ZrF62ʞ [230]. It was shown that Zr-F does not undergo complete 
hydrolysis [231], which altogether supports general XPS findings on ZrCCs composition as a 
mixture of primary ZrO2 with lower amounts of ZrF4, oxyhydroxide and/or oxyfluorides [42, 50]. 
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Figure 3.5: The updated predominance diagram for Zr-F species (with varying ionic strength in 
NaCl) at 25 °C. 

As one can see, the speciality of ZrF6
2ɰ that enabled the development of ZrCCs seems to lie 

in its simultaneous stability and lability (note that the lability is a kinetic parameter and 
indicates how fast a metal ligand is exchanged, whereas stability is a thermodynamic parameter, 
defined by the formation constant) [232]. Nevertheless, hydrolysis of ZrF6

2ɰ is complicated by the 
existence of Fɰ as a complexing agent in the inner ligand sphere. For comparison, Clɰ ions occupy 
only the outer ligand sphere during complexation with Zr and are thus more prone to rapid 
exchange with solution molecules than Fɰ [208]. However, Fɰ is more electronegative than water; 
thus, the nature of the Zr-F bond is more ionic and more susceptible to ionic dissociation along 
with a high exchange rate with OHɰ ion due to similarities in ionic radii [233]. Therefore, 
hydrolysis of H2ZrF6 can be best described as an isomorphic substitution of Fɰ with OHʞ, which 
has already been shown for antimony and silicon fluoride complexes, [234, 235] with subsequent 
condensation, as will be further discussed. 
As ZrF6

2ɰ ions have shown to be significantly less aggressive than free Fɰ in terms of oxide 
film thinning, their primary role in ZrCC baths appears to be surface activation via a significant 
increase in its wettability. In contrast, the synergistic action of acid and free Fɰ (the latter added 
in the formulation or has been recovered from the reaction) leads to metal and native 
(hydro)oxide film thinning, thus enabling electron tunnelling, the latter being crucial for Al and 
its alloys [26]. However, on Mg alloy, it has been shown that free Fɰ suppresses Zrʞfilm formation 
by inhibiting the reaction of Zr with OHɰliberated by cathodic reaction at the interface rather 
than by substituting the existing surface OHɰ [50]. High hydrophilicity and acidity thus make 
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ZrCCs ideal for improving subsequent adhesion but not corrosion protection properties at the 
same time [236]. 

3.1.4.5  Sol-gel and electrochemical perspectives of the formation of Zr (hydr)oxide fo rmed 

by conversion  

As mentioned at the beginning of this Chapter, ZrCC formation can be generally expressed 
withEquation 3.6, representing a simplified precipitation mechanism of Zr oxide in ZrCCs. In 
the hitherto published literature, much of the emphasis on the precipitation of Zr oxide in ZrCCs 
has been given to the consequent electrochemical properties of the substrate/coating system 
only. In this process, as hydroxylation is induced by the cathodic reactions and consequent rise 
in pH. However, the progress of the coating formation and the overall process is indeed based 
on sol-gel chemistry. Therefore, understanding the coatings' formation from both sol-gel and 
electrochemical perspectives is a prerequisite for improving their overall performance. 

3.1.4.6  Sol-gel perspective  

Self-hydrolysis and thermally induced hydrolysis of Zr, both being relatively slow processes, can 
lead to homogeneous and higher-ordered structures [168, 189]. Zr hydrolysis is thus made faster 
by forced hydrolysis through alkalisation, resulting in disordered structures. In particular, a 
diffusion-controlled hydroxylation by alkalinisation (essentially present during ZrCC formation 
during the cathodic reaction of hydrogen and oxygen reduction at the cathodic sites of a 
heterogeneous alloy surface) is exceptionally rapid [237], with overlapping nucleation and growth 
processes. In other words, rapid base addition leads to the formation of local pH gradients, i.e., 
random distribution of hydroxyls on the tetramer. Consequently, polymerisation occurs in many 
directions simultaneously, as there is not enough time to form an ordered array of tetramers. As 
a result, the obtained product is an amorphous gel rather than a crystal [168, 189]. Theoretically, 
amorphous films offer significant corrosion resistance over crystalline ones due to the absence of 
grain boundaries, dislocations, and inclusions, providing fewer conductive paths to the substrate. 
However, their thinness often makes them suitable only for temporary use. In practice, the choice 
between amorphous and crystalline forms depends on the application, where crystalline forms 
can also offer corrosion protection and improved adhesion due to a higher roughness enabled by 
a more structured surface, as seen with PCCs [73, 74]. 
The two described scenarios are presented in Figure 3.6 based on the report by Clearfield [238]. 
It can be observed that the tetrameric network expands as free water molecules at the edges are 
allowed to hydrolyse continuously. Further polymerisation and/or stacking of tetrameric [186, 
191, 205] units thus lead to precipitation of the solid phase, as the conditions allowing the 
nucleophilic substitution on the growing oligomer are no longer present [168]. 
It should be noted that a higher electrical charge, as in the case of Zr4(OH)88+ tetramer, limits 

the formation of condensed species, whereas neutral precursors can condense freely to solid 
(virtually infinitely). Precipitation can occur over a wide range of acidity, frequently much 
outside the predominance zone of a noncharged metal species. In the case of Zr, this might occur 
via species such as Zr(OH)4 (aq) or tetrameric Zr4(OH)16 (aq), for the latter of which no solid 
evidence exists. However, it was also found that Zr precipitation can occur via species of lower 
charge than Zr4(OH)88+ [186]. While there is no significant change in charge as pH rises, Walther 
et al. demonstrated that a decrease in tetrameric species concentration with an increase of higher 
polynuclear species (pentamers, octamers) concentration, as well as a decrease in their mean 
charge value to 2 near the solubility limit, supports precipitation of Zr(OH)4 (am) by larger, yet 
less charged species than Zr4(OH)88+ [186]. 
The sol phase results from forming the aforementioned colloidal particles, whereas the gel 

phase results from their subsequent aggregation into a three-dimensional structure. 
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1. Condensation of purely aquocomplexes does not occur, as aqua ligand, being very labile, 
acts only as a leaving group. 

2. In aquahydroxo complexes, however, hydroxo ligand acts as a nucleophilic entering group 
inducing substitution of aqua ligand in another complex. Formed hydroxo bridges are 
referred to ʞol groups to distinguish them from terminal hydroxo ligands, and the whole 
condensation process is thus referred to as olation (Equation 3.6): 

M˻OH + M˻OH ʜ M˻OH˻ M + HO 3.6 

3. The hydroxo ligand may also act as a leaving group forming an aqua ligand when the 
aqua ligand is absent, as in the case of oxohydroxo complexes. In this case, condensation 
proceeds with the formation of an oxo bridge by reaction of terminal OHʞ groups, which 
is referred to as oxolation, (Equation 3.7) and can indeed occur in the case of Zr [168]: 

M˻OH + OH˻ M ʜ M˻O˻M + HO 3.7 

 

Figure 3.6: Schematic illustration of two-dimensional Zr tetramer condensation. (a) Randomly 
formed polymer obtained by fast hydrolysis, such as base addition (including ZrCCs). (b) 
Ordered sheet polymer produced by slow hydrolysis, such as heating. Figure modified from [238]. 

However, conforming to the general observations for competition between olation and 
oxolation, the rate constant of oxolation of Zr is much slower, i.e., by two orders of magnitude 
than olation [239]. Nevertheless, the tendency toward oxolation increases with an increase in pH, 
so a sufficient rise during conversion could lead to oxolation [212]. 
Conventional sol-gel synthesis is also applied in several examples on zirconium conversion 

coatings [240, 241, 242, 243], most often including alkoxy precursors, enabling fine-tuning of 
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hydrolytic rate and path through the ratio of alkoxy precursors to water as well as the addition 
of various complexing agents [233]. This leads to separated sol and gel stages. In contrast, in 
ZrCC, the precipitation is based on H2ZrF6, where sol and gel stages occur consecutively in the 
vicinity of the metal surface, thus not leaving much space for control of distinctive stages or 
reaction rates. Therefore, a better understanding of the aqueous thermodynamics of Zr should 
be the first step in elucidating the control of Zr hydrolytic rate and path. 

3.1.4.7  Electrochemical perspective  

A part of the matrix metal surface (bare metal and metal oxide) comprising anodic areas 
undergoes oxidation, accompanied firstly by hydrogen and followed by oxygen reduction at 
cathodic areas (such as IMPs and grain boundaries), eventually leading to surface alkalisation 
and final precipitation. Thus, ZrCC preferentially deposits at cathodic areas and grows in the 
lateral direction until full metal coverage. As a result, ZrCCs have an inconsistent thickness, 
ranging between 10 and 80 nm, which is significantly lower and could be disadvantageous 
compared to its ancestor technologies [9]. 
One can try applying the sol-gel chemistry of Zr-OH to Zr-F as follows: supposing the 

isomorphic substitution of Fɰ with OHɰ during hydroxylation of ZrF6
2ɰ results in the formation 

of aquahydroxo/aquafluorohydroxo complexes. Hydroxo, ligand, in turn, acts as a nucleophilic 
entering group inducing substitution of aqua ligand in another complex. Condensation initiated 
by alkalisation from H2ZrF6 solutions should thus include discrete polycationic species starting 
from monomers, proceeding with dimers and, most probably, ending with some form of 
tetramers. More substantial evidence was given in older studies on thermo- and alkali-hydrolysis 
of Zr oxyfluorides, at least in the crystalline phase [244, 245, 246]. Figure 3.6a can thus be used 
for describing ZrCC precipitation as well. All in all, it is hard to postulate any exact species 
involved in the hydrolysis and precipitation of H2ZrF6 solutions, as the polymerisation path 
significantly depends on starting solution conditions, in this case, Fɰ as a complexing agent [189]. 
After the layer of a condensed sol containing polynuclear particles has been created, the 

resulting gel exhibits high permeability, ionic conductivity, open structure, and high water 
retention that allow for continued gelation and film growth through alkalisation and nucleation 
via formed colloidal particles [233, 247]. 
The conversion process should thus occur until the exhaustion of the conversion agent (Zr-

bearing components) and suppression of local cathodic activity at the metal surface, making the 
process self-limiting [226, 248, 249]. 
Hence, studies of conversion coating processes should be directed toward managing the 

electrochemical aspects, especially those that would allow control of pH increase during 
conversion (e.g., through the control of density and electroactivity of IMPs, [250] 
electroʞassisted deposition [30], etc.), as well as its sol-gel nature, as already elaborated for Cr 
conversion coating [164, 247, 251, 252] s. 
When gelation is separated from drying, as is the case for immersion application of ZrCCs, 

initially formed kinetic products are allowed to form more stable species via Ostwald ripening, 
syneresis, phase separation etc. [164, 233]. 
As seen from reaction in Equation 3.1, the ZrCC process is accompanied by the regeneration 

of the hydrofluoric acid. Determining total and free-fluoride content is crucial for establishing 
equilibrium between the former and hydrolysis reaction, as too high concentration leads to excess 
metal dissolution, while too low concentration leads to insufficient coating formation. In addition, 
Fɰ retained in the coating is detrimental to the underlying substrate [9, 253]. Nevertheless, 
hydrated zirconia has ionic exchange properties, and the amount of retained anions (anions are 
always retained when precipitation occurs at pH < 7) in the precipitate decreases with an 
increase in the final precipitation pH [189, 196]. In the case of Fɰ, due to the aforementioned 
high lability, proper rinsing with clean deionised water can significantly minimise Fɰ content 
[225, 253, 254]. 
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Moreover, the amount of Fɰ in commercial ZrCCs is minimised by blending with other 
additives, such as Cu, Zn, Mn, Co, alkaline earth metal ions [255] and H3BO3 [256]. To sum up, 
nowadays, Fɰ is an essential component of ZrCC baths yet detrimental to the underlying 
substrate, which requires thorough studies on Zr-OH and ZrF6

2ɰ solutions. However, the 
determination of solvated ion structures requires various scattering, absorption and resonance 
spectroscopy methods combined with computer simulations. These include X-ray diffraction, 
neutron diffraction, electron diffraction, small-angle X-ray and neutron scattering as well as 
quasi-elastic neutron scattering, spectroscopic methods (extended X-ray absorption fine structure 
and X-ray absorption near edge structure, nuclear magnetic resonance, Mössbauer spectroscopy, 
infrared, Raman, and Raleigh-Brillouin spectroscopies) [257]. Most of those methods are not 
readily available or require synchrotron radiation, which, along with fast hydrolysis and exchange 
of Zr geometry and coordination, makes the deduction of exact polymerisation paths and species 
involved in the process still challenging. Although some of the methods have been successfully 
employed for ZrɰOH systems without F [186, 191, 192, 202, 205, 258, 259], to the best of our 
knowledge, no absorption or scattering studies have explicitly been conducted on Zr-F 
complexes, which would considerably help to reveal ZrCC coating formation. 

3.1.5  Conclusions  

Limited knowledge of ZrCC chemistry directly results from limited knowledge of Zr aqueous 
chemistry. The high tendency of zirconium to hydrolyse, along with a rapid exchange of 
geometry, coordination, and sensitivity to solution composition, significantly impedes the study 
of the composition and geometry of Zr compounds. The primary function of hexafluorozirconate 
is to provide an activated metal surface while also adjusting the pH from severely acidic to that 
acceptable for conversion. In this study, revised predominance areas for Zr-OH and Zr-F 
aqueous speciation concerning the Zr amorphous phase were established as a foundation for 
describing the ZrCC formation mechanism. The tetramer, Zr4(OH)88+, was used to represent all 
other polynuclear species and a fundamental building block of the solid phase. Revised Zr 
equilibria were the basis for the updated E-pH diagram, comprising ZrOH3+ and Zr4(OH)88+ 
instead of formerly employed ZrO2+. 
We believe this study can serve as a starting point for future extensions to other additives 

utilised in ZrCC baths, as well as the elucidation of their effects and interactions. This could, at 
the very least, direct field researchers to focus their research on the final coating and the solution 
chemistry behind Zr conversion bath components. The electrochemical nature of the conversion 
process is reflected only in its initiation; however, the core of the process is indeed based on 
hydrolysis and condensation. Thus, future efforts to identify ways to control both electrochemical 
and sol-gel chemistry could be critical in increasing the overall performance of ZrCCs. 
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3.2 Structural Analysis of Z irconium Conversion Coatings with 

ToF -SIMS  

3.2.1  Literature review  

Some degree of comprehension of polymerisation paths and species involved in Zr-OH systems 
has been achieved by applying sophisticated scattering, absorption, and resonance spectroscopy 
methods coupled with computer simulations [260, 261, 262, 263, 264, 265, 266]. However, to the 
best of our knowledge, no experimental studies have focused on the speciation of polymeric 
species in Zr-F solutions related to zirconium conversion baths. 
To experimentally validate the proposed concept involving the tetrameric Zr as the main 

building block of the precipitating ZrCC in our previous study [51] featured above in Chapter 
3.1, we employed a more accessible technique, ToF-SIMS, to investigate ZrCCs prepared at 
selected bath operating conditions. So far, ToF-SIMS has been used to investigate zirconium 
oxide distribution in conversion layers produced by the trivalent chromium process (TCP) [267, 
268, 269]. Recognised for its exceptional surface sensitivity, ToF-SIMS provides structural 
insights based on mass fragments, thus being able to identify polymeric Zr species [270, 271, 
272]. 

3.2.1.1  Sample preparation and chemicals  

For EIS measurements, the same CRS samples and their preparation have been used as described 
in Chapter 2. For ToF-SIMS analysis, the samples were cut to dimensions Ò 1 cm². Three 

different ZrCC bath parameter combinations, determined through RSM in our previous work 
presented in Chapter 2, were employed. At bath concentration of 825 ppm H2ZrF6, ZrCCs were 
prepared at two conversion times (60 s and 480 s) and pH values (3.0 and 4.0): (i) pH of 3.0 
leads to inadequate coating formation, (ii) pH of 4.0 with 60 s conversion time leads to a very 
thin, non-corrosionʞresistant coating, and (iii) pH of 4.0 with 480 s conversion time results in a 
thicker coating, exhibiting improved corrosion resistance compared to bare samples. 

3.2.1.2  ToF -SIMS  

ToF-SIMS analysis was conducted using a ToF-SIMS 5 spectrometer (IONTOF GmbH, Münster, 
Germany) under a base pressure of 5 × 10ʞ9 mbar. The data acquisition and postʞprocessing 
analysis were performed using SurfaceLab software v7. The spectrometer was run in high current 
(HC) bunched mode with a high mass resolution (DM/M around 7000, measured on Si peak). 
The exact mass values of at least five known species were used to calibrate the data acquired in 
the negative ion polarity. All samples were cleaned before introduction into the spectrometer. 
Mass spectra were recorded within the mass-to-charge ratio (m/z) range of 0ɰ550 using a pulsed 
25 keV Bi+ primary ion source delivering a target current of 1.2 pA over a 500 ʈm × 500 ʈm 
area with a 45° incidence angle to the specimen surface. Bi+ primary ion dose below 1012 ions 
cmʞ2 was used to ensure static analysis conditions. 
The depth profiles were recorded by interlacing the pulsed primary ion source (1.2 pA over 

a 100 ʈm ³ 100 ʈm area) with sputtering using a 0.5 keV Cs+ source beam delivering 17 nA of 
target current over a 300 mm ³ 300 mm area. The intensity of the ionised fragments, all measured 
quasi-simultaneously, was plotted vs. the Cs+ ion sputtering time. Both ion beams were set at 
an incidence angle of 45° with respect to the sample surface, well-aligned to ensure analysis at 
the centre of the sputtered crater. All acquisitions were conducted in negative polarity. The 
depth profiles were recorded at two separate regions on the surface of each sample to ensure 
reproducibility. 
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3.2.1.3  EIS 

Simulated acid rain was used as an electrolyte with pH å 5 adjusted with 0.1 M H2SO4 (96 %, 
Carlo Erba reagents, Barcelona, Spain). It was prepared by mixing 0.2 g/L Na2SO4 (99%, Acros 
Organics, Hampton, NH, USA) + 0.2 g/L NaHCO3 (Sigma Aldrich, Saint Louis, MO, USA) + 
0.2 g/L NaNO3 (99%, Sigma Aldrich, Saint Louis, MO, USA). Simulated acid rain herein is 
another way to replicate atmospheric conditions, being less aggressive in terms of chloride 
content, allowing a comparison of corrosion properties among different ZrCCs, similar to using 
a dilute Harrison's solution in Chapter 2.3.1.2.1. Given their susceptibility to noticeable corrosion 
even at open circuit potential (OCP), CRS samples were allowed to attain a stationary state, 
defined as ǓOCP<5 mV/10 min, established at approximately 20 min [96]. Thorough EIS 
experimental details are given in Chapter 2.2.5.2.1. 

3.2.2  Results and discussion  

3.2.2.1  ToF -SIMS results  

Figure 3.7 presents overlapped mass spectra in the m/z range 0-540 measured on ZrCCs prepared 

on cold rolled steel at the three combinations of bath parameters (pH of 3.0 (red), pH of 4.0 
with 60 s (blue) and 480 s (grey) conversion time). A peak selection encompassing monomeric, 
dimeric, trimeric, and tetrameric Zr fragments of the type ZrnOm(OH)pʞ is also indicated in 
Figure 3.7. Notably, high-intensity mass peaks herein are evident in the 380ʞ400, 400ʞ420, 
500ʞ520, and 520ʞ540 mass ranges (m/z) for coatings prepared at pH = 4.0. This observation 

implies that polymerised ZrCC layers form at pH = 4.0. 
A comprehensive list of negative ion fragments obtained in the 0-540 m/z mass range, along 

with their corresponding masses, is presented in Table 3.5, with selected ToF-SIMS mass spectra 
in Figure 3.8. 
Table 3.5 additionally provides information on the potential existence of ZrnOm(OH)pFqʞ 

along with certain specific ZrnOm(OH)pʞ species, as fluoride is demonstrated to incorporate into 
ZrCCs in the form of oxyfluorides [42, 273]. We believe the most likely mechanism involves the 
isomorphic substitution of Fɰ with OHɰ during the hydroxylation of ZrF6

2ɰ, resulting in the 
formation of aquahydroxo/aquafluorohydroxo complexes, leading to condensation and ultimately 
precipitation [51]. 
The ToF-SIMS depth profiles of ZrnOmHpʞ and ZrnOmHpFqʞ species* in Figure 3.9 were selected 

based on the highest signals observed in the sample at 825 ppm/480 s/pH 4.0, further reflecting 
the results in Figure 3.7 and Figure 3.8. The Fe2

- signal originating from the metallic substrate 
is also added since it allows the ZrCC/substrate interface to be positioned (vertical line in Figure 
3.9). As the conversion time and pH increase, the thickness of the ZrCC increases, following this 
trend: 250 s for the sample 825 ppm/480 s/pH 3.0, 820 s for 825 ppm/60 s/pH 4.0, and 1800 s 
for 825 ppm/480 s/pH 4.0, that corresponds to 5 nm, 16.5 nm, and 36 nm, respectively (assuming 
a constant sputtering rate of 0.02 nm/s, estimated from previous work on a TCP conversion 
coating [267]). Looking deeper at the ZrCC layer, it can be observed that the maximum 
intensities of all Zr-containing species increase from pH = 3.0 to pH = 4.0, suggesting that the 
ZrCC, in addition to being of low thickness, does not fully cover the substrate at pH 3.0. 
Additionally, the intensities of Zr peaks decrease from monomeric to tetrameric species, likely 
due to fragmentation. The primary Zr peak observed is ZrO2

ʞ, consistent with similar ToF-SIMS 
studies at lower m/z [34]. The Fe2

ʞ signal, associated with the metallic substrate, exhibits a 
steeper increase with sputtering time for the coating prepared at shorter conversion times and 
lower pH. This suggests the broadening of the ZrCC/substrate interface, presumably due to the 

 

* Note that a more precise record would be ZrnOm(OH) p
ʞ and ZrnOm(OH) pFq

ʞ. However, since ToFʞSIMS 

cannot differentiate between oxygen originating from oxide or hydroxide, we opted for a simpler record ZrnOmHp
ʞ 

and ZrnOmHpFq
ʞ. 
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increased roughness with the ZrCC layer thickness. Additionally, detecting FeO2
ʞ (and FeOOHʞ, 

results not shown in the figure) signals between the substrate and ZrCC suggests the presence 
of an intermediate layer of ferrous oxide/hydroxide at the interface, likely resulting from the 
alkaline cleaning step. 

Table 3.5: List of main peak position extracted from ToF-SIMS mass spectra with possible 
assignments (selection of peaks). In addition to ZrCC- and substrate-originating fragments, those 
related to alkaline pretreatments are presented (C, P and S). 

Ion 

fragment 

m / z Ion 

fragment 

m / z Ion 

fragment 

m / z Ion 

fragment 

m / z 

C 12.00 ZrO2ʞ 121.90 Zr2O4H4Fʞ 266.83 Zr4O7H7ʞ 478.63 

Fʞ 18.99 ZrO2Hʞ 122.91 Zr2O5H4Fʞ 282.84 Zr4O9H3ʞ 506.60 

Sʞ 31.97 ZrO3ʞ 137.90 Zr2O5H5Fʞ 283.83 Zr4O9H4ʞ 507.62 

O2ʞ 31.99 ZrO3Hʞ 138.90 Zr2O4H3F2ʞ 284.82 Zr4O9H5ʞ 508.61 

OFʞ 34.99 ZrO3H2ʞ 139.91 Zr2O3H2F3ʞ 286.82 Zr4O9H6ʞ 509.60 

PO2ʞ 62.97 ZrO3H3ʞ 140.90 Zr3O7Hʞ 382.70 Zr4O9H7ʞ 510.61 

FeOʞ 71.93 ZrO4H2ʞ 155.90 Zr3O7H2ʞ 383.70 Zr4O9H8ʞ 511.57 

FeOHʞ 72.94 ZrO4H5ʞ / 

ZrO3H2Fʞ 

158.88 Zr3O7H3ʞ 384.70 Zr4O9H9ʞ 512.60 

PO3ʞ 78.96 ZrO4H7ʞ / 

ZrO3H4Fʞ 

160.93 Zr3O7H4ʞ 385.70 Zr4O7H6F2ʞ / 

Zr4O6H3F3ʞ 

515.62 

FeO2ʞ 87.93 Zr2O4H2ʞ 245.81 Zr3O7H7ʞ 388.70 Zr4O10H9ʞ / 

Zr4O9H6Fʞ 

528.61 

FeOOHʞ 88.93 Zr2O5H3ʞ 262.83 Zr3O8H9ʞ 406.72 Zr4O10H10ʞ / 

Zr4O9H7Fʞ 

529.61 

FeO2H2ʞ 89.94 Zr2O5H4ʞ 263.84 Zr3O8H10ʞ / 

Zr3O7H7Fʞ 

407.73 Zr4O10H11ʞ / 

Zr4O9H8Fʞ 

530.61 

C4H4F2ʞ 90.00 Zr2O4H2Fʞ 264.82 Zr3O8H11ʞ / 

Zr3O7H8Fʞ 

408.73 Zr4O7H4F3ʞ 532.61 

Fe2ʞ 111.87 Zr2O4H3Fʞ 265.83 
    

To reiterate, the tetrameric structure proposed by Clearfield for amorphous zirconia [206], as 
applied to ZrCCs in our previous study [51], contained above in this Chapter, is identified as 
Zr4(OH)88+, with the possibility of higher polynuclear forms and less charged species [263]. 
However, ToF-SIMS measurements do not allow the exact ionic hydration structure to be 
deducted. Thus, our primary objective was to identify polymeric fragments and, most 
importantly, to confirm tetrameric ones, as their higher kinetic stability, facilitated through 
cyclisation, is the most probable cause for their incorporation from solution to precipitate [51]. 
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Figure 3.7: Mass spectra (negative polarity) in the m/z range 0-540 measured on ZrCCs prepared on cold rolled steel at three combinations of bath 
parameters as indicated in the legend. Characteristic ion fragments are presented in Table 3.5.  
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Figure 3.8: ToF-SIMS negative ion spectra of ZrCCs prepared at various combinations of 
bath parameters on cold rolled steel. Characteristic fragmentation ions are assigned. 

Although not measured in the solution, ToF-SIMS allows us to infer a plausible 
connection between the aqueous species involved in the solid-phase formation in the 
precipitate and confirm the proposed structure of ZrCCs. The tetrameric peak, although 
not the most intensive among polymeric species (Figure 3.9), can undoubtedly confirm that 
ZrCC contains Zr in the tetrameric form, considering its fragmentations during ToF-SIMS 
measurements. Finally, and most notably, trimeric and tetrameric structures are present 
in samples obtained at higher pH, strongly suggesting that not only does the ZrCC 
thickness increase with longer conversion times but also that polymerised coating forms at 
pH = 4.0, and presumably, above, as indicated in Chapter 2. Also, the intensities of Zr 
peaks in the case of pH = 3.0 are very low, suggesting that almost no conversion layer is 
formed at pH = 3.0 (vide infra). 
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Figure 3.9: ToF-SIMS depth profiles of selected Zr and Fe fragments of ZrCCs prepared at 
three combinations of bath parameters. Gray dashed vertical lines indicate the ZrCC 
thickness obtained from the drop of the oxygen intensity peak value to half. 
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3.2.2.2  EIS results  

The EIS results (Table 3.6) obtained for the chosen ZrCC bath parameter combinations, 
albeit in a slightly more acidic medium of simulated acid rain (pH å 5) presented in Figure 
3.10, show similar Nyquist plot shapes for the samples prepared in the same manner in 
dilute Harrison's solution (pH 5.2). The EIS fitting procedure and discussion, thoroughly 
elaborated therein, can be seamlessly applied herein. Equivalent electrical circuits (EECs) 
used for fitting are given in Figure 3.10a-b. In this context, either one (Figure 3.10a) or 
three (Figure 3.10b) time constants are presumed to indicate appropriate ZrCC formation, 
with the sum of resistances giving the overall polarisation resistance (Rp). A small 
capacitive loop at high frequency (Figure 3.10c) was not fitted due to its negligible value 
and high-frequency effects induced by the reference electrode. For cases with three time 
constants, the EEC with only two time constants was used (Figure 3.10b). In that case, 
the sum of two time constants gives the value of Rp, as elaborated thoroughly in Chapter 
2.3.1.2.1. Specifically, the high-frequency loop (Figure 3.10c) indicates complete ZrCC 
coating formation for 825 ppm/480 s/pH 4.0. Further, the second middle-frequency time 
constant (Figure 3.10b) can be attributed to the charge transfer resistance of faradaic 
reactions inside defects, while the third low-frequency time constant refers to the response 
of corrosion products. This contrasts the EEC with a single time constant (Figure 3.10b) 
observed for the bare sample and the samples with inadequate coating formation 
(exhibiting either a too thin coating in the case of 825 ppm/60 s/pH 4.0 and no coating 
with only some spots featuring ZrCC nodules for 825 ppm/480 s/pH 3.0), which also reflects 
in their lower Rp values. 

 

Figure 3.10: EIS spectra measured in simulated acid rain (pH å 5) on ZrCCs prepared on 
cold rolled steel at three combinations of bath parameters. The enclosed EECs (a,b) were 
utilised for fitting. Only EEC in (b) was applied on 825 ppm/480 s/pH 4.0; the remaining 
samples were fitted with EEC in (a). The inset (c) displays high-frequency spectra. 
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Table 3.6: EIS fitting results employing EECs in Figure 3.10. 
S
a
m
p
l
e

 

R
1 
(ǧ
 c
m2
) 

R
2 
(ǧ
 c
m2
) 

Y
0
 C
P
E
 
1
 
(

ʗ
ɰ
1
 s
n
) 

C
P
E
 
1
 

n
 

R
3 

Y
0
 C
P
E
 
2
 
(

ʗ
ɰ
1
 s
n
) 

C
P
E
 
2
 

n
 

ʔ
² 

R
2
+
R
3
(
ǧ
 c
m2
) 

B
a
r
e

 1
6
1
8

 

5
3
1
5

 

2
0
8

 

0
.
7
9

    

0
.
0
1
5

 

6
9
3
3

 

8
2
5
 
p
p
m
/
4
8
0
 

s
/
p
H
 
3
.
0

 

1
7
5
3

 

3
9
4
7

 

2
4
8

 

0
.
7
8

    

0
.
0
1
5

 

5
6
6
0

 

8
2
5
 
p
p
m
/
4
8
0
 

s
/
p
H
 
4
.
0

 

1
6
4
8

 

6
1
0
4

 

1
6
1

 

0
.
8
0

 

2
4
0
8

 

1
8
3
3

 

0
.
9
6

 

0
.
0
1
7

 

7
7
5
2

 

8
2
5
 
p
p
m
/
6
0
 

s
/
p
H
 
4
.
0

 

1
7
9
4

 

3
7
6
6

 

1
3
4

 

0
.
8
4

    

0
.
0
2
9

 

5
5
6
0

 

3.2.3  Conclusions  

EIS and ToF-SIMS results suggest that adequate ZrCCs are those that are polymerised 
and contain a tetrameric structure but are also obtained at longer conversion times. Using 
ToF-SIMS, the presence of polymerised film, including tetrameric species, in ZrCCs was 
confirmed. Evidently, ToF-SIMS showed that tetrameric structures are found in ZrCCs 
prepared at pH = 4.0, increasing with longer conversion times. This is further confirmed 
by EIS data in simulated acid rain, suggesting that adequate ZrCC formation requires a 
pH of 4.0 and a specific conversion time (480 s herein) for the desired thickness. The 
thickness adequacy is affirmed by a high-frequency EIS loop, emphasising the significance 
of specific pH and conversion time conditions for effective ZrCC formation. Nevertheless, 
understanding the hydration numbers of ions, rates of exchange of coordinated water 
molecules around ions, and interaction energies between ions and water molecules requires 
advanced scattering methods. Therefore, fully unravelling the ZrCC formation mechanism 
awaits future research work. 
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Ch apter 4 

4 Influence of Fluoride and Chloride 

Ions on the Corrosion Resistance on 

Various Substrates  

4.1 Literature Review 

The behaviour of fluoride and chloride ions in corrosion has been extensively studied on 
aluminium and its alloys and, to a lesser extent, on steel and zinc substrates. In acidic 
solutions containing Fʞ, passive films on Fe were shown to dissolve uniformly due to the 
increased stability of HF complexes with surface Fe cations in more acidic environments, 
while at pH > 5, pitting corrosion occurs [274, 275]. This was ascribed to decreased 
formation and transfer of soluble F-complexes, leading to less pronounced oxide layer 
thinning and localized attack in less acidic to basic conditions [274, 276]. For chlorides, it 
was observed that Cl-induced pitting on Fe occurs above a critical Clʞ concentration of 0.3 
mM and below a critical pH of 10.4 [277]. 
It is widely recognised that fluoride ions can effectively remove aluminium oxide films 

by forming aluminium-fluoride complexes and soluble AlF3 films [278, 279, 280]; this 
process is essential in conversion coating solutions [281]. In contrast, Clʞ ions initiate a 
more localised attack in the form of pitting [278, 279, 282, 283, 284]. Similarly, it was 
demonstrated that Clʞ ions enhance corrosion by promoting the breakdown of air-formed 
oxide films and by assisting in maintaining an aggressive pitting microenvironment on 
carbon steel [285]. 
Xue et al. [280] found that in H2SO4 solutions with Fʞ ions, aluminium forms various 

AlʞF complexes, influenced by fluoride concentration and solution pH, while zinc and iron 
remain unaffected by fluoride. This was further supported by the construction of E-pH 
(Pourbaix) diagrams. 
The presence of Clʞ ions in Fʞ solutions further complicates this interaction, with 

studies by Carroll et al. [284] demonstrating that fluoride ions can modify aluminium oxide 
surfaces within specific concentration ranges, increasing susceptibility to Cl-induced 
corrosion. On the other hand, the study by Trompette et al. [286] offered a refined 
perspective by proposing that the corrosiveness of halide ions, including fluoride and 
chloride, should be evaluated beyond their ionic size, focusing instead on their interactions 
with water molecules. In particular, Fʞ ions (at pH=8.1), acting as cosmotropes, form 
robust bonds with water, thereby stabilising its structure and mitigating corrosion by 
preserving their hydration shells. In contrast, Clʞ ions (at pH=6.6), characterised as 
chaotropic, weaken structural integrity of water, making it easier to dehydrate and 
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infiltrate metal oxides, thus promoting pitting corrosion on Al. This was further observed 
on Fe in alkaline solutions (pH=10), where the kinetics of Fʞ attack is significantly lower 
than Clʞ [287]. 
The observed corrosion aggressiveness of fluoride ions is in the context of ZrCCs taken 

advantage of as they lead to surface activation of aluminium by removal of the native film, 
thus priming it for more uniform ZrCC deposition. Concurrently, the less aggressive ZrF6

2ʞ 
ions, otherwise the primary Zr-bearing component, improve the surface wettability for the 
successful deposition of subsequent layers [26]. In addition, fluoride complexation with 
ZrF62ʞ uniquely extends the ZrCC operational window by delaying the onset of Zr 
hydrolysis and precipitation to more manageable pH levels, as shown in Chapter 3.1 [51]. 
Nevertheless, it was also indicated that ZrF6

2ʞ has an etching effect, albeit at high 
concentrations (10ʞ2ʞ10ʞ1 M [288, 289]). 
In contrast to fluoride, chloride ions are not so commonly used as additives in conversion 

coating baths. However, there are some instances of providing titanium conversion 
coatings, which are similar to ZrCCs, with chloride sources like TiCl4 [69, 290, 291, 292, 
293]. Nevertheless, it is difficult to apprehend how this is accomplished, considering the 
vigorous nature of TiCl4 [294]. Additionally, ZrCC baths often include ammonium 
bicarbonate as a pH adjuster and buffer, highlighting the complex interplay of various 
additives in corrosion processes. Given all this intricate interaction, a nuanced 
understanding of the individual and combined effects of fluoride and chloride ions on 
different substrates and in the presence of other solution additives is essential. 
Building upon our previous research featured in Chapter 2, our initial goal was to 

compare the effects of free fluoride and chloride ions, deliberately excluding ZrF6
2ʞ due to 

their mild nature. This endeavour has expanded into a detailed study of their corrosion 
effects, in conjunction with the buffering agent, further supported by equilibrium 
calculations that consider the entire solution composition and ion interactions in much 
more complex equilibria. To the best of our knowledge, no study has yet investigated the 
combined effects of fluoride and chloride solutions with ammonium bicarbonate on these 
particular substrates. In our opinion, this approach not only highlights the importance of 
evaluating all species present in the solution at their respective concentrations but also lays 
a foundational framework for future corrosion studies involving complex solutions, 
particularly those incorporating conversion agents and additives in conversion coating 
baths. 

4.2 Experimental  

4.2.1  Materials, chemicals, preparations  

Solutions were prepared to closely resemble those used in Chapter 2. but without H2ZrF6, 
thereby mimicking a ɶblankɷ H2ZrF6 solution to minimise the impact on the electrochemical 
double layer composition. The decision not to study the combination of halide ions with 
the conversion agent was made not only because of its demonstrated non-activating and 
less aggressive nature (vide supra) but also to avoid immediate surface passivation with 
ZrCCs at the OCP, which would make polarisation measurements unfeasible. 
As noted at the beginning, free Fʞ ions, both pre-existing in formulations and released 

through the hydrolysis of H2ZrF from previous conversion processes, enable surface 
activation. Consequently, in this study, we deliberately adjusted Fʞ concentrations to 
mirror the highest and lowest levels used in Chapter 2 (0.007 and 0.070 M). This 
adjustment was made under the assumption of complete H2ZrF6 hydrolysis, which typically 
does not occur (vide infra), resulting in Fʞ levels six times higher than the selected H2ZrF6 
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concentrations of 0.007 and 0.070 M, giving 0.0042 and 0.0420 M, respectively. These 
concentrations fall within the lower range observed in commercial ZrCC set-ups, as 
indicated by some of the available Safety Data Sheet (SDS) information. Typically, 
literature reports mention the use of concentrates containing H2ZrF in the range of 10ʞ2 to 
10ʞ1 M, with or without free Fʞ at levels around 10ʞ2 M [295, 296, 297, 298, 299, 300]. Since 
usually 1 % of these concentrates are recommended for the preparation of commercial ZrCC 
baths, this translates to concentrations approximately ranging from 10ʞ4 to 10ʞ3 M for 
H2ZrF6 and 10ʞ3 M for free Fʞ, respectively [295, 296, 297, 298, 299, 300]. However, for 
improved corrosion protection properties, it is advisable to also consider higher 
concentrations of H2ZrF6, both in commercial settings [299, 300] and as demonstrated in 
Chapter 2. Thus, this may lead to the adjustment of higher free Fʞ (10ʞ2 M) concentration 
ranges that match those employed in the current study. Nonetheless, it was shown that 
higher concentrations (10ʞ1-10ʞ2 M) of free Fʞ are detrimental to the film formation of 
ZrCC [288]. However, this observation was explicitly made on magnesium alloy and at 
significantly lower pH levels [288] and would require a further separate study on other 
materials. 
For further consistency with Chapter 2, a pH level of 4.0 was chosen, an intermediary 

value that conclusively promotes ZrCC deposition on all three substrates employed. This 
intermediary pH not only favours the deposition of ZrCC on various substrates but also 
ensures the complete dissociation of HF into free fluoride ions (pKa value of HF = 3.18 
[301]). Finally, NH4HCO3 was used as the pH-adjusting agent, consistent with its common 
use in both commercial and homemade zirconium conversion baths [9] (vide supra), 
resulting in concentrations of 0.0030 M and 0.0300 M, which are presumably of a similar 
order of magnitude to those used in analogous H2ZrF6 solutions. 
For comparison, identical concentrations of Clʞ were employed alongside the same 

buffering agent and pH. 

4.2.2  Electrochemical measurements  

Electrochemical experiments were carried out in the same setup described in Chapter 2. 
One series of samples was allowed to rest at the OCP for 1 h to reach a quasi-steady state 
before performing PPC measurements to assess the influence of the OCP stabilisation. 
PPC measurements were conducted in the same manner as described in Chapter 2. Tafel 
extrapolation method to extract corrosion parameters (corrosion potential, Ecorr, and 
corrosion current density, jcorr) from PPCs was performed using NOVA 2.1 software, from 
which Rp and corrosion rates were calculated according to the standard ASTM G59ɰ97 
[97]. The repeatability of the measurements was satisfactory; representative results from 
repetitions are presented here. For corrosion rate calculations, equivalent weights (EW), 
defined as the molar mass divided by the number of transferred electrons, were those of 
the main alloy elements as follows: For CRS, the EW of Fe (27.92 g/mol); for AA5754, the 
EW of Al (8.99 g/mol); and for Zn, the EW of Zn (32.69 g/mol). These values were 
accompanied by the respective element densities, namely 7.85 g/cm3 for Fe, 2.66 g/cm3 for 
Al, and 7.13 g/cm3 for Zn. 
Electrochemical measurements were conducted in solutions containing free Fʞ and Clʞ. 

Specifically, electrolytes were prepared using 0.00422 M and 0.0420 M solutions of 
hydrofluoric acid (HF 39.5 %, Carlo Erba, Val de Reuil Cedex, France) and hydrochloric 
acid (HCl 37 %, VWR International S.A.S, Fontenay-sous-Bois, France), respectively. 
These solutions were further adjusted to a pH of 4.0 using approximately 0.0030 M and 
0.0300 M of ammonium bicarbonate (NH4HCO3) for each acid, with the rationale behind 
this electrolyte composition explained before. 
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Given its relatively high concentrations, comparable in magnitude to those of halide 
ions, the influence of NH4HCO3 on the equilibrium calculations was also considered. 
Consequently, separate calculations were conducted for the metal-h2O, metalʞF, 
metalʞCl, metalʞNH4HCO3ʞF, and metalʞNH4HCO3ʞCl systems, presented in the form 
of E-pH diagrams. 

4.2.3  Equilibria diagrams  

The EʞpH predominance diagrams presented were produced again using Spana (vide 
supra, Chapter 3.1), without any modifications or omissions of species or equilibrium 
constants from its default database. The database for species of interest herein contains 
mostly work from B. Beverskog and I. Puigdomenech [302, 303], the Organisation for 
Economic Co-operation and Development-Nuclear Energy Agency (OECD-NEA) [304, 
305], National Institute of Standards and Technology (NIST) standard Reference Database 
[306], Brown and Ekberg [49], Baes and Mesmer [237] and Nordstrom and May [307] as 
well as other newer geochemical sources, including [308, 309]. 
While Davies equation represents the simplest between them and is convenient for 

concentrations Ò 0.1 molal, the HKF model generally performs well at low ionic strengths, 
as demonstrated with electrolytes at Ò 0.2 molal [172] and a wide range of temperatures, 
making it suitable for the conditions herein in addition to its ease-of-use. On the other 
hand, SIT uses ʀ chosen to fit experimental data at 25°C (vide supra, Chapter 3.1). 
Moreover, the SIT model, in addition to being a recommended default in the TDB project 
of the OECD-NEA [177, 310] and shown to produce useful results in Chapter 3 led to the 
inclusion of incorporation of a larger number of complexes when applied in this context. 
This, in our view, more accurately reflects the observed behaviour, thereby justifying its 
use in this study as well (vide infra). In addition, default Hummel's estimation method 
[311] for ʀ (vide supra, Chapter 3.1) was maintained due to the ongoing uncertainty in 
updated SIT coefficients, especially concerning Fe-halide complexes, as indicated recently 
by NEA-OECD [304]. However, it is worth noting that despite convergence issues at 
extreme electrode potentials, i.e., outside the stability region of water [173], the SIT model, 
by considering ionic strength effects, led to the occurrence of certain complexes (e.g., 
fluoride ones with Fe at lower potentials) in Pourbaix diagrams, similar to the findings of 
Xue et al. [280] albeit without formation of solid fluorides. 
The total concentrations of dissolved substrate ions, namely Fe, Al, and Zn, used for 

constructing E-pH diagrams, were determined from an electrochemical quartz crystal 
microbalance (EQCM) study [32] of both commercial and homemade ZrCC baths, where 
a rough recalculation for the magnitude order for Fe dissolution gives the concentration of 
10ʞ6 M. This was particularly noted after 5-minute conversion time, with mass losses 
increasing but staying within the same magnitude for longer times (more precisely, 
9.13×10ʞ7 M after 5 min, closer to industrially used conversion time, and 4.20×10ʞ6 M 
after 30 min, respectively). Al and Zn were assumed to follow the same magnitude due to 
minor differences in mass losses compared to Fe. It should be noted that this study [32] 
only mentioned the use of Henkel's TecTalis® process [312] containing Cu without explicitly 
stating if the solutions used contained pre-added free fluoride. However, based on this 
limited data, we can infer the expected magnitude to perform equilibrium calculations that 
can further support our electrochemical findings (vide infra). Nevertheless, this very 
concentration is also the standard threshold for corrosion defined by Pourbaix [138] and 
was used as the only concentration level for metal ions herein. 
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4.3 Results and Discussion  

4.3.1  Electrochemical results  

Figure 4.1a,c,e presents OCP curves as a function of immersion time for CRS, AA5754 and 
Zn in Clʞ and Fʞ solutions of two concentrations. The OCP stabilisation occurs more 
rapidly at higher concentrations (0.0420 M) of both ions. In the case of the CRS substrate 
(Figure 4.1a), all OCP values at the end of the 1 h-stabilization period show a minimal 
variation, with differences around 30 mV. The influence of Fʞ on the AA5754 substrate 
(Figure 4.1c) reflects a noticeable reduction in OCP in the presence of Fʞ, with the most 
pronounced difference between concentrated Fʞ and Clʞ solutions being 665 mV and 314 
mV for less concentrated solutions, both suggestive of a pronounced galvanic effect, 
probably the removal of native Al (hydro)oxide by etching effect of acidic Fʞ. For Zn 
substrates (Figure 4.1e), Clʞ ions lead to a more negative OCP, with the largest difference 
being about 80 mV when compared to a 0.0042 M Fʞ and a 50 mV difference observed 
within Fʞ solutions, neither of which suggests a notable galvanic effect [313]. 
Figure 4.1b,d,f shows that none of the substrates achieves proper passivation, as 

indicated by the high limiting current density values levelling off at more positive 
potentials, suggesting the formation of less protective surface films or adsorbed species. 
This is undoubtedly underscored by the formation of films directly from halide ion solutions 
without the pre-passivation in a halide-free medium, which would benefit the protective 
film development [287, 314]. The respective OCP and PPC data, along with their below-
described results from Tafel extrapolation, are further illustrated in Figure 4.2. Complete 
Tafel extrapolation results, with corrosion current densities recalculated to corrosion rates 
for inter-substrate comparison, are provided in Table 4.1. 
A concentration of 0.0420 M of both Clʞ and Fʞ increases corrosion rates and decreases 

polarisation resistance across all substrates, while stabilisation at OCP generally mitigates 
corrosion rates (Figure 4.1 and Table 4.1). 
In particular, from Figure 4.1, Figure 4.2 and Table 4.1, it is observed that CRS (Figure 

4.1b, Figure 4.2.) exhibits marginally higher corrosion rates with Fʞ than with Clʞ, 
especially at 0.0420 M, although Ecorr remains stable at approximately ʞ0.70 V. The 
absence of OCP 1 h-stabilization, however, leads to an increase in corrosion rates of 0.0420 
M Fʞ solutions. For AA5754 (Figure 4.1d, Figure 4.2), Fʞ pronouncedly increases corrosion 
rates more than Clʞ, reflected also in more negative Ecorr (up to ʞ1.306 V for Fʞ versus 
around ʞ0.65 V for Clʞ), indicating a less noble surface conducive to its activation role in 
the ZrCC process. Moreover, both ions at 0.0420 M increase Zn corrosion rates (Figure 
4.1f, Figure 4.2), with Fʞ reaching rates of AA5754 and Clʞ exceeding those rates on both 
CRS and AA5754. However, the Ecorr of Zn remains relatively unaffected, ranging between 
ʞ0.982 and ʞ1.085 V, though the highest Zn corrosion rates occur with 0.0420 M Fʞ 

without OCP stabilisation. 
However, although OCP stabilisation does not significantly alter corrosion rates, there 

is a subtle difference in the onset of limiting current (mass-transport controlled), specifically 
in the magnitude of limiting currents on CRS (Figure 4.1b). Solutions containing Clʞ 
typically initiate limiting regions at higher current densities, except in 0.0042 M, non-OCP-
stabilised case. Conversely, Fʞ solutions generally induce limiting region onset at lower 
current densities. Only in the case of 0.0420 M, OCP-stabilized Fʞ solution, the onset of 
the limiting region occurs at the same magnitude as that observed with Clʞ solutions. 
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Table 4.1: OCP and Tafel extrapolation results of PPCs for CRS, AA5754, and Zn in 
various solutions of Fʞ and Clʞ, with NH4HCO3 buffer at pH=4. 
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Fʞ 0.0042 no ʞ0.695 11.60 14.80 0.170 0.410 4491 0.17 

Fʞ 0.0420 no ʞ0.677 37.70 48.00 0.126 0.298 1019 0.56 

Fʞ 0.0042 yes ʞ0.697 6.07 7.73 0.102 0.466 6007 0.09 

Fʞ 0.0420 yes ʞ0.674 20.30 25.90 0.107 0.203 1496 0.30 

Clʞ 0.0042 no ʞ0.679 7.45 9.49 0.219 0.471 8706 0.11 

Clʞ 0.0420 no ʞ0.696 21.70 27.60 0.104 0.388 1647 0.32 

Clʞ 0.0042 yes ʞ0.693 4.45 5.67 0.138 0.444 10286 0.07 

Clʞ 0.0420 yes ʞ0.687 13.70 17.50 0.080 0.326 2033 0.20 
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5
7
5
4

 

Fʞ 0.0042 no ʞ1.168 7.01 8.93 0.281 0.227 7780 0.10 

Fʞ 0.0420 no ʞ1.276 57.90 73.80 0.244 0.197 818 0.82 

Fʞ 0.0042 yes ʞ1.056 2.67 3.40 0.188 0.208 16094 0.04 

Fʞ 0.0420 yes ʞ1.306 51.70 65.90 0.256 0.214 979 0.73 

Clʞ 0.0042 no ʞ0.651 0.77 0.98 0.166 0.158 45699 0.01 

Clʞ 0.0420 no ʞ0.652 1.17 1.50 0.041 0.175 12249 0.02 

Clʞ 0.0042 yes ʞ0.718 1.54 1.96 0.204 0.231 30503 0.02 

Clʞ 0.0420 yes ʞ0.643 0.84 1.08 0.043 0.204 18197 0.01 

Z
n 

Fʞ 0.0042 no ʞ0.986 6.67 8.49 0.160 0.226 6092 0.13 

Fʞ 0.0420 no ʞ1.045 52.20 59.10 0.113 0.150 602 0.89 

Fʞ 0.0042 yes ʞ0.982 46.40 7.73 0.181 0.439 9183 0.12 

Fʞ 0.0420 yes ʞ1.051 36.40 46.40 0.141 0.136 825 0.70 

Clʞ 0.0042 no ʞ1.024 6.36 8.10 0.174 0.211 6512 0.12 

Clʞ 0.0420 no ʞ1.086 36.90 47.00 0.178 0.167 1014 0.71 

Clʞ 0.0042 yes ʞ1.070 11.10 14.20 0.220 0.178 3848 0.21 

Clʞ 0.0420 yes ʞ1.075 34.80 44.30 0.173 0.154 1020 0.66 
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Figure 4.1: OCP (left) and PPC (right) measurements of CRS (a,b), AA5754 (c,d), and Zn 
(e,f) in various solutions of Fʞ and Clʞ, with NH4HCO3 buffer at pH=4.0. Note that in (b), 
the solid red curve overlaps with the solid blue curve. 

For AA5754 (Figure 4.1d and Figure 4.2), Fʞ at 0.0420 M results in significantly higher 
corrosion current densities compared to equivalent concentrations of Clʞ, although lower 
Fʞ concentrations (0.0042 M) lead to similar current densities to Clʞ solutions. However, 
Clʞ solutions at 0.0420 M lead to pitting at around ʞ0.5 V, whereas Fʞ solutions, despite 
higher corrosion current densities, exhibit extended limiting current density regions. 






















































































































































































































