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Abstract

The sputtering yield, the spatial distribution of the sputtered atoms, the energy
distribution and the average energy of the sputtered atoms are important for numerous
deposition techniques, as they determine the microstructure and the physical properties of
the thin films. Using SRIM (Stopping and Range of lons in Matter) simulations, |
investigated the influence of different parameters (surface binding energy, incident ion
energy, mass of target atoms) for a numerous set of target materials, relevant to sputtering:
B, C; Al, Si; Ti, V, Cr, Cu; Zr, Nb, Mo, Ag; Hf, Ta, W, Au. The incident Ar ion energies
ranged from 300 to 1200 eV, both for normal and oblique ion incidence.

The total sputtering yield showed notable trends according to the element position in
the periodic table. Group 4 elements exhibitedthe lowest sputtering yields that increased
with group number in periodic table. The angular distribution of sputtered atoms revealed
a cosine distribution for transition metals. The oblique ion incidence showed asymmetric
distributions at lower ion energies with greater symmetry at higher energies.

We conducted a systematic investigation into the influence of surface binding energy,
atomic mass, and ion energy on the total sputtering yield. These parameters were analyzed
in relation to analytical equation derived by Sigmund.Due to the differences between the
existing analytical model and SRIM simulations, we suggested a new maodified equation.
Our modification introduced a power fitting parameter, accounting for the nortlinear
dependency of the sputteringyield on the ion energy. The equation provides reliable
estimates for sputtering yields at ion energies up to 1200 eV.

The energy distribution functions (EDFs) of sputtered atoms were investigated for the
same selection of elements as the sputtering yiesd SRIM simulations of EDFs for transition
metals and light elements were compared to the analytical equations for EDFs derived by
Sigmund and Thompson and with experimental data from the literature. The simulated
EDFs provided realistic results for transition metals but were incorrect for elements lighter
than Si. All EDFs exhibited a low -energy peak near onéalf of the surface binding energy
and a high-energy tail decreasing a€£”2 Variations in EDF characteristics, such as peak
positions and full width at half maximum (FWHM), were observed concerning atomic
number, ion energy, and periodic table group.

An empirical equation for transition metals was established to estimate the gerage
energy from the sputtering yield the average energies of sputtered atoms are inversely
proportional to the sputtering yield, with transition metals exhibiting the highest average
energies and group 11 elements displaying the lowest.

Although the thesis is primarily aimed to compare the analytical model and Monte
Carlo simulations for sputtering processes we also performed measurements of sputtering
yield for Ti, V, Cr, and Cu and compared them with simulated values. Notably, deviations
between SRM simulations and experimental total sputtering yields were most pronounced
at lower Ar ion energies. While Cu and Cr demonstrated agreement with simulations above
100 eV, disparities were more significant for V and Ti. Additionally, the differential
sputtering yields were measured. The highest differential sputtering yields were observed
at 40°%50° angles, decreasing with emissi
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Povzetek

Razprsitveni koeficient, njegova prostorska por
energijerazps eni h del cev so pomembne za vse tehnike na
in fizikalne |l astnosti naprsenih tankih plasti

of lons in Matter) sem preucila vplirgje,enagid i ¢ni h
vpadni h ionov, mase atomov tarce) na raznol ik

naprsevanje: B, C; AI, Si; Ti, V, Cr, Cu; Zr, NI
ionov smo spreminjali med 300 in 1200 eV, tako za pravokotnk ot t udi za posevni
Razprsitveni koeficient je pokazal odvisnost g
skupini 4 so imeli najnizje razprsitvene koefici
Kot na por azdel iomoejezapretogne kpwne pokazatatkosinusno porazdelitev.

Pri posevnem vpadu i onov smo pri nNi zjih energi|j

Vi sjih enertegi jpolstppd esdollg simetri cne.
Izvedli smo tudi celovito preiskavo vplivapovrisi ns ke vezavne energije,

energije ionov na razprsitveni koeficient. Vpl
Sigmundov analiti ¢ni model . Zar adi razli k med ar
predl agal. novobomodiafSiacinmoadn of i &arg¢ | s ereinakbef iza
vkl juCuje eksponent, ki uposteva nelinearno odyv
vpadni h ionov. Tako modificirana enac¢ba zagot avl
prehodnihkov i n, razprsenih z ieni Ar z energijo do 12

Energijske porazdelitve razprsenih atomov smo
razprsitvene koeficiente v prvem del u. Si mul aci
kovine in lahke elementesmopr mer j al i z analiti &nimi enacbami e
jih razvila Sigmund in Thompson, ter z eksperimentalnimi podatki iz literature. Simulirane
energijske porazdelitve so dajale realistic¢ne r
pravil ne. Vse energijske porazdelitve i maj o ni
vezavne energije in visokoener gB? \kskhraktenstkah, K i s e
energijskih porazdelitev, kot JRW&M)psmb opazii | vr ha
trende glede na atomsko stevilo, energijo ionov
element.

Za prehodne kovine smo predlagali empiric¢no en
razprsitvenegpao vkporeefitiegeige ntea razpr seni h atomov so
razprsitvenim koeficientom, pri Cemer prehodne
el ementi v skupini 11 pa najnizzje.

Ceprav je bil cilj doktorske di serainsinilgie predv
Monte Carl o pri procesi h naprsevanja, smo nared

Ti, V, Cr in Cu ter jih primerjali s simuliranimi vrednostmi. Odstopanja med simulacijami

SRI'M in eksperimentalnimiitazpag$boVveéni mirakodoefai @
Ar ionov. Medtem ko so se meritve za Cu in Cr ujemale s simulacijami nad 100 eV, so bila
odstopanja za V in Ti izrazitejsa. l zmer i | i s
Razprsitveni k oied mecri jeenrte jeel ezmae p@€ niapveéjizmpnj s
emisijskim kotom.
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Chapter 1

Introduction

lon bombardment of surfaces is widely used in varioudields of science and technological
processedlt is the basis of ion etching and sputtering processe#n i on etching the material
is removedfrom the surface, whilein sputtering, the goal is to depositthin films onto the
surfaces

lon etching plays a crucial role in various applications and research fields, including
materials science, surface analysismnanotechnology and microelectronics. It is used to
remove material and control surface propertieswhich makes it indispensable in numerous
scientific fields and industrial techniques. I etching is employed in analytical techniques
such as secondary ion mass spectrometry (SIMSAuger electron spectroscopy (AESand
X-ray photoelectron spectroscopy (XPS)1, 2]. These techniques involve bombarding the
sample surface with ions to sputterand analyze the emitted secondary ions or electrons,
providing valuable information about the surface composition, elemental distribution, and
chemical bonding.In thin film deposition processes, ion etching isusedas a pretreatment
step to clean and prepare the substrate surface before the deposition of thin films. The ios
bombarding the surfaceremove contaminants, oxides, and other impurities, ensuring good
adhesion and quality of the deposited films.lon etching can be used to modify the surface
properties of materials, such as creating surface textures, improving wettability, or inducing
desired chemical reactions. This is particularly relevant in research areas like surface
engineering, biomaterials, and catalysislon etching is extensively used inthe fabrication
of integrated circuits (ICs) and microelectromechanical systems (MEMS]3]. It is employed
to remove specific layers of materials during device manufacturing, shape structures, create
patterns, and define circuit features with high precisbn. Techniques such as reactive ion
etching (RIE) and focused ion beam (FIB) milling are vital for nanofabrication processes
[4-6].

lon etching is also presented in fusion reactors. There, the generation of energy
originates from nuclear reactions, whichcan only be realized at the high temperatures of a
plasma. In the common reactor principles, tokamak andstellarator, the plasma is confined
in a magnetic field, but cannot be completely retained by the wall. Finding suitable wall
materials for the reactor that can withstand high temperatures and bombardment by
charged particles is one of the biggest challengdg-13]. lon etching also occurs in natural
processes in spacehe interaction between ions and planetary surfaces is an important
process in the star system that continuously alters the surfaces of many planetary bodies
[14]

Sputtering is widely used for depositing thin films. It is a versatile technique capable of
depositing a wide range of materials, including metals, oxides, nitrides, and sengaductors.
By sputtering a material onto the surface, it can enhance characteristics such as hardness,
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wear resistance, and biocompatibility. Deposited films are usedin areas like tribology,
biomedical implants, protective coatings microelectronics, sola cells, magnetic storage
devices, optical coatings, and more.They are extensively used in the fabrication of
integrated circuits and semiconductor devicesSputtering is employed to deposit thin films
for metallization layers, diffusion barriers, contacs, and interconnects.lIt is also a key
process in the production of magnetic recording media used in hard disk drives. Thin films
of magnetic materials, such as cobalt alloys, are deposited onto the disk surfaces to create
the recording layer. Sputtering is also used in the production of optical coatings for
applications such as antireflective coatings, mirror coatings, andfilters. Using sputtered
thin films we can achieve precise refractive index, thickness and layer composition
requirements.This enables the production of high-performance optical devices.

These are just a few example®f the diverse applications of sputtering. The technique's
ability to deposit thin films with precise control over composition, thickness, and structure
makes it essentialin numerous research areas and technologicapplications

This thesis presents interactiors between ions and solids, witha specific emphasis on
the sputtering process. When iongmpinging on the surfacepossess kinetic energies in the
rangebetween 100 ¥ and 1 keV, a resulting collision cascaddeads tothe ejection of atoms
from the solid. The collision cascade is initiated as the ion dissipates its energy through
multiple collisions, spanning a distance ranging from several nanometers to several tenk o
nanometers within the solid. The actual distance depends on factors such as the energy
and type of the ion, and the type of the solid material.

When an ion with high energy penetrates through a solid materia) it causesvarious
processes. In addition tosputtering, an emission of secondary electrons, ion implantation,
ion scattering, or heating of the target due to lattice vibrations can occur (Figure 1.1).
This thesis focugsonly on the process of atom spttering.

Xravs backscattered
c;]ptical 2’ electrons particles
otons,
P sputtered
particles
nuclear \ /f electronic
energy h v /__4 energy
loss “ e S loss
AY
\ V' jon =

~ 1 implantation

Figure 1.1: Overview of the processeghat occur when ions with energies in the 1 keV
energy range interact with a solid material.

Sputering of atoms depend on the type of the material bombarded as well ason the
energy, massand current density of impinging ions and on the angle ofion incidence.For
significant sputtering to occur, ionsrequire an energy of at least several 100 eV. Such ions
can be obtained from various plasma sourcege.g., ion gun, magnetror). These sources
have different energy, spatial distribution and current density of emitted ions.

An ion gun emits a beam of ions generated in the plasma inside the gufil5] The
formation of ions is spatially separated from the processed material. The ions from the ion
gun have a welldefined energy, their angle of incidenceto the surface is precisely



determined, and the ion flux can be varied over a wide rangeUsing ion guns, the surface
etching is precise but limited to smaller surfaces.

When plasmais generaed next to the treated material, a larger surface area can be
processedIn such plasma, it is more difficult to independently control the energy of the
ions, their flux, and their spatial distribution. The ions are obtained from plasma generated
by applying an electrical voltage to the material (i.e., the target to be sputtered) at low
pressure of an inert gas (usuallyAr). The density of the plasma and the associated ion
bombardment of the material depend on the voltage applied to the target, the target
material, the type of gas, the pressure, and other parameters of the discharge.

The influence of energetic species on the properties of thin films has been discussed and
demonstrated inseveralworks [16-21] The changes induced by iorbombardment depend
not only on the average energy deposited per atom, but also on the ion energy and the
ratio betweenthe ion and the deposited patrticle flux [16] This indicates that the average
energy ceposited per atom is not a universal parameter that determines the properties of
the deposited thin film. The role of the energetic particles in the microstructure of the thin
film is best illustrated by the structure -zone diagram. In recent revisions of he diagram
(Figure 1.2), the universal parameters that determine the microstructure are related to the
normalizedkinetic energy E* of the impinging particles (i.e., both the ions of the working
gas and the sputtered atoms and ios) [22] The energy emitted by the energetic atoms
affects the microstructure by local heating and by displacement of the atoms in the growing
layer. In addition to the energy, the direction in which the sputtered atoms hit the substrate
also significantly affects the growth of the thin film and its properties. The microstructure
is also influenced by the film thicknesst* and by the temperature T* (Note: modified
gquantities are used, which are denoted with an asterisk; for an edanation see[22])

recrystallized grain structure
zone 3

fine-grained,
nanocrystalline,
with preferred
orientation

region not A t*
accessible

0.1

~

porous,
tapered crystallites
separated by voids,

tensile stress densly packed

fibrous grains

transition from tensile (low E£*) to

compressive stress (high E*) line separating

net deposition

region of possible region not E* and net etching

low-temperture accessible
low-energy ion-assisted

dense film,
epitaxial growth st

reduction of deposition by sputtering

Figure 1.2: Microstructure of growing films is determined by the energy of the sputtered
particles and temperature[22]

Good estimates for the number of sputtered atoms per incident ion (called the
sputtering yield) and the energy distribution of sputtered atoms are requiredin thin film
deposition for precise control of thethin film thickness, microstructure, texture and other
film properties. They are also essentialto accuratdy model sputtering and properties of
glowdischargeq23-27] Sputtering yields and energy of sputtered atoms are often necessary



4 Chapter 1. Introduction

in various techniques such as semiconductor manufacturing,surface analysis, fusion
research and elsewhere

In this thesis, we will focus on the physical rocesses that occur at the atomic level
when an ion collides with a solid. Understanding these processes is important for the
application of various analytical and sputtering techniques. We will describe in more detalil
the processes of energy transfer bewen the incident ion and the sputtered atoms of the
target and investigate the influence of various parameters on the number and energy
distribution of the sputtered atoms.

This thesis is divided into six chapters. We begin with this Introduction and then follow
with Chapter 2, where the theory of the sputtering process and interactions of ions with a
solid is introduced along with the analytical calculation approach. In Chapter 3 we
elaborate on two different types of simulations w Molecular dynamics simuations and
Monte Carlo binary collision simulations. We focus on the Monte Carlo binary collision
approach, which was used for calculations in this thesis. The SRIM program, which uses
this approach is briefly described in Chapter 4 along with details of SRIM simulations and
the parameter settings used in this thesis. In Chapter 5, we introduce the sputter deposition
techniques and the experimental methods applied throughout this thesis. Finally, the
results and discussion of sputtering simulations and exeriments for relevant target
materials are given in Chapter 6. Therein we discuss the sputtering yield, its angular
dependence, the energy distributions of sputtered atoms and their angular distribution
according to different properties of incident ion ard sputtered atoms.



Chapter 2

Theor y of Sputtering

This chapter presents the atomic level processes caused by an ion traveling through a solid.
The ion energy decreases with each collision. Two types of interactions are described
nuclear and electronic that affect the energy transfer between the incident paticle and
the solid. Severaltypes of collision cascades can develop at different energies of the incident
ions or at different scattering intersectionsujthe single knock-on regime, the linear cascade
regime, and the spike regime. These collision cascaslean lead to particle sputtering when
they reach the surface The influence of the incident ion energy and angle of incidence on
the final number of sputtered particles is shortly outlined. The analytical model of Sigmund
and Thompson, most commonly usedn sputtering research, is also briefly presented. The
energy distribution function and the sputtering yield equations are explained along with
the main assumptions and models used in the final solution.

2.1 lon Interactionswith  Solid M aterial

The ions with kinetic energy between 100 eV and several thousands of eV can cauae
collision cascads that result in sputtering of atoms from a solid These collision cascades
are initiated as the ions gradually dissipate their energy through nuclear collisions that
occur over a range of several nanometers to tens of nanometers. The actual range depends
on the specific properties of the ion type and its initial energy.

Before an ion collides with a solid it can be neutralized and become an atormAs positive
ion is nea the surface of a solid, a very strong electric field is created betweethe ion and
the surface. This field reduces the barrier to electron tunneling, allowing the electron to
neutralize the ion. The process is called Auger neutralizatiorf28]. In suchcase, interaction
in the material occurs between the incident atom and the solid.

A momentum and kinetic energyof a particle (ion or atom) are affected by various
types of interactionswhen it enters a solid material. In general, interactionsoccur between
the nucleus of the particle and the nuclei of the atoms in the solid, and between the
electrons of the particle and the free and bound electronsf the solid [29-31] The first type
of interactions are elastic interactions, while the others are inelastic Both types of
interactions cause the penetrating particle to lose kinetic energy and change its direction
of motion in the solid.

The energy losses of penetrating particle are described by the stopping powess, which
i's defined as tldseE ppranitofiravéled path x¢EBler gy

sH= = (2.2)
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Another quantity, w hich describes the stopping of particles in thesolid, is the stopping
Cross section:

1

S =
r

(2.2)

Oagmo
B

where ¢ is the target density. Stopping cross sectionis equal to stopping powerS divided
by target density [32] On the other hand, the stopping cross section is related to the energy
transfer T as:

S =yds(T), (23)

whereX is the scattering cross section andl is the energy transfer, defined as:
MM .
T=E—="__codf. (2.4)

Here £ is the scattering angle of the recoil Ms is the target atom mass andM; is the mass

of the ion.
The scattering crosssection can be evaluated from differential crossections as:

dw singd |

as a

(y_ »p q‘ dap 25
where ) is the solid angle,p is the impact parameter and g is the scattering angle in the
central mass system.

The energy transfer T and the scattering cross section are determinetly the scattering
angle in the elastic collision, which can be calculated as:

° ar
9= p-2p i _, (26)
J V() ap o
- 20 S
ECmS gr =

wherer is the distance between two particles involved in the collisionymin is the distance
of the closest approach between themE.ns is the energy in the central mass system and
V(r) is the interaction potential. Using pure Coulomb potential, Eq. (2.6) gives the
Rutherford cross section33]. This is a result for light ions with energies in the MeV range.

In the keV energy range, which is wsed in thin film deposition, the screened Coulomb
potential is required because the electron shells of the atoms cannot be neglected. In this
potential, the colliding atoms are separatedfar enoughbetween each otherand the positive
charge of the nuclei & at least partially compensated by the negative charge of the electrons.
These screened Coulomb potentials can be written as follows:

ZZ€e &
|/(r)=—1 Satudiy=d

Z e . (2.7)
pe r ca
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Here Zsand Z are the atomic numbers of the particles involved anda is the screening
length. The screening length determinesabove which distance the electrons screen the
electric field of the protons in the nucleus. The most commonly used potentialsu(r/a) can
be generally written as:

ar 0 7 3 r
Uger QA C exp ée— . (2.8)
¢4 + i=m c 4

The values forc; and d; are presented inTable 2.1 for the most commonly used potentials.
The Moliere potential is an empirical fit to the Thomas-Fermi function [34] Kry C
potential describes the interaction between Kr and C atomg[35] It has been showrthat
this potential describes well alsoother atom-atom collisions [36] The ZBL (Ziegler-
BiersackLittmark) potential was determined as the average potential calculatedfrom
many individual combinations of impinging ions and sputtered materials[37].

Table 2.1: Parametersc; and d from Eq. (2.8) for calculation of screened potentials

Bohr [38] Moliere [34] Kr-C [35] ZBL [37] LenzJensen[39, 40]
n 1 3 3 4 3
G 1 0.35 0.190945 0.028171 0.01018
C 0 0.55 0.473674 0.28022 0.24330
Cs 0 0.10 0.335381 0.50986 0.7466
Cs 0 0 0 0.18175 0
dx 1 0.3 0.278544 0.20162 0.206
dz 0 1.2 0.637174 0.40290 0.3876
ds 0 6.0 1.919249 0.94229 1.038
ds 0 0 0 3.1998 0

Nuclear interactions which are elastic, result in a localized loss of energysince the
interactions are significant only when the moving particle comes very close to the atomic
nuclei in the solid. The interaction is described by the nuclear potential between the nuclei
of the penetrating particle and the atom of the solid. In elastic interactions, the momentum
and kinetic energy of the particles involved in the collision change significantly, while the
total momentum and energy of the system are conserved. In elastic collisions, a large part
of the energy of the incident particle is transferred to the atoms in the solid,and the atoms
in the crystal structure can therefore leave their equilibrium position and move through
the solid and collide with other atoms. Elastic collisions between nuclei are the main
mechanismthat causes thesputtering of atoms.

Electronic interactions are inelastic andcan be divided into local and continuous energy
losses. Continuous energy losses result fronthe interaction between electrons of
penetrating ion/atom and free electrons in the solid (Fermi gas in metals), while local
energy losses i@ affected by bound electrons in the solid. Inthe inelastic type of
interaction, the energy losses are proportional to the velocity of the particle (or the square
root of the energy of the moving particle). Thus, this type of reduction in the particle
energy is continuous (or linear) because it occurs continuously as the particldravels
through the solid. In continuous inelastic energy loss, the penetrating particle loses energy,
but its direction of motion does not change. Local energy losses occur due the interaction
between the electrons of the moving particle and the bound electrons in the material and
are more significant at very high energies of the incident particle (i.e., greater than 1keV).
In these interactions, ionization and excitation of electrons in the solid and in the
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penetrating particle occur. In contrast to the continuous losses, these energy losses are
localized because they occur when the two electron clouds of the particles overlap.

The stopping power depends on the energy and fye of the incident particle, as well as
on the solid through which the ion penetrates. The stopping power is determined
experimentally and theoretically for various combinations of ions and solid material§37]
The stopping power can be divided intothe nuclear stopping power &) and the electronic

stopping power (S):
S(B=5(5 +9 §. (2.9)

From the dependence of the stopping power on the energy, theangeR which a particle
with the initial kinetic energy E, reachesin the solid can be determined:

E0 1
R= f——0dF . (2.10)
0

Figure 2.1(a) shows the electronic and total stopping power for the penetration ofAr
ions through transition metals and some light elements. The range of energies up to
1200eV is shown. In this energy range, the energy of the patrticle is mainly influenced by
nuclear interactions, while the influence of electronic interactions is much lower, but not
completely negligible. An Ar ion with an energy of 1000 eV loses on average about 415 eV
when it travels 1 nm in Ti, of which 370 eV is lost due to nuclear interactions and 45 eV
due to interactions between electrons. Energy losses due to electron interactions are an
order of magnitude lower thanthosedue to nuclear interactions. The influence of electronic
interaction increases withthe decreasing energy of the penetrating ion.
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Figure 2.1: (a) Stopping power as a furction of incident particle energy. The graph shows
the electron (S and the total stopping power () for the penetration of Ar ions through

different solid materials. (b) The range R that Ar ions with a given incident energy can

travel inside a solid. The values were taken from the tables of the SRIM progran37] In

the left part of the chart (b) the values are discreete because in ththe SRIM program
only discrete values are tabulated.

Figure 2.1(b) shows therange ofAr ions in chosen materials. AnAr ion with an energy
of 1000 eV travels about 2 nm, and with an energy of 500 eV about 1.5 nnin Ti solid . In
direct magnetron sputtering, Ar ion energies are typically below 400 eV, which means that
Ar ions penetrate only a few atomic layers deep. In general, lighter ions penetrate deeper
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into the solid than heavier ions with the same energy, but they sputter less material. The
graph in Figure 2.1(b) is step-like becausethe valuesweretaken from the SRIM program,
where only discrete values are tabulated.

As an ion travels through the solid, it transfers its kinetic energy to the atoms in the
solid. Some atoms, especially those near the surface of the sqlickn gain enoughenergy
through the first collision or through several successive collisions to leave the solid. We will
describe this process in more detail irthe next section.

2.1.1 Development of collision cascades

An ion traveling through a solid causesa set of collisims that are described as collision
cascads. The kinetic energy of the ion is transferred by collisions between the ion and
atoms in the solid wthis is called the primary collision cascade. When the collision of an
ion with an atom causes further collisilms of that atom with other atoms in the solid, a
secondary collision cascade forsnTertiary and higher orders of cascade collisions can be
formed by further collisions of the recoiledatoms.

Figure 2.2 shows sevaal possiblecaseghat can lead to the ejection of an atom from a
solid. Primary ejected atom is the atom sputtered directly after collision with the incident
ion. Secondary knocked out atoms (or higher order knocked out atoms) are atoms sputtered
after the collision cascade is developedjone of the recoiled atoms knocks out another
atom. Similarly, we can characterize those sputtered atoms where the incident ion is
reflected tovards the surface due to collisions (i.e., backscattered ion).

_jonin ion out

SKA~ PKA/ SKA
PKA
\ oy \ /

i /’\b
bt U N R

Figure 2.2: Four processes that can cause an atom to leave solid. We distinguish between
primary (PKA) and secondary knockeebut atoms (SKA) or knock out higher-order atoms
when multiple indirect collisions are involved (adopted from [29)).

Several collision regimes can generally be distinguished, depending on the energy of the
incident ions and the scattering crosssections. The boundaries between them are not
clearly defined[41, 42] For light ions and/or lower energy heavier ions, the incident ion
scatters off the atoms in the solid several times or only once Figure 2.3a). If the ion is
directed back towards the surface, it can knock the atom out of the material, and the
energy transferred must be greater than the surface binding energy of the atom (typically
a few eV). This sputtering process iscalled the single knock on regime.Secondary cascades
usually do not develop in this regime. This sputtering regime is important when ion energies
are below 1 keV, but it becomes more important with larger ion incident angles[43] In
sputtering processes, most ions are directed perpendicubarto the surface, and the ion
energies are below 1 keV. It is also important inthe sputtering with an ion gun, where the
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energies are usually higher (several keV), but the samples are usually sputtered at larger
angles of incidence.

At higher energies and/or heavier ions, the most important regime ighe linear cascade
regime (Figure 2.3b). In this regime, the incident ions have enough energy to displace
several atoms from their equilibrium positions, and these atoms then collide with other
atoms in the solid. Therefore, secondary collision cascades andstades of higher orders
are formed. For this regime, the density of the colliding atoms is low enough that only two
particles are involved in the collision at the same momentwthe one that is moving and
the other that is at rest before the collision in the solid. It is assume that the thermal
fluctuations of the atoms in the crystal lattice can be neglected and also the collision
between moving atoms can be neglected. This regime therefore consists of a consecutive
series of binary collisions between a wving particle and a stationary particle in a single
cascade. In this mode of sputtering, the sputtering yield is proportional to the energy of
the incident ion, therefore it is also called the linear regime. This sputtering regime is
typical for the energy range from around 1 keV to about 1 MeV.

O @ O o O ©
\

ooo/ooooo‘o‘oo,oo\o’oo
oooooooo/loocwoo‘c\)‘\\o'o
oo\ooooo‘g’ooo‘oo"o\‘qo
© @@ 00 00 .00 0,000 0@ 0
©e 00000000000 000
@ © @@ @0 @0 @00 00 © 0 O

Figure 2.3: (a) Single-knock on regime, (b) the linear cascade regime and (c) the spike
regime. Adapted from [17].

When a solid is bombardedby heavy ions that have a large scattering cross section or
with larger molecules, the density of recoiéd atoms can be so high that most atoms within
the sputtering volume are in motion ( Figure 2.3c). This regime is characterized bynon-
linear processes, iis called the spike regime It differs from the linear regime since binary
collisions occur between two moving particles, while in the linear regimethe collisions
occur exclusively between one moving particle and another statiomg particle. The
nonlinear regime is similar to the evaporation ofa solid, or more specifically, sublimation,
since most atoms within a small volume leave the solid in a very short time.

In the following section, we will focus on collisions that take place in the single knock
on regime and in the linear cascaderegime, as these are the dominant regimes for most
sputter depositionand ion etching techniques.

2.1.2 Sputtering of atoms

Sputtering describes an emission of atoms from the surface of a solid when imgted by
energetic particles, typically ranging from a few electron volts (eV) to several megaelectron
volts (MeV) [41] In this process, shown inFigure 1.1, a collision cascade forms near the
surface of the material when energyof ions is below 1 MeV. In order for sputtering to
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occur, the atoms within the target must receive enough energy to displace them from their
bounded lattice position. The energy needed for this is called the displacement energf()
and is typically in the range of tens of electron volts (eV). Additionally, the recoiled atoms
must have sufficient energy to overcome the surface binding energyeg,), which is often
not precisely determined and is typically approximated by the sublimation enthalpy, which
is a few eV. These conditions establish a threshold energy range for the smlled kinetic
sputtering, typically in the range of tens of electron volts (eV) [41]

emission
angle

target

Figure 2.4: Incident and emission angle

The average number of sputtered atoms per incident ion is calleé sputtering yield. It
is defined as the ratio between the number of sputtered atomdNs and the number of ions
impinging on the solid N

Y =N_IN,. (211

The number of atoms sputtered from the target depends on the energy, mass and
incident angle of the ion, as wellason the properties of target material. Regarding energy
dependence, the sputtering yield initially increases with energy as more energy is
transferred to the recoiling atoms. Maximum sputtering yield is typically achieved at
energies in the range of a few keV taseveral tens of keV. Beyond this range, the increased
energy cannot compensate for the shorter interaction times and longer penetration range
of the ions, so less energy is deposited near the surface. The dependence on the angle of
incidence (seeFigure 2.4) results from the shorter range of ions at oblique incidence,
bringing the collisional cascade closer to the surface. Established fitting formalisms take
into account that at incidence abegdmesmoef abolu
frequent, leading to a decrease in sputtering yield44] Figure 2.5 shows an example of the
energy (a) and angular dependence (b) of the sputtering yieldY) for Ar ions sputtering
an Al, Tiand W target, obtained by SRIM simulations [37] The inset of Figure 2.5a shows
the sputtering yields for those three elements in the energy range, typical for deposition
techniques. The sputtering yield dependence on Ar incident angle for the sputterm Ti
target reaches the maximum values between 70°
range. The difference between the minimum and maximum values of sputtering yield
between different incident angles increases with ion incident energy.
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Figure 2.5: (a) Sputtering yield for Ti, Al and W, as a function of the Ar ion energy The
inset graph shows thesputtering yields for the energy range up to 1000 eV in a linear scale.
(b) Sputtering yield of Ti as a function of the angle of Arion incidence for different energies
All sputtering yields were calculated using SRIM simulation program [37].

2.2 Analytical Description of Sputtering

The theory of sputtering was first presented by M. W. Thompson in 1968[45] A year later
P. Sigmund published his theory of sputtering [46] Sigmund theory is a statistical
approach, treating sputtering as a probabilistic process where ions interact with target
atoms which leads to ejection of atomsThe theory considers the ion enggy, mass, charge,
and angle of incidence, as well as the target material atomic properties. Theaheory
developed by Sigmund has been widely used to predict sputtering yields and energy
distribution of sputtered atoms for a range of iontarget combinations and has provided
valuable insights into the sputtering phenomenon.

Thompsm sputtering theory also provides insights into the fundamental mechanisms
of sputtering and has been used as a basis for understanding the sputtering process in
various experimentalcontexts. In this model the sputtering is influenced by a wide range
of factors, including ion energy, angle of incidence, target material properties and others.

Despite ome differences between the twoapproaches the general description of
sputtering and the results of the two theories aresimilar [47] For example, in the literature,
an energy distribution function of sputtered atoms is oftencalled the SigmundThompson
distribution, which can be justified based on the similarities of the two functions for the
most part of the energy distribution. We will introduce the Thompson theory of sputtering
and discuss the differences between the two approaches at the endtbis chapter.
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Figure 2.6: Schematic representation of the collision cascade of binary collision&). The
letters A, B, C, D, E, and F denote the locations of the collisions. Graph (b) shows the
kinetic energy of each particle as a function of time and the average energy of the atoms
involved in the collisions. Diagram (c) shows the energes of particles after each collision.
The figures (ac) were adopted from[48]

Thompson model of sputtering assums a linear collision regime, i.e., each ion causes a
series of binary collisions and the reciled atoms generate new collisional cascades. The
cascade process ends when the at@ntannot be removedfrom its equilibrium position.
This is the case when the incident particle has an energy less tha@Eq, where Eq is the
displacement energywji.e., the threshold energy to move the atom from its equilibrium
position. The number of atoms patrticipating in the collision cascade andpermanently
displaced from their equilibrium position is on average equal to[49}

E,
= (2.12)

7 2E,

where E; is the energy of the particle (ion or recoil atom) that causes the formation of the
cascade

Figure 2.6a shows the cascade process of the sequence of collisions betwibenatoms,
labeled as A, B, C, D, E, and F. The trajectory of the incident ion or the first observed
atom in the solid that has the energy E; is marked in orange. The gray color indicates the
trajectories of atoms that have gained enough energyhrough collision with an incident
ion to move from their equilibrium position and collide with other atoms (secondary
trajectories). The trajectories after the third -order collision are marked in black. A
schematic representation of the kinetic energy of the particles as a function of time is shown
in Figure 2.6b, where the blue dashed line indicates the average energy of the recoiled
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atoms invadved in the collisions. Figure 2.6¢c shows the energy diagram of this collision
cascade. The vertical axis represents the kinetic energy of the atoms, while the horizontal
axis indicates their position.

Due to a large number of cdlisions between particles the sputtering can be considered
statistically. Following the Thompson procedure described in48], the velocity or rate at
which particles enter the energy interval betweenE' and E'+dE' due to collisions is on
average proportbnal to 1/E'. Particles spend timedt in the energy interval dE', and the
density of atoms at each time is proportional todt/E' . The deceleration time (dt) is related
to the stopping power from Eq. (2.1). The energy loss of the particle per unit time is
proportional to the stopping power dE'/ d , the linear rate of energy loss as:

di = Vdi’ (213)

atr ax
where the velocity of the particle is v=dx/dt and E' is its kinetic energy. It follows from
the above equation that the de@leration time is:

ar=—9 (2.14)
v(dE'|l ady
In the energy range typical for sputtering techniques (i.e., 10 YL000 eV), the stopping
power (i.e., the energy loss per unit distance traveled) is approximately proportional to the
energyE'. Thus, we can write:

_:K

aE' E
—_—, 2.1
ax / (219

where we have taken into account that the particle travels on average a length equal to
the average distance between atoms in the solid, ani{ is a constant. Combining equations
(2.14) and (2.15), we obtain:

ot = %. (216

The patrticle flux j through a given surface inside the solids calculated by the product
of the particle velocity v and the number of atoms, which is proportional to dt/E' . Thus,
if we calculate the product vdt/E' and considerEq. (2.16), we can write the particle flux
as follows:

_(I K)dE

F(EYE
(£) R

(2.17)

The above equation represents the flux of particles propagating inside the solitchowever
we are interested inthe number of particles leaving the solid. As particles crossthe surface,
the atoms must also overcome thesurfacebinding energy. When the cascade reaches the
surface of the target, an atom near the surface can leave the material. This occurs when
the atom receives an energy larger than the surface binding enerdys.
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Figure 2.7: The direction of sputtered atom changes due to the surface binding energisy.

When passing across the surface, the direction of the sputtered atoms refracts from the
normal due to the surface binding energy Figure 2.7). For an atom leaving the surface of
a solid, the following relations must hold [41}

Eicosq =iEi co$ q -E_, (2.18
Eisin’g =Eisin g, (219

where E' and E" are the kinetic energies of the atom inside ad outside the solid,
respectively, while Es, is the surface binding energy. Thegi and gi are corresponding
polar angles inside and outside the solid. The energy of the sputtered atom is reduced by
the surface binding energy when the atom crosses the surface of the solid, i.& # £ -£_,.

e
dw
Figure 2.8: Deviation of trajectories and increase in solid angleas atoms pass through the

surface. As the atoms pass through the surface, one can imagine a forde acting in a
direction perpendicular to the surface due to thesurfacebinding energy.

In Figure 2.8, the surface binding energy is shown as a force actingn the atoms in a
direction perpendicular to the surface. The action of this force causes the trajectories to
deflect away from the normal (toward the target surface, as determined byEq. (2.18) and
Eqg. (2.19). In addition to the deflection trajectory of the particles, the solid angle d §
inside the solid changego a larger solid angled Jas it passes through the surface. The flux
of the sputtered patrticles is therefore equal to[48]

:L/EdEdW

f(E)Yd ®W ErE)

(2.20)

where L is a constant containing the scattering cross section for iofatom collisions and
the density of atoms of the solid. In the limiting case, when the energy of the sputtered
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atom is much higher than the surface binding energy (i.e.,.E > Es), we obtain Eq. (2.17)
from Eq. (2.20). Theseequations show onlya part of Thompson's derivation, more detailed
description of the derivation can be foundin [45, 48]

2.2.1 Energy distribution function of sputtered atoms

The Thompson procelure described inthe previous section providesinsight into the

fundamental mechanisms of sputtering andgives the energy distribution of sputtered
particles which depends on several parametersnlits final form, the Thompson energy
distribution is descibed as follows:

) & [e+E, O
F(E)=A © E = © 6 for E Ef ES (2.21)
(E+£)g | LE 0 s

The equation is valid for atom energies up tothe maximum transferable energy (.e.
Ema= U B. In the above distribution, E is the energy of the sputtered atoms,Ar is the
normalization constant, and U is the energy transfer factorcalculated as:

- MM, (2.22)
(M, +M )

The energy distribution of sputtered atoms was presented independentlyin the same
year by Peter Sigmund [46] Sigmund arrived to a similar equation as Thomp®n. In its
simplest form, Sigmund expression for the energy distribution of sputtered atoms is (see

e.g.[31] Eq. (7)):

E_E

F.(E) = Sm.

S

(2.23

The full expression can be found inChapter 2 of Ref. [41] (see Eq. 2.3.16b) and is further
discussed by Sigmund in Ref[50]

Note that Thompson Eg. (2.21) and Sigmund Eq. (2.23) are similar but not entirely
identical (seeFigure 2.9). In general, both distributions have comparable shapes with a
peak close toEs/2 and an energy tail, which decreases a$/E? Nevertheless, there are a
few notable differences between the two distributionsThe Thompson distribution includes

an additional factor «}(E + E_ ) LE, . Thisfactorinfluences only the tail of the distribution
but not the low -energy part sincel £, > £ +E£_ for energies near the peak of EDF. The

factor a}(E + E,) LE, causes the energy tailto curve toward zero when atom energies
approach the maximumenergy (€, . = L£,). The Sigmund distribution on the other hand

does not include such curvature of the function near the end of the energy tail.The
Thompson distribution appearsto provide a more detailed description of EDF of sputtered
atoms.

However,the Thompson distribution does not contain a surface binding energy in the
numerator, which is a part of the Sigmund distribution (i.e., £, EN E + E£)*). In the

Thompson distribution, the parameters related to the sputtered material and impinging
ion are included in the constant Ar (the constant is specified in Eq. @9) in the original
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paper of Thompson[45). It should be emphasized that the Sigmund distribution does not
depend on the energy of the impinging ion whereas in Thompson distributionthe ion

energy affects only the tail of the distribution (i.e., «}(E +E ) LE)).
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Figure 2.9: Thompson and Sigmund energy distribution functionsfor sputtering Ti target
with 600 eV Ar* ions,

Despite several differences between the two distributions, the general shape of the two
distributions is similar except near the energy tail Both authors suggested adding a cosine
factor to the total EDF to obtain the angular EDF; this is based on the assumption that
the angular distribution of recoils is isotropic [51]

2.2.2 Analytical expressions for sputtering yield

As we mentioned before, the sputtering yeld is defined as the number of sputtered atoms
Ns per incident ion N;:
Y =N_IN,. (2.29)

The sputtering yield depends on several parameters that are related to the impinging ion
and the sputtered target material. An insight into the influence of these parameters can be
obtained from the analytical model of sputtering. For a perpendcular ion impact in the
linear cascade regime, Sigmund derived the following expression for the total sputtering
yield [46]
3 2
ap* pEE,

S ©0042-2 ¢ (2.25)

n n
sh

where the dimensionless parameteko = 24 and a is the screening length (Sigmund used
theval ue 0. i8ddmersipnless functiopnwhich depends on the iortarget atomic
mass ratio and the ion incidence angle, but it does not depend on the ion energy. In Eq
(2.25), the nuclear stopping cross sectiom » is a complex function of the ion and the target
atomic masses and the ion energy
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e M.
S, =pa, ZZ L s, (2.26)
n 4p § / S M/. +MS n.

with Z and M corresponding to the ion atomic number and mass (index) and the solid
atomic number and mass (indexs), respectively. The g factor is the Lindhard screening
length. Further complexity in Eq. (2.26) arises from the reduced nuclear stopping power
s.. In practi ce, different forms of the reduced nuclear stopping power are used, which are
based on the particular interatomic potential between the interacting atoms. Often a
Thomasulrermi or krypton ugarbon potential is utilized [52] Note that the numerical factors

in Eqgs. (2.27) and (2.28) originate from nuclear interaction modelling. For the Thomasw
Fermi potential, the reduced nuclear stopping power is:

o 3.441/e In( & 2.718) (227
1+6.35/e + ¢.883/ e1.708
while for the krypton ugarbon potential, it is:
+
s = 0.5In(1+1.228%) | (2.29)
e+0.1728/ e+0.008"%"
where the reduced energy is defined as:
4 M

g g, (2.29

zZ & M, +M_

The nuclear stopping cross sectiora, is the only term in Eq. (2.25) which depends on the
ion energy E).

Over the years, the general equation for the total sputteringyield has been modified to
achieve a better agreement with the experimental data (particularly at lower ion energies).
An overview of various semiempirical equations for the total sputtering yield can be found
in Table 2.2. Sevenl authors have performed different modifications to Eq (2.25).
Bohdansky[53] and Yamamura[54]introduced corrections for lowenergy sputtering using
very light or heavy ions (also at grazing incident angles). The correction factor that they
introduced decreased the sputtering yield near the threshold energy. Ecksteiet al. [44]
proposed a different empirically based correction factor for lowenergy sputteling, whereas
Wilhelm [55] considered sputtering near the sputtering threshold by employing the
quantum statistical approach of threebody sputtering. In the latest attempt, Shang et al.
[56] included a factor that is related to electronic energy loss for bw-energy sputtering.

They modified the equation of Zhang[57], whi ch i s based -empiricdf amamur anN s

formula.
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Table 2.2: Semi-empirical equations for the total sputtering yield adopted from [58]

. . . Free
Name Original monatomic formula Generalized formula
parameters
. a
S|gmund Y = 0.042 E, S, Y =0s, Q
e 2 9 & 2 g
arR, € ap U g 2 & E 305 uEe
Yy = 004225 €1t 1= g Y =0S_ & el §gleéel  E
Bohdansky ER % & Be 8% £ U os, 21 Be B ¢ Q, En
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hZ/ld immensionless coefficient

The general sputtering yield equation, Eq (2.25), should provide the most accurate
data for the total sputtering yields; however, it is not very convenient for practical
calculations due to the complexity of the a, function. Furthermore, it does not provide a
clear relationship between the target and the ionrelated parameters (e.g., mass and energy)
and the sputtering yield. For this reason, Sigmund attempted to derive a simpler expression
for the total sputtering yield. He considered the Thomasudrermi potential for the nuclear
stopping cross section and made several simplifications for the ion energies below 1 keV
(i.e., energies typical for the sputter deposition).Sigmundderived a simple relation for the
total sputtering yield [46}

aL k.
y o 432 5 -~ for E,>E_. (2.30
D

sb

This equation depends only on a few target and ion parameters: thenergy transfer factor
U (see Eq.(2.22)), the dimensionless factof (which is a function of the target-to-ion mass
ratio), the surface binding energyEs, and the incident ion enagy E..

Sigmund analyzed the factorh for different sputtering conditions and proposed a
general function in dependence of the targeto-ion mass ratio (i.e., MJ M)). The h function
is presented in Figure 13 of[46] By extracting the data from the figure and fitting a linear
function (seeFigure 2.10), a good fit to the following function can be found

a
a® kg +< (2.31)
¢

where constantk is approximately 0.15. By inserting Eg (2.31) into Eq. (2.30) we obtain
a simple expression for the total sputtering yield:

y o045 M, E
pZ M5+M/‘Esb

(2.32)

Note that this more elegant equation depends only on two target parameters (the
atomic mass and the surface binding energy) and two ion parameters (the atomic mass and
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the ion energy). The total sputtering yield, according to this equation, is linearly dependent
on the ratio between the target atomic mass and the sum othe target and ion masses. It
also depends on the ratio between the ion energy antthe surface binding eergy. In general,
this equation should be useful for calculating sputtering yields of different iortarget
combinations for ion energies that are up to 1200 eV. However, the accuracy of the
calculated values in many instances differs significantly from tle experimental sputtering
yield data as is shown in[59] Nevertheless, Eq(2.32) provides a very useful insight into
the relations between the total sputtering yield, and the ion and the target properties.

16 | -
—— a (Sigmund 1969)
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Figure 2.10: The h function in dependence on the targetion mass ratio. The red line shows
original data from Sigmund and the black line the fitted function.

The total sputtering yield is an important parameter in sputtering, but for practical
applications (deposition of thin layers, measurements or analysis), the differential
sputtering yield Y4 is often more relevant. The differential sputtering yield is defined as

axy
ad*w'’

Y (g )= (2.33

where  is a solid angle of a spherelf the ion incidence is perpendicular, the sputtering
yield does not depend on the azimuthal, but only on the polar emission angldn Sigmund
theory of sputtering, the angular distribution of the sputtered atoms is assumedto be a
cosine function of the emission angld46, 50] Such a dependence is attributed to the
isotropic flux inside the amorphoustarget material [41]

The integration of the differential sputtering yield over the whole hemisphere gives the
value of the total sputtering yield:

2p pl2
Y=n0 M@ ¥ . (2.39

/=0 g®
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Chapter 3

Simulations of  Sputtering

A more detailed calculation of the interaction betweenan ion and a solid and the sputtering
of the atoms is obtained by following the motion of the particles in the solid (or their
trajectories) and the motion of the particles leaving the solid. If the calculations are
repeated for a large number of incident ionswith different initial conditions (e.g., we
randomly change the lateral distance of the collision of the ion with the first atom), then
we obtain accurate data on all sputtered atoms. Such an approach became possible with
the development of powerful compuérs and advanced simulation programs. Computer
programs allow us to calculate the energy and momentum of each particléor short time
steps and store all the data. In this way, we obtain a nearly complete picture of the
dynamics of atoms for each ion thatenters the solid.

In most cases, snulations are more accuratein providing sputtering yield and energy
distribution of sputtered atoms than analytical calculations In practice, two approaches
have been established for simulating the interaction of ionsvith atoms in solid and the
subsequent sputtering of atoms. The first, simpler approachare the so-called binary
collision simulations, which use the Monte Carlo method. In these simulations, the motion
of particles involved in the collisions and leavingtheir equilibrium positions is tracked.
Other atoms that are at rest in the solid are not considered in the calculations. Another,
more detailed and accurate approach are the so-called molecular dynamics simulations,
which track the motion of all atoms in the solid, including those that are far from collisions
and fluctuate only slightly around their equilibrium positions.

3.1 Molecular Dynamics Simulations

Molecular dynamics simulations consider the interactions among all atoms in addid [60]
The simulations track the movement of the particles in discrete time steps and treat them
classically by assigning motion to each particle according to Newton equation of motian

x () N
m %” =47 F(x0). 31

wherem; is the mass of an individual particle, £ is the force between the particles, andN
is the number of atoms in the solid.

By solving Newton equadions for all three coordinates of motion and integrating over
multiple time steps, the positions, velocities, and interactions between particles in the
system can be tracked. Interactions between atoms are described using empirical and
theoretical interatomic potentials. Various potential models exist to describe the
interaction between ions andsolid, with the most common ones being the BornMayer,
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Morse, LennardJones, and Coulomb potentials[29] It is crucial to select an appropriate

potential based on the kinetic energy of the simulated particles. Molecular dynamics
simulations also consider the interaction with electrons, which contributes to continuous
energy lossegsee Chapter2.1).

The boundary conditions must also bewell-defined in order to ensure the most
representative results despite the limited size of the problem. This means that the atoms
designated as boundaries in the simulation should accurately simulate the interaction that
would occur if the solid extendsin that region. It is also crucial to accurately determine
the initial position of the incident ions, ensuring that they do not all collide at exact ly the
same location. The results will be most similar to experimental measurementd a large
number of incident ions is distributed over a representativesurface area of the puttered
material (e.g., on one fundamental plane of the crystal material in the case ofputtering
crystalline material).

Figure 3.1 shows a simuation of Pt sputtering by Ar ionswith 5 keV energy, with the
ions incident on the surface atan angle of8 3° wi t h respect tltas t he surf
evident that sputtering of atom clusters occurs in addition to sputtering of individual
atoms. This is not the case when sputtering with lower ion energies, where we only observe
the sputtering of individual atoms [31]

Figure 3.1: Sputtering of Pt (111) with incident Ar ions at an energy of 5 keV. The bns
are incident at an angle| = 83 with respect to the surface normal[31].

Molecular dynamics simulations are computationally demanding, often involving a
smaller number of simulated particles than necessary for satisfactory accuracy.
Disagreement with experimental results, in addition to insufficient statistics, can often be
attributed to inappropriately chosen interaction potentials, the size of the simulated
environment, or poorly defined boundary conditions. Many times, incomparable results are
due to a lack of knowledge about experimental conditions, such as geometric or
stoichiometric characterization of the surface. Due to these characteristics, molecular
dynamics simulations are somewhat less frequently used thahe Monte Carlo simulations
of binary collisions, which will be presented in the next chapter.
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3.2 Monte -Carlo Binary Collision Simulations

In th is section we provide a more detaileddescription of simulations based on the Monte
Carlo approximation of binary collisions since they are the fatest when simulating a large
number of incident ions. These simulations are more commonly used faimulations of
sputtering and other interactions of ions with solid rather than molecular dynamics
simulations.

All Monte Carlo BCA (Binary Collision Approximation) programs are based on the
TRIM code, which is a basis ofthe SRIM program. It is still the most commonly used
program as it has a simple interface andprovides relatively fast and reasonably accurate
results. It was developed by Biersack, Ziegler, and colleagu¢37, 61, 62] The program
tracks individual binary collisions as ions penetrate throughthe solid matter. For each
collision of the primary ion with atoms in the material and for all subsequent collisions of
atoms with other atoms in the material, the program calculates and records the positions,
directions, and energies of the particles after the collision, including atoms leang the
material. With such simulations, we can present andvisualize the develpment of collision
cascades, radiation damage in the material, directions and energies of scattereuhd
sputtered atoms, backscattered ions, and other characteristics. When simulating a
multitude of ion collisions with solid we can evaluateaverage quantifies such as the
sputtering yield, and energy and angular distributions ofsputtered atoms.

In SRIM simulations, it is assumed that the interaction of ions occurs with an
amorphous material. The authors of the program assumed that the material becomes
amorphous (i.e., disordered) aftercollision of a few incident ions. In the first few atomic
layers, each crystalline material becomes amorphous as some atoms leave their positions in
the crystal structure, and other atoms, after relaxation, occupy different ejuilibrium
positions. In the graphical user interface of the SRIM program, simulations are performed
by selecting the type, energy, and direction of ions, as well as the material being
bombarded.

The single knockon regime and the linear cascade regime ode described as a spatially
separated sequence of binary collision§.he BCA is based on the assumption that atoms
and ions travel in straight trajectories between individual collisions, with their direction
(or momentum) changing only during elastic colisions, and they lose energy due to elastic
and inelastic interactions.

Figure 3.2: Binary collision of an incident particle of mass m; and velocity v; with a
stationary atom of massm.
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The direction of motion of an ion or a recoiled particle in a material can be evaluated
after each collision using polar and azimuthal coordinates The particles travel a
characteristic length (mean free pathl), which is determined by the average interatomic
distancein the material / = 7 (n is the number density of the material). After traveling
a distancel, the ion (or atom advancing in the secondary cascade) collides again and
scatters at an angle J . The recoiled atom moves in the laboratory system at an angle3
after the collision (Figure 3.2). In the collision, the conservation of momentum is

my, =my' +Hny'., (3.2
and can be written in components as:

my, =my gosJ +my” £os j (3.3
0=my sind +my sin j, (3.4

where my and m, are the masses of the incident and recoiled particles.

The energy required for an atom to leave the solid is determined by the surface binding
energy Es,. This quantity is not precisely determined and is often approximated with the
heda of sublimation, which depends on the type of atoms, their interatomic bonds, crystal
structure and other parameters [18]. The surface binding energies for metals are a few eV
(usually between 3 eV and 8 eV).

In calculations of binary collisions, we alsoneed to consider the conservation ofthe
kinetic energy:

1 1, 1.
Emlvf = Emlv 2 Bmy 2 (3.5)

and transform these equations from the laboratory coordinate system to the centesf-mass

system (CMS) We canthen express the central mass system energl. (i.e., the first
Lagrangian function) in polar coordinates as:

E. :%Mc(r'z ¥2 W V), (3.6)

where r is the distance between the particles,M. is the reduced mass in the CMS
(/M= 1/my + 1/my), [ is the scattering angle in the CMS, andV(r) is the potential

that causesdiscrete losses due to elastic collisions between nuclei. BCA simulations, a
screened Coulomb potential is used, which is given bieq. (2.7).

The conservation of angular momentum in the CMS system is expressed:as

J.=Ms2Q #Myp, (37

which represents the second Lagrangian function. This equation involves the impact
parameter p, which is randomly selected by the Monte Carlo method §eeFigure 3.2) as:

p=p.7, (3.8)
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where z is a random varable equally distributed in the interval [0,1]. The maximum
impact parameter is calculated from:
PP 1=(0)7" (3.9

The above equationrepresents the shortest lateral distance at which the particles would
approach each other if there were no repulsive forces between them and the path of the
moving particle was a straight trajectory. Eq. (3.9) suggests that within a cylindrical
volume characterized by a radiuspmax and a length denoted <, a single target atom is
contained, representing one collision per atomic volume**. SRIM simulations employ the
Monte Carlo approach, as some parameters are determined by randomly selecting numbers
within predefined probability distributions.

Using equations Eq. (3.6) and Eq. (3.7), we canthen calculate the sattering angle [15]:

QP.E) =p - pa ar , (310

Tmin ,.2 1_ V(r) _piz
E r?

C
where rmin is the minimum distance at which the particles approach each other during the
collision. From the scattering angle, we can calculate the trajectory of the particlesThe
scattering angledepends on the energy of the moving particle participating in the collision
and the randomly chos@ impact parameter p.
Considering the conservation laws after each collision, the SRIM program calculates
the new energy of the atom as:

E, =E, -T -EI (3.11)

where E; is the energy of the atom before the collision,T is the transferred kinetic energy,
a n d E ig the energy loss due to electronic or inelastic interactions. If the transfered
kinetic energy T is higher than the binding energy of the atom in the material E;, the atom
can move from its equilibrium position after the collision, and its energy is given by:

E =T -E,. (3.12)

The program tracks each atom and incident ion until their energy is less than the
surfacebinding energy. These @uations are important steps in any BCA program which
means alsoin the SRIM program for tracking the trajectory and energy of the particles
involved in collisions.

Figure 3.3 shows an example of a collision cascade caused by an Ar ion travelingrough
Ti. The simulation was made for the 1000 eV ion impinging normal to the surface. The Ar
ion is representedby large spheres and Ti atoms by smaller spheres. The spheres show the
positions at which binary collisions occur, either between the ion andhe atom, or between
the recoiled atom and another atom of the solid. It can be seen that the cascade of this ion
results in the emission of two Ti atoms from the surface with energies of 27 eV and 37 eV.
Note that the recoiled particles lose significant @ergy due to interactions between the
electrons of the projectile and electrons of the solid. These losses are continuous as the
projectile travels through the solid.
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Figure 3.3: An example of a collision @ascadecaused byan impinging Ar ion (large spheres)
in the Ti target (smaller spheres). Data was evaluated from SRIM simulation for Ar ion
impinging normal to the surface with an energy of 1000 eV. The color scale shows the
energy of the ion and recoiledTi atoms. Two Ti atoms are emitted from the surface of the
solid.

The Monte Carlo approach approximation with binary collision approximation is the
most commonly used to simulate sputtering processes. In these simulations, the motion of
particles in solid is governed by nuclear and electronic interactions, and the Monte Carlo
method ensures that some quantities in the calculations are randomly generatedis
mentioned for each collision between particles, the program randomly selects the lateral
distance ketween the two particles and then calculates the momentum and energy of the
moving particles using conservation laws. The program randomly selects the distance to
the next collision, which is on the order of the average distance between the grids. Such
simulations allow the calculation of collision cascades, the energy and direction of atoms
leaving the surface of the solid and other parameters.

The advantage of these simulations is that a large number of incident ions (even
hundreds of thousands) can besimulated with a personal computer in a relatively short
time. In this way, we obtain very good statistics on the number of sputtered atoms. The
main disadvantage is that binary collision simulations track only the collided atoms and
are therefore less aagrate than molecular dynamics simulations, which track the motion
of all particles.

The existing Monte Carlo programs can be categorized and distinguished based on
various factors [1, 6] Different programs with information on data calculation (p:
projectiles only; r. projectiles and recoils; d: dynamics composition changes; t: time
dependenckare collected in Table 3.1 along with their references.

The first Monte Carlo code developed for simulating angular and energy distributios
is called TRIM.SP (Transport and Range of lons in Matter) [7]. Subsequently, a dynamic
version of TRIM called TRIDYN (DYNamic version of TRIM) was developed to track
changes in composition, crystallinity, and defects in the target due to scattering [8]From
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these two programs, the SDTrimSP (Static and Dynamic version of TRIM.SP) program
was developed [9]. Recently, it has been expanded to enable simulations in two dimensions:
SDTrimSP-2D. By adding dimension, the influence of surface roughness on scatbeg and
sputtering can be considered, allowing for the dynamic monitoring of morphological

changes.

Table 3.1: Monte Carlo programs [29]

Name Origin Authors Ref. *p, r,d
Atomic Collisions in  Takeuchi,
ACAT Amorphous Targets Yamamura [63] P, T
p
BABOUM Abel et al. [64]
Boltzman Equation  Vicanek,
BEST Solving Tool Urbassek [65] P, T
CASCADE Pugacheva [66] p, r
COLLIDE Beeler [67] p, r
DYACAT DYnamical ACAT Yamamura [68] p,rt
ERPEX Tatarkiewicz [69] p
EVOLVE Roushet al. [70] p,r,d
HEterogeneous Attaya,
HERAD RAdiatiom Damage Kulcinski [71] P, T
HIDOS ilchonborn et [72] o1, d
IMPLNT Davisson [73] p, r
lon Transport in ;
ITMC Materials and grarllsitshanem, [74] p, r
Compounds
PERvaya STenka = Nikiforov et
PERST first wall al. [75] p.
Adesida,
PIBER Karapiperis [76] P
Recoil Implantation
RITA Through Desalvo, Rosa [77] p, r
Amorphous
Melker,
ROMEO Romanov [78] p, r
Simulation of
Atomic Scattering .
SASAMAL in Amorphous vivagawa, [79] o1
Material based on yag
Liquid model
SAVOY Jackson [80] p
TCIS Cui, Li [81] p, r
TRIM.SP Moller,
TRIDYN DYNamical Eckstein [82, 83] p.r.d
Transport of lons in  Biersack,
TRIM Matter Haggmark [62] P
: Biersack,
TRIM.SP TRIM Sputtering Eckstein [43] p, r
TRIM85 Ziegleret al. [84] p, r
TRansport of lons Chou,
TRIPOS in Polyatomic Solids Ghoniem [85] p.r.d

*p: projectiles only; r: projectiles and recoils; d: dynamics composition changes; t: time dependen:

In this thesis, we focus on simulations based on the MonteCarlo binary collision
approximation, since they are in practice the most commonly used programs for simulating
sputtering parameters (i.e., sputtering yield and EDFs). We chose the SRIM program that
is one of the most @mmonly used prograns probably due to its open accas and relatively
simple use.
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Chapter 4

Stopping and Range of lons in Matter
(SRIM) Sputtering Simulations

In this chapter, the SRIM program will be presented in detail, including the simulation
details and the parameter settings used in thiswork. We also brigfly describethe method
of processing the SRIM output data.

The SRIM program was developed in 1985 by J. F. Ziegler, M. D. Ziegler and J. P.
Biersack. Some corrections were added later based on the experimental data, however, the
program has not been changd since 2013. More than 700 scientific papers per year cite
SRIM program since it is used in various research field§37]

The program monitors the trajectories of all of the particles that are involved in the
collisions (the ion and the recoiled atoms) util the energy of the moving particle drops
below the threshold that is needed to cause the atom displacement or until the particle
leaves the target surface. It records the locations and energies of the particlés the solid
as well of the sputtered atoms. In SRIM, it is assumed that the target material is
amorphous with atoms at random locations i.e., the directional properties of the crystal
lattice are disregarded. The average quantities, such as the total sputtering yieldand
average atom energy canbe determined by simulating numerous incident ions. The
different distributions, such as the energy and angular distributions of the sputtered atoms
can also be calculated by posprocessingof data.

The SRIM program uses the specific nuclear stopping peer function to evaluate the
propagation of the ions and the atoms through the solid. The authors of the program
(Ziegler, Biersack, and Littmark) proposed the nuclear stopping power, which is derived
from the so-called universal atomic potentialthat is often referred to as the ZBL potential.
The ZBL universal screening function u(r/a) was obtained by comparing 106
experimentally determined potentials[37}

320 09428 0.4028 0.20fs
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The reduced nuclear stopping power in SRIM is calculated from the function:

_ 05In(1+ Ae) .

(9 e+B @ +Ds &0
(4.2)
sn(@ = m, %)>
2e

whereA =1.1383,B =0.01321,C =0.21226, andD = 0.19593 are the best fiting factors
to the experimental data. The ZBL potential is an improvement of the Krypton ugarbon
potential. Note that there are similarities between equations Eq. (2.28) and Eq. (4.2). It
should be emphasized that SRIM does not calculate the total sputtering yield from
SigmundnNs e qu da2b).dtruses tkeqquckedr stapping power tocalculate the
interactions between the particles that are involved in the binary collisions. The total
sputtering yield is determined from the ratio between the number of sputtered atoms and
the number of impinging ions.

For the simulations, we used the version SRIM2013. The number of impingingAr ions
was set to 10, which generated several thousand to a million sputtered atoms, depending
on the target material and the ion energy. Such numbers provieéd adequate statistics for
the evaluation of the differential sputtering yields and energy distribution functions. The
cdetailed calculation with full damage cascadesog
default stopping powers that were provided by he program were used. We focused mainly
on the evaluation of the sputtering yield for a normal ion impingement, however, several
off-axis simulations were also performed.

4.1 SRIM Setup Parameters and Experimental Data

Several parameters which influence the gpgtering yield can be adjusted in the SRIM
program. These parameters includethe energy and angle of incident ionsas well asthe
surface binding energy, the displacement energy, the lattice binding energy, mass density
of the target material and the thickness of the target Figure 4.1 shows the setup window
of the SRIM program.

The surface binding energy presents the potential energy barrier for removing an atom
from the surface. It has the greatest influence on the sputtering jeld. The displacement
energy is defined as the minimum energy that is required to knock a target atom far away
from its lattice site so that it does not immediately return to the original position [37] This
results in the formation of a Frenkel pair, i.e., a single vacancy and a nearby interstitial
atom. If the atom does not move more than one lattice spacing, it is assumed that it returns
to its original position and gives up the energy to the phonons. The typical values of the
displacement energy are avund 15 eV for semiconductors and 25 eV for metals. The lattice
binding energy is defined as the minimum energy that is needed to remove an atom from
a lattice site. Hence, this energy is required to break the electronic bonds and displace an
atom from a lattice site. The atom which leaves the lattice site loses this energy. The lattice
binding energy is always smaller than the displacement energy, with the typical values
around 1uB eV.
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Figure 4.1: SRIM setup window.

The SRIM provides plots of the collision cascades in different projectionén real time
during calculations. lon or recoil distribution, lateral range, ionizations, phonons, damage
events, backscattered or transmitted ion distributions can alsde plotted. The calculation
window also gives information about total sputtering yield, average energy of sputtered
particles, and percentage of energy loss due to ionization, vacancies or phonons.
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Figure 4.2: Window during calculations of a sputtering cascade

4.2 Collision Cascadesin Solid

The SRIM calculates the trajectories of the ions that enter the solid as described irsection
3.2 and plots each collision point between ionsaand atoms in reaktime during calculation.
The trajectories of incident ions and collision cascades for sputtering transition metals with
600 eV Ar ions, plotted by SRIM are shown in Figure 4.3 and Figure 4.4, respectively. For
each element, the simulations were run for 10000 incident Ar ions. The side projections of
the ion trajectories are plotted in red color and the trajectories of recoiled atoms are plotted
in pink. The ranges of ions (red) and atoms(pink) are the largest in group 4 of the periodic
table, smaller in group 5 and 11, and the smallest in group 6. The interaction volume
becomes slightly wider, but not deeper with increasing period.
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Figure 4.3: The crosssection of the ion interaction volume.600 eV Ar ions impinging onto
Ti, V, Cr, Cu, Zr, Nb, Mo, Ag, Hf, Ta, W and Au solid targets.

The crosssection of the interaction volume of transition metals for incident ions in
Figure 4.3 and for the recoiled atoms in Figure4.4 are informative. To make the comparison
between individual elementsmore quantitati ve, we determined the depth and width of the
interaction volumes for both ¥ ions (red) and atoms (pink) in Figure 4.5.

The depth of the interaction volume decreases with a group in period 4 (Ti, V, Cr, Cu),

while in period 5 (Zr, Nb, Mo, Ag) and 6 (Hf, Ta, W,Au) ,it decreases for
then dglightly increases for group 11 Eigure 4.5a). The depth of the interaction volume

increases with a period in group 4 (Ti, Zr, Hf) and 5 (V, Nb, Ta) , while groups 6 and 11
do not exhibit such behavior. The interaction volume is slghtly deeper for ions than for
atoms which can be understood by the fact that incident ions collide with atoms and move

the recoiled atoms deeper inside the solid from their equilibrium position.

gro
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Figure 4.4: The crosssection of the recoiled atom interaction volumefor 600 eV Ar ions
impinging onto solid targets. The atom trajectories are plotted in pink and yellow shows

the final position of an atom.

The interaction volume width of ions (red) and atoms (pink) is the largest in group 4
of the periodic table, smaller in group 5 and 11, and the smallest in group 6(Figure 4.5b).
The interaction volume becomes slightly wider, but not deeper with increasing period.
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Figure 4.5: (a) Maximum depth and (b) maximum width of impinging ions and atoms.

Incident ion energy was 600 eV.



4.3 Total and Differential Sputtering Yield Evaluation 35

4.3 Totaland Differential Sputtering Yield Evaluation

The total sputtering yield ( Y) is defined for the entire spatial area into which the atoms
are sputtered (i.e., a hemisphere)ln SRIM, t he total sputtering yield is evaluated by the
number of all atoms released from solid divided by number of impinging ions.

The evaluation of the differential sputtering yield requires the processing of the SRIM
output data. The output file contains information on the energy, position, and direction of
sputtered atoms. The position and direction are provided in the Cartesian coordinate
system, and therefore, these data were fat converted into a spherical system. The
schematic of the geometry that was used for the evaluation of the differential yields is
shown in Figure 4.6. In the coordinate system of the SRIM program, the surface nornal
axis is labeled asx, and it is pointing inwards into the target material. In this work, the
sputtered atomswere the focus of the analysis therefore, we positioned the x-axis in the
direction of the surface normal.

R 7 sin

I/ A \da'=s r2sinX'dodo”

\

surface

I z

Figure 4.6: Schematic of the geometry in the evaluation of the SRIM data.lons impact the
target surface and cause the emission of sputtered atoms in different spatial directions.

For the atoms that were sputtered into a particular solid angle of a sphere ¢. =da/r ?),
the differential sputtering yield Y4 is defined as [2,22]

a1 dN
aw N, d*w

Y, )= (4.3

whereN; is the number of incident ions. The integration of the differential sputtering yield
over the full polar (J ) and azimuthal (3) angles (i.e., the whole hemisphere) gives the total
sputtering yield:

2p pl2 2p k2
Y=0 Y@ ¥ w= Y, fsiv d dg . (4.4)
/=0 g® 00

Here, we considered that the differential solid angle in the spherical coordinates isjeal
to dw=sin ¢ @ . The spatial area da which determines the solid angle is marked by
the dark red square in Figure 4.6. The spatial area dA and corresponding solid angle
dW =dAlr®> 2psin ¢ , which is integrated over the azimuth, is also marked in the
figure. For a normal ion incidence, sputtering is azimuthally isotropic (i.e., the number of
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sputtered atoms does not depend on the azimuthal direction), therefore, we can integrate
EqQ. (4.4) over the azimuthal angle and write:

pI2

Y = pRY,(Jsin dg . (4.5)

The derivative of Eq. (4.5) provides the differential sputtering yield in the dependenceon
the polar angle

Lo 1w
2psin qd g 2Npsin dg

Y, = (4.6)

To evaluate the polar distribution, we define a constant differential sputtering yield for
the particular polar interval, i.e., )7d g71 g . From Eqg. (4.6), it then follows that the

number of atoms that are sputtered into the polar angle interval can be calculated by the
integration from g, to g,:

L)

N,&. q &2 WY, fsin d g =g NYp(os, <as, . (4.7)

@

Note that when it is integrated over the whole hemisphere (i.e.q, =0 and g, = 42 ),
we get )7d g),p/Z gYI2 fsince NV, g),,olz & N . The polar differential yield is defined
asY,(g) =d*/ d? V and therefore, it is normalized by the factor 2p.

The average differential sputtering yield into a specific polar angle inteval gql, g can
be rewritten from Eq. (4.7) as:

1 Nogt g
g -cos,g N,

Y, 8, 9 §& 20(C0S (4.8)

Hence, the differential yield is not simply N/ N, instead it needs to be normalized by
the geometrical function 2p(cos g -cos ,4. This function represents the azimuthal surface

area on the hemisphere, which changes with the polar emission angle (s€eure 4.6).
When counting the number of atoms for the azimuthally isotropic case, oe needs to

normalize the number of atoms by this surface area. The units for)7dgql, g are

atoms/ion x 8. r
For the azimuthally isotropic sputtering, the sum of the polar differential yields into

each solid angleD W provides the total sputtering yield:

- "~ oy
y =/a=l)/d'/ D/\/V/?)/MZp(cos/q cos( g P 1:3_—/-'\‘;i. (4.9)

J

Here, we considered tht:
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g;+ Dg
DW =2p nsng gz (qos/. qcos(/, g+). (4.10
q/

The summation numberj ranges from 1 to n=((p2y [PpPg1l- with the polar angle
interval Dg( e. g., 10°). To calculate the total sput
sputtering yields, which are presentedone needs to multiply the values on the graph by
the solid angle fadors 2p(cos q- cos(/.q+ D).

In the evaluation of the differential sputtering yield, we also considered the assumption
that the atoms are refracted as they cross the surface plane due to the surface binding
energy which has already been explained irSection 2.2

Ei
—————sin ¢ 4.11
S G (4.11)

- sb

singi ¥

Here, giis the angle of an atom as it crosses the surface potential barrier and enters
the space (vacuum), gi is the angle of the atom inside the solid, before it crosses the
surface, Ej is the energy ofatom inside the solid, and Es;, is the surface binding energy.
The surface potential barrier causes the largest atom refraction for the lovenergy atoms
that are directed under a large angle with respect to the surface normal.

After the transformation that is related to atom refraction, the number of atoms
sputtered into a specific polar angle interval was counted. The data were first rearranged
by the polar angle, then the number of atoms that were sputtered into a polar interval

%g]l, g was counted for all of the azimuthal angles. The differential sputtering yields were

calculated accordingtoEq. (48). The data wer e eVaihtenals.€hd f or t |
small er polar intervals of 5° and 3° were als
same distributions. We also verified that the total sputtering yield that was obtained from

the SRIM interface was the same as the one obtainedy summing all of the average

differential sputtering yields using Eq. (4.9).

4.4 Energy Distribution Functions and Average Energy

The SRIM output data allows for the evaluation of energy distribution functions (EDF) in
the whole hemisphere or into specific directionsWe evaluated the EDFs by counting the
number of sputtered atoms in 1 eV energy bins. Such energy resolution was selected to
minimize statistical fluctuations in the number of sputtered atoms.

The EDFs of sputtered atoms in different polar angles were obtained from the energies
of atoms sputtered into a particular spatial direction. The energies of atoms were counted
together i n 1 0 °rvalyy thérefare wa rprgderd sputterédeatom energy
di stribution functions for the mean .inthtues of
same way as sputtering yields.

The total energy distribution function (total EDF) of all sputtered atoms does not
depend on the spatial direction and is defined as

F(E) = Z_Z : (4.12)

where N is the number of sputtered atoms with energyE.
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The angular energy distribution function (angular EDF) into a particular solid angle
depends on the spatial direction, therefore, it is defined as:

d*N(E, w)

HE W= dEd*w

(4.13

The total energy distribution function F(E) can be obtained from the angular energy
distribution functions f(E) by int egrating over polar and azimuthal angles:

p/in ) .,122/7013 A Y
FO=f fEa)dd F Raped
00 /

0 0

dd ¢ (4.19

For a discrete differential energy distribution function, the following expression can be
used F(E) = § f/.(E, q/.) , Wheren is the number of polar intervals.
j=1
For isotropic sputtering around the surface normal the solid angleb can be replaced
by § (seeFigure 4.6). The number of atoms in a particular energy interval for the specific

spatial direction provides the angular energy distribution function:

f(E,WN =%. (4.15

The equation only depends on the emission angl§. From Eq. (4.15 we can then
calculate the total energy distribution function as:

pl2

F(E) = Rf(E, 9d ¢ (4.16)

When comparing the intensity of the simulated EDFs within two different polar
intervals, we should consider the spherical geometry ia similar way as for sputtering yield
evaluation. Each energy distribution function into a specific polar interval ([ 4, [ 2) should
therefore be normalized by a factor2p(cos g- cos 6.

As discussed previouslythe atom that passes through the surface is refracted toward
the surface due to the surface potential barrier (i.e., surface binding energy, see E¢R.19)
(2.19) and (4.11)).

45 Average Energy of Sputtered Atoms

The average energy of atoms sputtered into a hemisphere can be calculated as:

& £ OF(E)dE .
Ezu 1 NE AE)E . (4.17)

rj F(E)dE N

The average energy of sputtered atomsn a particular polar angle interval Dg is defined
by the following equation:
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) @ E&(E, §dE

Dg !

i (4.18)
;) /(€. Dg)aE

where E is the energy of sputtered atoms andf(E, Og) is the angular EDF of sputtered
atoms in the interval Dg.

In practice, when dealing with SRIM output data, the average energy into a particular
polar interval Dy is calculated from the discrete numericalvalues as:

Dg

E,

QJE

q./

_ 1

E,, VR

D
Dy

~.
Il

(4.19)

where Eg;; is the energy of eachatom sputtered into a particular polar interval Uf and
Ng; is the total number of sputtered atoms in the same interval.
The average energy of all sputtered atoms into the hemisphere is:

Q:=

E/

l/v . (4.20)

E=

Here, N is the number of atoms sputtered into the whole hemisphere.
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Chapter 5

Experimental M ethods

The samples upon which we conducted our measuremenis order to determine the

sputtering yield werepreparedin a triode system and a magnetronsputtering system, both

of which are described in detail in this chapter.We commence with an explanation of diode
sputtering. From the literature we obtained a large amount of data from the ion beam

sputtering, which werecomparedto simulation results, therefore the characteristics of these

techniques are also highlightedSubsequently, wealso provide details about two methods
usedto measure thetotal and differential sputtering yield.

5.1 Sputter Deposition T echniques

The spatial distribution of atoms arrivin g on the substrate is important sinceit affects the
uniformity of the growing thin film in terms of film thickness and its structural, physical,
and chemical properties. Sputtering is in general a line-of-sight process in which the
sputtered atoms travel in straight lines from the source to the substrateunlesscollisions
with the residual gas atomsstrongly influence trajectories of sputtered atoms The spatial
and energy distribution of sputtered atoms therefore depend on sputtering source of
different techniques which will be presented in this subsection.

5.1.1 Diode sputtering

The simplest way of creating plasma and initiating sputtering is in the so-called diode
configuration. In the diode sputtering systemtwo parallel-plate electrodes are positioned
facing each other as illustrated in Figure 5.1. One electrode is on the negative potential
(cathode) and the other electrode (anode) is positive with respect to the cathode. Plasma
is created by applying a high potential between the electrodes, typically a few kilovolts, at
a pressure in the 10§ 1000 Pa range.

The breakdown process and the formation of plasmaccur in the following steps The
gas lreakdown occus if there are some free electrons present in the gas. A few electrons
are always present in the gas, created by natural processes suds radioactive decay or
cosmic rays. The first electron that is formed near the cathode is accelerated away from
the cathode toward the anode by the electric field between the electrodes. During
acceleration the electron collides with the gas and createsiew pairs of ions and electrons.
Hence, a cascade of new electrons is accelerated toward the anode. This ionization process
is referred to as the Townsend regime.
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Figure 5.1: Schematics of the diode sputering illustrating the Townsend avalanche and
the sputtering process.

In the Townsend avalanche process, the atoms are ionized and the ions are accelerated
toward the cathode. They collide at the energies defined by the applied voltage between
the electrodes and cause sputtering of the target material. In addition to the sputtered
atoms, secondary electronsare released from the cathode. These electrons are important
for sustaining the discharge since they are accelerated away from the cathode and gain
erergy from the potential difference nearthe cathode. As long as the voltage is applied
between the electrodes, the ionization process, and thus the plasma, is selistained. Not
every ion cause a release of secondary electrons. The probabilitgf emittin g a secondary
electron is defined by the secondary electron yietd

YSE =Ne/Ni ’ (51)

where N is the number of electrons emitted by the impact of N; ions. The emission of
secondary electrons is practically independentf the ion energy. Namely, in the relatively
low ion energy range, up to 2 keV, the secalled potential emission mebanism determines
the secondary electron yield. In this mechanismthe electrons are liberated by an Auger
electron transition, which is related to the potential energy of the arriving ion projectile
and not to its kinetic energy. In a moment before high energetic ion collides with the solid,
it is neutralized. This means that an ion collects an electron from the metal target. In this
process, the energy is released and can cause an excitation of another electron in the target.
The maximum energy that is released in the first step of this process i€po f , where Epo
is the potential energy of the incoming primary ion (in most cases the ionization potential)
and f is the metal work function (for most metals it is in 3 5 eV rangg. The minimum
energy needd to release an electron is equal to a work function, therefore the maximum
energy of the secondary electron i€y 27 . In the literature, the e xperimental data for the
secondary emission yieldas been related to the work functionand Fermi energyE;. For
various ionsthe following relations have been found24, 86]
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Y, =00320.7€ -2

pot

Yo =0.016€,, -2) (5.2)
0.20.85,, - Z)
SE = E

f

According to the first of the above equatiors, secondary emission only occurs if
O.78Ep0[ > X . For Ar ions that have Epot 0 15.76 eV such condition is fulfilled (see

Figure 5.2). Typically, the secondary electron yield is in the range of 0.1 to 0.2. It should
be noted that at higher ion energies (e.g. above 1 keV)the kinetic emission mechanism
starts to play a role in the emission of secondary electrons.
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Figure 5.2; First ionization potential for atoms in the periodic system (data obtained from
[87).

5.1.2 Triode sputtering

The diode sputtering configuration has many practical drawbacks. Firstof all, it requires
high pressures and voltages in order to sustain the discharge. This means that many
collisions occur between the sputtered atoms and the surrounding gas, which significantly
reduces their energy. In addition, high voltages requirethe use of highvoltage power
supplies. However, the most important drawback of diode sputtering is a low deposition
rate. Another important disadvantage of diode sputtering is the cathodeanode
arrangement, which cannot be simply scaled up to industrializedapplications. For these
reasons, the diode sputtering is practically never used for the deposition of thin films.

Many of the diode sputtering drawbacks can be overcome byroviding an additional
plasmasource. Sucha configuration is called thetriode sputtering, shown schematically in
Figure 5.3. The additional plasma sourceis usually generated by a heated filament (red
wire in Figure 5.3). Electronsemitted from the filament are accelerated in the electric field
toward the anode. On their path they cause ionization and thus help to sustain the
discharge. Usually the electron beam from the filament is densified and confined by an
external magnetic field (coil).
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Figure 5.3: Schematics ofthe triode sputtering system

An important consequence of the additional electron source is that the discharge is
sustained independently of the voltage applied to the sputtering cathod (i.e. target). Due
to the additional electron source the discharge can operate at much lower gas pressures
typically in the 1 Pa range, which is several orders of magnitude lower than in the diode
discharge (typically 10014000 Pa). Lower gas pressureneans that atoms experiencenly
a few collisions with the atoms on their path toward the substrates and the atoms can
arrive at the substrates with higher energes Atoms with high energies form denser films
and greatly improve the overall quality of the deposited thin films. In general, the principles
of operations in the triode system are the same as in the diode system. Due to higher
density of plasma the deposition rate is higher than in the diode sputtering system. Despite
advantages of the triode spittering configuration, it is nowadays rarely used in practice
because othe design of a cathode with amagnetic field, which does not require additional
plasma source

5.1.3 Magnetron sputtering

The design where a magnetic field is present near the cathode isalled the magnetron
sputtering and the device is called the magnetron (or the magnetron source). The discharge
created by the magnetron is thus called the magnetron discharge.

In the magnetron specifically arranged permanent magnets are placed behind the
cathode. Two sets of magnets with opposite magnetic polarity are used. For example, in
the center of a circular magnetron there isa magnet of one magnetic polarity (e.g. magnetic
south) while on the perimeter of the cathode there isa magnet of opposite nagnetic polarity
(magnetic north) facing the target (see Figure 5.4). In such magnet configuration, the
magnetic field lines are curved above the cathode and strong magnetic fields are present
near the cathode (upto 0.2 T).



5.1 Sputter Deposition Techniques 45

closeddrift of
electrones magnetic

— .
P field lines

magnets

Figure 5.4: Schematic crosssection of a planar magnetron

The reason fora very dense plasma in front of the magnetron and thus very high
sputtering rate is related to the motion of electrons in the crossedelectric and magnetic
field. In order to understand the motion of electrons in the magnetron we first examinethe
motion of charged particles individually for the electric field and separately magnetic field,
and then analyze their motion in the combination of the two fields.

The electric force (Fe) on a particle with an electric charge (g) in the electric field ( £)
is described by the relation

F, =gE . (5.3

Charged particles follow the direction of the electric field. By convention the electric
field is defined in such a way that positive ions move in the direction of electric field lines,
while the electrons move in the opposite direction.

Electric field Vo (V) Magnetic field [B| (mT)
40 240

40

5 10 15 20 25 30 35 39 - B 0
r (mm) r (mm)

Figure 5.5: (a) Plasma potential and electric field distribution measured in magnetron
plasma. (b) Magnetic field distribution in typical m agnetron [88]

The motion of charged patrticles in the magnetic field is defined by thecrossproduct
between the velocity vector of the charged particle ¢) and the magnetic field vector (B),
that is:

F =qv °B. (5.4)
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The above equation states that charged particles follow orbital motion, i.e. they rotate
around the magnetic field lines. If we combine Eq.(5.4) with the equation for the
centripetal force (~, = mv7r ), then we can calculate the radius () of orbital motion:

mv
r= o 55
7B (5.9

Here, v, is the velocity perpendicula to the magnetic field line and B is the strength of

the magnetic field. The above radius is called the Larmor radius. The direction of the
particle rotation depends on the charge of the particle as defined by Eq(5.4). Electrons
rotate in one direction, while in the same magnetic field, the ions rotate in the opposite
direction. The magnitude of the Larmor radius is very different for electrons and ions sine
it depends on the mass of the charged particle. For example, in a magnetron with a typical
magnetic field strength of 100 mT, the Larmor radius for electrons with 100 eV is 0.34 mm,
while for Ar ions with the same energy it is 91 mm. The Larmor radius for ions is much
larger than for electrons. This has important consequences for the motion of electrons and
ions in the magnetron. Electrons feel a strong influence of the magnetic field while ions are
only slightly affected by it. Since a typical diameter of magnetrons is several centimeters,
and because the strength of the magnetic field decreases very fast with the distance from
the magnetron, the motion of ions is influenced only by the electric field. On the other
hand, the motion of electrons is strongy affectedby the electric and magnetic fields.

If we combine equations Eq. (5.3) and Eq. (5.4) we get the sacalled Lorentz force. The
equation of motion for an electron in the electric and magnetic field is therefore

o’ve
m
¢ at

= 4 ¥, B. (5.6)

The solution of the above differential equation is not trivial, especially in the case of
highly non-homogenous electric and magnetic fields present in the agnetron. The
magnitude and direction of electric and magnetic field strongly vary in the space as is
demonstrated in Figure 5.5. Upon introducing an electric field between the anode and
cathode, the cyclotron revolutions result n a net drift perpendicular to both the magnetic
and electric field vectors, known as theEx B drift. This drift exhibits closed -loop behavior
in the azimuthal direction within the planar magnetron geometry, effectively trapping the
electrons to the magnett field line.

The electric field between the cathode and anode is nomniform. Following the
discharge plasma formation, the voltage drop primarily occurs in the spaceharge layer
adjacent to the target surface, called the sheath. Only a small fraction 6the voltage drop
occurs outside the sheath, contingent on the magnetic field and discharge conditions. This
distribution has implications for electron energy, with most energy gained by electrons
crossing the sheath from the target surface, leading to lgjhly energetic secondary electrons.
On the other hand, plasma electrons, possessing lower energy (a few eV), cannot penetrate
the sheath and are reflected back to the plasma.

The combination of crossed electric and magnetic field entraps electrons close the
cathode and does not allow them to easily escape the trap. Electrons follow a closed path
near the cathode, which strongly increases the probability for the collision with the gas
atoms. More frequent collisions therefore result in a much higher plasendensity than in
the case of the cathode without a magnetic field, such as in diode discharges. The specific
path of electrons increases the plasma density only over a part of the cathode. lons from
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this dense plasma region are accelerated by the electrfield toward the cathode, therefore,
the target erosion is the highest over the area that is the nearest to the region of high
plasma density. The area of erosion is usually referred to as a "racetrack" since electrons
follow a similar path.

The entrapmert of electrons in magnetron source$as several consequences: (1) the
discharge can work at much lower pressures (typically 1 Pa or lower) and voltages (several
100 V) than in the diode sputtering, (2) the deposition rate is much higher due to enhanced
ionization, (3) the geometry of magnetron can be simplified by placing an anode around
the cathode, and (4) it can be easily scaled ugo industrial requirements

5.1.4 lon beam deposition

The main advantage of ion beam deposition technique is that the ion sourceind the
deposition chamber are physically separatedlhe ion beam source design and capabilities
directly influence the deposition process precision, control, and uniformity. The energy,
current density, and ion species in the beam can be adjusted by conttling various
parameters in the ion beam sourcesuch as gas pressure, radiofrequency (RF) power,
magnetic field strength, and extraction voltage. The ions from ion beam sources impinge
on the target at a precisely defined incidence angleKigure 5.6). Some setups also allow
changing the position of the ion gun or the inclination of the target, which allows changing
the incidence angle of the ions.

There are different types of ion beam sources used in ion beam degition, and each
has its advantages and is used in specific applications. One sourtygpe are ion guns. These
are devices that generate a beam of ions by ionizing gaatoms or molecules. Theynormally
utilize ionization by energetic electrons toionize the gas, creating a stream of ions with a
precise energyange. The ion beam can be focused and accelerated towards the target and
substrate using electromagnetic lenses and electrodes.

X sputtered
‘\\ particles

ion beam - | \
source 1 \
I \ substrates
1 \
| \
\
1 A
| \
| \
ion incidence : \\
angle | —
i X emission
| angle

Figure 5.6: Scheme of on beam deposition
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Another type are Kaufman-type and Freemantype ion sources Both types are RF ion
sources that use a combination of magnetic and electric fields to generate and accelerate
ions. The RF power is applied to a coil or antenna, producinga plasma within the ion
source. The magnetic field confines the plasma and enhances ionization, while the electric
field accelerates the ions towards the substrateEach type uses a different geometry for
the magnetic and electric fields.

Electron cyclotron resonanceion sourcesuse microwave radiation to create a high
density plasma and ionize gasatoms or molecules. The ions are then extracted and
accelerated into a beam.

lon beam deposition is commonly used in the research field but not in industriaketting
since the deposition rates are low and the configuration cannot be easily scaled up.

5.2 Measurement of the Sputtering Yield

The measurement ofthe sputtering yield can be carried out using different experimental
techniques,both by direct and indirect measurements. In this chapter two methods for

determination of the sputtering yield used in this thesis are presented: the target mass
change measurements for assessing the total sputtering yield and the layer thicknedsange
measurements for assessirtge differential sputtering yield.

5.2.1 Measurements of total sputtering yield from target mass change

A straightforward method for determining the sputtering yield is to measure the change of
the target mass before and after the sputtering. Namely, the numbenof all sputtered atoms
is in good approximation proportional to the mass change of the target material. In this
method, the implanted ions and other impurities are neglected. As we have already
mentioned, the sputtering yield is defined asthe number of sputtered atoms per incident
ion:

y = s, (5.7)

The amount of substancen in a given sample of solid is defined as a ratio between the
number of elementary entitiesN and the Avogadro constantNa:

N m
n=— == (5.8)

In the above equation we used the indexs referring to sputtered atoms. Mass of sputtered
atoms ms in practice equals themeasured loss of target mas§) m
By combining Egs. (5.7) and (5.8) we can calculate the sputtering yield as:

Y =—"N (5.9)

whereU mis the measured loss of target massyls is the atomic mass of the target material,
N; is the number of incident ions and N4 is the Avogadro number.
The number of incident ions can be estimated from the ion currentl on the cathode



5.2 Measurement of the Sputtering Yield 49

I =0Qlt g(N, v )¢, (5.10

where we also take into account the secondary electron yield. In Eq. (5.10), g is the

elementary charge and is the time of sputtering.
Assuming singlecharged ions and dividing the total charge by the elementary charge
g, the total num ber of impinging ions during the experiment is:

N, =ltlgd +g . (5.11)
By combing Egs. (5.9) (5.11) we get the equation for the total sputtering yield:

y=Dm 9L By (512
M Jt

In the thesis, different target materials were sputtaed in the triode sputtering system
Sputron (Balzers, Liechtenstein) figure 5.7). Measurements of the mass change in the
target before and after the sputtering were performed using the Radwag ps 750/c/2 balance
with 1 mg readability value.

Figure 5.7: Sputtering Ti target with Ar ions in the Sputron deposition unit.
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5.2.2 Measurements of differential sputtering yield from film thickness

An important parameter in thin film deposition is the thickness of the film for a given time
interval. It is called the deposition rate, it is easy tomeasureand usually given in nm/min .
We measured the thickness of the deposited thin layer with aBruker Dektak XT
profilometer.

The thickness of the deposited thin film also gives information about the sputtering
yield. Assuming that sputtered atoms do not collide between the target and the sample
and that the sputtered atoms travel in straight trajectories, one can obtain angular
distrib ution of sputtered atoms.

In a polar position [ for a given time t, the number of sputtered target atoms deposited
onto the substrate increases to a value that is proportional to the differential sputtering
yield [89-91}

RN ,qr?

Y == (5.13)

Here r is the distance betweenhe target surface andthe sample with the surface areaA..
The mass accumulation rateR(J ) in Eqg. (5.13), is defined as:

Dm
R(g) = ; >, (5.19

and is usually given in [g/s]. Since we measured the thickneds of the deposited film instead
of the mass change of the sample, we assumed th#te material density of the deposited
layer m equals the density of the pure material at room temperature and calculated the
accumulation rate as:

R(q) = p > (5.19

By combining this Eg. (5.15 with Eq. (5.13) we determined the differential sputtering
yields as:

_ rhN,gr? |

Y= (5.16

To calculate a differential yield, several parameters must be considered. These
parameters include the molecular weight of the target atoms s in g/mol), the distance
from the target center to the samplesr which was in our experiment 10 cm. Additionally,
the sample area into which the thin film was deposited beside the electronic chargg and
Av ogadr oNBNxwasuused e our calculations. The differential yield value can be
calculated when ion current and time of sputtering are known.

In practice, we measured the thickness of thin films deposited onto the substrate with
a semicircular substrate with radiusr = 10 cm, so that all measurement points were equally

distanced from the region of sputtering Figure 5.8) . The sampl es were

positi
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steps. The semicircular substrate holder was positioned at the center of origin on the target
surface. The lateral position was aligned to the center of the racetrack region.

Figure 5.8: Experimentalsetup. The sampl es are positioned
holder.

In the second part of the experiments, we improved the seup. In order to reduce the
target areafrom which the sputtered atomsoriginate wto experimentally establish a point
like source of atoms we made collimatorswith a length | = 1 cm and diameter d = 0.6
cmand attached them to the semiciFRkgarab9ar

Figure 5.9: Experimental setup with collimators for measuring the angular dependent
sputtering yield.

10

substr
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Chapter 6

Results and Discussion

SRIM simulations wereperformedfor a range of singleelementmaterials from the periodic
table. The goal was tomethodologicallyexplorethe differences in the sputtering yieldsand
energy distribution functions. We performed a series of simulations for target materials
typically used in the sputter deposition techniques In particular, we analyzed sputtering
of elements lighter than the bombardingAr ion (Z = 18) wjincluding B, C, Al and Si (i.e.,

Z =5, 6, 13, 14, respectively), and the transition metal elements from groups 4, 5, 6 and
11 (i.e., Ti, Zr, Hf; V, Nb, Ta; Cr, Mo, W; Cu, Ag, Au). Such material selection allowed
us to explore differences for elements of the same group or period of the pedic table (see
Figure 6.1). For each material, we performed more detailed simulations foAr ion energies
of 300 eV, 600 eV and 1200 eV to evaluate the differential sputtering yieldsas well as
differential energy distribution functions. Such energies were chosen to be roughly
comparable to the typical ion energies encountered in the DC magnetron sputtering
(DCMS), high-power impulse magnetron sputtering (HiPIMS) and triode sputtering.

1 group 18
1 2 13 14 15 16 17 |He
- 2| Li | Be B|C|N]|]O|F/|Ne
2 3|Na|Mg|3 4 5 6 7 8 9 10 11 12|A|Si|P|S|[cCI|Ar
8_ 4| K|Ca|Sc| Ti|V |CriMn|Fe|[Co|Ni|Cu|zZn|Ga|Ge|As|Se| Br|Kr
5|Rb|Sr|Y | Zr|Nb|Mo| Tc |Ru[{Rh|Pd|Ag|Cd|In|Sn|Sb|Te| J | Xe
6|Cs|Ba Hf | Ta| W |Re|Os| Ir | Pt |Au|Hg| Tl |Pb| Bi | Po| At | Rn

Figure 6.1: Target materials investigated by SRIM simulations sputtered by Ar ions.

The simulations were performed with the latest version SRIM-2013. The number of
impinging Ar ions was set toone million, which generated several hundred thousand ta
million sputtered atoms, depending on the target material and ion energy. Such numbers
provided adequate statistics for the evaluation of the differential sputtering yields. A
"detailed calculation with full damage cascades" type was chosen for the calation. The
default stopping powers provided by the program were used. We focused mainly on the
evaluation of sputtering yield for normal ion impingement, however, several offixis
simulations were also performed.
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6.1 Total Sputtering Yield

Here we examire the sputtering yields that were simulated by the SRIM program SRIM
free input parameters were optimized in order to achieve better agreement between
simulations and experimental valuesof sputtering yield collected by Behrisch and Eckstein
[31] Further, we attempt to derive some general trends and relations between the
sputtering yield, and the target- and ion-related properties as wellas the order of the
elements in the periodic table.

6.1.1 Surface binding energy

In Figure 6.2, we present the influence of free SRIM input parameters on the total

sputtering yield: the surface binding energy(Esy), the displacement energy(Eq) and the
lattice binding energy (E)). As an example we show results for Zr sputtered by Ar ions
since other éements showa similar dependenceT he default values of all threeparameters
(Est, Eq and E)) are written in each chart and the results of the simulations calculated
with the default values are in all three graphs plotted in purple (marked as SRIM).
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Figure 6.2: The influence of (a) the displacement energyEq, (b) the lattice binding energy
E/ and (c) the surface binding energyEs, on the total sputtering yield. SRIM simulations
were made using Zr target puttered by Ar ions at different energies.
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In Figure 6.2a, we show the influence of the displacement energy on the total sputtering
yield. The effect is shown for different values ofEq (10-30 eV), while using default values
for the lattice binding energy E; (3 eV) and the surface binding energy (6.33 eV). The
default value for the displacement energy of Zr is 25 eV. The influence of the displacement
energy on the total sputtering yield is small. It slightly increases with the ion energy

Figure 6.2b shows the role of lattice binding energy on the total sputtering yield. Values
of the lattice binding energy range from 1 eV to 3 eV. The influence of lattice binding
energy on the total sputtering yield is also small and increases slightly with the ion energy.
The surface binding energyhas the largest effect on the sputtering yield (Figure 6.2c). A
small change in the surface binding energy causea significant increase in the total
sputtering yield. Differences become more pronounced at higher ion energies.

The surface binding energy (SBE) has the largest effect on the sputtering yield, while
the other two parameters (the displacement energy and the lattice binding energy) have
only a minor effect (a few percent). This means that the SBE is a crucial sputtering
parameter. It appears in analytically derived sputtering yield equations and in the modeling
of the sputtering process. Experimentally, the SBE values are not well establistik
therefore, in the majority of works (including the SRIM program), the heat of the
sublimation is used as an approximation for the SBE. However, in the SRIM program, the
surface binding energy is not defined as a simple chemical binding energy for the gace
atoms; instead, the parameter also includes all of the surface nelmearities such as those
which are produced by radiation damage, surface relaxation, surface roughness, surface
morphology, composition, and other effects as discussed by the authors the program
[37] The surface binding energy in SRIM is, therefore, a free input parameter, whereas the
heat of sublimation is used as the default value for SBE.

To obtain sputtering yields in line with the measured values, we modified the SBE in
a similar way as the authors in [92] The displacement energy and the lattice binding
energy parameters were not changed from the default SRIM values since the sensitivity
analysis showed that they had a small effect on the sputtering yield. The surface binding
energy was modified in such a way to obtain a good fit between the simulated and the
experimental yields in the 30{000 eV range. For the experimental data, we used the
total sputtering yields that are reported in the collection by Behrisch and Eckstein[31] In
some cases, we also compared the simulated values to the experimental data that are in
the study by Matsunami et al. [93, 94]and other more recent measurementf95] We chose
those SBE values, for which the simulated yields were closer to the exgrimental data
rather than the fitted curves that are provided in the collections.

For sputtering of C by Ar ions, more recent sputtering yield data from Kolasinskiet
al. [96] were used. The experimental yields foB sputtering by Ar ions were not availdle.
In this case, we relied on the experimental and simulation yield data for the sputtering of
boron nitride. Chen et al. [97] found that simulated sputtering yields best agree with the
experimental values for boron nitride if a surface binding energy oRuB eV is used forB.
In our simulations, we use the value 2.8 eV, which is closer to 3 eV and is proportionally
reduced from the default SBE by a similar amount as in the case ofC. Furthermore, when
performing the simulations usingEs, = 2.8 eV, we obtained a relatively good agreement
with the experimental data for B seltsputtering which are reported in [31] Nevertheless,
the error between the simulated and real yields in the case oB was expected to be larger.
Overall, we aimed to obtain sputtering yields which were within the 10u0 % error of the
measured values for the 3001200 eV range. However, due to the measurement and
simulation uncertainties, larger errors were likely to occur.
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Figure 6.3: T he total sputtering yield SRIM simulations and experimental data from Refs.
[31, 93, 94]in dependence on ion energy for C, Al, Si, Ti, V, Cr, Cu and Zr. The values
marked in red are the surfacebinding energy values that we chose as the bedit to the
experimental values
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experimental values
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The parameters that were chosenin the simulations are collected in Table 6.1. Note
that the modified SBE for the light elements (i.e., B, C, Al, and Si) had to be decreased
significantly from the default SBE values that are used by the SRIM program (i.e., the
heat of sublimation). For the transition metals, particularly for the heaviest elements (e.qg.,
Hf, Ta, W, and Au), we had to increase the SBE by a significant amount. In some cases
(e.g., V and Ag), the modified SBEs were similar to the default values in the SRIM
program. The lattice binding energy was 3 eV for all of the simulated elements, except for
the silicon, for which it was 2 eV. The displacement energy forC was 28 eV, forSi, it was
15 eV, and for all of the other elements, it was 25 eV These values for displacement energy
and lattice binding energy are SRIM default values for each chosen element.

Table 6.1; Parameters used for SRIM simulationsZ atomic number,M atomic mass,
! mass density,Es, surface binding energy used in SRIM (i.e., the heat of sublimation),
Emss modified surface binding energy. References point to the experimental data that were
usedfor simulations of the total sputtering yield from which the modified surface binding
energy was obtainedAll experimental data were taken from [41], except B [97] and C[96]

Elem. Z M (amu) m(g/cm3) Es(eV) Emsn(eV)

B 5 10.81 2.3¢ 5.73 2.8
C 6 12.01 2.2t 7.41 3.€
Al 13 26.9¢ 2.710 3.36 2.8
Si 14 28.0¢ 2.32 4.70 3.8
Ti 22 47.8¢ 4.52 4.89 5.2
\Y 23 50.9¢ 5.9¢ 5.33 5.8
Cr 24 52.0( 7.2C 4.12 4.6
Cu 29 63.5¢ 8.9z 3.52 4.3
Zr 40 91.2% 6.4¢ 6.33 8.2
Nb 41 92.91 8.51 7.59 9.C
Mo 42 95.9¢ 10.21 6.83 10.C
Ag a7 107.8° 10.41 2.97 3.2
Hf 72 178.4¢ 13.3] 6.31 9.8
Ta 73 180.9: 16.6( 8.10 13.8
\W 74 183.8¢ 19.3¢ 8.68 14.C
Au 79 196.9° 19.3! 3.80 5.5

The goal was to achieve good agreement with experimental sputtering yields in the
200 1200 eV range, which is the most relevant energy range for sputter deposition
processes.

Figure 6.5a shows the modified SBE, andFigure 6.5b shows the standard SBE values
used by SRIM (the heat of sublimation) as a function of the atomic number (Z) of the
materials studied. From the comparison, it can be seen that the SBE had to be modified
significantly from the heat of sublimation values for some materials. The largest corrections
had to be made for the lightest elements (B and C), where we had to decrease the value
of the SBE (for C from 7.4 eV to 3.6 eV), and for the heaviest elements, where the values
had to be increased (for W from 8.7 eV to 15.0 eV). Smaller changes were made for Cr
Cu, Zr, Mo, and Au, while the values for Ti, V, and Ag were close to those for the heat of
sublimation.
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Figure 6.5: The surface binding energy in dependence on the atomic numbefa) the
modified value from our SRIM simulations; (b) the heat of sublimation, which is used in
SRIM as the default value for SBE.

In general, a higher atomic number is correlated with a larger SBE, whereas this is not
the case for the heat of sublimation. A nearly linear relationship is observed forthe
elements in groups 4, 5, and 6, and for thefour lightest elements (B, C, Al, and Si). For
the heat of sublimation, the data are more scattered and no clear trend was observed. It
should be noted that if the heat of sublimation wasused in the simulations, the simulated
values would differ significantly from the experimental valuesin some casegsometimes
even for a factor of two). The use of the modified SBE in the SRIM program was necessary
and the only way to achieve good agrement between the simulated and experimental data.

Before the development of the sputtering theory, it had already been experimentally
established that the total sputtering yield correlates with the reciprocal of the heat of
sublimation [98] Sigmund theoretically derived general equation for the total sputtering
yield, Eq. (2.25, and its simplified form, Eq. (2.32), demonstrate such inverse
proportionality. Hence, the sputtering yield is lower when the atoms near the surface are
strongly bonded (i.e., a larger SBE), and it is higher when they are weakly bonded (&., a
smaller SBE). Figure 6.6a shows the sputtering yield calculated with SRIM for different
target materials as a function of the modified surface binding energies.

It can be seen that the sputtering yield is not simply an inverse function of the modified
SBE. The assumption that a smaller SBE leads to a higher sputtering yield is not entirely
correct. For example, the sputtering yield of group 11 elements (Ag, Au, and Cu) is much
higher than the yield of the light elements (B, C, Al, and Si) and Ti, V, and Cr, even
though they have very similar SBEs. Many transition metals in groups 4 to 6 have similar
sputtering yields (e.g., Ti, V, Zr, Nb, Mo, Hf, Ta, and W), although they have very
different SBE values. The lowest sputtering yields were observed for the light elements (B,
C, and Si), which also have low SBE values. The approximate inverse proportionality with
the modified SBE can be observed for the elements within the same group of the periodic
table. This is true for the elements in groups 5 and 6, but not for the elements in group 4,
where Y increases slightly with the SBE. In group 11, there is also a discrepancy in this
trend. Thus, the relationship between sputtering yield and SBE is inconsistent.
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Figure 6.6: The sputtering yield in dependence on the modified surface binding energy:
(a) total sputtering yield value and (b) the sputtering yield divided by the target -to-ion
mass ratio for different elements. The 1/Ens trend is found in the case of
Y I(MJ(M _+M)) which isin accordance with the simplified sputtering yield formula,

Eq. (2.32). The total sputtering yields were calculated by SRIM using Ar ions impinging
normally to the surface with an energy of 600 eV.

This inconsistency in inverse proportionality can be understood by analyzindeq. (2.32)
which shows that the total sputtering yield also depends on thetarget-to-ion mass ratio.
If the sputtering yield is normalized by M (M _+M ) and plotted as a function of the

modified SBE (Figure 6.6b), then the data decrease much closer to the 1Ens, trend. For
some elements, the values deviate from this trend, therefore, it can be concluded that other
factors which are contained in the complex generatquation for total sputtering yield ( Eq.
(2.25)) must contribute to the deviations from the fitting function.

It has been reported in the literature that the total yield is also correlated with the
filling of the d -shells[99] Namely, the elements with filled s and d outer shells have the
highest sputtering yield these are the group 12 elements (Zn, Cd, and Hg). The group
11 elements (Cu, Ag, and Au) have @milar shell filling (with one electron missing in the
d shell). This effect, together with a low SBE, may explain the large sputtering yields
observed for the group 11 elements.

6.1.2 Mass ratio

The atomic masses of the impinging ion and the target material als influence the total
sputtering yield. A simplified view suggests that the sputtering yield is higher when the
atomic mass of the ion is close to the atomic mass of the target material. The difference
between the masses of the two colliding particles isescribed by the energy transfer factor
U (Eqg. (2.22). For similar atomic masses, thel is close to one, and for very different
masses, it is well below one tiypically closer to 0.5 for Ar ions). For example, when
sputtering a Ti target with Ar ions, the U is 0.992 M+ = 47.88 and M, = 39.95, similar
masses), while theenergy transfer factorli for sputtering a W target is 0.587 (Mw = 183.84,
different masses)In the case of sputtering with the same ions as the target material (seK
sputtering M = My), the energy transfer factor equals one.
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The total sputtering yield as a function of the energy transfer factor is shown inFigure
6.7a. It can be seen that a similar mass of the impinging Ar ion and the target material
does not necessarily result in a higher total sputtering yield; for example, the yields for Si,
Ti, and V have a similar (. Therefore, the proximity of atomic masses is not the best
indicator of higher sputtering yield. Moreover, there is no clear trend between the total
sputtering yield and the energy transfer factor. For group 6 elements, the sputtering yield
increases wih U but not in the other groups. The opposite trend was observed in group 4
(i.e., Y decreases slightly asi approaches 1), while no clear trend is seen in group 12. The
reason for the lack of trends can be understood fronkq. (2.30), where Y also depends on
the factor 4, which is a function of the target-to-ion mass ratio as well as the SBE (as

already explained inSection 6.1.7).
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The product of the energy transfer factor (i and the factor | is approximately
La °M_ (M _ M) .According to Eq. (2.32), the total sputtering yield linearly depends

onthe M (M _+M ) . Thereforg for a given ion, the heavier elements should generally

have a higher sputtering yield than the lighter elements. Figure 6.7b shows the total
sputtering yield for the investigated target materials in the dependenceon the
M (M _+M) ratio for sputtering by Ar ions with 600 eV. The trend of the sputtering

yield increasing with the atomic mass is more obvious than inFigure 6.7a, however, the
relationship is not unambiguous. For example, the sputtering yield increases for the
elements with ZO14 and the elements in group 11, but it decreases for the elements within
groups 5 and 6. This inconsistency is a result of the surface bding energy, which strongly
influences the sputtering yield. For this reason, inFigure 6.7c, we presentYEns/ Ei in the
dependence on theM (M _+M ) as suggested byEq. (2.32). In this case, a relatively

good linear trend can be observedit should be noted that the quantities on the y-axis are

related to the SRIM simulations (i.e., Y and Ensp), While the values on thex axis correspond
to the material properties. These plots show that the presented simple equation for the
sputtering yield (Eg. (2.32)) can provide a reasonable estimate for the total sputtering
yield, but the influence of the ion energy should also be analyzeds we will see in the next

section

6.1.3 Incident ion energy

The number of atoms sputtered depends strongly on the energy of the impingingons.
Higher ion energies generally lead to higher sputtering yields. The ion energy is of
particular interest for sputter deposition techniques because it can be tuned to a large
extent. In magnetron sputtering, the ion energy is controlled by the cathod potential.
Typical cathode voltages range from 250 to 400 V for DCMS, 450 to 600 V for HiPIMS,
and 1000 V or more for triode sputtering. In ion beam deposition, the ion energy is
determined by the ion beam source, and it is also in the range of 1000 eV.

Simulations for the total sputtering yield were performed for ion energies in 200 eV to
1200 eV rangewith a step size of 100 eV Figure 6.8). The energy dependence was fitted
to a power law equation using the modified surface iding energy:

_AE S
Y=ag— g

a
(6.1)
CTmsb

where a* and b* are the fitting parameters. The results are presented inTable 6.2. For
most of the elements, the data are best fitted with b* between 0.60 and 0.75, which
somewhat deviates from the square root functionwhile for the lightest elements (B and
C) a nearly linear function fits the data best. The coefficient of determination R?was in all
of the cases better than 0.98. The total sputtering yields at three different energies are also
presented inTable 6.2.
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Table 6.2: Parameters obtained by fitting the sputtering yield Eq. (6.1) to the sputtering
yield simulations in dependence on ion energy. We also present the coefficient of
determination R?, the atomic number Z, the energy transfer factorQ and the simulated
sputtering yields at three different energies.

Elem.  Z 0 a b* R? (308( ev) (608( ev) (128(0 ev)
B 5 0670 00024 0831 0985  0.28 052  0.85
C 6 0711 00011 0904 0987 0.7 038  0.64
Al 13 0962 00104 0699 0983 0.5 097  1.40
si 14 0970 00045 0744 0988  0.30 054  0.85
Ti 22 0992 00126 0616 0993 042 066  0.98
Y, 23 0985 00153 0608 0992  0.49 077 110
Cr 24 0983 00201 0644 0993 077 127  1.88
Cu 29 0948 00319 0658 0993  1.34 222 3.9
zr 40 0847 00145 0603 0993  0.44 073  1.04
Nb 41 0841 00135 0621 0996 048 073  1.08
Mo 42 0830 00137 0628 0995  0.50 078 115
Ag 47 0789 00429 0639 0993  1.64 267  3.86
Hf 72 0598 00113 0655 0992  0.47 077 115
Ta 73 0593 0.0059 0.724 0996  0.37 062  0.99
W 74 0587 00064 0721 0995  0.39 067  1.06
Au 79 0561 00191 0715 0993  1.12 190 294
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Figure 6.8: The total sputtering yield in dependence o Ar ion energy simulated by the
SRIM program for different elementsat normal ion impingement. For clarity, the elements
are shown in two sparate graphs at identical scales:d) elements from groups 11, 13, and
14; (b) elements from groups 46. Due to minor differences, an inset is shown at an elarged
scale.
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Figure 6.8 presents simulations of the total sputtering yield along with the fitting
curves. The elements of groups 11, 13, and 14 are shown Figure 6.8a, while elements
from groups 41p are presented inFigure 6.8b at an identical scale to allow comparisons.
In the latter case, an enlarged inset is shown. The behavior of the total sputtering yield of
various elemens can be compared at different energies. The power parameter is similar for
the evaluated elements, with the exception of B and C, so the relative values of the
sputtering yield are comparable regardless of the ion energy. In the following description,
only the values at 1200 eV are discussed.

For the elements of group 11, the total sputtering yields are larger than for the elements
of the other groups analyzed. They range from 3.0 (Au) to 4.0 (Ag). Surprisingly, the
remaining elements in groups 46 have very similar sputtering yields, with values close to
1.0; an outlier is Cr, with a sputtering yield of 1.9. The lightest elements (groups 13 and
14) generally have lower sputtering yields than the transition metals, except for Al, which
has a sputtering yield of about 1.4. C has the lowest sputtering yield among the elements
studied at 0.64. C and B show a nearly linear dependence, while the other elements show
a parabolic dependence on the ion energy.

In [63], a similar fitting approach was used asdescribedby Eq. (6.1). Both of the fitting
parametersa and b were free parameters, but their values are different from those in this
work because there aresome differences. In this work, we used the modified SBE values
(instead of the heat of sublimation) and considered the power equation £,/ £, )" as

opposed to E/." . We alsofitted the data to a lower energy range (upto 1200 eV). Therefore,

the coefficients a* and b* reported in Table 6.2 should be more in line with the
experimental values of the sputtering yield.

The simplified Sigmund equation (Eg.(2.30)) suggests thatY increases linearly with
the ion energy. However, the results of the SRIM simulations, shown ifFigure 6.8, indicate
that Y deviates from the linear relationship in the low-energy range (i.e., 2001200 eV).
The same is observed in the experimental dat§22]. When calculating the sputtering yield
using Eq. (2.30) and comparing them with the experimentalvalues, a large overestimation
of the sputtering yield is observed for most elementsln order to account for the deviation
from the linear relation with ion energy, we fitted the simulated sputtering yields to the
power law Eq. (6.1) using parametersa* and b*. In Table 6.2 and Figure 6.8, we used both
free parameters to obtan the best fit to the simulated data.

Another approach would be to use only power parameteb as the fitting parameter,
while parametera can be obtained from the analytical Eq. (2.32). From the comparison of
Eqg. (6.1) and (2.32) it follows that:

a=045 M. (6.2)

p- M +M,

This approach reduces the numbef fitting parameters and makes the allometricEq.
(6.1) fall more in line with the sputtering theory that was developed by Sigmund. By
combining the allometic Eqg. (6.1) and the simplified analytical equation derived by
Sigmund, we can modify the equation for the sputtering yield to account for the nonlinear
behavior with ion energy:

PR 63
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Table 6.3 shows factora, power coefficientb, and the coefficient of determination R
The comparison ofR? in Table 6.2 and Table 6.3 proves that the new fitting approach still
provides a good agreement with the simulated data. The coefficient of determination is
above 0.97 for most materials, and it is slightly lower for C, Cu, and Ag.

Table 6.3: Parameters obtained by fiting the sputtering yield Eq. (6.3) to the sputtering
yield simulations in dependence on ion energy

Element Z a b R?
B 5 0.0097 0.7381 0.978
C 6 0.016 0.7031 0.957
Al 12 0.0184 0.7248 0.982
Si 14 0.0188 0.6623 0.980
Ti 22 0.0249 0.6806 0.987
\ 23  0.0256 0.7116 0.975
Cr 24  0.0258 0.7707 0.973
Cu 2¢ 0.0280 0.8627 0.943
Zr 4C 0.0317 0.7103 0.974
Nb 41 0.0319 0.7317 0.977
Mo 42 0.0322 0.7611 0.970
Ag 47  0.0333 0.8169 0.952
Hf 72 0.0373 0.7183 0.987
Ta 73  0.0373 0.7342 0.996
W 74  0.0375 0.7748 0.984
Au 7¢  0.0379 0.8192 0.982

Eq. (6.3) should givemore accurate results for the total sputtering yield than the linear
equation Eqg. (2.32) can. It is valid for Ar ion energies up to 1.2 keV. This semi-empirical
relationship depends on two empirical parameters: the modified surface binding energy
derived from SRIM simulations (fitted to the experimental yield data), and the power
coefficient b derived from fitting the energy-dependent sputtering yields (simuléed by
SRIM using the modified SBE). The power coefficientb depends on the particular target
material and ion type. For a given target material, the same value ofb cannot be used for
the other ion types because the sputtering yield as a function of enesgdepends on the
mass of the ions. The experimental data and the SRIM simulations show a more linear
relationship for sputtering by heavier ions (e.g., Kr and Xe) and a more parabolic
relationship for sputtering by lighter elements (e.g., He and Ne) (sed-igure 6.9). The
power coefficient clearly depends on the ion mass. The usefulness©f. (6.3) should be
verified for other ion types by performing the same fitting approach as for Ar ions in this
work.
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Figure 6.9: Total sputtering yield in dependence on the ion energyfor sputtering Ti target
with Ne*, Ar*, Kr* and Xe* ions.

When we analyze parameterb, we can observe some interesting trends which
demonstrate the soundness of the second fitting approachFigure 6.10 shows fitting
parameter b as a function of atomic number Z (a similar graph is obtained when it is
plotted againstthe M (M _+M ) ratio). Surprisingly, a sequential trend can be observed

for the transition metal elements. Parameter b increases practically linearly over the
individual periods of the periodic table. For example, in period 4, parameterb increases
from 0.68 (Ti) to 0.86 (Cu), while in period 5, it increases from 0.71 (Zr) to 0.82 (Ag). On
the other hand, very similar values for parameterb are found within the individual group s
of the periodic table. The elements of group 6 have values df that are close to 0.77. In
group 5, a slight upward trend is observed, although the values ob are close to 0.73. The
elements of group 4 show the strongest parabolic behavior with the iomnergy, while the
elements of group 11 show the least parabolic behaviofsee Eq. (6.1)). Thus, for the
transition metals, the trend shows a linear increase \ith group number. However, for the
lightest elements of groups 13 and 14 withZ ¢ 14, the opposite trend is observeduwthe
value of b for the elements of a single group decreases with atomic number (e.g., the values
for B and C are different for Al and Si) .
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Figure 6.10: Fitting parameter b calculated from Eq. (6.2) in dependence o the atomic
number.

The linear increase in parameterb for the transition metals gives us the confidence to
estimate the fitting parameters for other elements of the periodic table not studied in this
thesis. From the linear increase ob as a function of Z within each period, we can estimate
the values ofb for all elements in that period. For example, following the trend in period
4: Mn, Fe, Co, and Ni must have values between those of Cr and Cu (note the fitted linear
curves in Figure 6.10 for periods 4, 5, and 6). Table 6.4 shows the calculated values of the
total sputtering yield for the transition metals and some other elements.Parameter| was
obtained from Eq. (6.2), and fitting parameter b was extrapolated from the linear functions
in each period shownin Figure 6.10. Comparing the calculated sputtering yields with the
experimental values, we find a fairly good agreement for most elements. Indeed, the
transition metals not studied in this work (i.e., Mn, Fe, Co, Ni, and Zn; Ru, Rh, Pd, and
Cd; Re, Os, Ir, and Pt) show relatively good agreement betweernhe calculated data and
the experimental data when available. The agreement is good for all three energies analyzed
(i.e., 300 eV, 600 eV, and 1000 eV). This means that valuable sputtering yields could also
be obtained at other ion energies.

The resultsin Table 6.4 demonstrate that the simple semiempirical Eq. (6.3) is useful
for a quick evaluation of the total sputtering yield when using Ar ions with energies up to
1200 eV. It should be noted that the simplified Sigmund equation for the total sputtering
yield (Eqg. (2.32)) was derived fran the Thomas-Fermi potential, which is too high at lower
ion energies. However, by using power parametdy for the ion energy, we can compensate
for this discrepancy. In deriving Eqg. (2.30), it is assumed that sputtering occurs in the
linear cascade regimeThis is true for higher ion energies, where the ion penetrates deeper
into the solid and causes many collisions, which then lead to the emission of atoms.

At lower ion energies (e.g., below 300 eV), the surface atoms are often sputtered
through a single knockon collision as shown in the simulations of Biersack and Eckstein
[43] For this reason, it is expected that the sputtering yield values simulated with SRIM
and calculated with Eq. (2.32) may differ more at lower ion energies than at higher ones.
The singleknock-on regime becomes even more important when thenaterial is bombarded
at higher incidence angles. For oblique ion impingment, the J -function also depends on
the ion incidence angle[57], which means that Eq. (2.30) cannot be simply reduced toEq.
(2.32). For all the above reasons, noteworthy deviations between the calculated and
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experimental values can be expected, especially at lower ion energies. Other discrepancies
can be attributed to the uncertainties associated with the parameters in the SRIM
simulations and the experimental methods used to measure the sputtering yield.

Table 6.4: The experimental and semiempirical values of the total sputtering yield
sputtered by Ar ions with energy 300 eV, 600 eV and 1000 eV.

300 eV 600 eV 1000 eV
Elem. a b Exp. Semiemp. Exp. Semiemp. Exp. Semiemp.
B 0.00971 0.7381 N/A 0.31 N/A 0.51 N/A 0.74
C 0.01054 0.7031 0.20 0.24 0.40 0.38 0.60 0.55
Al 0.01838 0.7248 0.60 0.54 1.10 0.90 1.50 1.30
Si 0.01882 0.6623 0.30 0.34 0.70 0.54 0.80 0.75
Ti 0.02485 0.6806 0.40 0.39 0.70 0.63 0.95 0.89
\Y, 0.02555 0.7116 0.45 0.44 0.75 0.72 1.00 1.04
Cr 0.02578 0.7707 0.80 0.61 1.20 1.05 1.60 1.55
Mn 0.02640 0.766 N/A 0.90 N/A 1.53 N/A 2.26
Fe 0.02658 0.7941 0.70 0.77 1.20 1.34 1.50 2.01
Co 0.02717 0.8192 0.80 0.86 1.20 1.52 N/A 2.32
Ni 0.02713 0.8443 0.90 0.94 1.40 1.70 2.00 2.60
Cu 0.02800 0.8627 1.50 1.09 2.10 1.98 3.00 3.08
Zn 0.02830 0.8945 N/A 3.44 N/A 6.40 N/A 10.11
Zr 0.03171 0.7103 0.45 0.41 0.70 0.66 0.90 0.95
Nb 0.03188 0.7317 0.40 0.41 0.70 0.69 1.00 1.00
Mo 0.03219 0.7611 0.55 0.43 0.85 0.73 1.10 1.07
Tc 0.03239 0.76234 N/A 1.48 N/A 251 N/A 3.70
Ru 0.03268 0.7769 0.70 0.63 1.10 1.07 N/A 1.60
Rh 0.03284 0.79146 0.85 0.75 1.30 1.29 N/A 1.93
Pd 0.03315 0.80602 1.20 1.10 2.10 1.92 3.00 2.90
Ag 0.03327 0.81690 2.10 1.36 3.10 2.39 3.60 3.63
Cd 0.03364 0.83514 N/A 3.38 N/A 6.04 N/A 9.25
Hf 0.03726 0.71830 0.50 0.44 0.80 0.73 N/A 1.06
Ta 0.03735 0.73420 0.40 0.36 0.60 0.61 0.90 0.88
w 0.03746 0.77480 0.40 0.40 0.60 0.69 0.95 1.02
Re 0.03754 0.76853 0.60 0.60 1.00 1.03 N/A 1.52
Os 0.03768 0.78239 0.60 0.64 1.00 1.09 N/A 1.63
Ir 0.03775 0.79625 0.70 0.76 1.20 1.32 N/A 1.98
Pt 0.03785 0.81011 0.9 0.91 1.40 1.60 2.00 2.42
Au 0.03791 0.81920 1.10 1.00 1.90 1.77 2.70 2.69

The semiempirical equation, Eq. (6.3), hasseverallimitations, and it does not capture
all of the complex relations included in the general sputtering yield equation, Eq. (2.25).
Therefore, the most accurate approach for evaluating th total sputtering yield is to use a
general equation derived by Sigmund, with corrections for sputtering at lower ion energies
provided by other authors.



6.1 Total Sputtering Yield 69

6.1.4 Sputtering under obligue incident angles

The descriptions have been so far limited to the perpendiciar impact of the impinging
ions. In some cases, sputtering is also performed at ngperpendicular angles of incidence.
Figure 6.11 presentsthe total sputtering yield at 600 eV in 10-degree increments from the
pependicul ar i ncident angle (0°) to the grazi
absolute values of the sputtering yield are important for sputter deposition(Figure 6.11a,
b), it is more informative to analyze the relative values with respect to the perpendicular
ion incidence to determine the dependence for the different elementd=igure 6.11c, d).
This is explained in more detail below.
For the transition metals (Figure 6.11a), the total sputtering yield remains essentially

unchanged at an incidence angle of | ess than
the lighter elements,Z ¢ 14 (Figure 6.11b). Behind the plateau, the sputtering yield begins
to increase with incidence angle until about

most elements. As the incidence angle continues to increase, the total sputtering yield
decreasegor all elements.
In the middle range (i.e.,atabout50 8 0 ° ) , t he | argest difference
are observed. In contrast to the absolute valuegFigure 6.11a and b), the main parameter
affecting the normalized values Figure 6.11c and d) is the atomic mass rather than the
group in the periodic table. For the elements with Z 2 22 (Figure 6.11c), it can be seen
that the lighter elements (Ti, V, and Cr) have a clear peak in sputtering yield, which is
up to 2.6 times larger than at perpendicular incidence. This is followed by the heavier
elements of the next period (Zr, Nb, and Mo), where the sputtering yield is at most 1.6
times greater. For the last period (Hf, Ta and W), there is hardly any difference compared
to the perpendicular incidence. The elements of group 11 follow a similar pattern but with
a slight shift. The lighter elements (Figure 6.11d) show significantly more variation in total
sputtering yield with ion incidence angle than the transition metals. The two lightest
elements (B and C) show the largest variations, followed by Si and Al. According to the
simulations,thegput t ering yield for B and C at an i on
eight times higher than at normal ion incidence. In absolute terms, the elements with
Z ¢ 14 (Figure 6.11b) have a higher sputtering yield & 70° than the trans
elements, including the group 11 elements, which have the highest sputtering yield@igure
6.11a).
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Figure 6.11 Total sputtering yield in dependence on the ion incidence angtir (a) selected
transition metals and (b) selected elements with Z¢ 14. Normalized values against the
normal ion impingement for the same elements are shown in graphs,d). Calculations

were made by SRIM usingAr ions with 600 eV.

The total sputtering yield for sputtering under an oblique angle also depends strongly
on the atomic masses of the ion and the target material. InFigure 6.11a, the total

sputtering yield fort h e
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and perpendicular ion sputtering are observed for the lightest elements B, C, Al, and Si
(see Figure 6.11d). Among the transition metals, the lighter elements (Ti, V, and Cr)
exhibit the largest relative sputtering yields when sputtered with Ar ions at an incidence
angl e (sedFigure®.11c). In contrast, for the heaviest transition metals (i.e., Au, W,
and Ta), it is observed that the total sputtering yield remains nearly the same up to an
incidence angle of about 607 0 ° .
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sput t er i Argon ymdidencesornaatizedbythe perpendicular
sputtering yield in dependence of theMJ( Ms+ M) ratio.

The atomic mass of the target material has a significant influence on the total
sputtering yield for oblique ion sputtering. To further analyze this influence, we show in
relative sputtering yield Y( 7 0Y()0/° ) i n t he
MM _+M) .A clear inverse proportionality is observed, i.e., theY( 7 0¥()0/° ) r at i

decreases withthe mass ratio. Figure 6.11 and Figure 6.12 demonstratethat the lighter
elements sputter more intensively at the oblique ion angles than at normal ion incidence.
This difference becomes smaller with increasing atomic mass of the target material and it
practically disappears for the heaviest elements. Therefore, a viable approach to increase
the sputtering yield of the lighter elements, which generally have the lowest sputring
yield at normal ion incidence, is to sputter them at higher angles or to use targets with
high surface roughness.
The experimental sputtering yield data for ion bombardment under an obliqgue angle
are rather scarce. In the collection by Behrisch and Ekstein [31], the data are available
for several elements that were analyzed in this work (Al, Ti, Cu, Zr, Ag, Ta, W, and Au)
which were sputtered by 1.05 keV Ar ions. InFigure 6.13, we show a comparison between
the simulated and empirical data for the selected elements. In general, the agreement is
good for most of the materials except for Al and Ti, where larger deviations from the
experimental data are observed. Overall, the simulated data show the same trends with
regard to the ion incidence angle as the experimental data. For example, the experimental
data also demonstrate that the heavier elements have much smaller variations in the
dependence on the ion incidence angle than the lighter elements. Furthermore, the highest
expg i ment al
incidence angles, as demonstrated by the SRIM simulations.
The sputtering yield at a normal incidence is usually considered to be the most reliable
value, and it is generally used to obtain information on the sputtering yields at an oblique
incidence using semempirical models. The evaluation of the sputtering yields under an
oblique angle as an overview of the serempirical fitting equations is well presented in

Figure 6.12 the

Table 3 of [58]

v al

ues

for

t he

sputtering

ndepend

yield

(0]

ar



72 Chapter 6. Results and Discussion

5 T T T T 5 T T T T
Al Ti
4t . 4t .
3t . 3t .
z z
> A >
2r /A/ B 2r /A/A\A i
A A
/A/ A/‘/
] E 1hb—a—a— i
SRIM
—a— Behrish and Eckstein
0 1 1 1 1 0 1 1 1 1
0° 20° 40° 60° 80° 0° 20° 40° 60° 80°
. Incidence angle 5 Incidence angle
Cu Zr
4t . 41 -
3t . 3+ .
o o
Z Z
> >
2r E 2t E
A/A/A\A A/A/A\A\A\
1 a—a—ik—a— i 1p—e—a—a— AN
0 1 1 1 1 0 1 1 1 1
0° 20° 40° 60° 80° 0° 20° 40° 60° 80°
5 Incidence angle c Incidence angle
Ag Ta
41 - 41 :
3t E 3t E
o o
Z Z
> >
2t . 2t .
1 L a4 a—a—A—a—4—4 g ] 1l ]
0 1 1 1 1 0 1 1 1 1
0° 20° 40° 60° 80° 0° 20° 40° 60° 80°
5 Incidence angle 5 Incidence angle
W Au
41 - 41 :
3t . 3t .
o o
Z Z
> >
2t . 2t .
S
1 —A——O——-‘—"““:‘\°&o 1 A - a—a——A—, i
° A
0 1 1 1 1 0 1 1 1 |\A
0° 20° 40° 60° 80° 0° 20° 40° 60° 80°

Incidence angle Incidence angle

Figure 6.13 The total sputtering yield for sputtering under an oblique ion angle using Ar
ions with energy 1.05 keV. Experimental data was taken from the collection of Behrisch
and Eckstein [31].
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6.2 Differential Sputtering Yield

The total sputtering yield is defined as the number of sputtered atoms per incident ion
into whole hemisphere. Itis an important parameter for sputtering, but for practical
applications, the differential sputtering yield is often more relevant.It can be calculated
asthe number of sputtered atoms into a chosen polar and azimuthal angle.

The growth of thin films is determined by the deposition rate, which depends linearly
on the differential sputtering yield (see Eq.(4.3)) [91] The atom flux from the sputtering
sources directed to a specific region of the substrate determines the film growth process.
All of the target and ion properties discussed in the previous section also affect the
differential sputtering yield, but are not again discussed in this chapter. Instead, the
general trends in differential sputtering yield of the elements studied will be discussed.

The analysisof the differential sputtering yield simulation data was made for three ion
energies: 300 eV, 600 eV, and 1200 eV, which roughly correspond to the typical ion energies
in DCMS, HiPIMS, and triode sputtering.

The differential sputtering yield represents the polar distribution of sputtered atoms
when multiplied by the number of impinging Ar ions (10°). The points in the polar
diagrams represent the intervalsin 16d egr ee st eps. Thus, t he
emission of the target atoms in the predominantly nomal direction, i.e., in the interval
bel ow 10°.
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Figure 6.14: Angular distribution of sputtered metallic elements (groups 4u$ and 11) with
300 eV (red), 600 eV (blue), and 1200 eV (green) energyAr ions at perpendicular
incidences. The graphs show the number of sputtered atoms in a particular polar angle
interval.
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Figure 6.14 presents the differential sputtering yields for each of the transition metal
elements studed. They are arranged as they are found in the periodic table. Integrating
the individual values over the polar and azimuthal angles gives the total sputtering yield
at each energy, as shown irFigure 6.8. In agreement with the results from Figure 6.8 and
the accompanying discussion, the absolute values of the differential sputtering yield are
very similar for the elements in groups 46. The values are slightly lower for Ti and higher
for Cr; however, the values for the group 11 elements are much higher. At least visually,
the angular dependence shows no particular difference between the individual elements.

For the light elements in groups 13 and 14, the results are not straightforward (Figure
6.15). For Si, the results appear to be comparable to the angular distribution observed for
the transition metals. In contrast, the other three light elements (B, C, and Al) show
unusual distributions. For the smaller emission angles, i.e., those pointing in the
perpendicular direction, the simulated differential sputtering yield is much higher than
expectedThi s i s especially the case for angles that
high as 2.09 st (for boron at 1200 eV), 2.54 st (for Al at 600 eV), and even 3.70 st (for
Al at 1200 eV).
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Figure 6.15. Angular distribution of sputtered light elements (groups 13 and 14) with 300

eV (red), 600 eV (blue), and 1200 eV (green) energyAr ions at perpendicular sputtering

directions. The graphs show the number of sputtered atoms in a particular polar angle
interval.

While the polar graphs in Figures 6.14 and 6.15 are informative, the emissionangle
dependence can be better extracted from the standard cartesian graph&igure 6.16a
presents thetransition elements from groups 4§ and 11. As in the total sputtering yield,
the group 11 elements have a far higher differential sputtering yield in comparison to those
from groups 4§. Aside from Cr (higher) and Ti (slightly lower), all of the remaining
elements from these three groups essentially beta in an identical way, with negligible
differences between them. The angular dependence is monotonously decreased, with a
slight change of sl ope at ar Eigued.168)0SihasaAmong t he
similar angular dependence as the group4p elements. However, for B, C, and Al Figure
6.16b), the simulations gave unexpectedly high values of the differential sputtering yield
in the emissionangles that were below4 0 ° . Whil e one can accept the
values at 35° and 25° (possibly also at 15°), t
results that are presented inFigure 6.16b should be taken as an output ofthe simulation
only, rather than a verified conclusion.
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Another way of presenting the angular dependence of the sputtered atoms is to divide
the differential sputtering yields by the total sputtering yield of the respective element.
For the transition metals, these results are shown inFigure 6.16c. Surprisingly, all of the
studied elements, including group 11, essentially follow the same curve. There are only
slight variations among them, thus, only the lowest (V) and the highest (Ta) ones are
marked. This suggests that theemissionangle dependence®f the differential sputtering
yield is the same regardless of the metal type. Normalizing the already questionable
differential sputtering yields of the light elements does not make much sense; nevertheless,
even Si deviates significantly in comparison to the metals (Figure 6.16d). Therefore, we
believe that even the results forSi should be taken with reservation.

The differential sputtering yields were also fitted according to the cosine law:

1 4%

= Acod g, 6.4
Y AW q (6.4)
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where A andy are the fitting parameters. The results are given inTable 6.5. In line with
the data from Figure 6.16, there is not much variation between the elements.

Table 6.5: Fitting parameters for cosine approximationof the differential sputtering yield
curves; the coefficient of determinationR? is also given.

Element A y R?
Si 0.487 2.172 0.989
Ti 0.308 0.973 0.998
\Y 0.319 1.035 0.998
Cr 0.336 1.116 0.997
Cu 0.333 1.132 0.996
Zr 0.296 0.951 0.998
Nb 0.316 0.980 0.998
Mo 0.315 1.004 0.999
Ag 0.328 1.101 0.995
Hf 0.326 1.060 0.998
Ta 0.329 1.077 0.997
W 0.325 1.087 0.997
Au 0.340 1.141 0.995

In Sigmund's theory of sputtering, the angular distribution of the sputtered atoms is
assumed to be a cosine fuetion [46, 50] Such a dependence is attributed to the isotropic
flux inside the amorphoustarget material [41] A cosine distribution is usually not observed
experimentally, especially when measuring at very low or very high ion energies. The
angular distribution of the sputtered material is often fitted using the power fitting
parametery [100}

" cog gq. (6.5)

Our simulations of angular distribution show that the fitting parameter y is close to
one for the majority of the investigated materials (see Table 6.5). Therefore, the SRIM
simulations show essentily a cosine angular distribution of the sputtered atoms. The
exception is Si, wherey was 2.172, while for elements B, C, and Al, we could not determine
the power fitting factor because the simulations show a highly directed flux near the surface
normal. Such an unrealistic atom distribution for the elements with Z < 14 was also
observed by other authors[101-103]

Several possible reasons were suggested as the sourcetto$ error. Shulga [101]
suggested thathighly directed atom emissionfor the light elements results from errors in
the calculations of particle trajectories within the material. Wittmaack [102] identified
several problems in the earlier versions of the SRIM program (specifically, the 2000 and
2003 versions). The author attributed the sputering yield artifacts to an incorrect
approximation of ion-target scattering and too low electronic stopping power in the low
energy range. Furthermore, they identified the differences between the detailed and quick
calculation mode, which are still presat in the latest version of SRIM. Wittmaack also
suggested that the problems in simulations might be caused by the assumed ngandom
atom spacing in the solid. As a result, the sputtering yields that weresimulated by earlier
SRIM versions were compared @ experimental values, and they were too large for
Zl Zs< 0.7 and too small forzZi/Zs> 2. Ho f sefiad. also noticed that SRIM simulations
of differential sputtering yield do not agree with experimental data for targets with
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Z < 14[103] They concludedthat SRIM is optimized for ion ranges, straggling, energy
loss and damage profiles, but the results of sputtering are not exact, only rudimental.

In our work, we compensated for any differences between the calculated and the
experimental values by modifyng the surface binding energy parameter. Other authors
proposed additional sources ofhe error in the SRIM, such as the algorithm for searching
the collision partners when an ion approaches the surfacg04] or ignoring the extremely
small scattering angks[105] We examined the collision cascades in the SRIM simulations
for all of the investigated target materials (see Section 4.2), but we did not find any
preferential direction for scattering in the case of the elements withZ < 14. The nuclear
stopping powers that are essential in SRIM simulation are uncertain for lower ion energies
and could be the source of error in the simulation. We cannot identify the specific source
of the error in SRIM, which results in highly directed atom emission in the case of light
elements

In the literature, under-cosine, ovefcosine, and cosine angular distributions of
sputtered material are reported. In one of the earliest reports, Wehner and Rosenbef06]
measured the angular distribution d Ni, Ge, Fe, Mo, and Pt for normal Hg* ion
bombardment with energies that were between 100 eV and 1 keV. Their experiments
demonstrate an undercosine angular distribution More material was ejected to the sides
than in the direction normal to the target. Tsugeet al. [107]also measured an undecosine
distribution for the Au, Al, and NiFe targets, which were bombarded by 1 keV Ar ions.
They related the under-cosine spatial distribution to the crystallographic orientation.
Oyarzabal et al. [108, 109]performed measurements of an angular distribution for a very
low ion energy range (7525 eV) by analyzing the sputtering of C and Mo. Their
measurements show a heattike distribution. The differential sputtering yields which were
measured for several metalausing heavier ions (Kr and Xe) also showed a heartike
distribution [89] Turner et al. [110] measured the angular distribution for Cu which was
sputtered by Ar ions with an energy of 510 eV. The distribution differed from the cosine
distributonasmorepar ti cl es were sputtered near the te
10°) and at appr ebtal[imeaduned ah BndeicosiBeudisttibation for
Mo which was sputtered by Ar ions with an energy of 750 eV. Chiniet al. [112]analyzed
the sputtering of a Ge target with Ar ions between 600 eV and 4000 eV. The authors found
the distribution best fi tted to an over-cosine function, with the power parameters between
1.25 and 1.32.

Computer simulations that were performed by Yamamuraet al. [100]using the Monte
Carlo simulation program ACAT showed that the degree of the overcosine distribution
depends on the energy of the incident ions. By analyzing a Fe target, they simulated over
cosine angular distributions for higher ion energies (above 2000 eV)nd under-cosine
angular distributions for lower ion energies (below 500 eV). They claim that the over
cosine angular distribution is due to the geometrical asymmetry near the surfagevhile the
under-cosine distribution for low ion energy sputtering was elained by an anisotropic
velocity distribution of the cascade near the surface. Federt al. [113] measured and
simulated the sputtering of Ag with Ar ions. The shape of the angular distribution also
gualitatively agreed with their simulations. The same authors sputtered Ge with Ar and
Xe ions and compared the measurements with the simulations that were performed using
the TRIM.SP code [114] They measured a cosindike angular distribution for 1 keV Ar
ions and an undercosine distribution for the sputtering with 1 keV xenon ions. Hence,
very different angular distributions were observed experimentally and by simulations.
According to the SRIM simulations that were performed in this work, the angular
distributions of the sputtered atoms are cosine for all of the elements (except for the
elements with Z < 14), and they do not change with an increasing ion energy in the 300
1200 eV range.
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It should be noted that the sputtering is also influenced by the roughness, composition,
and crystallinity of the target m aterial [43], however, these parameters are not included in
the SRIM program, but they often cannot be avoided in the experimental studies. Recent
measurements and simulations by Cupalet al. [12] show that when rather rough surfaces
were bombarded by ionsunder large incidence angles, a morer-less uniform distribution
of the atoms resulted around the normal of the surface. On the other hand, the earlier
simulations where the atomiescale surface roughness had been implemented in the TRIM
code show that the roughness significantly affected the total sputtering yield for the low
ion energies and the nomormal angles of incidencg115] Similarly, Yamamura et al. [100]
emphasizethe importance of roughness. Based on their sputtering simulationsauthors
corcluded that the roughness reduces the degree of the ovepsine distribution since the
rougher surfaces have a larger effective surface area in comparison to the flat surfaces.
Schlueteret al. [116] found that polycrystalline metals with randomly oriented grains do
not sputter with the same sputtering yield as amorphous materias. They explained that
the key reason for this is attributed to the linear collision sequences rather than the
channeling effect. All of the abovediscussed effects can influence # significant
discrepancies between the experimentally determined angular distributions and the ones
simulated by the SRIM program.

6.2.1 Angular distribution for oblique ion incident angle

The discussion on the differential sputtering yield has so far been linted to a perpendicular
incidence of the bombarding ionsHere we discuss the results of the simulations for oblique
ion incidence angles. InFigure 6.16, we present the polar graphs of the sputtered atoms,
which are similar to Figure 6.14 and Figure 6.15. While yet another parameter (incidence
angle) to the existing ones (element and energy) would further increase the complexity of
the topic, we | imited our work to one incidenc
analyzed the angular distribution for the selected elements at one ion energy (600 eV) and
separately forthree different ion energiesfor sputtering Cr.

Several trends an be recognized for the sputtering at oblique ion incidence angles.
Figure 6.17 shows the angular distribution for the sputtered elements in groups 4, 5, and
6byAri ons i mpinging at a 6f600e\aThgsymmemiofthe an energ
atom distribution depends on the group of the periodic table. The elements in group 4 (Ti,
Zr, and Hf) appear to have a more asymmetric distribution than the elements in group 5
(Cr, Mo, and W) despite them having similar masses (for the elements in the same period).
The most symmetric distribution is expressed by the elements in group 11 (Cu, Ag, and
Au). However, the distribution also depends on the atomic mass of the target material.
Within an individual group of elements, the lightest elements show the most asymmetric
distribution ( seecolumns in Figure 6.17). For example, the lightest element in group 4
(Ti) experienced the largest asymmetry, while the most symmetric distribution can be
observed in the heaviest element (Hf). Similar observations are valid for the other two
analyzed groups of elements. The most symmetric distribution is observed in the sputtering
of the heaviest analyzed element (Au). On the other hand, the asymmetryof the
distribution does not appear to be associated with the surface binding energy. For example,
Ti and Au have similar surface binding energies, but very different angular distributions
of sputtered atoms.
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Figure 6.17: Angular distribution of sputtered atoms for selected elements(Ti, Cr, and
Cu; Nb, Mo, and Ag; Hf, W, and Au) bombarded by Ari ons at 60° angl e an
600 eV.

Finally, we look at the situation of the same element (Cr) at three different energies.
Figure 6.18 shows an example of the Cr distribution when it was sputtered byAr ions at
a 60° angle at 300 diyure 6.688 shows the dsalutedralub200tile e V.
differential sputtering yield. As these values substantially depend on the energy, the
angular asymmetry is more visible if the values are normalizedo the total sputtering yield.
This is shown in Figure 6.180, where it can be observed that the symmetry increases with
the ion energy, i.e., the sputtering at lower ion energies causes a more asymmetric
distribution of the atoms than at higher energies.
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Figure6.18 (a) Angul ar distri bution of iGrincidehce ms s pu
for different ion energies. (b) Angular distribution normalized with the total sputtering
yield.
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This trend could be explained by the deeper penetrationof the ions when a solid is
bombarded by ions of higher energy. Higheenergy ions cause more collisions in the solid,
which results in a more uniform distribution of the collision cascades, while the lower
energy ions cause fewer cascades with a more asymatric distribution, and consequently,
an asymmetric emission of the atoms from the surfacéseeFigure 6.19).
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Figure 6.19: Cross section of collision cascades for sputtering a Garget with (a) 300 and
(b) 1200 eV Ar ions at 60° incident angl e

Laut ens ethal Hb/emeasured the angular distribution of Ti atoms. They
sputtered the target materi al per peAuhors ul arl y ar
also performed meagrements and simulations for different Ar ion energies. They showed
that sputtering is more isotropic for higher energies of incident ions and for lower incidence
angles of the ions. Such sputtering enables more collisions inside the solid material.

Conseaiently, this leads to fully developed collision cascades which result in a more
isotropic distribution of the sputtered particles.

6.3 Energy Distribution of Sputtered Particles

The energy distribution functions (EDF) of sputtered atoms were evaluated for the same
elements as the sputtering yield.We analyzed the energy distribution of sputtered atoms
for a hemisphere (i.e., total EDF), the energy distribution functions for specific polar
intervals (i.e., angular EDF), and the corresponding average energies eputtered particles.
The total and angular energy distribution data were evaluated for three Ar ion energies
impinging normal to the surface.Figure 6.20 showsa typical EDF in logarithmic and linear
scales with labeled differenfeatures of the function. Typically, the function has a low-
energy peak, located at approximatelyEs/2, and an energy tail, which decreases as
approximately E** and extends up to the maximum atom energy. In some EDFs, there can
also be one or two broadhigh-energy peaks present. For each distribution, we evaluated
the peak of EDF and the full-width at half -maximum (FWHM), which are more clearly
visible in linear scale (Figure 6.20b). We will analyze the tail of EDF, the maximum energy
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of sputtered atoms, and the highenergy peaks if present. These parameters are discussed
in dependence on the element position in the periodic table (i.e., group and period), and
in dependence on the ion energy.

peak of EDF

Iow-énergy peak

f(E) [log scale]
f(E) [linear scale]

high-energy peak
(if present)
second high
energy peak
(if present)
max. energy of
sputtered atoms

E E I ‘ E

peak

Figure 6.20. An example of an EDF in (a) logarithmic and (b) linear scale.

The total and angular EDF for ions impinging with 300 eV, 600 eV and 1200 eV are
shown in Figures6.214 6.23 respectively. The black lines represent the total EDF and the
colored ones the angular EDFs. The angular distributions show the EDFs for atoms
sputtered in 10° intervals (e.de.notthle aisntse&r) v
graphs in each figure are arranged in the same order as the elements in the periodic table.
We also fitted the simulated distributions to the analytical equations for the total EDF
derived by Thompson and Sigmund. The dashed black linén the graphs shows the fit
using the Thompson EDF[45] and the dotted black line using the Sigmund EDF fitted to
simulated total EDFs. When fitting Sigmund and Thompson EDFs to the simulated ones,
the normalization factors (Ar and As) and the power parameters in the functions were free
parameters (see ChapteR.2).
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Figure 6.21: EDFs for selected elementobtained from SRIM simulations and analytical
functions of Sigmund andThompson for Ar ions impinging perpendicularly on the surface
with the energy of 300 eV. The simulated total EDFs are plotted with a black line while
the angular EDFs are shown in colored lines. Thompson and Sigmund EDFs are plotted

with black dashed and dbtted lines, respectively.
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Figure 6.22 EDFs for selected elementobtained from SRIM simulations and analytical
functions of Sigmund and Thompson for Ar ions impinging perpendicularly on the surface
with the energy of 600 eV. The simulated total EDFs are plotted with a black line while
the angular EDFs are shown in colored lines. Thompson and Sigmund EDFs are plotted
with black dashed and dotted lines, respectively.



84 Chapter 6. Results and Discussion

group 13 group 14

legend o G ¢

. ~ b B=1200 eV

25¢ o} ,_\10 I

35° L Wy

45° fSLao

o

5 Wy

65° = il

75° @ L]

85* [ Si
—0°-90 =
----Thompson k=

- - Sigmund -
iy .
1) ‘u
0.0 0.2 0.4 0.6 0.8 1.0 0.0 0.2 0.4 0.6 0.8 1.0 1.2
- ElkeV] ElkeV]
transition metals
group 4 group 5 group 6 group 11

Ti
EA#=1200 eV |

-----

g
MO

©_10%\

—~
w
=2
—

0 | ”\
1000 0.2 04 06 0.8 1.0 0.0 0.2 0.4 06 0.8 1.0 0.0 0.2 04 06 0.8 1.0 00 0.2 0.4 06 08 1.0 1.2
ElkeV] ElkeV] ElkeV] ElkeV]

Figure 6.23 EDFs for selected element®btained from SRIM simulations and analytical
functions of Sigmund and Thompson for Ar ions impinging perpendicularly on the surface
with the energy of 1200 eV. The simulated total EDFs are plotted with a black line while
the angular EDFs are shown in colored lines. Thompson and Sigmund EDFs are plotted
with black dashed and dotted lines, respectively.

6.3.1 Total energy distribution functions

In the analysis, wediscuss different parts of total EDFs: the overall shape of distributions,
the low-energy peak, FWHM, the energy tail and the maximum energy of sputtered atoms.
Furthermore, we attempt to find correlations between these parameters and the element
arrangement in the periodic table.

Figures6.21y 6.23show a relatively good agreement between the simulated total EDFs
and analytical Sigmund and Thompson distributions. In general, the agreement is good for
the transition metals but not for the investigated light elements (B, C, Al, Si). For the
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transition metals, the Sigmund distribution better fits the simulated EDFs than the
Thompson distribution. The largest differences are in the energy tail where the Thompson
distribution decreases faster than simulated EDFsand the Sigmund function. For lighter
transition metals (Ti, V, Cr), the differences in the energy tail are smaller than in heavier
elements. The larger deviation between the Thompson distribution and simulated EDFs
occurs due to fitting restrictions in th e tail of the function (see Eq. (2.21)) while the
Sigmund distribution does not have such a restriction.

All total EDFs presented in Figures6.21 6.23exhibit a low-energy peak, positioned at
approximately Es/2 and a high-energy tail decreasing asE**. In order to compare the
position of the low-energy peak and FWHMs for EDFsof different elemens we normalized
the total EDFs for sputtering with 300 eV and 1200 eV Ar ions (Figure 6.24. The EDFs
for selected materials shovapproximately the same shape of EDF at 300 eV and 1200 eV,
therefore we do not presentthe EDFs for sputtering with 600 eV ions. Hence, the general
shape of the total EDFs according to SRIM simulations (and also Sigmund and Thompson
EDFs) does not change with the ion energy. The light elements in groups 13 and 14 (B,
C, Al, Si) show sharper low-energy peaks than the transition elements.

FEYA(E pea)
FEYAE pea)

00F (b) 1

E (eV) E (eV)

Figure 6.24: Normalized EDFs simulated by SRIM for sputtering with (a) 300 eV and (b)
1200 eV Ar ions.

In Figure 6.25 we present the position of the low-energy peakin dependence on the
atomic number. Several trends with regard to the position of the element in the periodic
table can be recognized. The lowenergy peak moves towards higher values with increasing
atomic number for elements within individual groups. The change is the highest for
elements in group 6, somewhat lower for the ones in group 5 and lower for elements in
group 4. The changes are the smallest for elements in group lijthese elements have the
lowest vdues due to the lowest surface binding energy, sinceEpeak °© E_J2. When

comparing elements in individual periods, the lowenergy peakincreases with the group in
a somewhat inconsistent mannerythe lowest peaks are observed in elements of gup 11,
the peaks then increase sequentially with increasing group from 4 to 6. The light elements
in groups 13 and 14 do not show any specific trends. It should be mentioned that for all
elements the peak position is practically independent of the energyof impinging Ar ions.



86 Chapter 6. Results and Discussion

8

E,.=300eV Sa
\
o E,.=600eV .- / '
A 7
4 F,.=1200ev / . ' |
6 A ! \ ' (-
i’ ! ' :
' ) ! 1
I . ! 1
= ! \ 1 :
= 1 ! H 1
2 } : ‘| 1
c4r - : : L .
u / = ; [
L ! ! ! ' Al
|
|} /
2 ~ R
period 6

period4 Lo s

Figure 6.25; Low-energy peak in dependence on the atomic numbeElements in the same
group are colored with the same color and with different shades and symbols for different
enerdes (300 eV, 600 eV and 1200 eV Ar ions).

In the low-energy part, both analytical distributions fit well to the simulated EDFs.
The positions of the low-energy peaks in total EDFs simulated by SRIM are collected in
Table 6.6 together with peak positions calculated from the SigmundThompson
distribution (i.e., Ens/2). The differences between the peak positions obtained from
simulated EDFs and from SigmundThompson distribution are the largest for the light
elements (B, C, Al and Si). The simulated EDFs show a very narrow FWHM and a rapid
decrease in the distribution behind the peak, which differs significantly from the Sigmund
or Thompson distributions for light elements. In section 6.2, we analyzed thedifferential
sputtering yields obtained from SRIM simulations. The results showed highly preferential
sputtering of the light elements (B, C, Al and Si) in the normal direction. Such unrealistic
spatial distribution was also observed in simulations perfo me d by eHa. f[13 s s
Based on our simulations(analysis of differential sputtering yield and energies)and based
on similar findings of other authors [101, 102]Jwe conclude that SRIM does not produce
accurate simulation results for elements withZ < 14.

The analysis of the lowenergy peak positiondor transition metals obtained from SRIM
simulations and the SigmundThompson distribution alsoshow some differences (s€eable
6.6). The peak positions from SRIM simulations show a small dependence on the ion
energy. For all transition elements, the peak position for sputtering with 300 eV ions is up
to 8 % higher than for sputtering with 600 eV and 1200 eV ions. The peak positions for
sputtering with 600 eV and 1200 eV are cbser together than the peak positions for
sputtering with 300 eV and 600 eV. Overall, SRIM simulations suggest that the peak
position slightly decreases with Ar ion energy, however, results are ambiguous with regard
to the position of the element in the periodic table. On the other hand, the peak position
in the Sigmund-Thompson distribution is solely determined by the surface binding energy
(i.e., the peak is close toEsy/2). Hence, according to the Sigmund and Thompson sputtering
theory, the peak position depends neither on the ion energy nor the ion mass (see e.g.
Chapter 2 in [41). In order to compare peak positions obtained by SRIM and Sigmunéd
Thompson distribution, we calculated the average energy of the peak position from SRIM
simulations for three analyzed ion energies: 300 eV, 600 eV and 1200 eV (s@able 6.6).
The comparison is shown inFigure 6.26. In general, the correlation is good, however, the
peak positions obtained by SRIM are overall aboti10 % lower than the peak positions
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from the Sigmund-Thompson distribution (note that the slope of the fit in Figure 6.26 is
approximately 0.9). The discrepancy is larger for the light elements (B, C, Al, Si),

therefore, we exclaed them from the analysis.

B eak srim (EV)
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Epeak S-T (eV)

Figure 6.26. Comparison between the peak positionscalculated from the Sigmund

Thompson distribution and the ones obtained from SRIM simulations

Table 6.6: The low-energy peak positionscalculated from the SigmundThompson (ST)
distribution and obtained from SRIM simulations for sputtering with 300 eV, 600 eV and
1200 eV Ar ions. Element parameters:Z ¥ atomic number, M X atomic mass, Emsy )
modified surface binding energy.

Elem. Z M E (eV) Epeak(ev) Ess;:v E:S;va E;ezgli)ev Epeak(ev)
(amu) me ST SRIM SRIM SRIM SRIM
B 5 1081 2.8 1.4 0.49 0.72 0.72 0.64
C 6 1201 3.6 1.8 0.75 0.94 0.95 0.88
Al 13 2698 2.8 1.4 0.65 0.72 0.72 0.70
Si 14 28.08 3.8 1.9 1.15 1.25 1.35 1.25
Ti 22 4785 52 2.6 2.25 2.25 2.25 2.25
Vv 23 50.94 55 2.8 2.27 2.25 2.25 2.26
Cr 24 51.99 4.9 2.5 1.95 1.83 1.83 1.87
Cu 29 63.55 4.3 2.2 1.83 1.75 1.75 1.78
zr 40 91.22 83 4.2 4.15 4.05 4.05 4.08
Nb 41 9291 9.0 4.5 4.25 4.05 4.05 4.12
Mo 42 95.95 10.0 5.0 4.55 4.35 4.27 4.39
Ag 47 107.87 3.2 1.6 1.61 1.55 1.53 1.56
Hf 72 178.49 9.5 4.8 4.55 4.35 4.35 4.42
Ta 73 180.95 13.5 6.8 6.25 5.75 5.75 5.92
W 74 183.84 14.0 7.0 6.35 5.85 5.83 6.01
Au 79 196.97 55 2.8 2.72 2.71 2.55 2.66
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Figure 6.27 showsFWHM of investigated total EDFs. The FWHM exhibits similar
behavior as the lowenergy peakposition, i.e. FWHM moves towards higher values with
the atomic number within specific groups of the periodic table. In group 6, the FWHM
increases from 9.5 eV for Cr to 26 eV for W. The increase is similar in group 5, while in
group 4, slightly lower increases between periods are observed (from 10 eV to 18 eV). On
the other hand, in group 11, the FWHM does not change significantly; the values are
between 6 eV and 10 eV. The trends for elements in particidr periods are inconsistent.
For example, in period § the lowest value of FWHM is found for Au (group 11), while
FWHM increases with the group from group 4 (Hf) to group 6 (W). Such sequence, i.e.,
group 1JH 4H 5H 6, is observed for all three periods, not only in FWHM but also in the
low-energy peak position. The FWHM for the same elements does not change significantly
when the energy of incident Ar ions is increased from 300 eV to 1200 eV.

30 T T T T T T T

28 E.-=300eV AT
26F ¢ E,-=600eV / .
24F & E,.=1200eV / .
22 / ]
20 F /Mo
18 b ! \
16 | ; ; .
14 | N A | \ -
12F e o ? \ -

1
- ! v 7 4
12' \ ?J \ [ group11 N #

- \

FWHM (eV)

ON B D
T
o
1] ¢
=
Q
a
'S
o
o
=R
o N
a
w
1

Figure 6.27: Full width at half maximum (FWHM) of EDFs in dependence on the atomic
number. Elements in the same group are colored with the same color, and with different
shades and symbols for different energies (300 eV, 6@¥ and 1200 eV Ar ions).

The Thompson distribution in Figures 6.214 6.23shows a faster decrease ianergy tail
than SRIM simulations for all of the simulated transition elements. On the other hand,
the Sigmund energy distribution decreases similarly to the SRIM simulations, but it das
not decrease to zero at maximum transfer energy as in Thompson distribution and in
simulated EDFs. The EDFs simulated for light elements (B, C, Al and Si) show
significantly different shapes than other elements: a high peak at low energies is followed
by a fast decrease in the energy tail (Figures.2 6.23. Sigmund and Thompson energy
distribution functions for light elements show a different shape. There is a much slower
decrease in the energy tail and overall more atoms are sputtered at higher energies.

The Sigmund-Thompson distribution predicts that the tail of the distribution decreases
as U E?. In order to verify this dependence, we fitted the Sigmund equation

AE EIE . +E)" tothe simulated tail of total EDFs where the exponent n was a free

parameter. The bestfit values of n for sputtering with Ar ions of 300 eV, 600 eV and

1200eV energy are collectedn Table 6.7. The coefficient of determination was in all cases
higher than 0.994. Results show tht the fitting parameter n is almost independent ¢ the

ion energy. For all investigated target materials with Z > 14, exponentn is close to 3,
which is in agreement with the Sigmund and Thompson analytical equations.
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The experimentally obtained EDFs rgported in the literature do not always fitto n =
3. For example, Dembowskiet al. [118]measured EDFs for Cu, V and Nb sputtered by Ar
ions at 600 eV, 1000 eV and 2000 eV. For normal Ar ion incidence with 600 eV they found
that values of n = 3.3 best fitt ed the measurements for Cu and V anch = 2.7 for Nb. At
higher energies (2 keV) the authors found a closer match ta = 2 for all three analyzed
elements. For ion energies below 2.0 keV and for other angle combinations, the
measurements deviated significaly from n = 2 dependence. Authors suggested that
deviations from theoretical predictions could originate from the incomplete development
of the sputtering cascades.

Table 6.7. The fitting parameter n for the equation AE __E /(E +E)” at Arion
energies 0f300 eV, 600 eV and 1200 eV

~ n n n
z u Emso Ei=300 eV Ei=600 eV Ei=1200 eV
Si 14 0.970 338 3.63 3.48 3.35
Ti 22 0992 52 3.21 3.21 3.15
\Y; 23 0985 55 3.26 3.27 3.25
Cr 24 0983 4.9 3.33 3.3 3.32
Cu 29 0948 43 3.24 3.27 3.27
Zr 40 0.847 83 3.02 3.04 3.02
Nb 41 0.841 9.0 3.08 3.14 3.14
Mo 42 0.830 10.0 3.13 3.20 3.20
Ag 47 0.789 3.2 3.07 3.12 3.04
Hf 72 0598 95 3.07 3.12 3.10
Ta 73 0593 135 3.12 3.23 3.23
W 74 0587 14.0 3.15 3.25 3.27
Au 79 0561 55 3.03 3.09 3.09

The maximum energy of sputtered atomss another characteristic of EDFs that is also
influenced by the atomic number. The cut-off of the EDFs changes significantly within
individual groups but very little within t he period (seeFigures 6.2 6.23. Sputtered
atoms in period 4 reach the highest maximum energies. The maximum energy for the
elementsdecreases with increasing period numbeFor sputtering with 300 eV Ar ions, the
maximum energies of sputtered atoms are approximately 280 eV in period 4, 240 eV in
period 5 and 160 eV in period 6 Figure 6.21). The maximum energy of sputtered atoms
depends on the energy ofons as is visible inFigures 6.2 6.23
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Figure 6.28 The maximum energy of sputtered particlesfor sputtering with 300 eV, 600
eV and 1200 eV calculated with SRIM and predicted by the Thompson model.

The maximum energy of sputtered atoms is obtained from the Thompson sputtering
theoryas £,_ = lE. The values of energy tr Bablsbler

Figure 6.28 showsthe maximum energy calculated from£__ = LE  and the one obtained

X

from SRIM simulations. The agreement betweerthe simulated and theoretical values is
good for the transition metals at all ion energies (the slope of the fitted curve is cbse to
1). On the other hand, for light elements (B, C, Al, Si) , the maximum energies of sputtered
atoms obtained from SRIM simulations arealmost a factor of two lower than the maximum
energies calculated fromg _ = LE, . This again demongrates that SRIM simulations for

max

light elements are not reliable as discussed earlier.

6.3.2 Angular energy distribution functions

The experimental techniques measure the atom energies only in a specific angular range
therefore, they provide data on the angula EDFs and not on the total EDFs. For
comparison between experiments and simulations the angular EDF is more relevant than
total EDF.

The angular EDFs obtained from SRIM simulations are shown inFigures 6.2 6.23in
colored lines, while the total EDFs are shown in black lines. In general, the shape of angular
EDFs is similar to the total EDFs, however, with several noticeable differencesThe
number of atoms at the peak psition of the angular EDFs decreases with the polar
emission angle. Most atoms are sputtered close to the normal direction which was also
observed in ouranalysisof differential sputtering yields (seeFigure 6.14). The high-eneigy
tail decreases similarly for all emission angles, which is demonstrated in the normalized
angular EDFs for Ti and Ag in Figure 6.29.

factor
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Figure 6.29: Normalized angular EDFs obtaina from SRIM simulations for Ti (a) and Ag
(b) sputtered with 600 eV Ar ions. The tail of the distribution has a similar shape at
different emissionangles.

The Sigmund and Thompson sputtering theories provide an equation for the total EDF
of sputtered atoms. The authors suggested adding a cosine factor to the total EDF to
obtain the angular EDF; this is based on the assumption that the angular distribution of
recoils is isotropic[51] To analyze the viability of such approach we used the Sigmund
distribution with the cosine factor (i.e. A E ENE +E ) °cos q) to fit the simulated

angular EDFs. In Figure 6.30, we demonstrate such fits for sputtering Ti with 600 eV Ar
ions (the Sigmund angular EDFs are presented by smooth linewith a color corresponding
to the simulated angular EDFs). The Sigmund function was first fitted to the total EDF
and then multiplied by cosine for investigated polar angles.For all polar angles the
Sigmund EDFs with the cosine factor are one or two or@rs of magnitude higher than the
simulated angular EDFs. It can be assumed that eitherthe Sigmund cosine distribution
overestimates the simulated angular EDFs or the simulated distributions underestimate
the angular EDFs.
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Figure 6.30: Angular and total EDFs for Ti bombarded by 600 eV Ar ions.
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The experimental results in the literature suggest that the Sigmund distribution
overestimates the measured angul aet alHIAHs . For e
measued angular EDFs of Ti sputtered by Ar ion with 1 keV normal to the surface. They
observed a faster decrease in the energy tail than was obtained from the Sigmund equation
with a cosine factor. The authors performed SDTrimSP simulations and obtained a
reanable fit with the experimental data. Similarly, Bundesmann et al. [119] measured
angular EDFs for sputtering Ag with Ar ions of 1 keV. They also compared the measured
angular EDFs to simulations performed by TRIM.SP program. In general, they founda
decent agreement between experimental and simulated EDFs. However, the authors noted
some differences. For instance, the distributions appeared narrower due to direct sputtering
and more pronounced in the simulated curves than in the measured EDFs. They attribted
this to non-realistic assumptions of TRIM.SP program, such as an amorphous target with
randomly distributed particles, an idealized flat surface and moneenergetic primary
particles. Interestingly, they did not observe much variation in the EDFs at different polar
angles when the material was bombarded by Ar ions normal to the surface. In our
simulation of angular EDFs we also see less variation in EDFs with regard to the polar
angle when sputtering Ag and other transition metals with Ar ions of higher energies (e.g.,
1.2 keV). More variation is observed when the material is sputtered at lower ion energies
(seeFigure 6.21).

In an earlier work, Eckstein [120] used TRIM.SP to investigate simulated total and

angular EDFs of sputtered atoms. The simulations showed that the shape of the EDFs
depends on the emission angle. Atow emission angles, the EDFs showed deficiency in
sputtered atoms both at low energiesand at high energies but not in the middle energy
range, and more inensity above the maximum of the distribution (see Fig 3 in Ref.[120).
At large emission angles the distributions showed a strong deficiency at high energies, and
a surplus at low energies. This was explained by the change in angle that occurs when the
particle passes through the surface due to surface binding energy. At medium emission
angles, there was mainly a surplus at high energies.

Angular EDFs were also investigated by a semempirical model developed by
Stepanova and Dew{121] The authors took into account anisotropies by introducing the
correction factor for sputtering in the sub-keV region. They also observed that the EDF
was narrower around the low energy peak when the energy of incident ions decreased. Our
SRIM simulations did not show such narowing.

Brizzolara et al. [122]measured EDFs for Cu sputtered by Ar ions with energies irthe
40431000 eV range. The angle of incidence of the
particles were normal to the target surface. Measurements showed thahe EDFs were
comparable in shape for different sputtering energies. The Sigmur@hompson distribution
fitted well to the experimental EDFs when the energy of impinging ions was above 600 eV.
When the energy of incident ions was lower than 600 eV, the digibutions decreased faster
and the peak shifted to the lower energy values.

In another work, Goehlich et al. [123]observed that for normal Ar impingement, EDFs
at higher emission angles broaden and the lovenergy peak shifts toward higher energies.
Such behavior was significant for Ti whereas for W only weak changes in the EDFs with
the emission angle were found. The broadening of EDF and shift of the lovenergy peak
toward higher energies with increasing emission angle were not observed in our SRIM
simulations. Namely, we observe that the peak position for all transition metals remains
practically unchanged for different emission angles.

A distinct feature in angular EDFs is the presence ofhigh-energy peakshat typically
exhibit a hump-like shape (sedrigure 6.21 and Figure 6.22). In Figure 6.21, which shows
EDFs for sputtering with 300 eV Ar ions, a broad high-energy peak can be seen for elements
in period 6 for emission angt s hi gher than 45°. These peaks ca
elements in period 5 where they are wider but less pronounced than in period 6. The high
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energy peaks for Nb and Ta in period 5 are pr
of elements in periods 5and 6, there is also a second higkenergy peak near the end of the
energy tail. This second highenergy peak is very wide and extends between 100 eV and
200 eV depending on the emission angle and sputtered material. At the emission angle of
4 5 ft is wid er than at higher angles. In some elements, the first and the second high
energy peak at 45° appear to overlap (see e. g
high-energy peaks are more pronounced (higher and narrower) compared to the ones in
period 5 . For the highest emission an-griergypéaB5 ° ) i n
appears at approximately 40 eV and the second peak at approximately 90 eV. The position
and the shape of the highenergy peaks do not change significantly within the elemes of
the individual period (cf. peaks in period 6). On the other hand, high-energy peaks of
elements within individual groups have different widths. The heavier elements have sharper
high-energy peaks than the lighter elements (compare e.g. peaks for W drMo), while the
lightest transition metal elements do not exhibit any high-energy peaks (see EDFs for Ti,
V and Cir).
The high-energy peaks are also noticeable for some elements when bombarded by Ar
ions with 600 eV (seeFigure 6.22). In period 6, the second highenergy peaks are still
noticeable, while they are much less pronounced in period 5. When increasing the ion
energy to 1200 eV Figure 6.23), the high-energy peaks are visible only for elements in
period 6, while for all other elements, they are not present.
Broad high-energy peaks have alsd®eenobserved experimentally when sputtering Si
[124, 125] Ag [113, 125]) Ge [126]and Ti [117, 123]Joy Ar and Xe ions. In these works, the
authors measured agular EDFs for different incident angles of bombarding ions and for
different emission angles of sputtered atoms. They observed a higdnergy humplike peak
when the sum of the incident anuthedighersttei on an:
difference, the more pronounced the peak123] Authors attributed the presence of high
energy peaks to the directly recoiled atoms. Namely, the directly sputtered atoms have
higher energies than atoms that are sputtered after the collision cascade is fully developed.
The SDTrimSP simulations performed in these works qualitatively recreated the presence
of high-energy peaks although the hump in the simulation appeared more pronounced
compaison to the measurements. Some differences between the experimental and
simulation results were attributed to the underestimated energy losses in the simulation
program.
Goehlich et al. [123] observed experimentally the highenergy peak at approximately
45 eV fortheemi ssi on angle of 60° when spnotmaleri ng
incidence. However, when sputtering W at similar conditions the high-energy peak was
not observed. Our SRIM simulations show the opposite: when sputtering with 300 eV Ar
ions, the high-energy peaks are not observed in Ti but in W, the first high -erergy peak is
present for emissi on an-gnergypeakinariSRIM simuatons 55 ° .
was positioned at approximately 100 eV for th
85° emission angl e.
The maximum energy of sputtered atomdn angular EDFs depends significantly on the
period but very little on the group as was also observed in total EDFs. The maximum
energy of sputtered atoms is the lowest for elements in period 6 and the highest for elements
in period 4. For example, in period 4, the maximum energies of sputtered atoms near the
surface normal are up to 580 eV and decrease to around 500 eV at high emission angles
for sputtering with 600 eV ions. On the other hand, for elements in period 6, the atoms
sputtered near the surface normalhave a maximum energy of 350 eV and the atoms
sputtered at the highest emission angle have a maximum energy of 200 eV. In general,
elements within individual periods have similar angular EDFs in terms of shape, high
energy peaks and maximum energy of spuéired atoms, while there are considerable
differences when comparing angular EDFs of elements within individual groups.
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6.4 Average Energyof Sputtered Particles

The average energy can be evaluated for atoms sputtered in the entire space above the
surface (i.e hemisphere) or in particular angular intervals. The average energies of atoms
sputtered in specific angular directions are relevant for experimental reasons. Namely, the
diagnostic tool (such asan energyresolved mass spectrometer) is usually positioneith a
specific direction and therefore measures angular EDFs and corresponding angular average
energy. In the case of isotropic sputtering, such measurements can provide polar average
energy of sputtered atoms. We first analyze the average energies of atensputtered into
the whole hemisphere and then analyze average energies for specific polar intervals.

6.4.1 Total average energy of sputtered atoms

The total average energ of sputtered atoms is the average energy of all atoms sputtered
in the area above the suface. It can be calculated from the SigmundThompson
distribution by inserting Eq. (2.23) into Eq. (4.17). The integration is performed up to the
maximum atom energy (i.e., £__ = LE,). Detailed evaluation of the integrals can be

max

found in the appendix of Ref. [127] With several reasonable simplifcations, the following
equation is obtained for the average energy of sputtered atoms

E,,=2E In(lE,| E ) 3E (6.6)

b
Here Eiis the energy of theincident ion, Ens, is the modified surface binding energyand
0 is the ener gMotetthatahe sferage erfergycof sputtered atoms only
depends on the (modified) surface binding energy and maximum energy of sputtered atoms.
Eq. (6.6) is useful for comparing the theoretical average energies to the ones obtained from
SRIM simulations.

The total average energy of sputtered atoms was obtained by simulating normal Ar ion
i mpingement for 100y 1g&epPfrom Me SRMnngedaca. The idkn0 0 e V
energy dependence of the total average energy of sputtered atoms was fitted to the
following logarithmic equation [59}

E = aF |éLE‘ abE
=a ng' (
msb
(; msh g

(6.7)

msb’

wherea and b are the fitting parameters, Ensy, is the modified surface binding energyE; is
the ion energy andli is the energy transfer factor. The above egation was chosen as a
fitting relation because it is obtained from the Sigmund distribution when evaluating the
average energy of sputtered atoms (see appendix ¢127). We introduce two fitting
parametersa and b to fit the average energies of sputterecatoms simulated by SRIM. The
fitting parameters for the investigated materials are presented irTable 6.8. The coefficient
of determination R? was in all cases better than 0.97.

Figure 6.31 presents simuations of the average energies of sputtered particles and fitted
curves with parameters from Table 6.8. The average energies follow the logarithmic
function in dependence on the ion energy. For transition metals, the average engies of
sputtered particles in groups 436 Amangthesi gni f i c a
elements from groups 4 6, the elements from period 5 (i.e., Zr, Nb, Mo) exhibit the highest
average energies. The elements in period 6 (i.e., Hf, Ta, W) demonsite slightly lower
average energies, whereas elements in period 4 (i.e., Ti, V, Cr) display the lowest average
energies among the elements within groupsu$. Among the transition metals, elements in
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group 11 (i.e., Cu, Ag, Au) exhibit the lowest average erergies. The lightest elements
(groups 13 and 14) have significantly lower average energies than the transition metals
according to SRIM simulations.

Table 6.8: Parametersa and b were obtained when fitting t he total average energyto Eq.
(6.7). Other relevant parameters are also shown: atomic number Z, the energy transfer
factor Q and modified surface binding @ergy Emss.

Elem. Z U Ems a b

B 5 0.670 2.8 0.82 1.90
C 6 0.711 3.€ 0.77 1.62
Al 13 0.962 2.€ 1.09 2.54
Si 14 0970 3.8 0.87 1.76
Ti 22 0.992 5.2 2.18 3.88
V 23 0985 5t 1.93 2.97

Cr 24 0983 4.¢ 1.41 1.47
Cu 29 0948 4.2 1.15 0.37
Zr 40 0.847 83 2.40 3.34
Nb 41 0.841 9.C 1.87 1.92
Mo 42 0.830 10.C 1.75 1.85
Ag 47 0.789 3.2 1.59 1.24
Hf 72 0598 9.t 1.66 1.56
Ta 73 0.593 13.t 1.36 0.92
w 74 0.587 14.C 1.26 0.74
Au 79 0561 5.t 1.14 0.25
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Figure 6.31 The total average energy of sputtered atomsas a function of Ar ion energy
obtained from SRIM simulations and fitted to Eq. (6.7).
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Figure 6.32 shows a comparison between the average energies from SRIM simulations
and the average energies calculated froniEq. (6.6). In general, the average energies
obtained by SRIM are higher than the analytically calculated average energies. The linear
function that best fits the data is y ° 1.3x . Hence, the average energies obtained from
SRIM simulations are approximately 30 % higher than the theoretically predicted ones.
The largest difference is observed for Zr and Nb. The accuracy of theoretical and simulated
total average energies could be verified by comparing the data with the measurements
from the literature. However, experimentally measured average energies are measured only
in specific spatial directions and should therefore be compared to the angular average
energies. This is discussed isection 6.4.2
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Figure 6.32 Comparison of the average energiesbtained from SRIM simulations and the
ones calculated withEq. (6.6) for Ar ions with 600 eV energy.

The SRIM simulations performed in this work show that elements in group 11 (Cu, Ag,
Au) have the lowest total average energies. Higher total average energies are observed for
the transition metals in groups 4, 5 and 6 (sed-igure 6.32) among which the lowest average
energies have the lightest three transition metal elements in period 4, i.e. Ti, V and Cr. In
Figures 6.2 6.23 the EDFs of Cu, Ag, and Au exhibit stronger (i.e., more intense) low-
energy peaks and weaker higienergy tails. The opposite is the case for the elements in
groups 4 and 5 (Ti, Zr, Hf; V, Nb, Ta). These elements have smaller lowenergy peaks and
longer high-energy tails, which results in higher average energies. The peak of total EDFs
for those same elements is positioned at higher energies (s€able 6.6) which also results
in higher average energies. The total average energy increases logarithmically with the ion
energy as show by the SRIM simulations (Figure 6.31) and the SigmundThompson
theory for the average energy of sputtered atoms (seEq. (6.6)).

If the total average energy of sputtered atoms is plotted in dependence on the total
sputtering yield, then an inverse correlation can be observed for the transitionrmetals
(Figure 6.33). To our knowledge, there is no theoretical expression in the literature that
would correlate the average energy of sputtered atoms to the sputtering yield, therefore
we provide an empirical egation that best fits our data. The average energies in
dependence on sputtering yield show similar trends for sputtering with ions in the
30031200 eV range. For the transition metals,
energy of sputtered atoms and tte sputtering yield can be fitted to a simple function:
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_ E
E ° 0.06—. (6.8)

YO.S !

The numerical factors in the equation (i.e., the leading constant and the power coefficient)
were obtained by fitting data to results obtained for all three ion energies, i.e., 300 eV, 600
eV and 1200 eV. For clarity, we present inFigure 6.33 only results for sputtering with 600
eV Arions. Note that in Eg. (6.8), the total average energy of sputtered atoms is linearly
deperdent on the ion energy and is approximately inversely proportional to the square
root of the sputtering yield.
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Figure 6.33 Total average energy in dependence on sputtering yieltbr 600 eV Ar ions.

We emphasize thatEqg. (6.8) should be used only as a rough approximation for the
expected average energies of sputtered transition metalén Table 6.9, we provide the
average energies of sputtered atoms for sputtering with 300 eV, 600 eV, and 1000 eV Ar
ions. The table provides data for all transition metal elements from groups 412 of the
periodic table. For the evaluation, we used sputtering yields fromTable 6.4 calculated with
Eq. (6.3).

Graphical presenttion can be found in Figure 6.34where average energy and sputtering
yields for transition metals are presented with respect to atomic numberZ. Elements of
the same group are plotted in the same color for periods 4, 5 and 6.

A possible qualitative explanation for the inverse proportionality could be that in
elements with higher sputtering yield the energy of the incident ions is redistributed among
a larger number of atoms in the solid as a result the average energy of recoilecand
sputtered atoms is lower. On the other hand, in the case of low sputtering yield, the energy
of the incident ions is transferred to a smaller number of atoms, and consequentithe
average energy of the sputtered atoms is higher. Based on similar reasing, it can be
expected that Eq. (6.8) should better describe the relationship when fully developed
collision cascades are formed (i.e., at higher ion endgs).
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Table 6.9: Average energies of sputtered atomsalculated with Eq. (6.8). The theoretical
sputtering yields are taken from Table 6.4.

Element YSOO ev E300 e\ YGOO eV EGOO ev YlOOO ev ElOOO ev
Ti 0.0 28.82 | 0.63 45.36 | 0.89 63.60
V 0.44 27.14 | 0.72 42.43 | 1.04 58.83
Cr 0.61 23.05] 1.05 35.13 | 1.55 48.19
Mn 0.90 18.97 | 1.53 29.10 | 2.26 39.91
Fe 0.77 2051 |1.34 31.10 | 2.01 42.32
Co 0.86 19.41 | 1.52 29.20 | 2.32 39.39
Ni 0.94 18,57 | 1.70 27.61 | 2.60 37.21
Cu 1.09 17.24 | 1.98 25.58 | 3.08 34.19
Zn 3.44 9.70 6.40 14.23 | 10.11 18.87
Zr 0.41 28.11 | 0.66 44.31 | 0.95 61.56
Nb 0.41 28.11 | 0.69 43.34 | 1.00 60.00
Mo 0.43 27.45|0.73 42.13 | 1.07 58.00
Tc 1.48 14.80 | 2.51 22.72 | 3.70 31.19
Ru 0.63 22.68 | 1.07 34.80 | 1.60 47.43
Rh 0.75 20.78 | 1.29 31.70 | 1.93 43.19
Pd 1.10 17.16 | 1.92 25.98 | 2.90 35.23
Ag 1.36 15.43 | 2.39 23.29 | 3.63 31.49
Cd 3.38 9.79 6.04 14.65 | 9.25 19.73
Hf 0.44 27.14 | 0.73 42.13 | 1.06 58.28
Ta 0.36 30.00 | 0.61 46.09 | 0.88 63.96
W 0.40 28.46 | 0.69 43.34 | 1.02 59.41
Re 0.60 23.24 | 1.03 35.47 | 1.52 48.67
Os 0.64 22.50 | 1.09 34.48 | 1.63 47.00
Ir 0.76 20.65 | 1.32 31.33 | 1.98 42.64
Pt 0.91 18.87 | 1.60 28.46 | 2.42 38.57
Au 1.00 18.00 | 1.77 27.06 | 2.69 36.58
T — A
@) Ta - (b) E,-=600eV |
- \V "\INb /\ | e ]
40 | g [ ]
| \Re | 5 ‘ ‘
ol MH\‘\CO Rh \n l g g ]
b L 1
" B3t - 3
20 | Te 1> i
\ 2 Mn / Au ]
Co JRh Re #1Ir
10 - | 1F p, . ” 1
E,. =600 eV LT Ay s L4
ZIU BIU 4IU 5IU EIU ?IU SIU 0 2IU 3IU 4IU 5IU EI[} TI[} SIU
z z

Figure 6.34: The average energy (a) and sputtering yield (b) of transition metals calculated
with Eg. (6.3) and Eq. (6.8).
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6.4.2 Angular average energies of sputtered atoms

Figure 6.35 presents the polar distribution of average energies for the investigated elements.

The shapes of the distribution are similar re@rdless of the ion energy. The elements in
period 4 and gr oup exhiditythe mdsi direeted, distibution with theC r )

hi ghest average energies near the 65° emissio
4-6 (i.e., Zr, Nb, Mo) have asonmewhat less directed distribution with the highest average

ener gi es ar ou rathe dleeent b roups¥@ih eriod 6 (i.e., Hf, Ta, W)

the distribution of the average energyis more isotropic than in periods 4 and 5. The highest

average atomener gi es are found near the 45° emissi
distribution for elements in groups 11 (i.e., Cu, Ag, Au) also changes with the periodwa

more anisotropic distribution is visible for Cu (period 4) and most isotropic distribution

(close to circular) for Au (period 6). In general, the elements in group 11 havea more
isotropic distribution compared to el ements
elements show the most isotropic distributions for the angular average energies.
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angle interval.
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Figure 6.36:. Average energies of sputtered atoms in dependence emission angleobtained
from SRIM simulations for Ar ions with 600 eV: (a) absolute distributions of average
energies and (b) normalized distributons.

In order to more easily compare the polar distributions of average atom energies, we
present the data also in the cartesian coordinate system shown iRigure 6.36. The angular
average energies for investigated target materisbombarded by 600 eV Ar ions are shown
in Figure 6.36a, while in Figure 6.36b, the same angular average energies are normalized
by the value of average energy in the normal direction.
The average energ of sputtered atoms depends on the emission angle as demonstrdte
in Figure 6.35 and Figure 6.36a. For transition metals, the average energies increase with
the emissionangle and reach the highestvalue at appr ox i rodotvedlbya 50% 70 °
gradual decreaseln period 4 (Ti, V, Cr, Cu), the average atom energies show the largest
variation with the emission angle (seeFigure 6.360b). In period 5, the differences between
averageenergies into different emission angle ranges are lower than in period 4. In period
6 (Hf, Ta, W and Au), the differences between angular average energies are the lowest.
For the light elements (B, C and Al) the SRIM simulations show that the average enerdes
of sputtered atoms are approximately the same for all analyzed angles and are the highest
for emission angles in the 0°%¥30° range.
In individual groups, the element with the lowest atomic number exhibits the highest
differences between angular averagenergies for different emission angles. For example, in
group 4 (Ti, Zr and Hf), the differences between average energies into specific emission
angles are higher for Ti than for Zr and are the lowest for the heaviest element Hf. The
same trend is observd in other groups too. The differences between angular average
energies for differentemissionangles become lower with increasing atomic number.
The angular average energies obtained from SRIM simulations can be compared to the
measured averageenergiesfom t he | i t er at etal.¢ll7]nheasurédangglac h|l dger
EDFs for Ti bombarded by Ar ions with 1 keV at normal incidence using the ion beam
sputtering, which is also discussed if128] The authors measured an average energy of 26
eV at 6 M° aenmgil ses,i 32 eV at 70°, and 56 eV at 80
from the energies from SRIM simulations obtained in this work. For Ar ion bombardment
of Ti with the energy of 1.2 keV, the SRI M si
and32evVat 85°.
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Federet al. also measured and simulated the sputtering of Ag target with Ar ions[113]
The average energies calculated from measured EDFs for sputtering with 0.5 keV and
1 keV Ar ions were somewhat lower than the ones calculated in this work. Fosputtering
with 1 keV, the authors measured the average energy to be approximately 18 eV for
emi ssion angles higher t ha,heéverageenérgyevalsgedt t er i ng
from SRI'M simulations is 25.5 5 faonrd 6159°. 4e neiVs sfio
85° emission angle. The authors also show that t
does not change much with the increasing emission angle.
Angular EDFs of sputtering Cu, V and Nb targets with Ar ions were measured by
Dembowski et al. [118] Their experimentally determined average energies differ
significantly from our simulation results. For sputtering Cu target with 600 eV normally
impinging Ar ions, the authors measured 8.8 e\average energy of atoms sputtered in the
normal direction, while our SRIM simulations give 19.3 eV. When sputtering V and Nb
under the sameemissionangles the authors measured 8.7 eV and 12.7 eV, respectively,
while our simulations show significantly higher average energies, 25.0 eV and 46.3 eV. The
authors simulated average energies using ACAT simulation code and also obtained
somewhat higher average energies as compared to the measured ones (see Fig Ref.
[118).
Brizzolara et al. [122] analyzed the average energies of sputtered atoms from the
measued EDFs for Cu sputtered by Ar ions impinging normal to the surface in the
40431000 eV range. The authors observed that the
Cu atoms increased with the ion energy and that the rate of this increase was lower at
higher ion energies (see Fig7 in Ref [122). The average energies of normally sputtered
atoms ranged from approxmately 5 eV for sputtering with 200 eV Ar ions to 8 eV for
sputtering at 1000 eV. The dependence of average atom energy on the ion energy only
gudlitatively agrees with our SRIM simulations, since we get about 3times higher total
average energies (16 eV at 200 eV and around 25 eV at 1000 eV).
Semiempirical models have alsobeen used to calculate the average energies of
sputtered atoms in dependene on the emission angle. For example, Stepanovfl21]
evaluated the angular dependence for Cu and W. The angular distribution at high angles
differs significantly from the SRIM simulations at high angles (cf. Fig. 13 in [121] and
Figure 6.36a in this work). For Cu sputtering with 1000 eV Ar ions, the energies calculated
with the Stepanova model range from approxmately 8 eV in the normal direction with
increasing values up to 17 eV for atoms sputtered close to the plane of the tagg (see
Figure 15 in Ref. [60])). The SRIM simulations for sputtering with 600 eV Ar ions give the
average energy of 19.3 eV in the normal direction. Withthe increasingemissionangle, the
average energy is increased t onandleeThesaeragenum of 25
energy is then decreased at higher angles down t
simulationsshow t hat the atoms with the highest energi
the Stepanova model predicts that the most energetic atoms are sputtered close to the
surface plane.

6.5 Measurements ofthe Sputtering Y ield

The main purpose of the thesis was to ompare the analytical model and Monte Carlo
simulations. However, we also decided to compare the results of the optimized sputtering
yield simulations with measurements of the sputtering yield performed in our deposition
systems. Here, we present the measements of the target masschange performed in the
triode sputtering system and the layer thickness measurements of thin films that were
deposited in the magnetron sputtering system



6.5 Measurements of the Sputtering Yield 103

6.5.1 Measurements of the total sputtering yield from the target mass
change

The total sputtering yield measurements were performed in the triode sputtering system
Sputron (Balzers, Liechtenstein). We sputtered Ti, V, Cr, and Cu targets with Ar ions.
The ion energy was varied between 100 eV and 1000 eV in 100 eV steps. In this parf o
the experimental work, the sputtering yields were measured based on the measurement of
the change in target mass before and after sputtering. Voltage and current as well as time
of sputtering were recorded too.

The sputtering yields were determined as decribed in Section 5.2.1and are presented
in Figure 6.37 along with the sputtering yield simulations performed with SRIM. The
results of the measurements are plotted with symbolswvhile the SRIM simulations are
shownwith the line of the same color.
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Figure 6.37: Sputtering yields of Ti, V, Cr and Cu in dependence on Ar ion energy.
Experimental values are plotted with symbols aml sputtering yields simulated by SRIM
simulations with lines.

For all elements the deviations between the SRIM simulations and the experimentally
measured sputtering yields are the largest athe Ar ion energy of 100 eV. The authors of
the SRIM program were aware of the program limitations at very low ion energies[37]
This has also been noted by other author443]

The results of our experimental work show an agreement with the simulations for Cu
and Cr at energies above 100 eV. The differences between @hsimulations and the
measurements are less than 10 % in the investigated energy range. For V and Ti, the
discrepancies are much larger. The measured sputtering yield for Ti is up to three times
lower than the values obtained by simulations. The differencebetween the two values
decreases with the energy of the Ar ions. At 1000 eV, the measured sputtering yield is for
approximately 45% lower than the simulated value. For V, the experimental values are
also lower than the SRIM results. At 200 eV Ar ion energy, the measured sputtering yield
for V is 50% lower than the simulated values and at 1000 eV, the measured sputtering
yield is 20% lower than the simulations predict.
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The differences between the experimental data and the simulations can be attributed
to th e fact that we sputtered targets in a triode system, where the energy of the incident
ions is not as precisely determined as in ion gun sources, but the incident ions have a
certain energy distribution. During the sputtering process, we can also observe alight
fluctuation of the current at constant voltage wthe fluctuations are not large, but rather
they fluctuate around a certain average value, so we included the average value in the
calculation. Nevertheless, this part can also contribute to the deviaibn from the
experimental values. In addition, a breakdown can sometimes occur during the sputtering
process, from which we can conclude that evaporation of atoms occurs at a certain point.
Neither does SRIM take into account the fact that some Ar atoms may occupy a place in
the target during sputtering. In addition to the sputtering of atoms, self -sputtering also
occurs, which has a different sputtering yield than the atoms of the target.

6.5.2 Measurements of differential sputtering yield from thin film
thickne ss

From the target masschange, we can only measure the total sputtering yield. However, if
we are interested in the angular distribution, which is important for the deposition of thin
films, the total sputtering yield does not give enough information. For some applications,
a high accuracy in film thickness is required and, above all, uniformity over the entire
surface is also important. The angular sputtering yield can be determined from the
thickness of thin films deposited at different angular positionsof samples.
Angular sputtering yields were measured for the following materials: Al, Ti, V, Cr, Cu,
Nb, Mo, Hf and Ta. The measured angular distribution is shown in Figure 6.38a. The
substrates were placed in the chamber as showim Figure 5.8 and sputtered with 0.4 A
current. Layer thicknesseshwer e measured in 10° polar angl e i
sputtering yields were calculated according to Eq(5.16).
Copper exhibited the highest differential sputtering yield values, while all other
elements exhibited 5070 % lower differential sputtering yields. For all elements the
di fferenti al sputtering yield was the highest a
angle, the differential sputtering yield decreases for all elements. The differential sputtering
yield is the highest for lower sputtering angles due to the fact that the source of sputtered
atoms is flat and not point-like.
The differential sputtering yield for Al, Ti, V, Nb, and Ta remained about the same
whil e the angl e decr e a sthedothdr hamdnthebsputteringgigdca r d z er o .
for Zr, Mo, Hf, Cr, and Cu slightly decreased fo
angular distributions can easily be distinguished inFigure 6.38 where the measurements
for each ekment are normalized to the maximum value. The angular distribution of
normalized values of differential sputtering yields was very similar for all of the investigated
materials.
According to the SRIM simulation of the differential sputtering yield ( Figure 6.17), no
decrease in the central region is expected. The layer thickness measurements give
information about the deposition rate, while the collisions between the particles can be
neglected due to the low gas presure in the vacuum chamber. Thus, it follows that the
deposition rate and the sputtering yield are linearly dependent(see Eq.(5.13)).
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Figure 6.38 Differential sputtering yields for Al, Ti, V, Cr, Cu, Nb, Mo, Hf and Ta for
different emission angles: (a)absolute values of differential sputtering yields and
(b) sputtering yields normalized to the highest valie.

In experimental measurements and deposition of thin films in diode, triode, or
magnetron systems, one must be aware that the source is not poirike, but planar. For
our experiments, we used a planar circular magnetron source where the racetrack is
circular, as shown inFigure 6.3%. Thus, the atoms originate from a larger area that can
be modeled by summing many poindike sources in a plane. The crossection of this
magnetron model is illustrated in Figure 6.3%.

Figure 6.39 (a) Photo of a used magnetron sourcefrom where we can determine the
racetrack region. (b) Scheme of the magnetron crossection. Circular symmetry enables
us to sum the cortributions of two linear sources of sputtered atoms

To verify the experimental results from Figure 6.38, we integrated the contributions of
many point sources, as shown in the magnetron crossection in Figure 6.3%. In
Chapter 6.2 (see Eq.(6.4) and Table 6.5) we presented that the sputtered atoms have a
cosine distribution, therefore we calculated the contributions of many cosine poinlike
sources to a semicircular substrate with a radius of 10@nm. The center of the semicircular
substrate coincides with the center of the magnetron surface, in the sameay as in our
experimental setup.
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The deposition rate of all point-like sources betweenxmin and Xmax t0 any point at
distanced is equal:

R(d,J) = Ar“jxr"“ %cos( J - )ﬂx . (6.9)

min

Here, A is a constant that depends on the sputtering yield and time of sputtering.
The deposition rate at any point TN on the ser
squareofhe di st ance bet we-kkasouroe atahe distaacaxyfronpthe n t
center of the magnetron & is anywhere betweenmi» and Xmax (SeeFigure 6.39)). According
to the cosine law, this distance equals to:

0’=\/r2 w2 2xr cos(p /2 j) , (6.10)

From Figure 6.3% it follows that the angle J- £ equalsp/2 - ¢, from where we
canexpress:b= J+ a-/p.Eq. (6.9) can then be written as:

o 1 ap
R(r,x,a, ) =A cos - a% . (6.11)
( ) 0. 7 vx 20 cos(p /2 —/) 832_ +

Using the law of sines, angle| can be extracted from:
sina = sin -/ 4 (6.12

Taking all the above equations into account (Egs. (6.9) (6.12)), the contribution of
all point-like sources to the semicircular substrate at distanceal finally depends only on
the angle 3 whenr and x are known quantities:

R(x,r,j) =A fjm“ d Cos(j )

" (r2 +x? -2x sin(j ))

;a0 0 ¢/ ¢ (6.13

Finally, we also consider the contribution from the opposite side of the magnetron in
the same way since the experiment is symmetrical.

To estimate the limits of integration, or to determin e the area from where the sputtered
atoms originate, we took one of the targets that was already worn from use, where the
racetrack is clearly pronounced and visible Figure 6.39a). The boundaries of integration
were set between & and 27 mm (seeFigure 6.39%).

Using parametersr = 100 mm, Xmin = 18 mm and Xmax = 27 mm, we calculated the
distribution of the sputtered particles on the semicircular substrate which is shown as the
green curve in Figure 6.40a. The shape of this distribution is consistent with the
experimental data for Al, Ti, V, Nb and Ta. However, since we observe a slightly lower
deposition rate for other elements (Zr, Mo , Hf ,
examined the influence of the distancer between the center of the magnetron and the
semicircular substrate. Furthermore, we also checked how the result is affected by the
integration boundaries.
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Figure 6.40. Normalized differential deposition rate on a semicircular substrate originating
from the magnetron source: (a) the influence of variation of the semicircular radiusr;
(b) the influence of the racetrack size and position. Note: y scales are not identid.

Figure 6.40a also shows the sputtering on a semicircular substrate if its radius is less
than 100 mm (70 mm and 50 mm). Since the particle flux density decreases with the square
of the distance, more atoms are deposited ontotte substrate with lowerr if the deposition
time is the same. As the distance between the magnetron and the semicircular substrate
decreases, the distributions of deposited atoms show that the atoms come from two planar
sources. Two maxima appear in the ditribution and fewer particles are sputtered into the
angle interval between them. At a distance ofr = 50 mm when Xm,= 18 mm and
Xmax= 27 MM, even 20 % |l ess atoms are sputtered at
line). In addition, a significant sputtering rate drop toward zero appears at different angles
asr decreases. For = 10 cm (green line) sputtering rate starts to decrease toward zero
at approxi matresl y7 3cOn? (arnedd floirne) at approxi mat e
On the other hand, the shape of the deposited atom distribution originating from the
magnetron is also influenced by the source from which the sputtered atoms originate. The
influence of the position and width of the racetrack region are shown inFigure 6.40b. All
three calculations were performed for sputtering on a semicircular substrate with
r = 70 mm. The red line shows the same calculation as the red line ifrigure 6.40a. First,
we varied the width of the racetrack region. The blue ine shows the calculation wheremin
was set to 19 mm andxmax to 23 mm. Both distributions (red and blue line) have a fairly
flat central part. The contribution from the wider racetrack region (red line) barely
noticeably decreases, for the anglescloset 0°, but we need to be awa
this racetrack is at 22.5 mm, while the center of the narrower racetrack is at 21 mm.
The deposition rate for the racetrack with Xmin = 27 mm and Xmax = 31 mm is presented
by a gray line in Figure 6.40b. The width of both racetracks, the one that results in
deposition rate presented with gray and with blue lines is 4 mm, but as we can see from
the comparison, their contribution to the distribution of the deposited particles is very
different. When the inner radius of the magnetron is lower, we obtain an almost completely
uniformly applied layer between 45° and 45°. Wi th a | arger i nne
we get about 15 % more deposited particles at
Based on the calculations, we see that even minimal differences between the
experimental setups can lead to substantidy different amounts of deposited atoms at
different sputtering angles. In addition to our calculations, we must be aware that
magnetrons are not perfectly flat. After a short time, a channel of a specific shape is created
in the racetrack more material is sputtered from the central region of the racetrack. This
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means that the ions in this part are no longer impinging perpendicularly to the surface and
the atoms do not sputter from the ideally flat surface that is perpendicular to the substrate.

In our calculation, however, we assumed a completely flat surface of the magnetron and a
cosine distribution of the sputtered material.

So far, we have tried to explain the results with a simplified analytical calculation. In
the next step, we tried to experiment in such a way that the deposited particles would
originate from a narrower part of the magnetron and not from the entire racetrack region.

In order to experimentally achieve a nearly pointlike source of atoms in our vacuum
chamber, we placed a collimatorsn front of the samples so that only the atoms sputtered
directly at a certain angle from a narrow part of the magnetron surface would be deposited
onto the surface of the sample Figure 5.9). The collimators were 10 mm long tubes with
a diameter of 6 mm. This allowed us to see if our experiment was consistent with the SRIM
simulations. In this case, we did not measure the thickness of the deposited films but
measured the mass of the samples before and after the degtion of Cu.

When we calculate the differential sputtering yield and compare it to the SRIM
simulations, the expected sputtering yield from SRIM simulations is significantly higher
than the measured values. In the central region, near the surface normait is higher even
for a factor above 2.5. The differences are lower at higher emission angles. Another
surprising outcome is that we did not achieve the pointlike source approximation by
adding collimators: the number of sputtered particles was approximeely the same at all
samples positioned at emission angles bel
angular distribution as expected by SRIM.
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Figure 6.41 Differential sputtering yield measurementsand SRIM simulations of Cu.

This difference could originate from the direction of the collimators. Although we used
the magnetron target, which was planar, the minimum surface slope of the target surface
(it could be the slope of the target surface within the racetrack) from where the atoms
originated could also cause the difference in the result.

ow 30°.
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However, since these are not realistic conditions for sputtering in the deposition
processes, and the material consumption is high, & decided not to perform further
measurements with other materials.






111

Chapter 7

Conclusions

lon bombardment is an important process in various scientific and technological fieldsand
is the basis of ion etching and sputtering. Sputtering depends on several parameters
including ion energy, mass, current density, angle of incidenceand target material
properties

The Stopping and Range of lons in Matter (SRIM) program was employed to conduct
comprehensive simulations investigatinghe total sputtering yield, angular distribution of
sputtered atoms, energy distributions and average energies for a range of materials. We
focused on transition metals from groups 4, 5, 6, and 11 of the periodic table, as well as
selected lighter elemerg (B, C, Al and Si) that are relevant in sputter deposition processes.
The simulations involved the use ofAr ionswith energyin the range of 300 to 1200V for
both normal and oblique ion incidence at various ion energies.

The main objective was to improve the agreement betweenthe simulated and
experimental sputtering yield data. This was achievel primarily by modification of surface
binding energes (SBEs)but also involving other parameters. SBEsignificantly influences
the sputtering yield and is a freeinput parameter in SRIM. By adjusting this parameter,
the experimental total sputtering yields were calculated particularly within the energy
range typical for sputter deposition techniques, namely below 200eV.

For transition metals, the total sputtering yield increased with increasinggroup in the
periodic table. Notably, elements in group 4 exhibited the lowest sputtering yieldswith
elements from group 11 demonstrating the highest yieldsFor lighter elements in groups
13 and 14, except forAl, the sputtering yields were considerably lower compared to the
transition metals.

Furthermore, the simulations revealed that transition metals tend to exhibit a cosine
angular distribution of sputtered atoms. In contrast, elements with atomic numbers below
14 (B, C, and Al) displayed a predominantly directional sputtering pattern, particularly
near the surface normal. This unusualsputtering behavior is an artifact of the SRIM
simulations, as it contradicts experimental observationswhich has already been repded
by other authors. Consequently, theaccuracy d the differential sputtering yields for these
lower atomic number elements was questionable, while the simulations remained valuable
for providing insights into total sputtering yields.

The analysis was exended to investigate angular distributions for oblique ion incidence.
A noticeable trend was observed, with a more asymmetric distribution at lower ion energies
transitioning to a more symmetric pattern at higher ion energies. The degree of symmetry
was found to be dependenton the group within the periodic table and the atomic mass of
the element within that group. Elements from group 4 exhibited the most pronounced
asymmetry, while those from group 11 displayed a higher degree of symmetry. Heavier
elemens generally demonstrated more symmetric atom distributions compared to their
lighter counterparts within the same group.



112 Chapter 7. Conclusions

To gain a deeper understanding of the influence of target and ion properties on total
sputtering yield, an analytical expression deried by Sigmund was employed. Comparisons
between sputtering yields simulated by SRIM and those predicted by Sigmund simplified
equation revealed comparabletrends, particularly when incorporating modified surface
binding energies. The dependence of the tagg-to-ion mass ratio, as suggested by Sigmund
formula, also demonstrated a reasonable agreement with simulated values. Notably,
deviations were more pronounced in terms of ion energy dependence, with Sigmund linear
prediction differing from the parabolic dependence observed in both simulated and
experimental data.

To address this discrepancy, anodified equation was introduced that included a power
parameter relating ion energy and modified surface binding energyThe results of the
modified equation agreewith experimental sputtering yields for Ar ions with energies up
to 1000 eV. In addition, a linear relationship was established between the power fitting
coefficient and the atomic number for transition metals, which allowed the estimation of
the total sputtering yield for other t ransition elements.This approach showeda reasonable
agreement between the calculated andhe experimental yield values. Although the
modified equation is suitable for other ion types,the appropriate power coefficientsshould
be determinedby a similar procedureas in this thesis

In the second part of the thesis, we investigated the agular energy distributions of
sputtered atoms and exploré the impact of various parameters on energy distribution.
Additionally, we analyzel averege energies of sputtered atoms across different spatial
directions.

Simulation results of energy distribution functions (EDFs) and average energies of
sputtered atoms were compared with analytical EDFs derived by Sigmund and Thompson.
The EDF characteristics were discussed, including the lovenergy peak, the highenergy
tail, the high -energy peaks, and the maximum energy of the sputtered atoms with respect
to the arrangement in the periodic table.

Comparison between the total EDFs produced by the SRIM simuhtions and the EDFs
predicted by Sigmund and Thompson showed a good agreement for all transition metals,
although minor differences were evident in the energy tail. However, a notable discrepancy
was observed for the light elements (B, C, Al, and Si), whee the simulated and analytical
EDFs differed significantly. The simulated lighter element EDFs differed from both the
analytical results and from the experimental EDFs taken from the existing literature. This
shows that the SRIM simulations do not accuratdy represent the EDFs for elements with
atomic number lower than 14 We draw this conclusion based orthe fact that all simulated
lighter elements (B, C, Al, and Si) exhibited major disagreement with the analytical results
and experimental measurements. Nie that we did not check all elements of the periodic
table. In addition, the shape of the total EDFs normalized to the low-energy peak exhibited
no variation with ion energy.

SRIM simulations predict that the low -energy peak appears at approximately half
the surface binding energy for all elementswhich is consistent with the Sigmund and
Thompson distribution. Comparisons within each period showed that the position of the
low-energy peak increases with the group number, except for the elements in grou.

Full width at half maximum (FWHM) analysis of the simulated EDFs revealed an
increasing trend with atomic number within a given group, while ion energy variations in
the 300uj200 eV range had negligible effects. The maximum energy of the sputtered atts
depends strongly on the period and slightly on the group of the periodic table. In particular,
period 4 elements exhibited the highest maximum energies, followed by period 5 and 6
elements. While the maximum energy values derived from the SRIM simulatios agree
with those predicted by the Thompson equation for the transition metal elements, they
differ significantly for the light elements, for which the SRIM simulations predicted much
lower energies.
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Comparison of the simulated angular EDFs with the Signunduf hompson distribution
revealed a significant reduction in magnitude of simulated EDFs, often by as much as two
orders of magnitude. This divergence was supported by experimental data indicating an
overestimation of angular EDFs by the angular Sigmund d@stribution. Notable observations
include the presence of broad higkenergy peaksin SRIM simulations at emission angles
above 45° for el ements of periods 5 and 6, es
Such peaks also occurred for some period éeenents under ion bombardment with 600 eV.
At an ion energy of 1200 eV, small highenergy peaks appeared at period 6 elements, while
they were absent at the others.

For transition metals, an inverse proportionality was observed between the average
energy d the sputtered atoms and the sputtering yield. We established an empirical
equation according to which the average energy of sputtered atoms is approximately
inversely proportional to the sputtering yield, with a power of about 0.5. The average
energy ofsputtered atoms increases linearly with the energy of incident Ar ions according
to our fitting function. Such a qualitative relationship provides an estimate for the total
average energies of the studied transition metals in the energy range of 3@R00 &/ and
possibly also for other transition metals and for higher Ar energies.

While the main goal of this work was to comparethe analytical model and Monte Carlo
simulations of sputtering processes, we also decided to perform a comparison between
simulations of sputtering yield with optimized surface binding energiesand measurements
in sputtering systems. We presented measurements of the total sputtering yield ia triode
sputtering system and measurements of the differential sputtering yield for thin films
deposited in a magnetron system. The deviations between the SRIM simulations and
experimental sputtering yields were most pronounced at an Ar ion energy of 100 eV. While
the measurements of Cu and Cr above 100 eV agreed with the simulations, the
discreparties were more pronounced for V and Ti. In addition, we measured differential
sputtering yields, with Cu having the highest differential sputtering yield, while other
elements had significantly lower values. The differential sputtering yield waghe higheg
for all measured elementsat405 0° emi ssi on angles and decreas:
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